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___________________________________________________________________
1. Introduction

Random access procedure is utilized at Open Loop Power Control in the Uplink and Transmit ON/OFF Time mask test. However, Random access procedure is changed at RAN 1. Before the physical random-access procedure can be initiated, Layer 1 shall receive the information from the higher layer (RCC). The initial preamble power Preamble_Initial_Power is one of the information [1]. And, the preamble RACH power is set to Preamble_Initial_Power [1]. Therefore, we have to modify initial condition and procedure of Open Loop Power Control in the Uplink and Transmit ON/OFF Time mask test. 

(attention: RAN 2 has not modify RRC message yet [2]. Therefore, we will have to search two documents [1][2].)

2. Text proposal:

5.4.1
Open Loop Power Control in the Uplink
5.4.1.4
Method of test
5.4.1.4.1
Initial conditions

(1) 
Connect the SS to the UE antenna connector as shown in Figure A.1.
(2) A call is set up according to the Generic call setup procedure of registration, and RF parameters are set up according to Table E3.
(3) 

See [3] TS 34.109 Logical Test Interface for details regarding generic call setup procedure 
Table 5.4.1.2: Test parameters for Open Loop Power Control
Parameter
Level / Status
Unit

Preamble_Initial_Power
[TBD]
[TBD]

Inner Loop Power Control
Disabled


5.4.1.4.2
Procedure

(1)
A call is set up according to the Generic call setup procedure of terminated call, and parameters are set up according to Table 5.4.1.2.
(2)
Measure the output power of the UE during 1 frame at the UE antenna connector by Tester.

(3) Initial Preamble RACH shall be used for this measurement.
5.5.2
Transmit ON/OFF Time mask
5.5.2.4.2
Procedure

(1)
A call is set up according to the Generic call setup procedure of terminated call, and parameters are set up according to Table 5.5.2.

(2)
SS doesn’t sent AICH
(3) Measure the output power and timing of the UE by Tester.
Table 5.5.2: Parameters for Open Loop Power Control













Preamble_Initial_Power
[TBD]

Expected nominal UE TX power
Maximum power
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