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1. Introduction
On the first day of this meeting, it is recognized that there is no description of Downlink Physical Channel for Tx characteristic measurement in the Annex E proposed in T1R (00) 0034. This paper presents a text proposal for this issue.

2. proposal
The following clause is proposed to be introduced as E.3.1 into the Annex E based on T1R (00) 0034. Clause numbers for “Measurement of Rx Characteristics” and “Measurement of Performance requirements” should be newly assigned.
E.3.1
 Measurement of Tx Characteristics

Table E.3.1 is applicable for measurements on the Transmitter Characteristics (Section 5) with the exception of clause 5.3 (Frequency Stability), 5.4.1(Open Loop Power Control in the Uplink), and 5.5.2 (Transmit ON/OFF Time mask). For these cases, the power levels of Îor and DPCH are defined individually. 

Note: Applicability to clause 5.7(Power setting in uplink compressed mode) is FFS
Table E.3.1: Downlink Physical Channels transmitted during a connection. 

Physical Channel
Power

Îor
–93 dBm / 3.84MHz 

CPICH
CPICH_Ec / DPCH_Ec
= 7 dB

PCCPCH 
PCCPCH_Ec / DPCH_Ec
= 5 dB

SCH
SCH_Ec / DPCH_Ec
= 5 dB

PICH
PICH_Ec / DPCH_Ec
= 2 dB

DPCH
–103.3 dBm / 3.84MHz 

3. REFERENCE
T1R (00) 0034: Text proposal for TS 34.121 (Annex E: Downlink Physical Channels), ADVANTEST
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