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TS34.108

· T1S-000071  
Status TS 34.108 (Anite Systems)

· T1R-000139 
Proposal of additional definition in hierarchical manner in order 



to establish the reference measurement channel by using 



generic setup procedures in TS34.108 (DoCoMo)
· T1S-000059
Proposal for test Authentication Algorithm (Ericsson)

Signalling only

· T1S-000073
RRC signalling of version of UE conformance specification
· T1S-000074
Proposal of LS to TSG-R2 regarding signalling of version of 


conformance specification
TS34.109 Terminal Logical Test Interface (FDD/TDD); Special conformance testing function

Test USIM
· T1R-000119
Clarifications SIM condition for conformance testing  (Agilent)


UE test loop activation / UF test loop mode
There is a need for a UE test mode from which radio bearers can be setup without requiring any service indication in the bearer capability message. This UE test mode is needed both for RF-tests (setting up reference measurement channels, T1R-000139) and for signalling tests (radio bearer tests, T1S-000061).


· T1R-000139 
Proposal of additional definition in hierarchical manner in order 



to establish the reference measurement channel by using 



generic setup procedures in TS34.108. (DoCoMo)

· T1S-000061 
Proposal for test procedure for radio bearer tests  (Ericsson)


Proposed changes to TS 34.109


· T1R-000136
Proposal of BLER measurement method for the reference 



measurement channel 12.2kbps (DoCoMo)

· T1R-000137
Proposal of BLER and BER measurement method for the blind 



transport format detection test. (DoCoMo)

· T1R-000138
Proposal of Dummy data transmission of UL DCCH on DCH 

 
 
 (DoCoMo)

· T1S-000054 
Remote EMMI control using logical interface from TTCN 
 
 
 
 (Anritsu)

· T1S-000063/T1R-000126 
Editor’s proposals on changes to TS 34.109 (Ericsson)

T1 iWD-001 Combined testing areas for RF and Signaling;  Idle mode operations, handover and measurement report

· T1S-000065/T1R-000128: 
Update of T1 iWD-001 (Ericsson)
NOT AVAILABLE – to be distributed on the T1, T1/RF, T1/SIG e-mail exploders

· T1S-000064/T1R-000127: 
Proposal for split of idle mode test cases 





between RF and SIG swg  (Ericsson)

· T1S-000062: 


Idle mode test cases (procedures) (Ericsson)

· T1S-000069/T1R-000125: 
Idle mode test cases (performance) (Ericsson)


TS34.123-2 ICS specification

· T1S-000060r


Applicability of reference radio bearer





configurations for testing (Ericsson)

· T1S-000036/T1R-000108
Update to TS 34.123-2 (ETSI)

