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Overview of T1S-000062 and T1S-000069

Update of Idle mode test cases: T1S-000062

TS 34.123-1 User Equipment (UE) conformance specification

Test case clause
Title of test case
Status
Awaiting core spec.
Suggested to be removed
Suggested to be added

6.1.3.1
Cell selection  
Updated according to TS 25.304, V3.2.0




6.1.3.14
Emergency calls
Updated according to TS 25.304, V3.2.0




6.1.3.3
Cell reselection; Intra/Inter-frequency
Updated from GSM to UMTS




6.1.3.7
Priority of cells


Prioritization in cell selection in terms of “normal” and “low” priority is not used in UMTS


6.1.3.11
Updating of the list of [TBD] strongest neighbour cells and decoding the BCCH information of a new cell on the list


No equivalent core req. 

No req. to cell selection delay if cell is not known beforehand


6.1.3.17
Cell selection if no suitable cell is found in <time criteria>


No equivalent core req. 

No req. to cell selection delay if cell is not known beforehand


6.1.3.15
Immediate cell evaluation and cell reselection due to UE rejection "LA not allowed"

CR to TS 23.122



6.1.3.18
Cell reselection due to UE rejection "Roaming not allowed in this LA"

CR to TS 23.122



Update of performance test cases: T1S-000069

TS 34.121 Terminal Conformance Specification
Test case clause
Title of test case
Status
Awaiting core spec.
Suggested to be removed
Suggested to be added

8.2.2.1
Cell Selection single carrier single cell case
Updated according to TS 25.133 V3.1.0




8.2.2.2
Cell Selection multi carrier multi cell case





8.2.3.1
Cell Re-Selection single carrier multi cell case





8.2.3.2
Cell Re-Selection multi carrier multi cell case



New requirement in TS 25.133 V3.1.0

