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Introduction
Test Equipment and Test System Requirements for UE TDD Conformance Tests document [1] from TSG RAN4 TEM adhoc meeting#3 defines Test System Accuracy ± [1] dB for TS34.122 Test case 5.4.2 Minimum Transmit Output Power. The conformance requirement in TS34.122 is following: The minimum transmit power shall be lower than or equal to –44 dBm
Proposed changes 

It is proposed that test requirement is relaxed by 1 dB and thus, UE minimum transmit output power shall be below     –43 dBm. 
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5.4.2
Minimum transmit output power

5.4.2.1
Definition and applicability

The minimum controlled output power of the UE is when the power control setting is set to a minimum value. This is when the uplink power control indicates a minimum transmit output power is required.

The requirements of this test apply to all types of UTRA- UE.

5.4.2.2
Minimum Requirements

The minimum transmit power shall be lower than or equal to –44 dBm 

The normative reference for this requirement is TS 25.102 [1] subclause 6.4.5.1.

5.4.2.3
Test purpose

The test purpose is to verify the ability of the UE to reduce its output power to a specified value.

5.4.2.4
Method of test

5.4.2.4.1
Initial conditions

1)

Connect the SS to the UE antenna connector as shown in Figure A.1.

2)

A call is set up according to the Generic call setup procedure using parameters as specified in table E.3.1.2 

3)

Enter the UE into loopback test mode and start the loopback test.

5.4.2.4.2
Procedure

1)
Configure the UE transmitter to enable power control steps of size 1 dB.

2)
Measure power of the UE output signal over the useful part of the active time slot according to annex B.

NOTE:
Annex B returns the power in the decision points (displayed as reference power and power offset). This is equivalent to thermal power at the air-interface. Insofar 5.4.2 minimum output power is consistent with 5.2 maximum output power.

3)
Average over TBD time slots.

4)
Configure the UE transmitter to enable power control steps of 2 dB and of 3 dB, respectively, and repeat steps 2) to 3).

5)
Run step 2) to 3) for RF channels Low Mid and High.

5.4.2.5
Test requirements

For all measurements, the minimum transmit power derived in step 3), 4) and 5) of 5.4.2.4.2 shall be below –43 dBm
NOTE: If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in Annex F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.4.
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