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Introduction

T1/RF approved 34.121 CR T1R-010279 [1] for UTRA carrier RSSI test case in T1/RF meeting#21. The test parameters and test requirements in this CR are based on R4-011637 [2] approved in RAN WG4 meeting #20. T1/RF noticed a few mistakes in R4-011637, which are assumed to be corrected by RAN WG4. Since these mistakes are editorial and obvious, T1/RF made consistent corrections to T1R-010279.

Proposed corrections to TS 25.133 (v.3.8.0):

Subclause 9.1.3.2: The sentence "The relative accuracy requirement is defined as the UTRAN RSSI measured from one frequency compared to the UTRAN RSSI measured from another frequency" shall be replaced by sentence "The relative accuracy requirement is defined as the UTRA Carrier RSSI measured from one frequency compared to the UTRA Carrier RSSI measured from another frequency".

Subclause A.9.1.3.1: This test case is inter frequency measurement and compressed mode shall be applied. Anyhow, in current test environment description this is not defined. It is proposed, that the following statement be added to subclause A.9.1.3.1: "In this case both cells are in different frequency and compressed mode is applied. The gap length is 7, detailed definition is in TS 25.101 annex A.5, Set 1 of Table A.22 [14 slots is FSS]."

Subclause A.9.1.3.2: The test requirements contain following statement: "The effect of assumed thermal noise and noise generated in the receiver (–99 dBm) shall be added into the required accuracy defined in Section 9.1.2 as shown in Table A.9.5A". Section 9.1.2 contains requirement for CPICH Ec/Io test case, so it is assumed that reference shall be Section 9.1.3 instead of Section 9.1.2. 

Actions to RAN WG4

T1/RF kindly asks RAN WG4 to make corrections proposed above. 
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