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8.3.3
Inter-system Handover from UTRAN TDD to GSM

Void.

8.3.3.1
Definition and applicability

8.3.3.1.1
3,84 Mcps option
The UTRAN to GSM cell handover interruption time is defined as the time from the end of the last TTI containing an RRC message implying hard handover to the transmission on the channel of the new RAT.
The requirements and this test apply to the combined TDD (3,84 Mcps option) and GSM UE.
8.3.3.1.2
1,28 Mcps option

Void.
8.3.3.2
Minimum requirement

8.3.3.2.1
3,84 Mcps option

The interruption time shall be less than 40 ms in the case where the UE has synchronised to the GSM cell before the HANDOVER FROM UTRAN COMMAND is received.  The rate of correct handovers observed during repeated tests shall be at least 90% with a confidence level of [FFS]%.

The normative reference for this requirement is TS 25.123 [2] clauses 5.3.2 and A.5.3.

8.3.3.2.2
1,28 Mcps option

Void.

8.3.3.3
Test purpose

8.3.3.3.1
3,84 Mcps option

To verify that the UE meets the minimum requirement.

8.3.3.3.2
1,28 Mcps option

Void.

8.3.3.4
Method of test

8.3.3.4.1
3,84 Mcps option

8.3.3.4.1.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

[Editor’s Note: Annex G.2 must be specified also for GSM; for instance as a reference to TS 51.010-1 clause A1.2]

The test parameters are given in Table 8.3.3.1,  8.3.3.2 and 8.3.3.3 below.  In the measurement control information it is indicated to the UE that event-triggered reporting with Event 3C shall be used. The test consists of three successive time periods, with a time duration of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of cell 2.

UTRAN shall send a HANDOVER FROM UTRAN COMMAND message with activation time at beginning of T3 with one active cell, cell 2.  The HANDOVER FROM UTRAN COMMAND message shall be sent to the UE such that the delay between the last the end of the last received TTI containing the message and the beginning of T3 is at least equal to the RRC procedure delay as defined in [9].  In the GSM Handover command contained in this message, IE starting time shall not be included.

Cell 1 is a UTRA TDD cell and cell 2 is a GSM cell.  The Beacon timeslot shall be transmitted in timeslot 0 for cell 1 and no second Beacon timeslot shall be provided for cell 1.  The DL DPCH shall be transmitted in timeslot 1 and the UL DPCH shall be transmitted in timeslot 3.
Table 8.3.3.1: General test parameters for TDD/GSM handover
	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.102 section A.2.2

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Initial conditions
	Active cell
	Cell 1
	UTRA TDD cell

	
	Neighbour cell
	Cell 2
	GSM cell

	Final condition
	Active cell
	Cell 2
	GSM cell

	Inter-RAT measurement quantity
	
	GSM carrier RSSI
	

	BSIC verification required
	
	Required
	

	Threshold other system
	dBm
	-80
	Absolute GSM carrier RSSI threshold for Event 3C.

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	Monitored cell list size
	
	12 TDD neighbours on Channel 1

6 GSM neighbours including ARFCN 1
	Measurement control information is sent before the start of time period T1.

	Tidentify abort
	s
	5
	

	Treconfirm abort
	s
	5
	

	T1
	s
	10
	

	T2
	s
	10
	

	T3
	s
	10
	


Table 8.3.3.2: Cell Specific Parameters for Handover UTRAN to GSM cell case (cell 1)

	Parameter
	Unit
	Cell 1

	DL timeslot number
	
	0
	1

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	UTRA RF Channel Number
	
	Channel 1

	PCCPCH_Ec/Ior
	dB
	-3
	n.a.

	SCH_Ec/Ior
	dB
	-9
	n.a.

	SCH_toffset
	dB
	0
	n.a.

	DPCH_Ec/Ior
	dB
	n.a.
	Note 1
	n.a.

	OCNS_Ec/Ior
	dB
	-3,12
	Note 2
	n.a.
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	dB
	6
	6

	PCCPCH RSCP
	dBm
	-68
	n.a.
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	dBm/3,84 MHz
	-70

	Propagation Condition 
	
	AWGN

	Note 1:
The DPCH level is controlled by the power control loop

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior .


Table 8.3.3.3: Cell Specific Parameters for Handover UTRAN to GSM cell case (cell 2)

	Parameter
	Unit
	Cell 2

	
	
	T1
	T2, T3

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-85
	-75


8.3.3.4.1.2
Procedure

1)
The RF parameters for cell 1 are set up according to T1.

2)
The UE is switched on

3)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.4

4)
The RF parameters for cell 2 are set up according to T1 and the SS configures a traffic channel

5)
SS shall transmit a MEASUREMENT CONTROL message to cell 1

6)
After 10 seconds, the SS shall switch the power settings from T1 to T2

7)
UE shall transmit a MEASUREMENT REPORT message triggered by event 3C

8)
SS shall transmit a HANDOVER FROM UTRAN COMMAND message with activation time at T3 and indicating the traffic channel of the target GSM cell to the UE through DCCH of the serving UTRAN cell. 

9)
After 10 seconds, the SS shall switch the power settings from T2 to T3

10)
UE shall transmit a burst on the traffic channel of cell 2 implying that it has switched to the GSM cell. The UE sends a HANDOVER ACCESS message. If the UE transmits access bursts on the new DCCH of the target cell less than 40 ms from the beginning of time period T3, then the number of successful tests is increased by one.

[Editor’s note: TS 34.108, 7.3.4 shall specify the messages HANDOVER ACCESS, PHYSICAL INFORMATION, SABM, UA and HANDOVER COMPLETE]

11) After 10 seconds, the UE is switched off. Any timing information of cell 2 is deleted in the UE.

12)
Repeat step 1-11 [TBD] times

Specific Message Contents
All messages indicated belowabove shall use the same content as described in the default message content in clause 9 of 34.108 [3] and in Annex A of 34.123-1 [21], with the following exceptions:

MEASUREMENT CONTROL message (step 5):

	Information Element/Group name
	Value/Remark

	Message Type (10.2.17)
	

	UE information elements
	

	-RRC transaction identifier
	0

	-Integrity check info
	Not Present

	Measurement Information elements
	

	-Measurement Identity
	4

	-Measurement Command (10.3.7.46)
	Setup

	-Measurement Reporting Mode (10.3.7.49)
	

	 -Measurement Report Transfer Mode
	AM RLC

	 -Periodical Reporting / Event Trigger Reporting Mode
	Event trigger

	-Additional measurements list (10.3.7.1)
	Not Present

	-CHOICE Measurement type
	Inter-RAT measurement

	 -Inter-RAT measurement (10.3.7.27)
	

	  -Inter-RAT measurement objects list (10.3.7.23)
	Not Present

	  -Inter-RAT measurement quantity (10.3.7.29)
	

	   -Measurement quantity for UTRAN quality estimate (10.3.7.38)
	

	    -Filter coefficient
	0

	    -CHOICE mode
	TDD

	     -Measurement quantity list
	1

	      -Measurement quantity
	Primary CCPCH RSCP

	   -CHOICE system
	GSM

	    -Measurement quantity
	GSM Carrier RSSI

	    -Filter coefficient
	0

	    -BSIC verification required
	Required

	  -Inter-RAT reporting quantity (10.3.7.32)
	Not Present

	  -Reporting cell status (10.3.7.61)
	

	   -CHOICE reported cell
	Report cells within active set or within virtual active set or of the other RAT

	   -Maximum number of reported cells
	2

	  -CHOICE report criteria
	Inter-RAT measurement reporting criteria

	   -Inter-RAT measurement reporting criteria (10.3.7.30)
	

	    -Parameters required for each event
	1

	    -Inter-RAT event identity (10.3.7.24)
	Event 3C

	    -Threshold own system
	Not Present

	    -W
	Not Present

	    -Threshold other system
	-80 dBm

	    -Hysteresis
	0 dB

	    -Time to trigger
	0 ms

	    -Reporting cell status (10.3.7.61)
	Not Present

	Physical channel information elements
	

	-DPCH compressed mode status info (10.3.6.34)
	Not Present


HANDOVER FROM UTRAN COMMAND message (step 8):

	Information Element
	Value/remark

	Message Type
	

	UE information elements
	

	-RRC transaction identifier
	0

	-Integrity check info
	Not Present

	-Activation time
	At T3

	RB information elements
	

	-RAB information list
	1

	 -RAB Info
	Not present

	Other information elements
	

	-CHOICE System type
	GSM

	 -Frequency Band
	GSM/DCS 1800 Band

	 -GSM message
	

	  -Single GSM message
	[TBD]

	  -GSM message List
	GSM HANDOVER COMMAND formatted as BIT STRING(1..512). The contents of the HANDOVER COMMAND see next table.


HANDOVER COMMAND

	Same as the HANDOVER COMMAND for M = 2 in clause 26.6.5.1 of TS 51.010, except that the CHANNEL MODE IE is included with value = speech full rate or half rate version 3


MEASUREMENT REPORT message (step 7)
	Information Element
	Value/remark

	Message Type (10.2.17)
	

	Integrity check info
	Not Present

	Measurement identity
	1

	Measured Results (10.3.7.44)
	

	 -CHOICE Measurement
	Inter-RAT Measured results list

	  -Inter-RAT-frequency measured results (10.3.7.26)
	1

	   -CHOICE System
	GSM

	    -Measured GSM cells
	1

	     -GSM Carrier RSSI
	Checked that this IE is present

	     -CHOICE BSIC
	Verified BSIC

	      -inter-RAT cell id
	Checked that this IE is present

	     -Observed Time difference to GSM cell
	Not Present

	Measured results on RACH
	Not Present

	Additional measured results
	Not Present

	Event results (10.3.7.7)
	

	-CHOICE event result
	Inter-RAT measurement event results

	 -Inter-RAT event identity
	3C

	 -Cells to report
	1

	  -CHOICE BSIC
	Verified BSIC

	  -inter-RAT cell id
	Checked that this IE is present


8.3.3.4.2
1,28 Mcps option

Void.

8.3.3.5
Test requirements

8.3.3.5.1
3,84 Mcps option

For the test to pass, the total number of successful tests shall be more than 90% with a confidence level of [FFS]% of the cases.

Note:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.3.3.5.2
1,28 Mcps option

Void.


























































































































































































































































































































































�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

_1043091961.unknown

_1070447372.unknown

