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8
Layer 3


8.1
Radio Resource Control(RRC)


8.1.1
RRC　Connection　Management　Procedure
-----

8.1.1.1
Paging
R99-v1

8.1.1.2
RRC Connection Establishment 
R99-v1

8.1.1.3
RRC Connection Release
R99-v1

8.1.1.4
RRC Connection Re-establishment
R99-v1

8.1.1.5
UE Capability
R2000

8.1.1.6
Direct Transfer
R99-v1

8.1.1.7
Security mode control
R99-v1

8.1.2
Radio Bearer control procedure
-----

8.1.2.1
Radio  Bearer Establishment 
R99-v1

8.1.2.2
Radio  Bearer Reconfiguration
R99-v1

8.1.2.3
Radio Bearer Release
R99-v1

8.1.2.4
Transport channel reconfiguration
R99-v1

8.1.2.5
Transport format combination control
R99-v1

8.1.2.6
Physical channel reconfiguration
R99-v1

8.1.2.7
Physical Shared Channel Allocation[TDD only]
R2000

8.1.2.8
PUSCH capacity request[TDD only]
R2000

8.1.2.9
Downlink power control
R99-v1

8.1.3
RRC connection Mobility procedures
-----

8.1.3.1
Cell update
R99-v1

8.1.3.2
URA update
R99-v1

8.1.3.3
RNTI reallocation
R99-v1

8.1.3.4
Active set update in soft handover
R99-v1

8.1.3.5
Hard handover
R99-v1

8.1.3.6
Inter-system handover to UTRAN
R2000

8.1.3.7
Inter-system handover from UTRAN
R2000

8.1.3.8
Inter-system cell reselection to UTRAN
R2000

8.1.3.9
Inter-system cell reselection from UTRAN
R2000

8.1.4
Measurement procedures
-----

8.1.4.1
Measurement control
R99-v1





8.2
Elementary Procedures of Mobility Management (MM)


8.2.1
TMSI reallocation
R99-Jan

8.2.2
Authentication
R99-Jan

8.2.3
Identification 
R99-Jan

8.2.4
Location updating
R99-Jan

8.2.4.1
Location updating / accepted
R99-Jan

8.2.4.2
Location updating / rejected
R99-Jan

8.2.4.3
Location updating / abnormal cases
R99-Jan

8.2.4.4
Location updating / release / expiry of T3240
R99-Jan

8.2.4.5
Location Updating / periodic
R99-Jan

8.2.4.6
Location updating / interworking of attach and periodic
R99-Jan

8.2.5
MM connection
R99-Jan

8.2.5.1
Introduction
R99-Jan

8.2.5.2
MM connection / establishment with cipher
R99-Jan

8.2.5.3
MM connection / establishment without cipher
R99-Jan

8.2.5.4
MM connection / establishment rejected
R99-Jan

8.2.5.5
MM connection / establishment rejected cause 4
R99-Jan

8.2.5.6
MM connection / expiry T3230
R99-Jan

8.2.5.7
MM connection / abortion by the network
R99-Jan

8.2.5.8
MM connection / follow-on request pending
R99-Jan

8.2.6
Default contents of messages 
R99-Jan





8.3
Circuit Switched Call Control (CC)


8.3.1
Circuit switched Call Control (CC) state machine verification
-----

8.3.1.1
General on CC state machine verification 
R99-v1

8.3.1.2
Establishment of an outgoing call 
R99-v1

8.3.1.2.1
Outgoing call / U0 null state
R99-v1

8.3.1.2.2
Outgoing call / U0.1 MM connection pending
R99-v1

8.3.1.2.3
Outgoing call / U1 call initiated
R99-v1

8.3.1.2.4
Outgoing call / U3 MS originating call proceeding
R99-v1

8.3.1.2.5
Outgoing call / U4 call delivered
R99-v1

8.3.1.2.6
U10 call active
R99-v1

8.3.1.2.7
U11 disconnect request
R99-v1

8.3.1.2.8
U12 disconnect indication
R99-v1

8.3.1.2.9
Outgoing call / U19 release request
R99-v1

8.3.1.3
Establishment of an incoming call / Initial conditions 
R99-v1

8.3.1.3.1
Incoming call / U0 null state
R99-v1

8.3.1.3.2
Incoming call / U6 call present
R99-v1

8.3.1.3.3
Incoming call / U9 mobile terminating call confirmed
R99-v1

8.3.1.3.4
Incoming call / U7 call received
R99-v1

8.3.1.3.5
Incoming call / U8 connect request
R99-v1

8.3.1.4
In call functions 
-----

8.3.1.4.1
In-call functions / DTMF information transfer
R99-v1

8.3.1.4.2
In-call functions / user notification
R99-v1

8.3.1.4.3
In-call functions / channel changes
R99-Jan

8.3.1.4.4
In-call functions / MS terminated in-call modification
R99-Jan

8.3.1.4.5
In-call functions / MS originated in-call modification
R99-Jan

8.3.2
Call Re-establishment 
R99-Jan

8.3.2.1
Call Re-establishment/call present, re-establishment allowed
R99-Jan

8.3.2.2
Call Re-establishment/call present, re-establishment not allowed
R99-Jan

8.3.2.3
Call Re-establishment/call under establishment, transmission stopped
R99-Jan

8.3.3
User to user signalling
R99-Jan

8.3.4
Default contents of message
R99-Jan





8.4
Session Management Procedures


8.4.1
Definition and applicability
R99-v1

8.4.2
PDP context activation 
R99-v1

8.4.2.1
Initiated by the MS 
R99-v1

8.4.2.1.1
Attach initiated by context activation/QoS Offered by Network is the QoS Requested
R99-v1

8.4.2.1.2
QoS offered by the network is a lower QoS 
R99-v1

8.4.2.2
PDP context activation requested by the network, successful and unsuccessful
R99-v1

8.4.2.3
Abnormal Cases
R99-v1

8.4.2.3.1
T3380 Expiry
R99-v1

8.4.2.3.2
Collision of MS initiated and network requested PDP context activation
R99-v1

8.4.3
PDP context modification procedure
R99-v1

8.4.3.1
PDP context modification
R99-v1

8.4.4
PDP context deactivation procedure
R99-v1

8.4.4.1
PDP context deactivation initiated by the MS
R99-v1

8.4.4.2
PDP context deactivation initiated by the network
R99-v1

8.4.4.3
Abnormal cases
-----

8.4.4.3.1
T3390 Expiry
R99-v1

8.4.4.3.2
Collision of MS and network initiated PDP context deactivation requests
R99-v1

8.4.5
Unknown or Unforeseen Transaction Identifier/Non-semantical Mandatory Information Element Errors
R99-v1

8.4.5.1
Error cases
R99-v1
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