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Introduction

So far, clause 8.4 on session management tests included specific message contents, but default message contents were not defined. This document gives default values for some information element. Some IE values which require further study are marked TBD.

For the time being, all messages related to PDP procedures are included, although some of them do not appear in currently defined tests. 

It has to be decided whether this clause will be in TS 34.123-1 or 34.108 document.
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Default contents of messages

 Activate PDP context request message

Information Element
Value/remark

Protocol discriminator
GPRS session management messages (“1010”B) 

Transaction identifier
As specified in test

Activate PDP context request message identity
0 1 0 0 0 0 0 1  

Requested NSAPI
As specified in test

Requested LLC SAPI
As specified in test

Requested QoS
As specified in test

Requested PDP address
As specified in test

Access point name
TBD

Protocol configuration options
TBD

 Activate PDP context Accept message

Information Element
Value/remark

Protocol discriminator
GPRS session management messages (“1010”B) 

Transaction identifier
As specified in test

Activate PDP context accept message identity
0 1 0 0 0 0 1 0 

Negotiated LLC SAPI
As specified in test

Negotiated QoS
As specified in test

Radio priority
As specified in test

Spare half octet
As specified in test

PDP address
As specified in test

Protocol configuration options
TBD

Packet Flow Identifier
TBD

 Activate PDP context reject message

Information Element
Value/remark

Protocol discriminator
GPRS session management messages (“1010”B) 

Transaction identifier
As specified in test

Activate PDP context reject message identity
0 1 0 0 0 0 1 1  

SM cause
As specified in test

Protocol configuration options
TBD

 Activate SECONDARY PDP context request message

Information Element
Value/remark

Protocol discriminator
GPRS session management messages (“1010”B) 

Transaction identifier
As specified in test

Activate secondary PDP context request message identity
0 1 0 0 1 1 0 1  

Requested NSAPI
As specified in test

Requested LLC SAPI
As specified in test

Requested QoS
As specified in test

TFT
Traffic Flow Template

Linked TI
TBD

Activate  secondary PDP context Accept message 

Information Element
Value/remark

Protocol discriminator
GPRS session management messages (“1010”B) 

Transaction identifier
As specified in test

Activate secondary PDP context accept message identity
0 1 0 0 1 1 1 0 



Negotiated LLC SAPI
As specified in test

Negotiated QoS
As specified in test

Radio priority 
As specified in test

Spare half octet
As specified in test

Packet Flow Identifier
TBD

Activate SECONDARY PDP context reject message

Information Element
Value/remark

Protocol discriminator
GPRS session management messages (“1010”B) 

Transaction identifier
As specified in test

Activate secondary PDP context reject message identity
0 1 0 0 1 1 1 1



SM cause
As specified in test

Request PDP context activation message

Information Element
Value/remark

Protocol discriminator
GPRS session management messages(“1010”B) 

Transaction identifier
As specified in test

Request PDP context activation message identity
0 1 0 0 0 1 0 0 

Offered PDP address
As specified in test

Access point name
TBD

Request PDP context ACTIVATION reject message

Information Element
Value/remark

Protocol discriminator
GPRS session management messages(“1010”B) 

 Transaction identifier
As specified in test

Request PDP context act. reject message identity
0 1 0 0 0 1 0 1  

SM cause
As specified in test




Modify PDP context request (Network to MS direction) message

Information Element
Value/remark

Protocol discriminator
GPRS session management messages (“1010”B) 

Transaction identifier
As specified in test

Modify PDP context request message identity (Network to MS direction)
0 1 0 0 1 0 0 0  

Radio priority
As specified in test

Spare half octet
As specified in test

Requested LLC SAPI
As specified in test

New QoS
As specified in test

PDP address
As specified in test

Packet Flow Identifier
TBD

Modify PDP context request (MS to network direction) message

Information Element
Value/remark

Protocol discriminator
GPRS session management messages (“1010”B) 

Transaction identifier
As specified in test

Modify PDP context request message identity (MS to network direction)
0 1 0 0 1 0 1 0  

Requested LLC SAPI
As specified in test

Requested new QoS
As specified in test

New TFT
Traffic Flow Template

Modify PDP context accept (MS to network direction) message

Information Element
Value/remark

Protocol discriminator
GPRS session management messages (“1010”B) 

 Transaction identifier
As specified in test

Modify PDP context accept message identity (MS to network direction)
0 1 0 0 1 0 0 1  



Modify PDP context accept (NETWORK to ms direction) message

Information Element
Value/remark

Protocol discriminator
GPRS session management messages (“1010”B) 

 Transaction identifier
As specified in test

Modify PDP context accept message identity (Network to MS direction)
0 1 0 0 1 0 1 1 

Negotiated QoS
Quality of service 10.5.6.5

Negotiated LLC SAPI
As specified in test

New radio priority
TBD

Packet Flow Identifier
TBD

Modify PDP context reject message

Information Element
Value/remark

Protocol discriminator
GPRS session management messages (“1010”B) 

Transaction identifier
As specified in test

Modify PDP Context Reject
0 1 0 0 1 1 0 0  

SM cause
As specified in test

Deactivate PDP context request message

Information Element
Value/remark

Protocol discriminator
GPRS session management messages (“1010”B) 

Transaction identifier
As specified in test

Deactivate PDP context request message identity
0 1 0 0 0 1 1 0 

SM cause
As specified in test

Tear down indicator
TBD

Deactivate PDP context accept message

Information Element
Value/remark

Protocol discriminator
GPRS session management messages (“1010”B) 

 Transaction identifier
As specified in test

Deactivate PDP context accept message identity
0 1 0 0 0 1 1 1 

SM STATUS message

Information Element
Value/remark

Protocol discriminator
GPRS session management messages (“1010”B) 

Transaction identifier
As specified in test

SM Status message identity
0 1 0 1 0 1 0 1  

SM Cause 
As specified in test

