In a pure 3GPP environment

Activity/Priority
Clause
Task
Core spec. references and status
Status of test spec.

W=Test Awaits core spec.

NA=Test Not applicable

R=Test Ready to be specified

N=Exists only for UMTS (new), not GSM
Target date for finalising task / action

Finished (>99%)

Postpone

1. PLMN selection and reselection (TS 34.123-1)
6.1.1.1
a) Manual mode PLMN selection and UE indication of available PLMNs




2. 
6.1.1.2
b) Manual mode PLMN selection/reselection; independence of RF level and preferred PLMN


Finished

3. 
6.1.1.3
c) Manual mode PLMN reselection

N


4. 
6.1.1.4
d) Automatic mode PLMN selection

N
Finished

5. 
6.1.1.5
e) Automatic mode PLMN reselection

N


6. 
6.1.1.6
f) UE will transmit only if PLMN available




7. Radio Access Mode selection and reselection
6.1.2



FFS

8. Cell selection and reselection (TS 34.123-1)
6.1.3.1
a) Cell selection


Finished

9. 
6.1.3.2
b) Cell selection on release of DCCH and DTCH




10. 
6.1.3.3
c) Cell reselection

Included also: S<0 and another PLMN. “DL signalling failure” is now merged into (S<0)
Finished

11. 
6.1.3.4
d) Cell reselection using reselection timing parameters


Finished

12. 
6.1.3.5
e) Cell reselection if HCS is used

N


13. 
6.1.3.6
f) Cell reselection due to UE rejection “LA not allowed”
TS 23.122 Awaiting CR to be approved
W


14. 
6.1.3.7
g) Cell reselection due to UE rejection “Roaming not allowed in this LA”
TS 23.122 Awaiting CR to be approved
W


15. 
6.1.3.8
h) Emergency calls


Finished

16. 
6.1.3.9
i) Immediate Cell Evaluation prior to RACH transmission


Finished

17. 
6.1.3.10
j) Reading SIB prior to RACH transmission

N


18. Cell selection and reselection. (Test of performance TS 34.121)
8.2.2.1
a) Cell Selection single carrier single cell case
RAN WG4 outstanding issues
N
Finished

19. 
8.2.2.2
b) Cell Selection multi carrier multi cell case
RAN WG4 outstanding issues
N
Finished

20. 
8.2.3.1
c) Cell Re-selection single carrier multi cell case
RAN WG4 outstanding issues
N
Finished

21. 
8.2.3.2
d) Cell Re-selection multi carrier multi cell case
RAN WG4 outstanding issues
N
Finished

22. Location registration
6.1.4



FFS

In a RATs (2G/3G) environment

Activity/Priority
Clause
Task
Core spec. references and status
Status of test spec.

F=Test Finalized (>99%)

W=Test Awaits core spec.

NA=Test Not Applicable

R=Test Ready to be specified
Target date for finalising task / action

1. PLMN selection and reselection (TS 34.123-1) Note 1
6.2.1.1
a) Manual mode PLMN selection and UE indication of available PLMNs

N



6.2.1.2
b) Manual mode PLMN reselection

N



6.2.1.3
c) Automatic mode PLMN selection

N



6.2.1.4
d) Automatic mode PLMN reselection

N



6.2.1.5
e) UE will transmit only if PLMN available

N


2. Cell selection and reselection (TS 34.123-1)
6.2.2.1
a) Cell selection; UTRAN/GSM

Is test setup possible ?
Finished

3. 
6.2.2.2
b) Cell reselection; UTRAN to GSM


Finished

4. 
6.2.2.3
c) Cell reselection; GSM to UTRAN
TS 25.304, clause 5.2.3 (SIG)

not yet aligned with

5.08 V8.4.0, clause 6.6.4
W


5. 
6.2.2.4
d) Cell reselection using reselection timing parameters; UTRAN to GSM




6. Cell selection and reselection. (Test of performance TS 34.121)
8.2.3.1
Cell Re-selection; UTRAN to GSM

(cell reselection delay)
TS 25.133, clause 4.3.3, 4.3.4

RF ready end of May
W


7. Location registration
6.2.3



FFS

NOTE 1: PLMN selection 2G/3G:The current planned text implies the user cannot choose the radio access technology, only the PLMN. The user cannot force a change from 2G to 3G or vice versa. The phone may display a PLMN with both GSM and UMTS, but regardless of which is selected, the phone will choose the PLMN using the access technology which is the highest priority according to the preferred PLMN lists
NOTE 2: “Cell selection and reselection delay” as def. in 34.133 also includes the case that S becomes <0. 

NOTE 3: “If a cell does not fulfil all requirements for a suitable cell, this cell and all cells on the same freq. shall be removed as candidates for cell selection/reselection” 25.304, 5.2.2.1.1, 5.2.2.4.4. 

As max. 2 freq. are guaranteed to be supported by test equipment, this has caused some test cases to be split into two or more sections if the “suitable” conditions are being tested.

