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1.
Introduction

This contribution provides an update of CC test specifications for TS34.123-1 V3.0.0. This contribution was revised from T1S-000049 that has been submitted to T1/SIG #10.

2. Comments

Outline of proposed modifications

a) Renumbering of all CC test sections is applied. New CC test section number is 10 as agreed at the last meeting.

b) Basic generic procedures, which will be defined in TS34.108, are incorporated into expected sequence tables. Incorporated procedures are ;

SS initiated establishment of RRC connection procedure and

Radio Bearer Setup procedure.

c) Prose descriptions of specific message are added in the clause of  “Specific contents message” and message content tables are removed in the all CC test cases.

d) In the UE originated in-call modification test cases without the successful test case, expected sequence tables are modified because the ways of bringing into the UE’s CC-state “Active” can use the same procedure. These test cases use the common way that is described in the successful test case (section 10.1.4.5.1).

e) The timer tolerance descriptions in the test cases of CC timer expiry are deleted. The timer tolerance definitions will be defined in TS34.108 and CC test cases are referred to them.

f) In some in-call function test cases, the clause of initial conditions are revised because the ways to bring the UE into initial CC-state, were not clear.

g) The test case of  “Call Re-establishment/call present, re-establishment not allowed” is deleted because in 3G SYSTEM INFORMATION there is no parameter that indicates call re-establishment permission (allowed or not allowed).
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