Contents of CELL UPDATE message: TM 

	Information Element
	Value/remark

	Message Type
	

	U-RNTI
	

	        - SRNC identity
	0000 0000 0001B

	        - S-RNTI
	0000 0000 0000 0000 0001B

	Integrity check info
	Not checked

	Hyper frame number
	Not checked

	AM_RLC error indication(for c-plane)
	Not checked

	AM_RLC error indication(for u-plane)
	Not checked

	Cell update cause
	See the test content

	Protocol error indicator
	Not checked

	Measured results on RACH
	Not checked

	Protocol error information
	Not checked


Contents of RRC CONNECTION RE-ESTABLISHMENT COMPLETE message: AM
	Information Element
	Value

	Message Type

Integrity check info

Uplink integrity protection activation info
Hyper frame number
Radio bearer uplink ciphering activation time info

RB with PDCP information list

        - RB with PDCP information
	Not checked.

Not checked.
Not checked
Value should not be present unless otherwise stated.

Not checked.


Contents of RRC CONNECTION RE-ESTABLISHMENT REQUEST message: TM
	Information Element
	Semantics description

	Message Type

U-RNTI

Integrity check info

Hyper frame number
AM_RLC error indication(for C-plane)
AM_RLC error indication(for U-plane)
Protocol error indicator

Measured results on RACH

Protocol error information
	Value is checked to see if it is equal to the previously assigned U-RNTI

Not checked

Value is checked to see if it is equals to “maximum value in the currently used HFNs among CS and PS domains” + 1
Not checked

Not checked

Value is checked to see if it is set to FALSE.

Not checked.

Should be absent as “Protocol error indicator” = FALSE


