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8.1.9
Signalling Connection Release Request 

8.1.9.1




Definition

8.1.9.2
Conformance requirement 

The UE shall initiate the signalling connection release procedure when the higher layer entities in the UE request to release one or more signalling session (one example of such case is location update failure). In this case, the UE shall transmit a SIGNALLING CONNECTION RELEASE REQUEST message which includes the flow identifier of the signalling flow to be released.
Reference

3GPP TS 25.331  clause 8.1.14
8.1.9.3
Test purpose

To confirm that the UE transmits a SIGNALLING CONNECTION RELEASE REQUEST message after it fails to receive a response for the LOCATION UPDATING REQUEST message.

8.1.9.4
Method of test

Initial Condition

System Simulator : 1 cell

UE : Switched off
Test Procedure

The UE is turned on and it shall find a suitable cell to camp on. The UE shall initiate a location updating procedure. The UE shall establish an RRC connection and transmits a LOCATION UPDATING REQUEST message using the INITIAL DIRECT TRANSFER message. The SS does not respond to this message, and the UE shall send a SIGNALLING CONNECTION RELEASE REQUEST message which includes the flow identifier with the same value as that in the INITIAL DIRECT TRANSFER message. 
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	   
	
	The UE is powered on. 

	2
	    (
	RRC CONNECTION REQUEST
	UE shall initiate the location updating procedure.

	
	
	
	

	
	
	
	

	3
	   (
	RRC CONNECTION SETUP
	

	4
	
	
	The UE configures the layer 2 and layer 1 .

	5
	    (
	RRC CONNECTION SETUP COMPLETE
	

	6
	   (
	INITIAL DIRECT TRANSFER ( LOCATION UPDATING REQUEST )
	LOCATION UPDATE REQUEST is embedded in this message transmission.

	7
	   
	
	The SS does not respond and waits until the timer for location update procedure expires.

	8
	   (
	SIGNALLING CONNECTION RELEASE REQUEST
	


Specific Message Content

SIGNALLING CONNECTION RELEASE REQUEST (Step 8)

	Information Element
	Value/remark

	Flow Identifier
	Check to see if this value is the as same as in the uplink INITIAL DIRECT TRANSFER message.


8.1.9.5
Test requirement

After step 1 the UE shall initiate the LOCATION UPDATING procedure and establish an RRC connection. 

After step 7 the UE shall transmit a SIGNALLING CONNECTION RELEASE REQUEST message which includes the same flow identifier as that found in the INITIAL DIRECT TRANSFER message.
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