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Introduction
This document provides an update of subclause 16. Short Message Service (SMS) in 3G TS 34.123-1 V3.1.0(2000-09) [1].

Summary of change

1. Reduction of the maximum octets lengths of “RP-User-Data”
 The lengths of RP-User data in 3G TS 24.011 V3.4.0 [3] have been reduced. Therefore, the maximum octets lengths of “RP-User-Data” in the test specification need to be reduced.

  “TP-Data” of “RP-User-Data” in RP-DATA  ;  max 233 octets  (  max 232 octets

  “TP-Data” of “RP-User-Data” in RP-ACK  ;  max 233 octets  (  max 232 octets

  “TP-Data” of “RP-User-Data” in RP-ERROR  ;  max 233 octets  (  max 232 octets

2. Addition of “Definition”
 Subclause ”Definition” has been added to the test cases in which they don’t exist.
 In addition, the subclause numbers have been renumbered by addition of “Definition”.

3. Correction of the IE format in “Default message contents” 

 There is a problem that is some inconsistency in the format of “Information Element”, between a core specification (e.g. see table 7.1/TS 24.011) and a test specification. Therefore, their inconsistency in “Default message contents” has been corrected.

  Deletion of “CP-User Data IEI” in CP-DATA

  Deletion of “CP-Cause IEI” in CP-ERROR

  Deletion of “RP-User Data IEI” in RP-DATA

  Addition of “RP-User Data” in RP-ACK

4. Editorial modifications

 Mobile terminated establishment of RRC ( Mobile terminated establishment of Radio Resource   Connection

 SS initiates the establishment of RRC Connection ( Mobile terminates establishment of Radio Resource Connection
5. Correction of renumbering

 The overlapped subclause numbers have been corrected.

  16.1.5.3.4 Test requirements  (  16.1.5.3.5

  16.2.5.3.4 Test requirements  (  16.2.5.3.5
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