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It is necessary to update Table 16, in order to provide an unambiguous routing information to be used for each test primitive.
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8.2
Channel and RB identity

The table 16 shows which type of channel identity is chosen for the individual primitives.

Table 16: Primitives and the associated channel identity type

Primitive name
Channel Idientity

CPHY_RL_Setup_REQ
PhysicalChannelIdentity

CHPY_TrCH_Config_REQ
PhysicalChannelIdentity

CMAC_Config_REQ
PhysicalChannelIdentity

CRLC_Config_REQ
RB_Identity




Modify To:     

Table 16: Primitives and the associated channel identity type

The table 16 shows which type of channel identity is chosen for the individual primitives. Please note that the ASN.1 primitives will use a CHOICE type for channel identity, while TTCN primitives use an explicit channel identity.                               

Primitive Name
Channel Identity

ASN.1 Primitives

CPHY_TrCH_Config_REQ
Physical Channel Identity

CPHY_RL_Setup_REQ
Physical Channel Identity

CPHY_RL_Modify_REQ
Physical Channel Identity

CPHY_Commit_REQ
Physical Channel Identity

CPHY_TrCH_Release_REQ
Physical Channel Identity

CPHY_RL_Release_REQ
Physical Channel Identity

CPHY_RL_Release_CNF
Physical Channel Identity

CRLC_Config_REQ
RB Identity

CRLC_Config_CNF
RB Identity

CRLC_Suspend_REQ
RB Identity

CRLC_Suspend_CNF
RB Identity

CRLC_Resume_REQ
RB Identity (applies to all suspended RB Ids)

CMAC_Config_REQ
Physical Channel Identity

CMAC_Config_CNF
Physical Channel Identity

RLC_TR_DATA_REQ
RB Identity

RLC_TR_DATA_IND
RB Identity

RLC_AM_DATA_REQ
RB Identity

RLC_AM_DATA_IND
RB Identity

RLC_AM_DATA_CNF
RB Identity

RLC_UM_DATA_REQ
RB Identity

RLC_UM_DATA_IND
RB Identity

CPHY_TrCH_Config_CNF
Physical Channel Identity

CPHY_RL_Setup_CNF
Physical Channel Identity

CPHY_RL_Modify_CNF
Physical Channel Identity

CPHY_TrCH_Release_CNF
Physical Channel Identity

CRLC_Status_Ind
RB Identity 

CPHY_Sync_IND
Physical Channel Identity

CPHY_Out_of_Sync_IND
Physical Channel Identity

CRLC_Resume_CNF
RB Identity (applies to all suspended RB Ids)

CPHY_Frame_Number_REQ
Physical Channel Identity

CPHY_Frame_Number_CNF
RB Identity associated with a specific logical channel

CMAC_SYSINFO_Config_REQ
RB Identity

CMAC_PAGING_Config_REQ
Physical Channel Identity

CRLC_SequenceNumber_REQ
RB Identity 

CRLC_SequenceNumber_CNF
RB Identity 

CPHY_Cell_Config_REQ
No Routing Info Field Present

CPHY_Cell_Config_CNF
No Routing Info Field Present

CMAC_SYSINFO_Config_CNF
RB Identity

CMAC_PAGING_Config_CNF
Physical Channel Identity

CRLC_SecurityMode_Config_REQ
No Routing Info Field Present (applies to all RB Ids)

CRLC_Ciphering_Activate_REQ
RB Identity

CMAC_Ciphering_Activate_REQ
Physical Channel Identity of DPCH

CRLC_SecurityMode_Config_CNF
No Routing Info Field Present (applies to all RB Ids)

CMAC_SecurityMode_Config_CNF
No Routing Info Field Present (applies to all RB Ids)

CRLC_Ciphering_Activate_CNF
RB Identity

CMAC_Ciphering_Activate_CNF
Physical Channel Identity of DPCH

CRLC_Integrity_Activate_REQ
No Routing Info Field Present (applies to all RB Ids)

CRLC_Integrity_Activate_CNF
No Routing Info Field Present (applies to all RB Ids)

CMAC_SequenceNumber_REQ
Physical Channel Identity

CMAC_Sequence_Number_CNF
Physical Channel Identity

CPHY_Cell_TxPower_Modify_REQ
No Routing Info Field Present

CPHY_Cell_TxPower_Modify_CNF 
No Routing Info Field Present

CRLC_Integrity_Failure_IND
RB Identity

TTCN Primitives

RLC_TR_TestDataReq
RB Identity

RLC_TR_TestDataInd
RB Identity

RLC_UM_TestDataReq
RB Identity

RLC_UM_TestDataInd
RB Identity

RLC_AM_TestDataReq
RB Identity

RLC_AM_TestDataInd
RB Identity
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