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Introduction

This CR is submitted following study of GERAN 5 approved Tdoc G5-010159  and it’s impact on 34.123-2 specification.

Summary

Modifications on test case 11.1.1.2.1 QoS offered by the network is a lower QoS / QoS accepted by UE, as per CR Cover Page.
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Table 1: Applicability of tests

Clause
Title
Release
Applicability
Comments

SESSION MANAGEMENT

11.1.1.1
Attach initiated by context activation/QoS Offered by Network is the QoS Requested
R99
C12
UE supporting PS domain services.

11.1.1.2.1
QoS offered by the network is a lower QoS / QoS accepted by UE
R99
C46
UE supporting PS domain services and supporting user settings of minimum QoS.

11.1.1.2.2
QoS offered by the network is a lower QoS / QoS rejected by UE
R99
C12
UE supporting PS domain services. This test may not be applicable to the UEs which support all QoS and it is not possible to configure the UE to reject any QoS.

11.1.2
PDP context activation requested by the network, successful and unsuccessful
R99
C17
UE supporting PS domain services configured in such a way that one or more PDP contexts can be active simultaneously.

11.1.3.1
Abnormal Cases / T3380 Expiry
R99
C12
UE supporting PS domain services.

11.1.3.2
Abnormal Cases / Collision of UE initiated and network requested PDP context activation
R99
C17
UE supporting PS domain services configured in such a way that one or more PDP contexts can be active simultaneously. 

11.1.3.3
Abnormal Cases / Network initiated PDP context activation request for an already activated PDP context (on the UE side)
R99
C12
UE supporting PS domain services.

11.1.4.1.1
Successful secondary PDP context activation procedure initiated by the UE/QoS Offered by Network is the QoS Requested
R99
C12
UE supporting PS domain services.

11.1.4.1.2.1
Successful secondary PDP context activation procedure Initiated by the UE/QoS Offered by Network is a lower QoS/QoS accepted by UE
R99
C12
UE supporting PS domain services.

11.1.4.1.2.2
Successful secondary PDP context activation procedure Initiated by the UE/QoS Offered by Network is a lower QoS/QoS rejected by UE
R99
C12
UE supporting PS domain services.

11.1.4.1.2.3
Successful secondary PDP context activation procedure Initiated by the UE/LLC SAPI rejected by UE
R99
C12
UE supporting PS domain services.

11.1.4.2
Unsuccessful Secondary PDP Context Activation Procedure Initiated by the UE
R99
C12
UE supporting PS domain services.

11.1.4.2.1
Abnormal cases/T3380 Expiry


R99
C12
UE supporting PS domain services.

11.2.1
Network initiated PDP context modification
R99
C12
UE supporting PS domain services.

11.2.2.1
UE initiated PDP context modification/UE initiated PDP context modification accepted by network
R99
C12
UE supporting PS domain services.

11.2.2.2
UE initiated PDP context modification/UE initiated PDP context modification not accepted by network
R99
C12
UE supporting PS domain services.

11.2.3.1
Abnormal Cases/T3381 Expiry
R99
C12
UE supporting PS domain services.

11.2.3.2
Collision of UE and network initiated PDP context modification procedures
R99
C12
UE supporting PS domain services.

11.3.1
PDP context deactivation initiated by the UE
R99
C12
UE supporting PS domain services.

11.3.2
PDP context deactivation initiated by the network
R99
C12
UE supporting PS domain services.

11.3.3.1
Abnormal cases / T3390 Expiry
R99
C12
UE supporting PS domain services.

11.3.3.2
Abnormal cases / Collision of UE and network initiated PDP context deactivation requests
R99
C12
UE supporting PS domain services.

11.4.1
Error cases
R99
C12
UE supporting PS domain services.
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