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8.4.1.40
Measurement Control and Report: Inter-RAT measurement, event 3C, in CELL_DCH state using sparse compressed mode pattern
8.4.1.40.1

Definition

8.4.1.40.2
Conformance requirement

1.
Upon reception of a MEASUREMENT CONTROL message the UE shall perform actions specified in 3GPP TS 25.331 subclause 8.6 unless otherwise specified below.

The UE shall:

-
read the IE "Measurement command";

-
if the IE "measurement command" has the value "setup":

-
store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement identity", possibly overwriting the measurement previously stored with that identity;

-
for measurement types "inter-RAT measurement" or "inter-frequency measurement":

-
if, according to its measurement capabilities, the UE requires compressed mode to perform the measurements and a compressed mode pattern sequence with an appropriate measurement purpose is simultaneously activated by the IE "DPCH compressed mode status info"; or

-
if, according to its measurement capabilities, the UE does not require compressed mode to perform the measurements:

-
begin measurements according to the stored control information for this measurement identity;

2.
Event 3c: The estimated quality of other system is above a certain threshold. When this event is ordered by UTRAN in a measurement control message the UE shall send a report when the estimated quality of the other system is above the value of the IE " Threshold other system" and the hysteresis and time to trigger conditions are fulfilled. The corresponding report contains information specific for the other system.

Reference

3GPP TS 25.331 clause 8.4.1.3, 14.3.1.3

8.4.1.40.3
Test Purpose

1.
To verify that the UE performs Inter-RAT measurement using a sparse compressed mode pattern as specified in the MEASUREMENT CONTROL message.

2.
To verify that the UE send MEASUREMENT REPORT message when event 3C is triggered.

8.4.1.40.4
Method of test

Table 8.4.1.40.4.1 Sparse compressed mode pattern for Inter.RAT measurement

	TGMP
	TGCFN
	TGPRC
	TGSN
	TGL1
	TGL2
	TGD
	TGPL1
	TGPL2
	Comment

	GSM carrier RSSI measurement
	TBD
	Inf.
	4
	7
	omitted
	undefined
	16
	16
	Set-up to monitor 12 GSM neighbours every second measurement period, i.e. every second 480ms period.

	GSM Initial BSIC identification
	TBD
	Inf.
	8
	14
	omitted
	undefined
	24
	24
	Equal to Pattern 6 in TS 25.133 table 8.7.

	GSM BSIC re-confirmation
	TBD
	Inf.
	10
	10
	omitted
	undefined
	24
	24
	Equal to Pattern 9 in TS 25.133 table 8.8.


8.4.1.40.5
Test Requirement
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