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<Start of modified section>

	6.1.2.6
	Emergency calls
	R99
	C04
	UEs supporting FDD and emergency speech call

	
	
	
	C208
	UEs supporting TDD and emergency speech call

	6.1.2.7
	Emergency calls; Intra-frequency cell "Not allowed"
	R99
	C106
	UEs supporting FDD and speech and emergency speech call

	
	
	
	C210
	UEs supporting TDD and speech and emergency speech call

	6.2.1.1
	Selection of the correct PLMN and associated RAT
	R99
	C105
	UEs supporting FDD and GSM and PLMN selection

	
	
	
	C50
	UEs supporting TDD and GSM and PLMN selection

	6.2.1.2
	Selection of RAT for HPLMN; Manual mode
	R99
	C105
	UEs supporting FDD and GSM and PLMN selection

	
	
	
	C50
	UEs supporting TDD and GSM and PLMN selection

	6.2.1.3
	Selection of RAT for UPLMN; Manual mode
	R99
	C105
	UEs supporting FDD and GSM and PLMN selection

	
	
	
	C50
	UEs supporting TDD and GSM and PLMN selection

	6.2.1.4
	Selection of RAT for OPLMN; Manual mode
	R99
	C105
	UEs supporting FDD and GSM and PLMN selection

	
	
	
	C50
	UEs supporting TDD and GSM and PLMN selection

	6.2.1.5
	Selection of "Other PLMN / access technology combinations"; Manual mode
	R99
	C105
	UEs supporting FDD and GSM and PLMN selection

	
	
	
	C50
	UEs supporting TDD and GSM and PLMN selection

	6.2.1.6
	Selection of RAT for HPLMN; Automatic mode
	R99
	C105
	UEs supporting FDD and GSM and PLMN selection

	
	
	
	C50
	UEs supporting TDD and GSM and PLMN selection

	6.2.1.7
	Selection of RAT for UPLMN; Automatic mode
	R99
	C105
	UEs supporting FDD and GSM and PLMN selection

	
	
	
	C50
	UEs supporting TDD and GSM and PLMN selection

	6.2.1.8
	Selection of RAT for OPLMN; Automatic mode
	R99
	C105
	UEs supporting FDD and GSM and PLMN selection

	
	
	
	C50
	UEs supporting TDD and GSM and PLMN selection

	6.2.1.9
	Selection of "Other PLMN / access technology combinations"; Automatic mode
	R99
	C105
	UEs supporting FDD and GSM and PLMN selection

	
	
	
	C50
	UEs supporting TDD and GSM and PLMN selection

	6.2.2.1
	Cell reselection if cell becomes barred or S<0; UTRAN to GSM
	R99
	C05
	UEs supporting FDD and GSM

	
	
	
	C56
	UEs supporting TDD and GSM

	6.2.2.2
	Cell reselection if cell becomes barred or C1<0; GSM to; UTRAN
	R99
	C05
	UEs supporting FDD and GSM

	
	
	
	C56
	UEs supporting TDD and GSM

	6.2.2.3
	Cell reselection timings; GSM to UTRAN
	R99
	C05
	UEs supporting FDD and GSM

	
	
	
	C56
	UEs supporting TDD and GSM

	LAYER 2

	
	
	
	
	

	7.1.1.1

	CCCH mapped to RACH/FACH / Invalid TCTF
	R99
	R
	All UEs

	7.1.1.2

	DTCH or DCCH mapped to RACH/FACH / Invalid TCTF
	R99
	R
	All UEs

	7.1.1.3
	DTCH or DCCH mapped to RACH/FACH / Invalid C/T Field
	R99
	R
	All UEs

	7.1.1.4
	DTCH or DCCH mapped to RACH/FACH / Invalid UE ID Type Field
	R99
	R
	All UEs

	7.1.1.5
	DTCH or DCCH mapped to RACH/FACH / Incorrect UE ID
	R99
	R
	All UEs

	7.1.1.6 
	DTCH or DCCH mapped to DSCH or USCH
	R99
	[FFS]
	UEs supporting DSCH and/or USCH

	7.1.1.7
	DTCH or DCCH mapped to CPCH
	R99
	[FFS]
	UEs supporting CPCH

	7.1.1.8
	DTCH or DCCH mapped to DCH / Invalid C/T Field 
	R99
	R
	All UEs

	7.1.2.1.1
	Selection and control of Power Level (FDD)
	R99
	C01
	UEs supporting FDD

	7.1.2.1.2
	Selection and control of Power Level (3.84 Mcps TDD option)
	R99
	[FFS]
	[FFS]

	7.1.2.1.3
	Selection and control of Power Level (1.28 Mcps TDD option)
	Rel-4
	C03
	UEs supporting 1.28 Mcps TDD (LCR TDD)

	7.1.2.2.1
	Correct application of Dynamic Persistence (FDD)
	R99
	C01
	UEs supporting FDD

	7.1.2.2.2
	Correct application of Dynamic Persistence (3.84 TDD Mcps option)
	R99
	[FFS]
	[FFS]

	7.1.2.2.3
	Correct application of Dynamic Persistence (1.28 TDD Mcps option)
	R99
	C03
	UEs supporting 1.28 Mcps TDD (LCR TDD)

	7.1.2.3.1
	Correct Selection of RACH parameters (FDD)
	R99
	C01
	UEs supporting FDD

	7.1.2.3.2
	Correct Selection of RACH parameters (3.84 Mcps TDD option)
	R99
	[FFS]
	[FFS]

	7.1.2.3.3
	Correct Selection of RACH parameters (1.28 Mcps TDD option)
	Rel-4
	C01
	UEs supporting 1.28 Mcps TDD (LCR TDD)

	7.1.2.4
	Correct Detection and Response to FPACH (1.28 Mcps TDD option)
	Rel-4
	C03
	UEs supporting 1.28 Mcps TDD option (LCR TDD)

	7.1.2.4a
	Access Service class selection for RACH transmission
	R99
	[FFS]
	[FFS]

	7.1.2.5
	Control of RACH transmissions for FDD mode
	R99
	[FFS]
	[FFS]

	7.1.3.1
	Priority handling between data flows of one UE
	R99
	[FFS]
	[FFS]

	7.1.4.1
	Control of CPCH transmissions for FDD
	R99
	[FFS]
	UEs supporting CPCH

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	7.2.1.1
	RLC testing / Transparent mode / Segmentation and reassembly
	R99
	R
	All UEs

	7.2.2.2
	UM RLC / Segmentation and reassembly / Selection of 7 or 15 bit Length Indicators
	R99
	R
	All UEs

	7.2.2.3
	UM RLC / Segmentation / 7-bit Length Indicators / Padding
	R99
	R
	All UEs

	7.2.2.4
	UM RLC / Segmentation / 7-bit Length Indicators / LI = 0
	R99
	R
	All UEs
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