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Abstract

The present document provides a summary of changes to the RRC test specifications. The changes were  were presented in various input documents and merged into the output documents listed below.

Input documents

T1S-020046
(Motorola)

T1S-020053r2
(Rohde & Schwarz)

T1S-020066r2
(Ericsson)

T1S-020089r3
(Siemens)

T1S-020093r2
(Ericsson)
Output documents

[1]
T1S-020017r3 
(MCI)

[2]
T1S-010373r7 
(MCI)

[3]
T1S-020066r3 
(Ericsson)

[4]
T1S-020018r2 
(MCI)
[5]
T1S-020020r3 
(MCI)

[6]
T1S-020063r1 
(Ericsson)
[7]
T1S-020093r3 
(Ericsson)

List of changes to 34.123-1, V4.1.0

Input document
Source
Summary of changes
Result

Changes to clause 8.1.x.x

T1S-020053r2
Rohde & Schwarz
1. 8.1.2.7 
Added UE Capabilities to RRC  CONNECTION SETUP
Merged with document [1]

T1S-020066r2
Ericsson
1. 8.1.2.4 :
Correction of values for UARFCN downlink IE and UARFCN uplink IE in RRC CONNECTION REJECT message. According to  25.331 10.3.6.36 must  UARFCN downlink IE have a value while UARFCN uplink IE may be omitted.  
2. 8.1.3.1: Clarifications to conformance requirement, test purpose, method of test and test requirement. Number of RRC CONNECTION RELEASE COMPLETE transmissions shall be N308+1 and not N308.
3. 8.1.7.1: 
 Added linefeed to make columns aligned in SECURITY MODE COMMAND  (Step 4, 6 and 7).
Merged with document [1]

Changes to clause 8.2.x.x and 8.3.x.x

T1S-020066r2
Ericsson
1. 8.2.1.8.4: 
Added value to New C-RNTI in RADIO BEARER SETUP message as otherwise the specified sequence would be wrong. When the UE enters CELL_FACH and does not have a C-RNTI it shall perform a CELL_UPDATE (TS 25.331 8.2.2.3). However, by supplying a C-RNTI in the configuration message and a scrambling code for the cell, the CELL_UPDATE is not performed by the UE.

2. 8.2.1.8.5:
Editorial correction 
Kept in Ericsson document [3]

T1S-020066r2
Ericsson
1. 8.2.2.7:
Clarification of conformance requirement, test procedure and test requirement according to the test purpose to verify that the UE transmit/not transmit data on the radio bearer after having received a continue/stop command.

2. 8.2.2.8.4, 8.2.3.7.4, 8.2.4.7.4, 8.2.6.7.4, 8.2.6.15: 
Added value to New C-RNTI in RADIO BEARER SETUP message as otherwise the specified sequence would be wrong. When the UE enters CELL_FACH and does not have a C-RNTI it shall perform a CELL_UPDATE (TS 25.331 8.2.2.3). However, by supplying a C-RNTI in the configuration message and a scrambling code for the cell, the CELL_UPDATE is not performed by the UE
Merged with document [2]

T1S-020093r2
Ericsson
1. Correction and clarification of conformance requirement and test procedure for the following test case:
8.2.1.9: Radio Bearer Establishment for transition from CELL_DCH to CELL_FACH: Success (Cell re-selection)
Merged with document [3]

T1S-020093r2
Ericsson
2. Addition of the following test case:
8.2.2.25: Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH including modification of previously signalled CELL_DCH configuration
Kept as document [7]


Changes to clause 8.4.x.x

T1S-020089r3
Siemens
1. 8.4.1.1
Test case covers event 1b and 1f
Merged with document [4]

T1S-020046
Motorola
1. In test cases 8.4.1.11, 8.4.1.12 and 8.4.1.13, second transmission gap pattern is activated for “GSM Carrier RSSI Measurement”.

2. In test cases 8.4.1.18, 8.4.1.19 1nd 8.4.1.20, the IE “Traffic volume measurement object" is included in control information of Traffic volume measrement having validity “All states”

Motorola also removed changes to some initial condition
Merged with document [4]

List of changes to 34.108, V3.6.0

Input document
Source
Summary of changes
Result

T1S-020063
Ericsson
Changes to SIB 5 and 6 and changes to clause 9.2 will be merged off-line;


further clarifications needed
To be merged with document [5] off-line

T1S-020063
Ericsson
Changes to 6.11.1
Kept as document [6]

All changes also to be done in T1S-020021r2.
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