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<Start of modified section>

8.1.2.4 
RRC Connection Establishment: Reject ("wait time" is not equal to 0)

8.1.2.4.1
Definition

8.1.2.4.2 
Conformance requirement

1.
The RRC connection establishment is initiated by the UE, which leaves the idle mode and transmits an RRC Connection Request message. This message shall include the IE "Initial UE identity" and is to be sent on the uplink CCCH.
2.
After the UE receives an RRC CONNECTION REJECT message which includes IE "wait time" not set to 0, and neither IE "frequency info" nor IE "system info" is present, the UE shall wait for a period specified in the IE "wait time". Thereafter re-transmit an RRC CONNECTION REQUEST message to attempt to establish the RRC connection again. 
3.
After the UE receives an RRC CONNECTION REJECT message which includes IE "wait time" not set to 0, and either IE "frequency info" or IE "system info" is available in the message, the UE shall attempt to perform cell reselection using these information. Thereafter re-transmit an RRC CONNECTION REQUEST message to attempt to establish the RRC connection again.
Reference 

3GPP TS 25.331 clause 8.1.3.
8.1.2.4.3 
Test purpose

To confirm that the UE retries to establish the RRC connection after the "wait time" lapses, if the UE receives an RRC CONNECTION REJECT message which includes the IE "wait time" not set to 0. 
To confirm that the UE performs a cell reselection when receiving an RRC CONNECTION REJECT message, containing relevant frequency information of the target cell to be re-selected.

8.1.2.4.4 
Method of test

Initial Condition

System Simulator: 2 cells – both cell 1 and cell 2 are active and suitable for camping, but cell 1 is transmitted using a larger power. Cell 1 and cell 2 are being transmitted from different 2 UARFCNs. The transmission power of cell 2 is 15 dB smaller than cell 1.
Table 8.1.2.4
	Parameter
	Unit
	Cell 1
	Cell 2

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm
	-60
	-75



UE: Idle state (state 2 or state 3 or state 7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.
Test Procedure

The UE transmits an RRC CONNECTION REQUEST message to the SS on the uplink CCCH by an outgoing call operation in cell 1. SS rejects the first request by transmitting an RRC CONNECTION REJECT message which indicates a non-zero wait time. In this message, frequency information for cell 2 is available. SS then waits for RRC CONNECTION REQUEST message on the uplink CCCH of cell 2. SS will also monitor the uplink of cell 1 simultaneously to ensure that all transmission activities from cell 1 have ceased. When the UE has successfully camp onto cell 2, it shall send an RRC CONNECTION REQUEST with the same establishment cause as its previous attempt in cell 1. SS responds with an RRC CONNECTION REJECT message, indicating a non-zero "wait time" and omitting the IE "Redirection Info". The UE shall observe the wait time period indicated. After the wait time has elapsed, the UE shall re-transmit RRC CONNECTION REQUEST again. Finally, SS transmits an RRC CONNECTION SETUP message to establish an RRC connection with the UE, and the UE replies with an RRC CONNECTION SETUP COMPLETE message and enters CELL_DCH state. 
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	   (
	RRC CONNECTION REQUEST
	SS prompts the operator to make an outgoing call in cell 1.

	2
	   (
	RRC CONNECTION REJECT
	This message shall includes the IE "wait time" set to 15 seconds and IE "frequency info" set to the UARFCN of cell 2.

	3
	
	
	SS waits for a period of time sufficient for UE to reselect to cell 2. At the same time, it monitors the uplink of cell 1 to make sure that all transmissions have ceased.

	4
	   (
	RRC CONNECTION REQUEST
	UE shall attempt to re-start an RRC connection establishment procedure in cell 2. The establishment cause shall remain unchanged. 

	5
	   (
	RRC CONNECTION REJECT
	This message shall include the IE "wait time" set to 15 seconds, but with IE "Redirection Info" absent.

	6
	   (
	RRC CONNECTION REQUEST
	SS waits until the duration specified in IE "wait time" has elapsed and then listens to the uplink CCCH for a second RRC CONNECTION REQUEST message.

	7
	   (
	RRC CONNECTION SETUP
	SS sends the message to UE to setup an RRC connection with the UE.

	8
	
	
	The UE shall configure the layer 2 and layer 1 in order to access the uplink and downlink DCCH assigned.

	9
	   (
	RRC CONNECTION SETUP COMPLETE
	


Specific Message Contents
RRC CONNECTION REQUEST (Step 1)
Use the same message type found in clause 9 of TS 34.108, with the following exception.
	Information Element
	Value/remark

	Initial UE Identity

Establishment Cause
	Checked to see if it is set to IMSI stored in the test TEST USIM card.

Must be "Originating Call"


RRC CONNECTION REJECT (Step 2) - FDD

Use the same message type found in Annex A, with the following exception.
	Information Element
	Value/remark

	Wait time

Redirection Info

Frequency Info

    CHOICE mode

UARFCN uplink (Nu)
UARFCN downlink (Nd)
	15 seconds

FDD

Not present
Set to the UARFCN for downlink carrier of cell 2


RRC CONNECTION REJECT (Step 2) – TDD

	Information Element
	Value/remark

	Wait time

 Redirection Info

   Frequency Info

       CHOICE Mode

          UARFCN (Nt)
	15 seconds

TDD

Set to a different UARFCN from the carrier of cell 1


RRC CONNECTION REQUEST (Step 4 and step 6)

Same requirement as in step 1.

RRC CONNECTION REJECT (Step 5)
Use the same message type found in Annex A, with the following exception.
	Information Element
	Value/remark

	Wait time


	15 seconds




8.1.2.4.5
Test requirement

After step 3 the UE shall have successfully re-selected to cell 2, using information transmitted in IE "frequency info" of RRC CONNECTION REJECT message. UE shall trigger the start of RRC connection establishment by transmitting RRC CONNECTION REQUEST. The establishment cause shall be similar to the message sent in step 1.

After step 5 the UE shall observe the period specified in IE "wait time" of an RRC CONNECTION REJECT message and not transmit an RRC CONNECTION REQUEST message in this period.

After step 7 the UE shall transmit an RRC CONNECTION SETUP COMPLETE message to SS on uplink DCCH and then establish an RRC connection. 
<End of modified section>

<Start of modified section>

8.1.3
RRC Connection Release 

8.1.3.1
RRC Connection Release in CELL_DCH state: Success
8.1.3.1.1
Definition

8.1.3.1.2
Conformance requirement 

1.
The UE shall receive and act on an RRC CONNECTION RELEASE message in states CELL_DCH and CELL_FACH. Furthermore this procedure can interrupt any ongoing procedures with the UE in the above listed states.

When the UE receives the first RRC CONNECTION RELEASE message, it shall:

…
-
in state CELL_DCH:

-
initialise the counter V308 to zero;

…

-
submit an RRC CONNECTION RELEASE COMPLETE message to the lower layers for transmission using UM RLC on the DCCH to the UTRAN;

…

-
start timer T308 when the RRC CONNECTION RELEASE COMPLETE message is sent on the radio interface.

2.
When in state CELL_DCH and the timer T308 expires, the UE shall:

-
increment V308 by one;

-
if V308 is equal to or smaller than N308:

-
retransmit the RRC CONNECTION RELEASE COMPLETE message, without incrementing "Uplink RRC Message sequence number" for signalling radio bearer RB1 in the variable INTEGRITY_PROTECTION_INFO;

-
if V308 is greater than N308:

-
release all its radio resources;

…

-
enter idle mode;

-
perform the actions specified in TS 25.331 subclause 8.5.2 when entering idle mode;

-
and the procedure ends.

 
Reference

3GPP TS 25.331 clause 8.1.4.3, 8.1.4.6
8.1.3.1.3
Test purpose

To verify:

1.
that the UE when receiving an RRC CONNECTION RELEASE message transmits N308+1 RRC CONNECTION RELEASE COMPLETE messages before release of radio resources and entering into idle mode

2.
that the time between UE transmissions of the RRC CONNECTION RELEASE COMPLETE message is equal to the value of the T308 timer.

8.1.3.1.4
Method of test

Initial Condition

System Simulator: 1 cell

UE: CELL_DCH state (state 6-1 or state 6-3) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE
Test Procedure

The UE is brought to the CELL_DCH state by prompting the operator to initiate an outgoing call. After the DCCH is established, SS transmits an RRC CONNECTION RELEASE message to the UE to disconnect the connection. SS then waits for the UE to transmit an RRC CONNECTION RELEASE COMPLETE message using unacknowledged mode. SS checks to see if P + 1 such messages has been received at each expiry of T308 timer. P is equal to the value of IE "N308" in an RRC CONNECTION RELEASE message.  
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	   
	
	The UE is in the CELL_DCH state after a successful RRC connection establishment by virtue of the operator making an outgoing call. 

	2
	   (
	RRC CONNECTION RELEASE
	SS disconnect the connection established. The value in IE "N308" is arbitrarily chosen from 1 to 8 and denoted by P.

	3
	   (
	RRC CONNECTION RELEASE COMPLETE
	SS waits for the arrival of N308 + 1 such message at the expiry of each T308 timer, using unacknowledged mode.

	4
	   
	
	SS verifies that the UE release its L2 signalling radio bearer and dedicated resources and enters idle mode.


Specific Message Content

RRC CONNECTION RELEASE (Step 2)
Use the same message type found in clause 9 of TS 34.108, with the following exceptions:
	Information Element
	Value/remark

	N308
	Arbitrarily chosen between 1 and 8


8.1.3.1.5
Test requirement

After step 2 the UE shall transmit P + 1 RRC CONNECTION RELEASE COMPLETE messages. The time between the transmissions shall be equal to the T308 timer value. 
After step 3 the UE shall initiate the release of the L2 signalling radio bearer and dedicated resources and enter idle mode.
<End of modified section>

<Start of modified section>

8.1.7
Security mode command
8.1.7.1
Security mode command in CELL_DCH state 
8.1.7.1.1
Definition

8.1.7.1.2
Conformance requirement

1.
This procedure is used to trigger the stop or start of ciphering or to command the restart of ciphering with the new ciphering configuration for the signalling radio bearers and any of radio bearers. It is also used to start integrity protection or modify integrity protection configuration for the signalling radio bearers.

2.
When the UE receives a SECURITY MODE COMMAND message from the UTRAN, which indicates the downlink activation time and new ciphering mode configuration, the UE shall apply the old ciphering configuration before the stated downlink activation time. It shall start to decipher using the new ciphering configuration at the downlink activation time.

3.
After the UE has transmitted a SECURITY MODE COMPLETE message using the new integrity protection configuration which includes uplink activation time, it shall start to cipher transmission in the uplink using the new configuration at the uplink activation time. 

Reference

3GPP TS 25.331 clause 8.1.12.
8.1.7.1.3
Test purpose

To confirm that the UE activates the new ciphering configurations after the stated activation time. To confirm that after the UE receives a SECURITY MODE COMMAND message, it transmits a SECURITY MODE COMPLETE message to the UTRAN using the old ciphering configuration together with the application of the new integrity protection configuration. To confirm that UE sends a SECURITY MODE FAILURE message when SS transmits an incompatible simultaneous SECURITY MODE COMMAND messages to UE. To confirm that UE send SECURITY MODE FAILURE message when SS transmits a SECURITY MODE COMMAND message that causes invalid configuration. To confirm that UE send SECURITY MODE FAILURE message when UE receives an invalid SECURITY MODE COMMAND message.

8.1.7.1.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: CELL_DCH (state 6-9 or state 6-10) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.
Test Procedure

The UE is in CELL_DCH state. The SS transmits a SECURITY MODE COMMAND message which does not include any IEs except IE “Message Type”. The UE shall respond by sending SECURITY MODE FAILURE message on the DCCH. Then SS transmits a SECURITY MODE COMMAND message with IE "Ciphering mode command" set to “stop”. Again the UE shall not trigger any ciphering algorithm and it shall respond by sending SECURITY MODE FAILURE message on the DCCH. Next, SS transmits a valid SECURITY MODE COMMAND message which includes the "Downlink activation time" IE for RB2 and "Integrity check info" IE. Following that, SS immediately transmit another valid SECURITY MODE COMMAND message to UE. Then the UE shall check the integrity check info and shall start to configure ciphering in downlink according to the first valid SECURITY MODE COMMAND message. Upon the reception of the subsequent SECURITY MODE COMMAND message, the UE shall transmit SECURITY MODE FAILURE message to SS with IE "failure cause" set to "incompatible simultaneous reconfiguration". Then UE shall transmit a SECURITY MODE COMPLETE message which contains the uplink activation time for RB2 and also "Integrity check info" IE using the new integrity protection configuration. SS records the uplink ciphering activation time for RB 2. Next, SS transmits UE CAPABILITY ENQUIRY message repeatedly on the downlink DCCH using RLC-AM mode. The UE shall respond to each downlink message with a UE CAPABILITY INFORMATION message on the uplink DCCH using RLC-AM. SS then send UE CAPABILITY INFORMATION CONFIRM message to UE. This cycle repeats itself until both the uplink and downlink ciphering activation time for RB 2 has elapsed. SS checks all uplink UE CAPABILITY INFORMATION messages are integrity-protected by UIA algorithm, and that the messages contain the correct values for "Integrity check info" IE. This can be verified in SS through the reception of a correctly ciphered and integrity-protected UE CAPABILITY INFORMATION message.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	RRC connected state on DCH_state. 

	2
	   (
	SECURITY MODE COMMAND
	See message content.

	3
	   (
	SECURITY MODE FAILURE
	IE "Failure Cause" shall be set to "Protocol Error" and IE "Protocol Error Information" shall be set to " ASN.1 violation or encoding error ".

	4
	   (
	SECURITY MODE COMMAND
	 See message content.

	5
	   (
	SECURITY MODE FAILURE
	IE "Failure Cause" shall be set to "invalid configuration".

	6
	   (
	SECURITY MODE COMMAND
	See specific message contents. 

	7
	   (
	SECURITY MODE COMMAND
	See specific message contents. 

	8
	   (
	SECURITY MODE FAILURE
	IE "Failure Cause" shall be set to "Incompatible simultaneous reconfiguration".

	9
	   (
	SECURITY MODE COMPLETE
	SS verifies that this message is sent unciphered. SS records the uplink ciphering activation time for RB 2.

	10
	  (
	UE CAPABILITY ENQUIRY
	SS repeats step 10, 11 and 12 until its internal uplink and downlink RLC SN have both surpassed the uplink and downlink ciphering activation time specified for RB2. This message is sent on the downlink DCCH using RLC-AM. 

	11
	   (
	UE CAPABILITY INFORMATION
	UE shall send this message on the uplink DCCH using RLC-AM. SS verifies that the last UE CAPABILITY INFORMATION message is both integrity-protected and ciphered correctly.

	12
	(
	UE CAPABILITY INFORMATION CONFIRM
	


Specific Message Contents

SECURITY MODE COMMAND (Step 2)
	Information Element
	Value/remark

	All Ies
	Not Present


SECURITY MODE FAILURE (Step 3)

The same message found in Annex A shall be transmitted by the UE on the uplink DCCH, with the exception of the following IEs:

	Information Element
	Value/remark

	Failure cause

   Failure cause

   Protocol error information

     Protocol error cause
	Protocol error

ASN.1 violation or encoding error


SECURITY MODE COMMAND (Step 4)
	Information Element
	Value/remark

	RRC transaction identifier 
Integrity check info
     Message authentication code
     RRC Message sequence number
Security Capability
     Ciphering algorithm capability 
       UEA0

       UEA1

       Spare

     Integrity protection algorithm capability
       UIA1

       Spare

Ciphering mode info
  - Ciphering mode command

Integrity protection mode info
· Integrity protection mode command

· Downlink integrity protection activation info

· Integrity protection algorithm

· Integrity protection initialisation number

CN domain identity
	0

Calculated result in SS
0
FALSE

TRUE

FALSE

TRUE

FALSE

Stop

Start

Not Present

UIA1

0000 0000 0000 0000H (FRESH)

Supported domain


SECURITY MODE FAILURE (Step 5)

The same message found in Annex A shall be transmitted by the UE on the uplink DCCH, with the exception of the following IEs:

	Information Element
	Value/remark

	Failure cause

   Failure cause
	Invalid configuration


SECURITY MODE COMMAND (Step 6 and 7)
See notes below for the value of Y.

	Information Element
	Value/remark

	RRC transaction identifier 
Integrity check info
     Message authentication code
     RRC Message sequence number
Security Capability
     Ciphering algorithm capability
       UEA0

       UEA1

       Spare

     Integrity protection algorithm capability
       UIA1

       Spare

Ciphering mode info
     Ciphering mode command
     Ciphering algorithm
     Activation time for DPCH
     Radio bearer downlink ciphering activation time info
         RB Identity
         RLC sequence number
Integrity protection mode info
         Integrity protection mode command
         Downlink integrity protection activation info
         Integrity protection algorithm
         Integrity protection initialisation number
CN domain identity
	0

Calculated result in SS
0
FALSE

TRUE
FALSE

TRUE

FALSE
Start/restart

Use one of the supported ciphering algorithms
Not Present
2
Current RLC SN + Y
Start
Not Present
UIA1

0000 0000 0000 0000 H (FRESH)
Supported domain


Note

Y=4 (Step 6), Y= 100 (Step 7)

SECURITY MODE FAILURE (Step 8)

The same message found in Annex A shall be transmitted by the UE on the uplink DCCH, with the exception of the following IEs:

	Information Element
	Value/remark

	Failure cause

   Failure cause
	Incompatible simultaneous reconfiguration


SECURITY MODE COMPLETE (Step 9)

	Information Element
	Value/remark

	RRC transaction identifier 

Integrity check info

- Message Authentication code
- RRC Message sequence number
Uplink integrity protection activation info

           - RRC message sequence number list

Radio bearer uplink ciphering activation info

           - RB Identity

           - RLC sequence number
	0

Checked to see if present

Checked to see if present

Check to see if it the RRC SN for RB 0 to RB 4 are present

2

SS records this value. See step 8 in 'expected sequence'


8.1.7.1.5
Test requirement

After step 2 the UE shall transmit a SECURITY MODE FAILURE message to report the protocol error detected in the first SECURITY MODE COMMAND message. 

After step 4 the UE shall transmit a SECURITY MODE FAILURE message to report on the invalid configuration detected in the second SECURITY MODE COMMAND message. 

After step 7, UE shall transmit SECURITY MODE FAILURE to SS to indicate an error due to incompatible simultaneous reconfiguration.

After step 8 the UE shall RLC-acknowledge the receipt of the first valid SECURITY MODE COMMAND message using unciphered mode and which includes calculated integrity check info. SS checks that the SECURITY MODE COMPLETE message is received unciphered and that the calculated "integrity check info" IE is correct.

After step 9 SS verifies that all uplink signalling messages on RB2 are integrity protected with UIA1 algorithm.

After uplink ciphering activation time has lapsed, SS verifies that the UE CAPABILITY INFORMATION message received is integrity protected with UIA algorithm and ciphered with the algorithm indicated in the SECURITY MODE COMMAND (Step 6) message.

After downlink ciphering activation time has lapsed, SS shall apply ciphering to all downlink messages At least one more cycle between step 10 and step 12 shall be repeated correctly after activation time on both directions has lapsed and the messages on both direction shall be ciphered and integrity protected..

<End of modified section>

<Start of modified section>

8.2.1.8
Radio Bearer Establishment for transition from CELL_DCH to CELL_FACH: Success

8.2.1.8.1
Definition

8.2.1.8.2
Conformance requirement

The UE shall correctly set up a radio bearer according to a RADIO BEARER SETUP message and responds with a RADIO BEARER SETUP COMPLETE message on the DCCH using AM RLC.

Reference

3GPP TS 25.331 clause 8.2.1.
8.2.1.8.3
Test purpose

To confirm that the UE establishes a new radio bearer according to a RADIO BEARER SETUP message.
8.2.1.8.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: PS-DCCH_DCH (state 6-7) as specified in clause 7.4 of TS 34.108.
Test Procedure

The UE is in CELL_DCH state, after the test operator is asked to initiate a packet-switched data call. The SS transmits a RADIO BEARER SETUP message to the UE. After the UE receives this message, it transits from CELL_DCH to CELL_FACH state. Finally the UE transmits a RADIO BEARER SETUP COMPLETE message using AM RLC. Then the UE and the SS enters the communicating state.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	RADIO BEARER SETUP
	SS requests test operator to make an outgoing packet-switched data call.

	2
	(
	RADIO BEARER SETUP

COMPLETE
	The UE selects PRACH and S-CCPCH indicated in SIB5 or SIB6 after entering CELL FACH state.


Specific Message Contents

For RADIO BEARER SETUP message in step 1, use the message sub-type indicated as "Packet to CELL_FACH from CELL_DCH in PS" found in Annex A with the following exception:
	Information Element
	Value/remark

	New C-RNTI
	0000 0000 0000 0001B


8.2.1.8.5
Test requirement

After step 1 the UE shall transmit a RADIO BEARER SETUP COMPLETE message. 
<End of modified section>

<Start of modified section>

8.2.2.7
Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Success (Continue and stop)

8.2.2.7.1
Definition

8.2.2.7.2
Conformance requirement

If the IE "RB information to reconfigure" is included, the UE shall apply the following actions on the radio bearer identified with the value of the IE "RB identity". The UE shall:

…
-
if the IE "RB stop/continue" is included; and

-
if the "RB identity" has a value greater than 2; and

-
if the value of the IE "RB stop/continue" is "stop":

-
configure the RLC entity for the radio bearer to stop;

-
set the IE "RB started" in the variable ESTABLISHED_RABS to "stopped" for that radio bearer;

-
if the value of the IE "RB stop/continue" is "continue":

-
configure the RLC entity for the radio bearer to continue;

-
set the IE "RB started" in the variable ESTABLISHED_RABS to "started" for that radio bearer;


Reference

3GPP TS 25.331 clause 8.6.4.5
8.2.2.7.3
Test purpose

To confirm that the UE reconfigures new radio bearer and have the uplink transmission according to a RADIO BEARER RECONFIGURATION message which indicates that uplink transmission is continued.

To confirm that the UE reconfigures new radio bearer and don't transmit data according to a RADIO BEARER RECONFIGURATION message which indicates that uplink transmission is stopped.
8.2.2.7.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108.
Test Procedure

The UE is in the CELL_DCH state. The SS transmits a RADIO BEARER RECONFIGURATION message including IE" RB stop/continue" set to "continue". The UE reconfigures new radio bearer and transmit RADIO BEARER RECONFIGURATION COMPLETE message on the DCCH using AM RLC. The UE communicate with the SS after transmission the RADIO BEARER RECONFIGURATION COMPLETE message. Then, SS transmit a RADIO BEARER RECONFIGURATION message including IE" RB stop/continue" set to "stop". The UE reconfigures new radio bearer and transmit RADIO BEARER RECONFIGURATION COMPLETE message on the DCCH using AM RLC. The UE don't transmit any uplink data on the stopped radio bearer after transmission the RADIO BEARER RECONFIGURATION COMPLETE message.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	RADIO BEARER RECONFIGURATION 
	Including IE " RB stop/continue " set to “continue”.

	2
	(
	RADIO BEARER 

RECONFIGURATION COMPLETE
	

	3
	
	
	The UE.shall transmit on the radio bearer

	4
	(
	RADIO BEARER 

RECONFIGURATION
	Including  IE " RB stop/continue " set to “stop”.

	5
	(
	RADIO BEARER 

RECONFIGURATION COMPLETE
	

	6
	
	
	The SS shall not receive any data on the stopped RB from the UE.


Specific Message Contents

RADIO BEARER RECONFIGURATION (Step 1)
The contents of RADIO BEARER RECONFIGURATION message in this test case is identical as "Packet to CELL_DCH from CELL_DCH in PS" found in Annex A with the following exceptions:
	Information Element
	Value/remark

	RB information to reconfigure list 
	

	   RB information to reconfigure 
     -RB identity
	20

	     -RB stop/continue
	"continue"


RADIO BEARER RECONFIGURATION (Step 4)

The contents of RADIO BEARER RECONFIGURATION message in this test case is identical as "Packet to CELL_DCH from CELL_DCH in PS" as found in Annex with the following exceptions:

	Information Element
	Value/remark

	RB information to reconfigure list
	

	   RB information to reconfigure 
     -RB identity
	20

	     -RB stop/continue
	"stop"


8.2.2.7.5
Test requirement

After step 2 the UE shall communicate with the SS using the new configuration.

After step 5 the UE shall communicate with the SS using the new configuration, but shall not transmit any data to the SS on the stopped RB.
8.2.2.8
Radio Bearer Reconfiguration from CELL_DCH to CELL_FACH: Success 

8.2.2.8.1
Definition

8.2.2.8.2
Conformance requirement

The UE shall correctly reconfigure a radio bearer according to a RADIO BEARER RECONFIGURATION message which is communicate with the UTRAN on the new radio bearer in case of a transition from CELL_DCH to CELL_FACH in the same cell.

Reference

3GPP TS 25.331 clause 8.2.2.
8.2.2.8.3
Test purpose

To confirm that the UE establishes the reconfigured radio bearer(s) using common physical channel, after a RADIO BEARER RECONFIGURATION message has been received from the SS.
8.2.2.8.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108.
Test Procedure

The UE is in the CELL_DCH state. The SS transmits a RADIO BEARER RECONFIGURATION message to the UE, which includes the new radio bearer parameters and sets up L1 including the start of tx/rx. The UE reconfigures the new radio bearer and transmits a RADIO BEARER RECONFIGURATION COMPLETE message using AM RLC.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	RADIO BEARER

RECONFIGURATION 
	

	2
	
	
	The UE select PRACH and S-CCPCH using SIB5 and SIB6 after entering CELL FACH state.

	3
	(
	RADIO BEARER
RECONFIGURATION COMPLETE
	


Specific Message Contents

RADIO BEARER RECONFIGURATION (Step 1)

Use the same message sub-type titled "Packet to CELL_FACH from CELL_DCH in PS" in Annex A with the following exception:
	Information Element
	Value/remark

	New C-RNTI
	0000 0000 0000 0001B



8.2.2.8.5
Test requirement

After step 1 the UE shall reconfigure the radio links with the SS.

After step 3 the UE shall change its radio bearer configuration and communicate with the SS on the DCCH and DTCH, using the common physical channel. 

<End of modified section>

<Start of modified section>

8.2.3.7
Radio Bearer Release for transition from CELL_DCH to CELL_FACH: Success

8.2.3.7.1
Definition

8.2.3.7.2
Conformance requirement

The UE shall correctly release a radio bearer according to a RADIO BEARER RELEASE message, when the common physical channel are requested to be used for the remaining radio bearers.

Reference

3GPP TS 25.331 clause 8.2.3.
8.2.3.7.3
Test purpose

To confirm that the UE release the existing the radio bearer according to a RADIO BEARER RELEASE message received from the SS.
8.2.3.7.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: PS-DTCH+DCCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108.
Test Procedure

The UE is in the CELL_DCH state. The SS transmits a RADIO BEARER RELEASE message to the UE. The UE release the radio bearer and transmits a RADIO BEARER RELEASE COMPLETE message on the uplink DCCH using AM RLC.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	RADIO BEARER RELEASE 
	SS releases the radio bearer in the fashion specified in the message and allocate common channel resources to carry the remaining radio bearers.

	2
	
	
	The UE select PRACH and S-CCPCH using SIB5 and SIB6 after entering CELL FACH state.

The UE shall release radio bearers on dedicated transport channels, and reconfigure the remaining radio bearers using the selected common control channel.

	3
	(
	RADIO BEARER RELEASE COMPLETE
	UE shall be able to continue communication over the remaining radio bearers using the common control channels.


Specific Message Contents

RADIO BEARER RELEASE (Step 1)

Use the same message sub-type titled "Packet to CELL_FACH from CELL_DCH in PS" in Annex A with the following exception:
	Information Element
	Value/remark

	New C-RNTI
	0000 0000 0000 0001B


8.2.3.7.5
Test requirement

After step 3 the UE shall release the specified radio bearer(s) and cease any further uplink transmission from these radio bearer(s).

<End of modified section>

<Start of modified section>

8.2.4.7
Transport channel reconfiguration from CELL_DCH to CELL_FACH: Success

8.2.4.7.1
Definition

8.2.4.7.2
Conformance requirement

The UE shall correctly reconfigure the transport channels according to TRANSPORT CHANNEL RECONFIGURATION message, after it is requested to perform a transition from CELL_DCH to CELL_FACH in the same cell in conjunction with the transport channel reconfiguration. 

Reference

3GPP TS 25.331 clause 8.2.4.
8.2.4.7.3
Test purpose

To confirm that the UE reconfigures a new Transport channel according to a TRANSPORT CHANNEL RECONFIGURATION message received from the SS.

8.2.4.7.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108.
Test Procedure

The UE is in the CELL_DCH state. The SS transmits TRANSPORT CHANNEL RECONFIGURATION message to the UE and the UE performs a state transition from CELL_DCH to CELL_FACH in the same cell. The UE then reconfigures the new transport channel according to this message and reconfigure the new physical channel according to the system information messages. Finally, the UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message using AM RLC.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	TRANSPORT CHANNEL

 RECONFIGURATION 
	IE "Uplink DPCH Info" and IE "Downlink DPCH Info" are not specified.

	2
	
	
	UE shall perform the reconfiguration of transport channel 

	3
	(
	TRANSPORT CHANNEL

 RECONFIGURATION COMPLETE
	


Specific Message Contents

TRANSPORT CHANNEL RECONFIGURATION

Use the message sub-type titled "Packet to CELL_FACH from CELL_DCH in PS" in Annex A with the following exception:
	Information Element
	Value/remark

	New C-RNTI
	0000 0000 0000 0001B


8.2.4.7.5
Test requirement

After step 3 the UE shall transit from CELL_DCH to CELL_FACH in the same cell, and then continue to communicate with SS on the new transport channel and common physical channels.

<End of modified section>

<Start of modified section>

8.2.6.7
Physical channel reconfiguration for transition from CELL_DCH to CELL_FACH: Success

8.2.6.7.1
Definition

8.2.6.7.2
Conformance requirement

The UE shall correctly reconfigure a physical channel according to a PHYSICAL CHANNEL RECONFIGURATION message when asked to perform a transition from CELL_DCH to CELL_FACH. 

Reference

3GPP TS 25.331 clause 8.2.6.
8.2.6.7.3
Test purpose

To confirm that the UE reconfigures a new physical channel according to the PHYSICAL CHANNEL RECONFIGURATION message received from the SS.

8.2.6.7.4
Method of test

Initial Condition

System Simulator: 1 cell

UE: PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108
Test Procedure

The UE is in the CELL_DCH state. The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message to the UE. The UE shall then reconfigure the new physical channel according to this message and the system information messages. Following this, it shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message using AM RLC on the RACH.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	PHYSICAL CHANNEL RECONFIGURATION 
	

	2
	
	
	Reconfiguration of physical channel 

	3
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	


Specific Message Contents

PHYSICAL CHANNEL RECONFIGURATION

Use the message sub-type titled "Packet to CELL_FACH from CELL_DCH in PS" in Annex A with the following exception:
	Information Element
	Value/remark

	New C-RNTI
	0000 0000 0000 0001B


8.2.6.7.5
Test requirement

After step 3 the UE shall transit from CELL_DCH to CELL_FACH and continue to communicate with SS on the common physical channel.

<End of modified section>

<Start of modified section>

8.2.6.15
Physical channel reconfiguration for transition from CELL_FACH to CELL_FACH (Hard handover to another frequency): Success

8.2.6.15.1
Definition

8.2.6.15.2
Conformance requirement

The UE shall correctly reconfigure a physical channel according to a PHYSICAL CHANNEL RECONFIGURATION message when asked to perform a transition from CELL_FACH to CELL_FACH. 

Reference

3GPP TS 25.331 clause 8.2.6
8.2.6.15.3
Test purpose

To confirm that the UE reconfigures a new physical channel according to the PHYSICAL CHANNEL RECONFIGURATION message received from the SS.

8.2.6.15.4
Method of test

Initial Condition

System Simulator: 1 cell 
UE: PS-DCCH+DTCH_FACH (state 6-11) as specified in clause 7.4 of TS 34.108
Test Procedure

The UE is in the CELL_FACH state. The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message to the UE. The UE shall then reconfigure the new physical channel according to this message and the system information messages. Following this, it shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message using AM RLC on the RACH.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	PHYSICAL CHANNEL RECONFIGURATION 
	

	2
	
	
	Reconfiguration of physical channel 

	3
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	


Specific Message Contents

PHYSICAL CHANNEL RECONFIGURATION

Use the message sub-type titled "Packet to CELL_FACH from CELL_FACH in PS" in Annex A with the following exception:
	Information Element
	Value/remark

	New C-RNTI
	0000 0000 0000 0001B


8.2.6.15.5
Test requirement

After step 3 the UE shall be in CELL_FACH state and continue to communicate with SS on the common physical channel.

<End of modified section>
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