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<Start of modified section>

8.1.3
RRC Connection Release 

8.1.3.1
RRC Connection Release in CELL_DCH state: Success
8.1.3.1.1
Definition

8.1.3.1.2
Conformance requirement 

1.
The UE shall receive and act on an RRC CONNECTION RELEASE message in states CELL_DCH and CELL_FACH. Furthermore this procedure can interrupt any ongoing procedures with the UE in the above listed states.

When the UE receives the first RRC CONNECTION RELEASE message, it shall:

…
-
in state CELL_DCH:

-
initialise the counter V308 to zero;

…

-
submit an RRC CONNECTION RELEASE COMPLETE message to the lower layers for transmission using UM RLC on the DCCH to the UTRAN;

…

-
start timer T308 when the RRC CONNECTION RELEASE COMPLETE message is sent on the radio interface.

2.
When in state CELL_DCH and the timer T308 expires, the UE shall:

-
increment V308 by one;

-
if V308 is equal to or smaller than N308:

-
retransmit the RRC CONNECTION RELEASE COMPLETE message, without incrementing "Uplink RRC Message sequence number" for signalling radio bearer RB1 in the variable INTEGRITY_PROTECTION_INFO;

-
if V308 is greater than N308:

-
release all its radio resources;

…

-
enter idle mode;

-
perform the actions specified in TS 25.331 subclause 8.5.2 when entering idle mode;

-
and the procedure ends.

 
Reference

3GPP TS 25.331 clause 8.1.4.3, 8.1.4.6
8.1.3.1.3
Test purpose

To verify:

1.
that the UE when receiving an RRC CONNECTION RELEASE message transmits N308+1 RRC CONNECTION RELEASE COMPLETE messages before release of radio resources and entering into idle mode

2.
that the time between UE transmissions of the RRC CONNECTION RELEASE COMPLETE message is equal to the value of the T308 timer.

8.1.3.1.4
Method of test

Initial Condition

System Simulator: 1 cell

UE: CELL_DCH state (state 6-1 or state 6-3) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE
Test Procedure

The UE is brought to the CELL_DCH state by prompting the operator to initiate an outgoing call. After the DCCH is established, SS transmits an RRC CONNECTION RELEASE message to the UE to disconnect the connection. SS then waits for the UE to transmit an RRC CONNECTION RELEASE COMPLETE message using unacknowledged mode. SS checks to see if P + 1 such messages has been received at each expiry of T308 timer. P is equal to the value of IE "N308" in an RRC CONNECTION RELEASE message.  
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	   
	
	The UE is in the CELL_DCH state after a successful RRC connection establishment by virtue of the operator making an outgoing call. 

	2
	   (
	RRC CONNECTION RELEASE
	SS disconnect the connection established. The value in IE "N308" is arbitrarily chosen from 1 to 8 and denoted by P.

	3
	   (
	RRC CONNECTION RELEASE COMPLETE
	SS waits for the arrival of N308 + 1 such message at the expiry of each T308 timer, using unacknowledged mode.

	4
	   
	
	SS verifies that the UE release its L2 signalling radio bearer and dedicated resources and enters idle mode.


Specific Message Content

RRC CONNECTION RELEASE (Step 2)
Use the same message type found in clause 9 of TS 34.108, with the following exceptions:
	Information Element
	Value/remark

	N308
	Arbitrarily chosen between 1 and 8


8.1.3.1.5
Test requirement

After step 2 the UE shall transmit P + 1 RRC CONNECTION RELEASE COMPLETE messages. The time between the transmissions shall be equal to the T308 timer value. 
After step 3 the UE shall initiate the release of the L2 signalling radio bearer and dedicated resources and enter idle mode.
<End of modified section>

<Start of modified section>

8.2.1.8
Radio Bearer Establishment for transition from CELL_DCH to CELL_FACH: Success

8.2.1.8.1
Definition

8.2.1.8.2
Conformance requirement

The UE shall correctly set up a radio bearer according to a RADIO BEARER SETUP message and responds with a RADIO BEARER SETUP COMPLETE message on the DCCH using AM RLC.

Reference

3GPP TS 25.331 clause 8.2.1.
8.2.1.8.3
Test purpose

To confirm that the UE establishes a new radio bearer according to a RADIO BEARER SETUP message.
8.2.1.8.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: PS-DCCH_DCH (state 6-7) as specified in clause 7.4 of TS 34.108.
Test Procedure

The UE is in CELL_DCH state, after the test operator is asked to initiate a packet-switched data call. The SS transmits a RADIO BEARER SETUP message to the UE. After the UE receives this message, it transits from CELL_DCH to CELL_FACH state. Finally the UE transmits a RADIO BEARER SETUP COMPLETE message using AM RLC. Then the UE and the SS enters the communicating state.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	RADIO BEARER SETUP
	SS requests test operator to make an outgoing packet-switched data call.

	2
	(
	RADIO BEARER SETUP

COMPLETE
	The UE selects PRACH and S-CCPCH indicated in SIB5 or SIB6 after entering CELL FACH state.


Specific Message Contents

For RADIO BEARER SETUP message in step 1, use the message sub-type indicated as "Packet to CELL_FACH from CELL_DCH in PS" found in Annex A with the following exception:
	Information Element
	Value/remark

	New C-RNTI
	0000 0000 0000 0001B


8.2.1.8.5
Test requirement

After step 1 the UE shall transmit a RADIO BEARER SETUP COMPLETE message. 
<End of modified section>

<Start of modified section>

8.2.2.7
Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Success (Continue and stop)

8.2.2.7.1
Definition

8.2.2.7.2
Conformance requirement

If the IE "RB information to reconfigure" is included, the UE shall apply the following actions on the radio bearer identified with the value of the IE "RB identity". The UE shall:

…
-
if the IE "RB stop/continue" is included; and

-
if the "RB identity" has a value greater than 2; and

-
if the value of the IE "RB stop/continue" is "stop":

-
configure the RLC entity for the radio bearer to stop;

-
set the IE "RB started" in the variable ESTABLISHED_RABS to "stopped" for that radio bearer;

-
if the value of the IE "RB stop/continue" is "continue":

-
configure the RLC entity for the radio bearer to continue;

-
set the IE "RB started" in the variable ESTABLISHED_RABS to "started" for that radio bearer;


Reference

3GPP TS 25.331 clause 8.6.4.5
8.2.2.7.3
Test purpose

To confirm that the UE reconfigures new radio bearer and have the uplink transmission according to a RADIO BEARER RECONFIGURATION message which indicates that uplink transmission is continued.

To confirm that the UE reconfigures new radio bearer and don't transmit data according to a RADIO BEARER RECONFIGURATION message which indicates that uplink transmission is stopped.
8.2.2.7.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108.
Test Procedure

The UE is in the CELL_DCH state. The SS transmits a RADIO BEARER RECONFIGURATION message including IE" RB stop/continue" set to "continue". The UE reconfigures new radio bearer and transmit RADIO BEARER RECONFIGURATION COMPLETE message on the DCCH using AM RLC. The UE communicate with the SS after transmission the RADIO BEARER RECONFIGURATION COMPLETE message. Then, SS transmit a RADIO BEARER RECONFIGURATION message including IE" RB stop/continue" set to "stop". The UE reconfigures new radio bearer and transmit RADIO BEARER RECONFIGURATION COMPLETE message on the DCCH using AM RLC. The UE don't transmit any uplink data on the stopped radio bearer after transmission the RADIO BEARER RECONFIGURATION COMPLETE message.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	RADIO BEARER RECONFIGURATION 
	Including IE " RB stop/continue " set to “continue”.

	2
	(
	RADIO BEARER 

RECONFIGURATION COMPLETE
	

	3
	
	
	The UE.shall transmit on the radio bearer

	4
	(
	RADIO BEARER 

RECONFIGURATION
	Including  IE " RB stop/continue " set to “stop”.

	5
	(
	RADIO BEARER 

RECONFIGURATION COMPLETE
	

	6
	
	
	The SS shall not receive any data on the stopped RB from the UE.


Specific Message Contents

RADIO BEARER RECONFIGURATION (Step 1)
The contents of RADIO BEARER RECONFIGURATION message in this test case is identical as "Packet to CELL_DCH from CELL_DCH in PS" found in Annex A with the following exceptions:
	Information Element
	Value/remark

	RB information to reconfigure list 
	

	   RB information to reconfigure 
     -RB identity
	20

	     -RB stop/continue
	"continue"


RADIO BEARER RECONFIGURATION (Step 4)

The contents of RADIO BEARER RECONFIGURATION message in this test case is identical as "Packet to CELL_DCH from CELL_DCH in PS" as found in Annex with the following exceptions:

	Information Element
	Value/remark

	RB information to reconfigure list
	

	   RB information to reconfigure 
     -RB identity
	20

	     -RB stop/continue
	"stop"


8.2.2.7.5
Test requirement

After step 2 the UE shall communicate with the SS using the new configuration.

After step 5 the UE shall communicate with the SS using the new configuration, but shall not transmit any data to the SS on the stopped RB.
8.2.2.8
Radio Bearer Reconfiguration from CELL_DCH to CELL_FACH: Success 

8.2.2.8.1
Definition

8.2.2.8.2
Conformance requirement

The UE shall correctly reconfigure a radio bearer according to a RADIO BEARER RECONFIGURATION message which is communicate with the UTRAN on the new radio bearer in case of a transition from CELL_DCH to CELL_FACH in the same cell.

Reference

3GPP TS 25.331 clause 8.2.2.
8.2.2.8.3
Test purpose

To confirm that the UE establishes the reconfigured radio bearer(s) using common physical channel, after a RADIO BEARER RECONFIGURATION message has been received from the SS.
8.2.2.8.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108.
Test Procedure

The UE is in the CELL_DCH state. The SS transmits a RADIO BEARER RECONFIGURATION message to the UE, which includes the new radio bearer parameters and sets up L1 including the start of tx/rx. The UE reconfigures the new radio bearer and transmits a RADIO BEARER RECONFIGURATION COMPLETE message using AM RLC.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	RADIO BEARER

RECONFIGURATION 
	

	2
	
	
	The UE select PRACH and S-CCPCH using SIB5 and SIB6 after entering CELL FACH state.

	3
	(
	RADIO BEARER
RECONFIGURATION COMPLETE
	


Specific Message Contents

RADIO BEARER RECONFIGURATION (Step 1)

Use the same message sub-type titled "Packet to CELL_FACH from CELL_DCH in PS" in Annex A with the following exception:
	Information Element
	Value/remark

	New C-RNTI
	0000 0000 0000 0001B



8.2.2.8.5
Test requirement

After step 1 the UE shall reconfigure the radio links with the SS.

After step 3 the UE shall change its radio bearer configuration and communicate with the SS on the DCCH and DTCH, using the common physical channel. 

<End of modified section>

<Start of modified section>

8.2.3.7
Radio Bearer Release for transition from CELL_DCH to CELL_FACH: Success

8.2.3.7.1
Definition

8.2.3.7.2
Conformance requirement

The UE shall correctly release a radio bearer according to a RADIO BEARER RELEASE message, when the common physical channel are requested to be used for the remaining radio bearers.

Reference

3GPP TS 25.331 clause 8.2.3.
8.2.3.7.3
Test purpose

To confirm that the UE release the existing the radio bearer according to a RADIO BEARER RELEASE message received from the SS.
8.2.3.7.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: PS-DTCH+DCCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108.
Test Procedure

The UE is in the CELL_DCH state. The SS transmits a RADIO BEARER RELEASE message to the UE. The UE release the radio bearer and transmits a RADIO BEARER RELEASE COMPLETE message on the uplink DCCH using AM RLC.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	RADIO BEARER RELEASE 
	SS releases the radio bearer in the fashion specified in the message and allocate common channel resources to carry the remaining radio bearers.

	2
	
	
	The UE select PRACH and S-CCPCH using SIB5 and SIB6 after entering CELL FACH state.

The UE shall release radio bearers on dedicated transport channels, and reconfigure the remaining radio bearers using the selected common control channel.

	3
	(
	RADIO BEARER RELEASE COMPLETE
	UE shall be able to continue communication over the remaining radio bearers using the common control channels.


Specific Message Contents

RADIO BEARER RELEASE (Step 1)

Use the same message sub-type titled "Packet to CELL_FACH from CELL_DCH in PS" in Annex A with the following exception:
	Information Element
	Value/remark

	New C-RNTI
	0000 0000 0000 0001B


8.2.3.7.5
Test requirement

After step 3 the UE shall release the specified radio bearer(s) and cease any further uplink transmission from these radio bearer(s).

<End of modified section>

<Start of modified section>

8.2.4.7
Transport channel reconfiguration from CELL_DCH to CELL_FACH: Success

8.2.4.7.1
Definition

8.2.4.7.2
Conformance requirement

The UE shall correctly reconfigure the transport channels according to TRANSPORT CHANNEL RECONFIGURATION message, after it is requested to perform a transition from CELL_DCH to CELL_FACH in the same cell in conjunction with the transport channel reconfiguration. 

Reference

3GPP TS 25.331 clause 8.2.4.
8.2.4.7.3
Test purpose

To confirm that the UE reconfigures a new Transport channel according to a TRANSPORT CHANNEL RECONFIGURATION message received from the SS.

8.2.4.7.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108.
Test Procedure

The UE is in the CELL_DCH state. The SS transmits TRANSPORT CHANNEL RECONFIGURATION message to the UE and the UE performs a state transition from CELL_DCH to CELL_FACH in the same cell. The UE then reconfigures the new transport channel according to this message and reconfigure the new physical channel according to the system information messages. Finally, the UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message using AM RLC.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	TRANSPORT CHANNEL

 RECONFIGURATION 
	IE "Uplink DPCH Info" and IE "Downlink DPCH Info" are not specified.

	2
	
	
	UE shall perform the reconfiguration of transport channel 

	3
	(
	TRANSPORT CHANNEL

 RECONFIGURATION COMPLETE
	


Specific Message Contents

TRANSPORT CHANNEL RECONFIGURATION

Use the message sub-type titled "Packet to CELL_FACH from CELL_DCH in PS" in Annex A with the following exception:
	Information Element
	Value/remark

	New C-RNTI
	0000 0000 0000 0001B


8.2.4.7.5
Test requirement

After step 3 the UE shall transit from CELL_DCH to CELL_FACH in the same cell, and then continue to communicate with SS on the new transport channel and common physical channels.

<End of modified section>

<Start of modified section>

8.2.6.7
Physical channel reconfiguration for transition from CELL_DCH to CELL_FACH: Success

8.2.6.7.1
Definition

8.2.6.7.2
Conformance requirement

The UE shall correctly reconfigure a physical channel according to a PHYSICAL CHANNEL RECONFIGURATION message when asked to perform a transition from CELL_DCH to CELL_FACH. 

Reference

3GPP TS 25.331 clause 8.2.6.
8.2.6.7.3
Test purpose

To confirm that the UE reconfigures a new physical channel according to the PHYSICAL CHANNEL RECONFIGURATION message received from the SS.

8.2.6.7.4
Method of test

Initial Condition

System Simulator: 1 cell

UE: PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108
Test Procedure

The UE is in the CELL_DCH state. The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message to the UE. The UE shall then reconfigure the new physical channel according to this message and the system information messages. Following this, it shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message using AM RLC on the RACH.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	PHYSICAL CHANNEL RECONFIGURATION 
	

	2
	
	
	Reconfiguration of physical channel 

	3
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	


Specific Message Contents

PHYSICAL CHANNEL RECONFIGURATION

Use the message sub-type titled "Packet to CELL_FACH from CELL_DCH in PS" in Annex A with the following exception:
	Information Element
	Value/remark

	New C-RNTI
	0000 0000 0000 0001B


8.2.6.7.5
Test requirement

After step 3 the UE shall transit from CELL_DCH to CELL_FACH and continue to communicate with SS on the common physical channel.

<End of modified section>

<Start of modified section>

8.2.6.15
Physical channel reconfiguration for transition from CELL_FACH to CELL_FACH (Hard handover to another frequency): Success

8.2.6.15.1
Definition

8.2.6.15.2
Conformance requirement

The UE shall correctly reconfigure a physical channel according to a PHYSICAL CHANNEL RECONFIGURATION message when asked to perform a transition from CELL_FACH to CELL_FACH. 

Reference

3GPP TS 25.331 clause 8.2.6
8.2.6.15.3
Test purpose

To confirm that the UE reconfigures a new physical channel according to the PHYSICAL CHANNEL RECONFIGURATION message received from the SS.

8.2.6.15.4
Method of test

Initial Condition

System Simulator: 1 cell 
UE: PS-DCCH+DTCH_FACH (state 6-11) as specified in clause 7.4 of TS 34.108
Test Procedure

The UE is in the CELL_FACH state. The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message to the UE. The UE shall then reconfigure the new physical channel according to this message and the system information messages. Following this, it shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message using AM RLC on the RACH.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	PHYSICAL CHANNEL RECONFIGURATION 
	

	2
	
	
	Reconfiguration of physical channel 

	3
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	


Specific Message Contents

PHYSICAL CHANNEL RECONFIGURATION

Use the message sub-type titled "Packet to CELL_FACH from CELL_FACH in PS" in Annex A with the following exception:
	Information Element
	Value/remark

	New C-RNTI
	0000 0000 0000 0001B


8.2.6.15.5
Test requirement

After step 3 the UE shall be in CELL_FACH state and continue to communicate with SS on the common physical channel.

<End of modified section>
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