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This Document summarizes the changes to 34.123-3 V120. All the changes are included in 34.123-3, V121.

1. Additional new references

A number of the normative references have been used in the different clauses, but were not indicated in the reference clause. For the completeness, the reference clause has been updated.

2. Further actions triggered by T1S-010257 

T1S-010257 CphyTrCHConfig proposed by Anritsu has been implemented in V120. Further discussions were carried on in the reflectors on the TDD mode.

· Dynamic TTI is added for the TDD mode. The max TB size is set to 5035.

· For the consistency, the TB size and the related ASN.1 definition CommonOrDedicatedTFS are introduced in TrCHInfo for CMAC configuration. The TFS bit mode can be used for the BCH configuration.
3. Security Info

Based on the TS 25.331, March 02, a clarification text is added in Security Info. The security parameters are downloaded to the SS for the security configuration.
4. RLC Sequence number
The RLC sequence number is used in 25.331, March 02 for the calculation of the DL ciphering activation time. The TTCN needs to calculate the activation time as the SN increment on the basis of the current SN. Count_C_LSB (UL + DL) are added in the CRLC_Sequence_Number_CNF definition.
5. MAC-d

A new subclause 8.2.6 is added for the configuration MAC-d.

6. Update TSO and PIXIT definitions

TSO and PIXIT values are updated.

