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Introduction
This document provides a summary of CRs to support 3.84 Mcps TDD and 1.28 Mcps TDD to be presented in T1/SIG meeting #22. 

This summary will be presented the first day of the Signalling meeting. The companies interested are asked to review in detail offline. If no objections are received the last day of T1 Signalling meeting, this group of CRs will be approved.
Contents
· T1S-020146  “Update of SIBs for TDD mode in TS34.108 (Rel99)” 
The next SIBs are updated in order to fulfill the actual version of the core specifications.
Contents of Scheduling Block 1

· Scheduling information already included in Master Information Block is deleted.

· Some values are corrected.
System Information Block type 3, 4, 5, 6, 11 and 12 updated:

· Cell selection_and_reselection_quality_-measure is not used for TDD

· Qrxlevmin corrected to –103 dBm
· Editorial corrections in general

· AC-to-ASC mapping is nor present in SIB 6

Some IEs are missing.

· T1S-020147  “Update of SIBs for TDD (both modes) in TS34.108 (Rel4)” 

This CR includes the changes of T1S-020146 adding the changes for  LCRTDD when needed.

· Block SCTD indicator is corrected for LCRTDD.

· T1S-020148  “References for TDD about Clarification of bit rate of Interactive/ Background PS RAB (Rel 99)”

· TDD RABs are included in section 6.10.3 in TS 34.108. Then reference for 6.10.2 are specified for FDD and 6.10.3 for TDD
· T1S-020149  “References for TDD about Clarification of bit rate of Interactive/ Background PS RAB (Rel 4)”

· This CR corresponds to a correction in an earlier release (T1S-020148)

· T1S-020150  “Section 8.3.1 Connection Mobility Procedure TDD both modes”
Most of the tests described in TS34.123 section 8.2 are applicable, unchanged, to both FDD and TDD, however, in a small number of cases TDD specific information is added. Where the contents of test messages are listed, it is necessary to introduce TDD versions of these messages. 

TDD specific parameters are introduced to those tests where TDD specific parameters are required.
· Channels and values are specified for 3.84 Mcps and 1.28 Mcps TDD if needed.

· CELL UPDATE CONFIRM message specified for TDD mode.

· References corrected in 8.3.1.21, 8.3.1.22

· SIBs 3, 4 11 and 12 are specified for test cases 8.3.1.23 and 8.3.1.24
· T1S-020151  “Applicability of 8.3.1 Connection Mobility Procedure (TDD both modes) “

Applicability of test cases for TDD (both modes) is updated according to approval of T1S-020xxx



































































































































































































































































































































































































1 / 2

