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	Reason for change:
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	The corrections to default message included in this CR are proposed for the following reasons:

· To align with the latest revision of the core specifications

· To introduce information that is typically needed in real network configurations

· To avoid transmission of redundant information (efficiency)



	
	

	Summary of change:
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	SIB 5/ 6 default message

· For FDD primary CCPCH info only includes IE “Tx diversity indicator”. In the latest RRC version it is clarified that in case Tx diversity is not used, then FDD Primary CCPCH info IE need not to be included (25.331 clause 10.2.48.8.8). The IE primary CCPCH info for FDD should thus be marked as Not Present to avoid transmission of redundant information (efficiency)

· In TS TS 25.331 the IE “Primary CPICH usage for channel estimation” was removed (replaced by dummy) from IE “Secondary CCPCH info” (for FDD). Therefore the IE is also removed from the default message

· In TS TS 25.331 the IE secondary CPICH info was removed (replaced by dummy) from IE “Secondary CCPCH info” (for FDD). Therefore the IE is also removed from the default message

RRC connection request message: TM

· For IE “Measured results on RACH” the remark is changed from “Not checked” into “To be checked against requirement if specified” (See corresponding change to SIB type 11, as introduced in a corresponding CR covering SIB 11/ 12. The reason for adding this information is that UTRAN will typically need CPICH Ec/N0 of the serving cell to determine the initial power setting for the UE)

RRC connection setup message: UM (Transition to CELL_DCH)

· C-RNTI is removed upon transition to CELL_DCH. Hence it should not be assigned in this case

· The IE “Capability update requirement” has been added, set to request both the UE radio access capabilities and the GSM capabilities. It will be beneficial for networks to request this information during connection establishment so that e.g. measurement on GSM neighbouring cell may be activated immediately. The tests should cover this case which is considered quite normal
· If the IE “RB identity” is absent, the UE shall apply the default value of 1 for the first IE "Signalling RB information to setup" and increase this default by 1 for each occurance of IE "Signalling RB information to setup". Thus, absence of the IE will have exactly the same result. IE “RB identity should be removed to avoid transmission of redundant information (efficiency)

· The setting of IE “SDU discard” is changed to “No discard” for UM and AM signalling radio bearers. The use of SDU discard is not suitable for signaling radio bearers because neither RRC nor NAS is designed to cope with loss of messages. For SRB 1 (UM) this implies that IE SDU discard mode is removed, while for SRB 2, 3, 4 this implies that Timer_MRW and MaxMRW are removed. Furthermore, IE “MAX_DAT” has been changed from 4 to 15. The value of 4 is considered too low and may result in release of the connection in case of temporarily bad radio conditions. The value of 15 is considered to be more suitable for real network configurations.

· The value of IE “Transmission window size” and “Receiving window size changed from 8 to 128. In real network configurations the round trip time is expected to be in the order of 100 ms or larger. In such networks a window size of 8 could mean that the protocol is stalled most of the time. A higher window size is needed to prevent this. Moreover, the value of 128 is aligned with the L2 for L2 testing (34.123-1 clause 7.2.3)

· Within IE Polling info, IE “Poll-PDU” and IE “Timer_poll_periodic” are missing. The IEs have been added to the table, with status set to “Not present”

· The IE “Timer_EPC” is set to “Not present”. The EPC function can not be used for RBs with more than logical channel per transport channel, since this is not covered by the core specification. Moreover, the function is currently not verified by any test case in 34.123-1. Considering this, it does not make sense to include this IE in the default messages

· Within IE Downlink RLC status info, IE “Timer_STATUS_periodic” is missing. The IE has been added to the table, with status set to “Not present”

· IE “Transparent mode signalling info” has been removed from 25.331 (related to the move of the TM TrCH to REL-4)

· The need for IE “Frequency info” is MD and the IE not need be included if the frequency to be used is the same as the currently used one. It should be removed to avoid transmission of redundant information (efficiency)

· If the IE max_allowed_UL_TX_power includes is absent, the UE shall apply the value included in the IE contained in System Information Block type 3. This SIB includes exactly the same value. Therefore, the IE should be removed to avoid transmission of redundant information (efficiency)

· RRC specifies that the UE shall ignore the value received in IE "CFN-targetSFN frame offset". Therefore, the IE should be removed to avoid transmission of redundant information (efficiency)

· Within IE “Downlink DPCH power control information”, clarification is added that IE “CHOICE SF” specifies the number of pilot bits

· IE “Scrambling code change” should be absent rather than set to "no change". The IE relates to compressed mode (CM) using SF/2 method and should be absent since CM is not activated



	
	

	Consequences if 
(

not approved:
	In case the CR is not approved the test specification will 
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· lack information that is typically needed in real network configurations

· include transmission of redundant information (inefficiency)


	
	

	Clauses affected:
(

	6.1, 6.1.1, 6.1.2, 6.1.3, 9.1

	
	

	Other specs
(

	
	 Other core specifications
(

	

	affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

6.1
Simulated network environments

The UE will eventually have to operate in either single mode networks (FDD or TDD) and dual mode networks (FDD+TDD).

It is <ffs> whether a reference environment needs to be defined for multi-mode networks (eg: the environment could be created by combining two appropriate reference environments from the single mode cases).

The following tables list the default parameters for 1 to 8 cell environments for testing.

In this clause, decimal values are normally used. However, sometimes a hexadecimal value, indicated by an "H", or a binary value, indicated by a "B" is used.

<Cut until the next modified section>

<Start of modified section>

Contents of System Information Block type 5 (FDD)

	- SIB6 indicator
	TRUE

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	5 dB

	- Primary CCPCH info
	Not present

	
	

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.00

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	Configured

	   - RLC size
	360

	   - Number of TB and TTI +List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	Configured

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	½

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete reconfiguration

	     - TFCS complete reconfiguration information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor

	         - Reference TFC ID
	0

	        - CHOICE Mode
	FDD

	         - Power offset Pp-m
	0 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	11

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - CHOICE Mode
	FDD

	         - Power offset Pp-m
	0 dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#0)

	     - Available signature End Index
	7 (ASC#0)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#2)

	     - Available signature End Index
	7 (ASC#2)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#4)

	     - Available signature End Index
	7 (ASC#4)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#6)

	     - Available signature End Index
	7 (ASC#6)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	

	  - AC-to-ASC mapping
	6 (AC0-9)

	  - AC-to-ASC mapping
	5 (AC10)

	  - AC-to-ASC mapping
	4 (AC11)

	  - AC-to-ASC mapping
	3 (AC12)

	  - AC-to-ASC mapping
	2 (AC13)

	  - AC-to-ASC mapping
	1 (AC14)

	  - AC-to-ASC mapping
	0 (AC15)

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	2

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system information
	

	 - Secondary CCPCH info
	

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	1

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	(This IE is repeated for TFC number for PCH and FACH.)

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete reconfiguration

	     - TFCS complete information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	       - CTFC information
	6

	       - Power offset information
	Not Present

	       - CTFC information
	8

	       - Power offset information
	Not Present

	       - CTFC information
	10

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	240

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/2

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/2

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	 - PICH info
	

	   - Channelisation code
	2

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


Contents of System Information Block type 5 (3.84 Mcps TDD)

	- SIB6 indicator
	TRUE

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	TDD

	 - PUSCH system information
	Not Present

	 - PDSCH system information
	Not Present

	 - TDD open loop power control
	

	  - Primary CCPCH Tx Power
	30 dbm

	  - CHOICE TDD option 
	3.84 Mcps TDD         /REL-4/

	   - Alpha
	(1/8)

	   - PRACH Constant Value
	-10

	   - DPCH Constant Value
	-10

	   - PUSCH Constant Value
	-10

	   - UE positioning related parameters
	Not Present          /REL-4/

	- Primary CCPCH info
	

	  - CHOICE mode
	TDD

	   - CHOICE TDD option 
	3.84 Mcps TDD        /REL-4/

	    - CHOICE SyncCase
	Sync Case 2

	     - Timeslot
	0

	   - Cell parameters ID
	Not Present

	   - SCTD indicator
	FALSE

	- PRACH system information list
	

	 - PRACH system information
	

	  - PRACH info
	

	   - CHOICE mode
	TDD

	    - CHOICE TDD option
	3.84 Mcps TDD        /REL-4/

	      - Timeslot number
	14

	      - PRACH Channelisation Code List
	

	       - CHOICE SF
	SF8

	        - Channelisation Code List
	

	         - Channelisation Code
	8/1

	         - Channelisation Code
	8/2

	         - Channelisation Code
	8/3

	         - Channelisation Code
	8/4

	      - PRACH Midamble
	Direct

	    - PNBSCH allocation
	Not Present     /REL-4/

	  - Transport Channel Identity
	15

	  - RACH TFS
	

	   - CHOICE Transport channel type
	Common transport channels

	    - Dynamic Transport format information
	

	     - RLC size
	Reference clause 6.10 Parameter Set

	      - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	       - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	       - CHOICE Mode
	TDD

	        - Transmission Time Interval
	Not Present

	    - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	Reference clause 6.10 Parameter Set 

	    - Type of channel coding
	Reference clause 6.10 Parameter Set 

	    - Coding Rate
	Reference clause 6.10 Parameter Set 

	    - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	    - CRC size
	Reference clause 6.10 Parameter Set 

	  - RACH TFCS
	Not present

	  - PRACH partitioning
	

	   - Access Service Class
	

	    - ASC Settings
	(ASC#0)

	     - CHOICE mode
	TDD

	      - CHOICE TDD option 
	3.84 Mcps TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	    - ASC Settings
	(ASC#1)

	     - CHOICE mode
	TDD

	      - CHOICE TDD option 
	3.84 Mcps TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	    - ASC Settings
	(ASC#2)

	     - CHOICE mode
	TDD

	      - CHOICE TDD option 
	3.84 Mcps TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	    - ASC Settings
	(ASC#3)

	     - CHOICE mode
	TDD

	      - CHOICE TDD option 
	3.84 Mcps TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	    - ASC Settings
	(ASC#4)

	     - CHOICE mode
	TDD

	      - CHOICE TDD option 
	3.84 Mcps TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	    - ASC Settings
	(ASC#5)

	     - CHOICE mode
	TDD

	      - CHOICE TDD option 
	3.84 Mcps TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	    - ASC Settings
	(ASC#6)

	     - CHOICE mode
	TDD

	      - CHOICE TDD option 
	3.84 Mcps TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	  - Persistence scaling factors
	

	   - Access Service Class
	

	    - Persistence scaling factor
	0.9 (for ASC#2)

	    - Persistence scaling factor
	0.9 (for ASC#3)

	    - Persistence scaling factor
	0.9 (for ASC#4)

	    - Persistence scaling factor
	0.9 (for ASC#5)

	    - Persistence scaling factor
	0.9 (for ASC#6)

	  - AC-to-ASC mapping
	

	   - AC-to-ASC mapping table
	

	    - AC-to-ASC mapping
	6 (AC0-9)

	    - AC-to-ASC mapping
	5 (AC10)

	    - AC-to-ASC mapping
	4 (AC11)

	    - AC-to-ASC mapping
	3 (AC12)

	    - AC-to-ASC mapping
	2 (AC13)

	    - AC-to-ASC mapping
	1 (AC14)

	    - AC-to-ASC mapping
	0 (AC15)

	  - CHOICE mode
	TDD (no data)

	- Secondary CCPCH system information
	

	 - Secondary CCPCH system information
	

	  - Secondary CCPCH info
	

	   - CHOICE mode
	TDD

	    - Offset
	0

	    - Common timeslot info
	

	     - 2nd interleaving mode
	Frame

	     - TFCI coding
	Reference clause 6.10 Parameter Set

	     - Puncturing limit
	Reference clause 6.10 Parameter Set

	     - Repetition period
	Not Present (MD "1")

	     - Repetition length
	Not present (empty)

	    - Individual timeslot info
	

	    - CHOICE TDD option 
	3.84 Mcps TDD

	     - Timeslot number
	1

	     - TFCI existence
	Reference clause 6.10 Parameter Set

	     - Midamble Shift and burst type
	

	      - CHOICE TDD option
	3.84 Mcps TDD

	      - CHOICE Burst Type
	Type 1

	       - Midamble Allocation Mode
	Default midamble

	       - Midamble configuration burst type 1 and 3
	4

	       - Midamble Shift
	Not Present

	     - CHOICE TDD option
	3.84 Mcps TDD

	      - no data
	

	    - Code List
	

	     - Channelisation Code
	(This IE is repeated for Code number for PCH and FACH)

	  - TFCS
	(This IE is repeated for TFC number for PCH and FACH.)

	   - Normal
	

	    - TFCI Field 1 information
	

	     - CHOICE TFCS representation
	Addition

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.

	       - CTFC information
	Reference clause 6.10 Parameter Set

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	   - CHOICE Transport channel type
	Common transport channels

	    - Dynamic Transport format information
	

	     - RLC Size
	Reference clause 6.10 Parameter Set 

	     - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	      - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	      - CHOICE Mode
	TDD

	       - Transmission Time Interval
	Reference clause 6.10 Parameter Set

	     - CHOICE Logical Channel List
	ALL

	    - Semi-static Transport Format information
	

	     - Transmission time interval
	Reference clause 6.10 Parameter Set 

	     - Type of channel coding
	Reference clause 6.10 Parameter Set 

	     - Coding Rate
	Reference clause 6.10 Parameter Set 

	     - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	     - CRC size
	Reference clause 6.10 Parameter Set 

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	   - CHOICE Transport channel type
	Common transport channels

	    - Dynamic Transport format information
	

	     - RLC Size
	Reference clause 6.10 Parameter Set 

	     - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	      - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	      - CHOICE Mode
	TDD

	       - Transmission Time Interval
	Reference clause 6.10 Parameter Set

	     - CHOICE Logical Channel List
	ALL

	    - Semi-static Transport Format information
	

	     - Transmission time interval
	Reference clause 6.10 Parameter Set 

	     - Type of channel coding
	Reference clause 6.10 Parameter Set 

	     - Coding Rate
	Reference clause 6.10 Parameter Set 

	     - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	     - CRC size
	Reference clause 6.10 Parameter Set 

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	Reference clause 6.10 Parameter Set 

	   - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	    - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	    - CHOICE Mode
	TDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	Reference clause 6.10 Parameter Set 

	    - Type of channel coding
	Reference clause 6.10 Parameter Set 

	    - Coding Rate
	Reference clause 6.10 Parameter Set 

	    - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	    - CRC size
	Reference clause 6.10 Parameter Set 

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	 - PICH info
	

	  - CHOICE mode
	TDD

	   - Channelisation code
	16/16

	   - Timeslot number
	0

	   - CHOICE TDD option
	3.84 Mcps TDD

	    - CHOICE Burst Type
	Type 1

	     - Midamble Shift
	0

	   - Repetition period/length
	64/2

	   - Offset
	0

	   - Paging indicator length
	4

	   - NGAP
	4

	   - NPCH
	2

	- CBS DRX Level 1 information
	Not Present


Contents of System Information Block type 5 (1.28 Mcps TDD)

	- SIB6 indicator
	TRUE

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	TDD

	 - PUSCH system information
	Not Present

	 - PDSCH system information
	Not Present

	 - TDD open loop power control
	

	  - Primary CCPCH Tx Power
	30 dbm

	  - CHOICE TDD option 
	1.28 Mcps TDD         /REL-4/

	   - no data
	

	- Primary CCPCH info
	

	  - CHOICE mode
	TDD

	   - CHOICE TDD option 
	1.28 Mcps TDD        /REL-4/

	    - TSTD indicator
	FALSE

	   - Cell parameters ID
	Not Present

	   - Block STTD indicator
	FALSE

	- PRACH system information list
	

	 - PRACH system information
	

	  - PRACH info
	

	   - CHOICE mode
	TDD

	    - CHOICE TDD option 
	1.28 Mcps TDD        /REL-4/

	     - SYNC_UL info
	

	      - SYNC_UL codes bitmap
	"11111111"

	      - UL Target SIR
	10 dB

	      - Power Ramping Step
	3 dB

	      - Max SYNC_UL Transmissions
	8

	      - Mmax
	32

	     - PRACH definition 
	

	      - Timeslot number
	

	       - CHOICE TDD option 
	1.28 Mcps TDD        /REL-4/

	        - Timeslot number
	1

	      - PRACH Channelisation Code List
	

	       - Channelisation Code List
	

	        - Channelisation Code
	(8/1)

	      - Midamble Shift and burst type
	

	       - CHOICE TDD option 
	1.28 Mcps TDD        /REL-4/

	        - Midamble Allocation Mode
	Default midamble

	        - Midamble configuration
	8

	        - Midamble Shift
	Not present

	      - FPACH info
	

	       - Timeslot number
	6

	       - Channelisation code
	(16/16)

	       - Midamble Shift and burst type
	

	        - CHOICE TDD option 
	1.28 Mcps TDD        /REL-4/

	         - Midamble Allocation Mode
	Common Midamble

	         - Midamble configuration
	8

	         - Midamble Shift
	Not present

	       - WT
	4

	    - PNBSCH allocation
	Not Present     /REL-4/

	  - Transport Channel Identity
	15

	  - RACH TFS
	

	   - CHOICE Transport channel type
	Common transport channels

	    - Dynamic Transport format information
	

	     - RLC size
	Reference clause 6.10 Parameter Set

	     - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	       - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	       - CHOICE Mode
	TDD

	        - Transmission Time Interval
	Not Present

	     - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	Reference clause 6.10 Parameter Set 

	    - Type of channel coding
	Reference clause 6.10 Parameter Set 

	    - Coding Rate
	Reference clause 6.10 Parameter Set 

	    - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	    - CRC size
	Reference clause 6.10 Parameter Set 

	  - RACH TFCS
	Not present

	  - PRACH partitioning
	

	   - Access Service Class
	

	    - ASC Settings
	(ASC#0)

	     - CHOICE mode
	TDD

	      - CHOICE TDD option 
	1.28 Mcps TDD

	       - Available SYNC_UL codes indices
	"111111111"

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	Null 

	    - ASC Settings
	(ASC#1)

	     - CHOICE mode
	TDD

	      - CHOICE TDD option 
	1.28 Mcps TDD

	       - Available SYNC_UL codes indices
	"111111111"

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	Null 

	    - ASC Settings
	(ASC#2)

	     - CHOICE mode
	TDD

	      - CHOICE TDD option 
	1.28 Mcps TDD

	       - Available SYNC_UL codes indices
	"111111111"

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	Null 

	    - ASC Settings
	(ASC#3)

	     - CHOICE mode
	TDD

	      - CHOICE TDD option 
	1.28 Mcps TDD

	       - Available SYNC_UL codes indices
	"111111111"

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	Null 

	    - ASC Settings
	(ASC#4)

	     - CHOICE mode
	TDD

	      - CHOICE TDD option 
	1.28 Mcps TDD

	       - Available SYNC_UL codes indices
	"111111111"

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	Null 

	    - ASC Settings
	(ASC#5)

	     - CHOICE mode
	TDD

	      - CHOICE TDD option 
	1.28 Mcps TDD

	       - Available SYNC_UL codes indices
	"111111111"

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	Null 

	    - ASC Settings
	(ASC#6)

	     - CHOICE mode
	TDD

	      - CHOICE TDD option 
	1.28 Mcps TDD

	       - Available SYNC_UL codes indices
	"111111111"

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	Null 

	   - Access Service Class
	

	    - Persistence scaling factor
	0.9 (for ASC#2)

	    - Persistence scaling factor
	0.9 (for ASC#3)

	    - Persistence scaling factor
	0.9 (for ASC#4)

	    - Persistence scaling factor
	0.9 (for ASC#5)

	    - Persistence scaling factor
	0.9 (for ASC#6)

	  - AC-to-ASC mapping
	

	   - AC-to-ASC mapping table
	

	    - AC-to-ASC mapping
	6 (AC0-9)

	    - AC-to-ASC mapping
	5 (AC10)

	    - AC-to-ASC mapping
	4 (AC11)

	    - AC-to-ASC mapping
	3 (AC12)

	    - AC-to-ASC mapping
	2 (AC13)

	    - AC-to-ASC mapping
	1 (AC14)

	    - AC-to-ASC mapping
	0 (AC15)

	  - CHOICE mode
	TDD (no data)

	- Secondary CCPCH system information
	

	 - Secondary CCPCH system information
	

	  - Secondary CCPCH info
	

	   - CHOICE mode
	TDD

	    - Offset
	0

	    - Common timeslot info
	

	     - 2nd interleaving mode
	Frame

	     - TFCI coding
	Reference clause 6.10 Parameter Set

	     - Puncturing limit
	Reference clause 6.10 Parameter Set

	     - Repetition period
	1

	     - Repetition length
	0

	    - Individual timeslot info
	

	    - CHOICE TDD option
	1.28 Mcps TDD

	      - Timeslot number
	0

	     - TFCI existence
	Reference clause 6.10 Parameter Set

	     - Midamble Shift and burst type
	

	      - CHOICE TDD option
	1.28 Mcps TDD

	       - Midamble Allocation Mode
	Default midamble

	       - Midamble configuration
	4

	       - Midamble Shift
	Not Present

	     - CHOICE TDD option
	1.28 Mcps TDD

	      - Modulation
	Reference clause 6.10 Parameter Set

	      - SS-TPC Symbols
	Reference clause 6.10 Parameter Set

	    - Code List
	

	     - Channelisation Code
	Reference clause 6.10 Parameter Set

	  - TFCS
	Reference clause 6.10 Parameter Set

	   - Normal
	

	    - TFCI Field 1 information
	

	     - CHOICE TFCS representation
	Addition

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.

	       - CTFC information
	Reference clause 6.10 Parameter Set

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - Transport Channel Identity
	12 (for PCH)

	  - TFS
	(PCH)

	   - CHOICE Transport channel type
	Common transport channels

	    - Dynamic Transport format information
	(This IE is repeated for TFI number.)

	     - RLC Size
	Reference clause 6.10 Parameter Set 

	     - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	      - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	      - CHOICE Mode
	TDD

	       - Transmission Time Interval
	Not Present

	     - CHOICE Logical Channel List
	ALL

	    - Semi-static Transport Format information
	

	     - Transmission time interval
	Reference clause 6.10 Parameter Set 

	     - Type of channel coding
	Reference clause 6.10 Parameter Set 

	     - Coding Rate
	Reference clause 6.10 Parameter Set 

	     - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	     - CRC size
	Reference clause 6.10 Parameter Set 

	  - Transport Channel Identity
	13 (for FACH)

	  - TFS
	(FACH)

	   - CHOICE Transport channel type
	Common transport channels

	    - Dynamic Transport format information
	(This IE is repeated for TFI number.)

	     - RLC Size
	Reference clause 6.10 Parameter Set 

	     - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	      - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	      - CHOICE Mode
	TDD

	       - Transmission Time Interval
	Not Present

	     - CHOICE Logical Channel List
	ALL

	    - Semi-static Transport Format information
	

	     - Transmission time interval
	Reference clause 6.10 Parameter Set 

	     - Type of channel coding
	Reference clause 6.10 Parameter Set 

	     - Coding Rate
	Reference clause 6.10 Parameter Set 

	     - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	     - CRC size
	Reference clause 6.10 Parameter Set 

	  - CTCH indicator
	FALSE

	 - PICH info
	

	  - CHOICE mode
	TDD

	   - Channelisation code list
	

	    - Channelisation code
	(16/1)

	    - Channelisation code
	(16/2)

	   - Timeslot number
	0

	   - CHOICE TDD option
	1.28 Mcps TDD

	    - Midamble shift and burst type
	0

	      - CHOICE TDD option
	1.28 Mcps TDD

	       - Midamble Allocation Mode
	Default midamble

	       - Midamble configuration
	8

	       - Midamble Shift
	Not Present

	   - Repetition period/length
	64/2

	   - Offset
	0

	   - Paging indicator length
	4

	   - NGAP
	4

	   - NPCH
	2

	- CBS DRX Level 1 information
	Not Present


Contents of System Information Block type 6 in connected mode (FDD)

	- PICH power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH power offset
	5 dB

	- Primary CCPCH info
	Not present

	
	

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.00

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	Configured

	   - RLC size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	Configured

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	1/2

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete reconfiguration

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor

	         - Reference TFC ID
	0

	        - CHOICE Mode
	FDD

	         - Power offset Pp-m
	0 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	11

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - CHOICE Mode
	FDD

	         - Power offset Pp-m
	0 dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#0)

	     - Available signature End Index
	7 (ASC#0)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#2)

	     - Available signature End Index
	7 (ASC#2)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#4)

	     - Available signature End Index
	7 (ASC#4)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#6)

	     - Available signature End Index
	7 (ASC#6)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping 
	Not Present

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	2

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system info
	

	 - Secondary CCPCH info
	

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	1

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	(This IE is repeated for TFC number for PCH and FACH.)

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete reconfiguration

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	       - CTFC information
	6

	       - Power offset information
	Not Present

	       - CTFC information
	8

	       - Power offset information
	Not Present

	       - CTFC information
	10

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	240 (PCCH)

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/2

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - Number of Transport blocks
	3

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/2

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	  - PICH info
	

	   - Channelisation code
	2

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


<End of modified section>

<Start of next modified section>

6.1.1
SCCPCH configuration with Stand-alone SRB for PCCH in the first SCCPCH and Interactive/Background 32 kbps PS RAB + SRBs for CCCH/DCCH/BCCH in the second SCCPCH
Two SCCPCHs are used in this SYSTEM INFORMATION configuration. The first SCCPCH carries the PCH and the second SCCPCH carries the FACH for Interactive/Background 32 kbps PS RAB and the FACH for SRBs on CCCH/ DCCH/ BCCH.

This Reference System Configuration is the same as defined in chapter 6.1, except for the following SIBs.

Contents of System Information Block type 5 (FDD)

	- SIB6 indicator
	TRUE

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	5 dB

	- Primary CCPCH info
	Not present

	
	

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.0

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - RLC size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	½

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete 

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor, reference TFC id = 0

	        - Power offset Pp-m
	-5 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	10

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - Power offset Pp-m
	-5dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#0)

	     - Available signature End Index
	7 (ASC#0)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#2)

	     - Available signature End Index
	7 (ASC#2)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#4)

	     - Available signature End Index
	7 (ASC#4)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#6)

	     - Available signature End Index
	7 (ASC#6)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	

	  - AC-to-ASC mapping
	6 (AC0-9)

	  - AC-to-ASC mapping
	5 (AC10)

	  - AC-to-ASC mapping
	4 (AC11)

	  - AC-to-ASC mapping
	3 (AC12)

	  - AC-to-ASC mapping
	2 (AC13)

	  - AC-to-ASC mapping
	1 (AC14)

	  - AC-to-ASC mapping
	0 (AC15)

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	2

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system information
	(For 2 SCCPCHs)

	 - Secondary CCPCH info
	(SCCPCH for standalone PCH)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	128

	  - Code number
	4

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	FALSE

	  - Fixed or Flexible position
	Fixed

	  - Timing offset
	30

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	240

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	 - PICH info
	

	   - Channelisation code
	2

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	 - Secondary CCPCH info
	(SCCPCH including two FACHs)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	1

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - Number of Transport blocks
	3

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


Contents of System Information Block type 6 in connected mode (FDD)

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	5 dB

	- Primary CCPCH info
	Not present

	
	

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.0

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - RLC size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	½

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor, reference TFC id=0

	        - Power offset Pp-m
	-5 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	10

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - Power offset Pp-m
	-5dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#0)

	     - Available signature End Index
	7 (ASC#0)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#2)

	     - Available signature End Index
	7 (ASC#2)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#4)

	     - Available signature End Index
	7 (ASC#4)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#6)

	     - Available signature End Index
	7 (ASC#6)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	Not present

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	2

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system information
	(For 2 SCCPCHs)

	 - Secondary CCPCH info
	(SCCPCH for standalone PCH)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	128

	  - Code number
	4 

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	FALSE

	  - Fixed or Flexible position
	Fixed

	  - Timing offset
	30

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	240

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	 - PICH info
	

	   - Channelisation code
	2

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	 - Secondary CCPCH info
	(SCCPCH including two FACHs)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	1

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - Number of Transport blocks
	3

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


6.1.2
SCCPCH configuration with Stand-alone SRB for PCCH in the first SCCPCH, RB for CTCH + SRBs for CCCH/BCCH in the second SCCPCH and Interactive/Background 32 kbps PS RAB + SRBs for CCCH/DCCH/BCCH in the third SCCPCH

Three SCCPCHs are used in this SYSTEM INFORMATION configuration. The first SCCPCH carries the PCH. The second SCCPCH carries the FACH for CTCH (Cell Broadcast Service) and the FACH for SRBs on CCCH/ BCCH for idle mode UEs. The third SCCPCH carries the FACH for Interactive/Background 32 kbps PS RAB and the FACH for SRBs on CCCH/ DCCH/ BCCH for connected mode UEs.

This Reference System Configuration is the same as defined in chapter 6.1, except for the following SIBs.

Contents of System Information Block type 5 (FDD)

	- SIB6 indicator
	TRUE

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	5 dB

	- Primary CCPCH info
	Not present

	
	

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.0

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - RLC size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	1/2

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor, reference TFC id=0

	        - Power offset Pp-m
	-5 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	10

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - Power offset Pp-m
	-5dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#0)

	     - Available signature End Index
	7 (ASC#0)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#2)

	     - Available signature End Index
	7 (ASC#2)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#4)

	     - Available signature End Index
	7 (ASC#4)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#6)

	     - Available signature End Index
	7 (ASC#6)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	

	  - AC-to-ASC mapping
	6 (AC0-9)

	  - AC-to-ASC mapping
	5 (AC10)

	  - AC-to-ASC mapping
	4 (AC11)

	  - AC-to-ASC mapping
	3 (AC12)

	  - AC-to-ASC mapping
	2 (AC13)

	  - AC-to-ASC mapping
	1 (AC14)

	  - AC-to-ASC mapping
	0 (AC15)

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	2

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system information
	(For 2 SCCPCHs)

	 - Secondary CCPCH info
	(SCCPCH for standalone PCH)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	128

	  - Code number
	4

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	FALSE

	  - Fixed or Flexible position
	Fixed

	  - Timing offset
	30

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0 

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	240

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	 - PICH info
	

	   - Channelisation code
	2 

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	 - Secondary CCPCH info
	(SCCPCH including two FACHs)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	128

	  - Code number
	5

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/3

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/3

	    - Rate matching attribute
	220

	    - CRC size
	16bit

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	TRUE

	- CBS DRX Level 1 information
	

	 - Period of CTCH allocation (N)
	2

	 - CBS frame offset (K)
	0


Contents of System Information Block type 6 in connected mode (FDD) 

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	5 dB

	- Primary CCPCH info
	Not present

	
	

	- PRACH system information list
	

	- PRACH system information
	

	- PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.0

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - RLC size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	½

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor reference TFC id=0

	        - Power offset Pp-m
	-5 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	10

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - Power offset Pp-m
	-5dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#0)

	     - Available signature End Index
	7 (ASC#0)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#2)

	     - Available signature End Index
	7 (ASC#2)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#4)

	     - Available signature End Index
	7 (ASC#4)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#6)

	     - Available signature End Index
	7 (ASC#6)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	Not present

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	2

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system information
	

	 - Secondary CCPCH info
	(SCCPCH including two FACHs)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	1

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	90

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - Number of Transport blocks
	3

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	16 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	17 (for FACH)

	  - CTCH indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


6.1.3
SCCPCH configuration with Stand-alone SRB for PCCH in the first SCCPCH and Interactive/Background 32 kbps PS RAB + SRBs for CCCH/DCCH/BCCH in the second and third SCCPCHs
Three SCCPCHs are used in this SYSTEM INFORMATION configuration. The first SCCPCH carries the PCH and both the second and third SCCPCHs carry the FACH for Interactive/Background 32 kbps PS RAB and the FACH for SRBs on CCCH/ DCCH/ BCCH.

This Reference System Configuration is the same as defined in chapter 6.1, except for the following SIBs. (SIB6 is not used in this configuration.)

Contents of Scheduling Block 1 (FDD)

	- References to other system information blocks
	

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	3

	  - SIB_REP
	128

	  - SIB_POS
	26

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 5

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	1

	  - SIB_REP
	128

	  - SIB_POS
	22

	  - SIB_POS offset info
	Not Present – use default

	 - SIB type SIBs only
	System Information Type 7

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	2

	  - SIB_REP
	128

	  - SIB_POS
	58

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 11

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	2

	  - SIB_REP
	128

	  - SIB_POS
	106

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 12

	 - Scheduling information
	

	  - CHOICE Value tag
	PLMN Value tag

	  - PLMN Value tag
	1

	  - SEG_COUNT
	6

	  - SIB_REP
	128

	  - SIB_POS
	74

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	   - SIB_OFF
	2

	   - SIB_OFF
	8

	   - SIB_OFF
	4

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 16


Contents of System Information Block type 5 (FDD)

	- SIB6 indicator
	FALSE

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	5 dB

	- Primary CCPCH info
	Not present

	
	

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.0

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - RLC size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	½

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor reference TFC id=0

	        - Power offset Pp-m
	-5 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	10

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - Power offset Pp-m
	-5dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#0)

	     - Available signature End Index
	7 (ASC#0)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#2)

	     - Available signature End Index
	7 (ASC#2)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#4)

	     - Available signature End Index
	7 (ASC#4)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#6)

	     - Available signature End Index
	7 (ASC#6)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	

	  - AC-to-ASC mapping
	6 (AC0-9)

	  - AC-to-ASC mapping
	5 (AC10)

	  - AC-to-ASC mapping
	4 (AC11)

	  - AC-to-ASC mapping
	3 (AC12)

	  - AC-to-ASC mapping
	2 (AC13)

	  - AC-to-ASC mapping
	1 (AC14)

	  - AC-to-ASC mapping
	0 (AC15)

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	2

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system information
	(For 3 SCCPCHs)

	 - Secondary CCPCH info
	(SCCPCH for standalone PCH)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	128

	  - Code number
	6

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	FALSE

	  - Fixed or Flexible position
	Fixed

	  - Timing offset
	30

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	240

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	 - PICH info
	

	   - Channelisation code
	2

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	 - Secondary CCPCH info
	(SCCPCH including two FACHs)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	1

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - Number of Transport blocks
	3

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	 - Secondary CCPCH info
	(SCCPCH including two FACHs)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	2

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	90

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - Number of Transport blocks
	3

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	16 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	17 (for FACH)

	  - CTCH indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


<End of modified section>
<Start of next modified section>
9
Default Message Contents
9.1
Default Message Contents for Signalling
This clause contains the default values of common messages, which unless indicated otherwise in specific clauses of TS 34.123-1, shall be transmitted and checked by the system simulator.

In this clause, decimal values are normally used. However, sometimes a hexadecimal value, indicated by an "H", or a binary value, indicated by a "B" is used.
<Cut until the next modified section>
Contents of RRC CONNECTION REQUEST message: TM 

	Information Element
	Value/remark

	Message Type
	

	Initial UE identity
	

	        - CHOICE UE id type
	

	         - IMSI (GSM-MAP)
	Set to the UE’s IMSI (GSM-MAP) or TMSI.

	Establishment cause
	To be checked against requirement if specified

	Protocol error indicator
	FALSE

	Measured results on RACH
	To be checked against requirement if specified


<Cut until the next modified section>
Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_DCH)

	Information Element
	Value/remark

	Message Type
	

	Initial UE identity
	Select the same identity as in the IE “Initial UE Identity” in received RRC CONNECTION REQUEST” message

	RRC transaction identifier
	0

	Activation time
	Not Present(Now)

	New U-RNTI
	

	        - SRNC identity
	0000 0000 0001B

	        - S-RNTI
	0000 0000 0000 0000 0001B

	New C-RNTI
	Not present

	RRC State Indicator
	CELL_DCH

	UTRAN DRX cycle length coefficient
	9

	Capability update requirement
	

	        - UE radio access FDD capability update requirement
	TRUE

	        - UE radio access TDD capability update requirement
	FALSE

	        - System specific capability update requirement list
	Gsm

	Signalling RB information to setup
	(UM DCCH for RRC)

	        - RB identity
	Not present

	        - CHOICE RLC info type
	

	         - RLC info
	

	          - CHOICE Uplink RLC mode
	UM RLC

	           - Transmission RLC discard
	Not present

	
	

	
	

	          - CHOICE Downlink RLC mode
	UM RLC

	        - RB mapping info
	

	         - Information for each multiplexing option
	2 RBMuxOptions

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of RLC logical channels
	1

	           - Uplink transport channel type
	DCH

	           - UL Transport channel identity
	5

	           - Logical channel identity
	1

	           - CHOICE RLC size list
	Configured

	           - MAC logical channel priority
	1

	          - Downlink RLC logical channel info
	

	           - Number of RLC logical channels
	1

	            - Downlink transport channel type
	DCH

	            - DL DCH Transport channel identity
	10

	            - DL DSCH Transport channel identity
	Not Present

	            - Logical channel identity
	1

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of RLC logical channels
	1

	           - Uplink transport channel type
	RACH

	           - UL Transport channel identity
	Not Present

	           - Logical channel identity
	1

	           - CHOICE RLC size list
	Explicit List

	             - RLC size index
	Reference to TS34.108 clause 6 Parameter Set

	           - MAC logical channel priority
	2

	          - Downlink RLC logical channel info
	

	           - Number of RLC logical channels
	1

	            - Downlink transport channel type
	FACH

	            - DL DCH Transport channel identity
	Not Present

	            - DL DSCH Transport channel identity
	Not Present

	            - Logical channel identity
	1

	Signalling RB information to setup
	(AM DCCH for RRC)

	        - RB identity
	Not present

	        - CHOICE RLC info type
	

	         - RLC info
	

	          - CHOICE Uplink RLC mode
	AM RLC

	           - Transmission RLC discard
	

	            - SDU discard mode
	No discard

	             - MAX_DAT
	15

	
	

	
	

	           - Transmission window size
	128

	           - Timer_RST
	500

	           - Max_RST
	4

	           - Polling info
	

	            - Timer_poll_prohibit
	200

	            - Timer_poll
	200

	            - Poll_PDU
	Not present

	            - Poll_SDU
	1

	            - Last transmission PDU poll
	TRUE

	            - Last retransmission PDU poll
	TRUE

	            - Poll_Window
	99

	            - Timer_poll_periodic
	Not present

	          - CHOICE Downlink RLC mode
	AM RLC

	           - In-sequence delivery
	TRUE

	           - Receiving window size
	128

	           - Downlink RLC status info
	

	            - Timer_status_prohibit
	200

	            - Timer_EPC
	Not present

	            - Missing PDU indicator
	TRUE

	            - Timer_STATUS_periodic
	Not present

	        - RB mapping info
	

	         - Information for each multiplexing option
	2 RBMuxOptions

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of RLC logical channels
	1

	           - Uplink transport channel type
	DCH

	           - UL Transport channel identity
	5

	           - Logical channel identity
	2

	           - CHOICE RLC size list
	Configured

	           - MAC logical channel priority
	2

	          - Downlink RLC logical channel info
	

	           - Number of RLC logical channels
	1

	            - Downlink transport channel type
	DCH

	            - DL DCH Transport channel identity
	10

	            - DL DSCH Transport channel identity
	Not Present

	            - Logical channel identity
	2

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of RLC logical channels
	1

	           - Uplink transport channel type
	RACH

	           - UL Transport channel identity
	Not Present

	           - Logical channel identity
	2

	           - CHOICE RLC size list
	Explicit List

	             - RLC size index
	Reference to TS34.108 clause 6 Parameter Set

	           - MAC logical channel priority
	3

	          - Downlink RLC logical channel info
	

	           - Number of RLC logical channels
	1

	            - Downlink transport channel type
	FACH

	            - DL DCH Transport channel identity
	Not Present

	            - DL DSCH Transport channel identity
	Not Present

	            - Logical channel identity
	2

	Signalling RB information to setup
	(AM DCCH for NAS_DT High priority)

	        - RB identity
	Not present

	        - CHOICE RLC info type
	

	         - RLC info
	

	          - CHOICE Uplink RLC mode
	AM RLC

	           - Transmission RLC discard
	

	            - SDU discard mode
	No discard

	             - MAX_DAT
	15

	
	

	
	

	           - Transmission window size
	128

	           - Timer_RST
	500

	           - Max_RST
	4

	           - Polling info
	

	            - Timer_poll_prohibit
	200

	            - Timer_poll
	200

	            - Poll_PDU
	Not present

	            - Poll_SDU
	1

	            - Last transmission PDU poll
	TRUE

	            - Last retransmission PDU poll
	TRUE

	            - Poll_Window
	99

	            - Timer_poll_periodic
	Not present

	          - CHOICE Downlink RLC mode
	AM RLC

	           - In-sequence delivery
	TRUE

	           - Receiving window size
	128

	           - Downlink RLC status info
	

	            - Timer_status_prohibit
	200

	            - Timer_EPC
	Not present

	            - Missing PDU indicator
	TRUE

	            - Timer_STATUS_periodic
	Not present

	        - RB mapping info
	

	         - Information for each multiplexing option
	2 RBMuxOptions

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of RLC logical channels
	1

	           - Uplink transport channel type
	DCH

	           - UL Transport channel identity
	5

	           - Logical channel identity
	3

	           - CHOICE RLC size list
	Configured

	           - MAC logical channel priority
	3

	          - Downlink RLC logical channel info
	

	           - Number of RLC logical channels
	1

	            - Downlink transport channel type
	DCH

	            - DL DCH Transport channel identity
	10

	            - DL DSCH Transport channel identity
	Not Present

	            - Logical channel identity
	3

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of RLC logical channels
	1

	           - Uplink transport channel type
	RACH

	           - UL Transport channel identity
	Not Present

	           - Logical channel identity
	3

	           - CHOICE RLC size list
	Explicit List

	             - RLC size index
	Reference to TS34.108 clause 6 Parameter Set

	           - MAC logical channel priority
	4

	          - Downlink RLC logical channel info
	

	           - Number of RLC logical channels
	1

	            - Downlink transport channel type
	FACH

	            - DL DCH Transport channel identity
	Not Present

	            - DL DSCH Transport channel identity
	Not Present

	            - Logical channel identity
	3

	Signalling RB information to setup
	(AM DCCH for NAS_DT Low priority)

	        - RB identity
	Not present

	        - CHOICE RLC info type
	

	         - RLC info
	

	          - CHOICE Uplink RLC mode
	AM RLC

	           - Transmission RLC discard
	

	            - SDU discard mode
	No discard

	             - MAX_DAT
	15

	
	

	
	

	           - Transmission window size
	128

	           - Timer_RST
	500

	           - Max_RST
	4

	           - Polling info
	

	            - Timer_poll_prohibit
	200

	            - Timer_poll
	200

	            - Poll_PDU
	Not present

	            - Poll_SDU
	1

	            - Last transmission PDU poll
	TRUE

	            - Last retransmission PDU poll
	TRUE

	            - Poll_Window
	99

	            - Timer_poll_periodic
	Not present

	          - CHOICE Downlink RLC mode
	AM RLC

	           - In-sequence delivery
	TRUE

	           - Receiving window size
	128

	           - Downlink RLC status info
	

	            - Timer_status_prohibit
	200

	            - Timer_EPC
	Not present

	            - Missing PDU indicator
	TRUE

	            - Timer_STATUS_periodic
	Not present

	        - RB mapping info
	

	         - Information for each multiplexing option
	2 RBMuxOptions

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of RLC logical channels
	1

	           - Uplink transport channel type
	DCH

	           - UL Transport channel identity
	5

	           - Logical channel identity
	4

	           - CHOICE RLC size list
	Configured

	           - MAC logical channel priority
	4

	          - Downlink RLC logical channel info
	

	           - Number of RLC logical channels
	1

	            - Downlink transport channel type
	DCH

	            - DL DCH Transport channel identity
	10

	            - DL DSCH Transport channel identity
	Not Present

	            - Logical channel identity
	4

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of RLC logical channels
	1

	           - Uplink transport channel type
	RACH

	           - UL Transport channel identity
	Not Present

	           - Logical channel identity
	4

	           - CHOICE RLC size list
	Explicit List

	             - RLC size index
	Reference to TS34.108 clause 6 Parameter Set

	           - MAC logical channel priority
	5

	          - Downlink RLC logical channel info
	

	           - Number of RLC logical channels
	1

	            - Downlink transport channel type
	FACH

	            - DL DCH Transport channel identity
	Not Present

	            - DL DSCH Transport channel identity
	Not Present

	            - Logical channel identity
	4

	UL Transport channel information for all transport channels
	

	        - PRACH TFCS
	Not Present

	        - CHOICE Mode
	FDD

	        - TFC subset
	Not Present

	        - UL DCH TFCS
	

	         - CHOICE TFCI signalling
	Normal

	          - TFCI Field 1 information
	

	           - CHOICE TFCS representation
	Addition

	            - TFCS complete reconfigure
	

	             - CHOICE CTFC Size
	2bit CTFC

	              - CTFC information
	This IE is repeated for TFC numbers and reference to TS34.108 clause 6.10

	               - CTFC
	Reference to TS34.108 clause 6.10 Parameter Set

	               - Power offset information
	

	               - CHOICE Gain Factors
	Computed Gain Factors(The last TFC is set to Signalled Gain Factors)

	                - Gain factor ßc
	11 (below 64 kbps)

9 (higher than 64 kbps) 
(Not Present if the above is set to Computed Gain Factors)

	                - Gain factor ßd
	15

(Not Present if the above is set to Computed Gain Factors)

	                - Reference TFC ID
	0

	               - CHOICE mode
	FDD

	                - Power offset Pp-m
	Not Present

	Added or Reconfigured UL TrCH information
	

	        - Uplink transport channel type
	DCH

	        - UL Transport channel identity
	5

	        - TFS
	

	         - CHOICE Transport channel type
	Dedicated transport channels

	         - Dynamic Transport format information
	

	          - RLC size
	Reference to clause 6.10 Parameter Set

	          - Number of TBs and TTI lists
	(This IE is repeated for TFI number)

	           - Transmission Time Interval
	Reference to TS34.108 clause 6.10 Parameter Set

	           - Number of Transport blocks
	Reference to TS34.108 clause 6.10 Parameter Set

	          - CHOICE Logical channel list
	All

	         - Semi-static Transport Format information
	

	          - Transmission time interval
	Reference to clause 6.10 Parameter Set 

	          - Type of channel coding
	Reference to clause 6.10 Parameter Set 

	          - Coding Rate
	Reference to clause 6.10 Parameter Set 

	          - Rate matching attribute
	Reference to clause 6.10 Parameter Set 

	          - CRC size
	Reference to clause 6.10 Parameter Set 

	DL Transport channel information common for all transport channel
	

	         - SCCPCH TFCS
	Not Present

	       - CHOICE mode
	FDD

	        - CHOICE DL parameters
	Same as UL

	Added or Reconfigured DL TrCH information
	

	        - Downlink transport channel type
	DCH

	        - DL Transport channel identity
	10

	         - CHOICE DL parameters
	Same as UL

	         - Uplink transport channel type
	DCH

	          - UL TrCH Identity
	5

	        - DCH quality target
	

	         - BLER Quality value
	-6.3

	
	

	Frequency info
	Not present

	
	

	
	

	Maximum allowed UL TX power
	Not present

	Uplink DPCH info
	

	        - Uplink DPCH power control info
	

	         - DPCCH power offset
	-6dB

	         - PC Preamble
	1 frame

	         - SRB delay
	7 frames

	         - Power Control Algorithm
	Algorithm1

	         - TPC step size
	1dB

	        - Scrambling code type
	Long

	        - Scrambling code number
	0 (0 to 16777215)

	        - Number of DPDCH
	Not Present(1)

	        - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set

	        - TFCI existence
	Reference to TS34.108 clause 6.10 Parameter Set

	        - Number of FBI bit
	Reference to TS34.108 clause 6.10 Parameter Set

	        - Puncturing Limit
	Reference to TS34.108 clause 6.10 Parameter Set

	Downlink information common for all radio links
	

	        - Downlink DPCH info common for all RL
	

	        - Timing Indication
	Initialise

	        - CFN-targetSFN frame offset
	Not present

	        - CHOICE mode
	FDD

	         - Downlink DPCH power control information
	

	           - DPC mode
	0 (single)

	         - Power offset P Pilot-DPDCH
	0

	         - DL rate matching restriction information
	Not Present

	         - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set 

	         - Fixed or Flexible Position
	Reference to TS34.108 clause 6.10 Parameter Set 

	         - TFCI existence
	Reference to TS34.108 clause 6.10 Parameter Set 

	         - CHOICE SF
	Specifies number of pilot bits. Reference to TS34.108 clause 6.10 Parameter Set

	        - DPCH compressed mode info
	Not Present

	        - TX Diversity mode
	None

	        - SSDT information
	Not Present

	        - Default DPCH Offset Value
	0

	Downlink information for each radio links list
	

	 - Downlink information for each radio links
	

	       - CHOICE mode
	FDD

	        - Primary CPICH info
	

	         - Primary scrambling code
	Reference to clause 6.1 “Default settings (FDD)”

	        - PDSCH with SHO DCH info
	Not Present

	        - PDSCH code mapping
	Not Present

	        - Downlink DPCH info for each RL
	

	         - Primary CPICH usage for channel estimation
	Primary CPICH may be used

	         - DPCH frame offset
	0 chips

	         - Secondary CPICH info
	Not Present

	         - DL channelisation code
	

	          - Secondary scrambling code
	1

	          - Spreading factor
	Reference to clause 6.10 Parameter Set

	          - Code number
	0

	          - Scrambling code change
	Not present

	         - TPC combination index
	0

	         - SSDT Cell Identity
	Not Present

	         - Closed loop timing adjustment mode
	Not Present

	        - SCCPCH information for FACH
	Not Present


Contents of RRC CONNECTION SETUP COMPLETE message: AM 

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	The value of this IE is checked to see that it matches the value of the same IE transmitted in the downlink RRC CONNECTION SETUP message.

	START list
	Not checked

	UE radio access capability
	Not checked

	UE radio access capability extension
	Not checked

	UE system specific capability
	Not checked


<End of modified section>
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