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	Reason for change:
(

	There are some errors and some unrealistic choices in the current default settings of SIB 11 and 12, which are proposed to be corrected.

	
	

	Summary of change:
(

	The following corrections are proposed to the default content of SIB11 and 12:

1) Cell 1 is the serving cell for the UE in the default environment, and therefore, the IE Cell selection and reselection should not be included for that cell.

2) According to the current settings, the “Cell synchronisation information” shall be reported by the UE for the active set cells, and not for the monitored set cells. It is proposed to have the contrary configured, since getting the cell synchronisation information is mainly useful for the monitored cells (when such a cell needs to be added to the active set of the UE), while it does not seem that useful to get it for a cell in the active set.

3) The IEs “Reporting deactivation threshold”, “Amount of reporting” and “Reporting interval” are not needed for event 1b.
4) It is proposed to add event 1c to the default SIBs 11 and 12, since this seems to be the most natural choice to make: if event 1c is not configured, and if the “reporting deactivation threshold” is set to 3 for event 1a, as it is the case with the current settings, in case the UE has three cells in its active set and drifts in an area where the quality of the three cells decreases at the same time (in which case event 1b might never be triggered), UTRAN will never get any  information about which cell should be added to the active set of the UE to save the connection.
5) In SIB 12, the serving cell is not included, since it has already been included in SIB 11. 
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6
Reference System Configurations

This clause defines a number of Reference System Configurations which can be used for different tests.

6.1
Simulated network environments

<Cut until the next modified section>
<Start of modified section>

Contents of System Information Block type 11 (FDD)

	- SIB12 indicator
	TRUE

	- FACH measurement occasion info
	Not Present

	- Measurement control system information
	

	 - Use of HCS
	Not used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)” in clause 6.1

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	Not present

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	      - Cell for measurement
	Not Present

	 - Intra-frequency measurement quantity
	

	  - Filter coefficient
	0

	  - Measurement quantity
	CPICH RSCP

	 - Intra-frequency reporting quantity for RACH Reporting
	Not Present

	 - Maximum number of reported cells on RACH
	Not Present

	 - Reporting information for state CELL_DCH
	

	  - Intra-frequency reporting quantity
	

	   - Reporting quantities for active set cells
	

	    - SFN-SFN observed time difference type
	No report

	    - Cell identity reporting indicator
	TRUE

	    - Cell synchronisation information reporting indicator
	FALSE

	    - CHOICE mode
	FDD

	     - CPICH Ec/N0 reporting indicator
	FALSE

	     - CPICH RSCP reporting indicator
	TRUE

	     - Pathloss reporting indicator
	FALSE

	   - Reporting quantities for monitored set cells
	

	    - SFN-SFN observed time difference type
	No report

	    - Cell identity reporting indicator
	TRUE

	    - Cell synchronisation information reporting indicator
	TRUE

	    - CHOICE mode
	FDD

	     - CPICH Ec/N0 reporting indicator
	FALSE

	     - CPICH RSCP reporting indicator
	TRUE

	     - Pathloss reporting indicator
	FALSE

	   - Reporting quantities for detected set cells
	Not Present

	  - Measurement reporting mode
	

	   - Measurement Report Transfer Mode
	Acknowledged mode RLC

	   - Periodic Reporting/Event Trigger Reporting Mode
	Event trigger

	  - CHOICE report criteria
	Intra-frequency measurement reporting criteria

	  - Intra-frequency measurement reporting criteria
	

	   - Parameters required for each event
	3 kinds

	    - Intra-frequency event identity
	1a

	    - Triggering condition 1
	Not Present

	    - Triggering condition 2
	Active set cells and monitored set cells

	    - Reporting Range
	5dB

	    - Cells forbidden to affect Reporting range 
	Not Present

	    - W
	1.0

	    - Hysteresis
	0.0

	    - Threshold Used Frequency
	Not Present

	    - Reporting deactivation threshold
	3

	    - Replacement activation threshold
	Not Present

	    - Time to trigger
	640

	    - Amount of reporting
	4

	    - Reporting interval
	4000

	    - Reporting cell status
	

	     - CHOICE reported cell
	Report cell within active set and/or monitored set cells on used frequency

	     - Maximum number of reported cells
	3

	    - Intra-frequency event identity
	1b

	    - Triggering condition 1
	Active set cells and monitored set cells

	    - Triggering condition 2
	Not Present

	    - Reporting Range
	5dB

	    - Cells forbidden to affect Reporting range 
	Not Present

	    - W
	1.0

	    - Hysteresis
	0.0

	    - Threshold Used Frequency
	Not Present

	    - Reporting deactivation threshold
	Not Present

	    - Replacement activation threshold
	Not Present

	    - Time to trigger
	640

	    - Amount of reporting
	Not Present

	    - Reporting interval
	Not Present

	    - Reporting cell status
	

	     - CHOICE reported cell
	Report cell within active set and/or monitored set cells on used frequency

	     - Maximum number of reported cells
	3

	    - Intra-frequency event identity
	1c

	    - Triggering condition 1
	Not Present

	    - Triggering condition 2
	Not Present

	    - Reporting Range
	Not Present

	    - Cells forbidden to affect Reporting range 
	Not Present

	    - W
	Not Present

	    - Hysteresis
	0.0

	    - Threshold Used Frequency
	Not Present

	    - Reporting deactivation threshold
	Not Present

	    - Replacement activation threshold
	3

	    - Time to trigger
	640

	    - Amount of reporting
	4

	    - Reporting interval
	4000

	    - Reporting cell status
	

	     - CHOICE reported cell
	Report cell within active set and/or monitored set cells on used frequency

	     - Maximum number of reported cells
	3

	 - Inter-frequency measurement system information
	Not Present

	- Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	Not Present

	- UE internal measurement system information
	Not Present


<End of modified section>

<Cut until the next modified section>
<Start of next modified section>

Contents of System Information Block type 12 in connected mode (FDD)

	- FACH measurement occasion info
	Not Present

	- Measurement control system information
	

	 - Use of HCS
	Not used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	 
	

	  
	

	  
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	 - Intra-frequency measurement quantity
	

	  - Filter coefficient
	0

	  - Measurement quantity
	CPICH RSCP

	 - Intra-frequency reporting quantity for RACH Reporting
	Not Present

	 - Maximum number of reported cells on RACH
	Not Present

	 - Reporting information for state CELL_DCH
	

	  - Intra-frequency reporting quantity
	

	   - Reporting quantities for active set cells
	

	    - SFN-SFN observed time difference type
	No report

	    - Cell synchronisation information reporting indicator
	FALSE

	    - Cell identity reporting indicator
	TRUE

	    - CHOICE mode
	FDD

	     - CPICH Ec/N0 reporting indicator
	FALSE

	     - CPICH RSCP reporting indicator
	TRUE

	     - Pathloss reporting indicator
	FALSE

	   - Reporting quantities for monitored set cells
	

	    - SFN-SFN observed time difference type
	No report

	    - Cell synchronisation information reporting indicator
	TRUE

	    - Cell identity reporting indicator
	TRUE

	    - CHOICE mode
	FDD

	     - CPICH Ec/N0 reporting indicator
	FALSE

	     - CPICH RSCP reporting indicator
	TRUE

	     - Pathloss reporting indicator
	FALSE

	   - Reporting quantities for detected set cells
	Not Present

	  - Measurement reporting mode
	

	   - Measurement Report Transfer Mode
	Acknowledged mode RLC

	   - Periodic Reporting/Event Trigger Reporting Mode
	Event trigger

	  - CHOICE report criteria
	Intra-frequency measurement reporting criteria

	  - Intra-frequency measurement reporting criteria
	

	   - Parameters required for each event
	3 kinds

	    - Intra-frequency event identity
	1a

	    - Triggering condition 1 
	Not Present

	    - Triggering condition 2
	Active set cells and monitored set cells

	    - Reporting Range
	5dB

	    - Cells forbidden to affect reporting range
	Not Present

	    - W
	1.0

	    - Hysteresis
	0.0

	    - Threshold Used Frequency
	Not Present

	    - Reporting deactivation threshold
	3

	    - Replacement activation threshold
	Not Present

	    - Time to trigger
	640

	    - Amount of reporting
	4

	    - Reporting interval
	0

	    - Reporting cell status
	

	     - CHOICE reported cell
	Report cell Within active set and/or monitored set cells on used frequency 

	     - Maximum number of reported cells 
	3

	    - Intra-frequency event identity
	1b

	    - Triggering condition 1
	Active set cells and monitored set cells

	    - Triggering condition 2
	Not Present

	    - Reporting Range
	5dB

	    - Cells forbidden to affect Reporting range 
	Not Present

	    - W
	1.0

	    - Hysteresis
	0.0

	    - Threshold Used Frequency
	Not Present

	    - Reporting deactivation threshold
	Not Present

	    - Replacement activation threshold
	Not Present

	    - Time to trigger
	640

	    - Amount of reporting
	Not Present

	    - Reporting interval
	Not Present

	    - Reporting cell status
	

	     - CHOICE reported cell
	Report cell within active set and/or monitored set cells on used frequency

	     - Maximum number of reported cells
	3

	    - Intra-frequency event identity
	1c

	    - Triggering condition 1
	Not Present

	    - Triggering condition 2
	Not Present

	    - Reporting Range
	Not Present

	    - Cells forbidden to affect Reporting range 
	Not Present

	    - W
	Not Present

	    - Hysteresis
	0.0

	    - Threshold Used Frequency
	Not Present

	    - Reporting deactivation threshold
	Not Present

	    - Replacement activation threshold
	3

	    - Time to trigger
	640

	    - Amount of reporting
	4

	    - Reporting interval
	4000

	    - Reporting cell status
	

	     - CHOICE reported cell
	Report cell within active set and/or monitored set cells on used frequency

	     - Maximum number of reported cells
	3

	 - Inter-frequency measurement system information
	Not Present

	- Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	Not Present

	- UE internal measurement system information
	Not Present


<End of modified section>
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