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7.2.3.30
Timer based discard, with explicit signalling / Obsolete MRW_ACK

7.2.3.30.1
Definition

This case tests the ability of the receiving AM RLC entity to handle obsolete information that can be received during a failure of the SDU discard procedure. SDU discard is used to keep network delays within limits, and incorrect operation will effect the quality of service.
7.2.3.30.2
Conformance requirement

If Timer_MRW expires before the discard procedure is terminated,the MRW SUFI shall be retransmitted, VT(MRW) is incremented by one and Timer_MRW restarted. MRW SUFI shall be exactly the same as previously transmitted even though some new SDUs would have been discarded during the running of the Timer_MRW.
The received MRW_ACK shall be discarded in the following cases.

1.
…

2.
If the SN_ACK field in the received MRW_ACK < SN_MRWLENGTH in the transmitted MRW SUFI.
3.
If the SN_ACK field in the received MRW_ACK is equal to the SN_MRWLENGTH in the transmitted MRW SUFI and the N field in the received MRW_ACK is not equal to the NLENGTH field in the transmitted MRW SUFI
4.
If the SN_ACK field in the received MRW_ACK > SN_MRWLENGTH in the transmitted MRW SUFI and the N field in the received MRW_ACK is not equal to zero.
Reference

TS 25.322 clauses 11.6.5 and 11.6.6.3.

7.2.3.30.3
Test purpose
1.
To verify that the MRW SUFI is retransmitted if Timer_MRW expires before a valid MRW_ACK is received.

2.
To verify that the MRW_ACK is discarded if the SN_ACK field < SN_MRWLENGTH.

3.
To verify that the MRW_ACK is discarded if the N field is not equal to NLENGTH transmitted in the MRW SUFI.

4. 
To verify that the MRW_ACK is discarded if the N field is not zero and the SN_ACK field > SN_MRWLENGTH in the transmitted MRW SUFI.

7.2.3.30.4
Method of test

Initial conditions

The generic procedure for Radio Bearer establishment (clause 7.1.3 of TS 34.108) is executed, with all the parameters as specified in the procedure, with the exception that the default Radio Access Bearer is replaced with the RAB defined for AM 7-bit length indicator tests in clause 7.2.3.1.

The following RLC parameter values are used in place of the values in clause 7.2.3.1:

Uplink RLC


  Transmission RLC discard



MaxDAT Retransmissions




MaxDAT
40



Timer_MRW
500



MAX_MRW
4













These settings apply to both the uplink and downlink DTCH.

The Radio Bearer is placed in UE test loop mode 1 with the UL SDU size set to AM_7_PayloadSize – 1bytes.

Test procedure

a)
The SS sends at least 2 RLC SDUs of size AM_7_PayloadSize – 1bytes.

b)
The SS checks the RLC PDUs received on the uplink and responds to all poll requests with a STATUS PDU, negatively acknowledging the RLC PDU with sequence number 0, and positively acknowledging all other RLC PDUs received. 

c)
The SS monitors received STATUS PDUs for the presence of a MRW SUFI, noting the time it was received. This time will be recorded as T1.

d)
The SS responds to the MRW command with an MRW_ACK with the SN_ACK field set to SN_MRWLENGTH – 1.

e)
The SS monitors received STATUS PDUs for another MRW SUFI, noting the time it was received. This time will be recorded as T2.

f)
The SS responds to the MRW command with an MRW_ACK with the SN_ACK field set to SN_MRWLENGTH, and the N field set to (NLENGTH + 1) modulo 4.

g)
The SS monitors received STATUS PDUs for another MRW SUFI, noting the time it was received. This time will be recorded as T3.

h)
The SS responds to the MRW command with an MRW_ACK with the SN_ACK field set to SN_MRWLENGTH + 1, and the N field set to 1.

i)
The SS monitors received STATUS PDUs for another MRW SUFI.

j)
The SS responds to the MRW command with a correct MRW_ACK.

k)
The SS may optionally release the radio bearer.

Expected sequence

Step
Direction
Message
Comments


UE
SS



1
(
DOWNLINK RLC PDU
SDU 1

2
(
DOWNLINK RLC PDU
SDU 2

3
(
UPLINK RLC PDU
SDU 1

4
(
UPLINK RLC PDU
SDU 2 + Poll

5
(
STATUS PDU
NAK SN=0

6
(
…
SS continues to receive RLC PDU with SN=0 + Poll



7
(
...
STATUS PDU, SS continues to NAK PDU with SN=0

8
(
STATUS PDU
MRW Command: Note T1

9
(
STATUS PDU
MRW_ACK, SN_ACK = SN_MRWLENGTH – 1

10
(
STATUS PDU
MRW Command: Note T2

11
(
STATUS PDU
MRW_ACK, N field = (NLENGTH + 1) modulo 4

12
(
STATUS PDU
MRW Command: Note T3

13
(
STATUS PDU
MRW_ACK, SN_ACK = SN_MRWLENGTH + 1, N field = 1

14
(
STATUS PDU
MRW Command

15
(
STATUS PDU
MRW_ACK

16

RB RELEASE
Optional step

7.2.3.30.5
Test requirements

1.
The measured time T2 – T1 should be 500 ms. 

2.
The measured time T3 – T2 should be 500 ms. 

3.
The STATUS PDUs received in steps 8, 10, 12 and 14 shall contain an identical MRW SUFI.
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