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6.1
Simulated network environments

The UE will eventually have to operate in either single mode networks (FDD or TDD) and dual mode networks (FDD+TDD).

It is <ffs> whether a reference environment needs to be defined for multi-mode networks (eg: the environment could be created by combining two appropriate reference environments from the single mode cases).

The following tables list the default parameters for 1 to 8 cell environments for testing.

In this clause, decimal values are normally used. However, sometimes a hexadecimal value, indicated by an "H", or a binary value, indicated by a "B" is used.

<Cut until the next modified section>
<Start of modified section>

Contents of System Information Block type 5 (FDD)

	- SIB6 indicator
	TRUE

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	5 dB

	- Primary CCPCH info
	Not present

	
	

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.00

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	Configured

	   - RLC size
	360

	   - Number of TB and TTI +List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	Configured

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	½

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete reconfiguration

	     - TFCS complete reconfiguration information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor

	         - Reference TFC ID
	0

	        - CHOICE Mode
	FDD

	         - Power offset Pp-m
	0 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	11

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - CHOICE Mode
	FDD

	         - Power offset Pp-m
	0 dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	

	  - AC-to-ASC mapping
	6 (AC0-9)

	  - AC-to-ASC mapping
	5 (AC10)

	  - AC-to-ASC mapping
	4 (AC11)

	  - AC-to-ASC mapping
	3 (AC12)

	  - AC-to-ASC mapping
	2 (AC13)

	  - AC-to-ASC mapping
	1 (AC14)

	  - AC-to-ASC mapping
	0 (AC15)

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	4

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system information
	

	 - Secondary CCPCH info
	

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	1

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	(This IE is repeated for TFC number for PCH and FACH.)

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete reconfiguration

	     - TFCS complete information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	       - CTFC information
	6

	       - Power offset information
	Not Present

	       - CTFC information
	7

	       - Power offset information
	Not Present

	       - CTFC information
	8

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	240

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/2

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/2

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	 - PICH info
	

	   - Channelisation code
	2

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


Contents of System Information Block type 5  (TDD)

	- SIB6 indicator
	TRUE

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	TDD

	 - PUSCH system information
	Not Present

	 - PDSCH system information
	Not Present

	 - TDD open loop power control
	

	  - Primary CCPCH Tx Power
	30 dbm

	  - Alpha
	(1/8)

	  - PRACH Constant Value
	-10

	  - DPCH Constant Value
	-10

	  - PUSCH Constant Value
	-10

	- Primary CCPCH info
	

	  - CHOICE mode
	TDD

	   - CHOICE SyncCase
	Sync Case 2

	    - Timeslot
	0

	   - Cell parameters ID
	Not Present

	   - SCTD indicator
	FALSE

	- PRACH system information list
	

	 - PRACH system information
	

	  - PRACH info
	

	   - CHOICE mode
	TDD

	    - Timeslot number
	14

	    - PRACH Channelisation Code List
	

	     - CHOICE SF
	SF8

	      - Channelisation Code List
	

	       - Channelisation Code
	8/1

	       - Channelisation Code
	8/2

	       - Channelisation Code
	8/3

	       - Channelisation Code
	8/4

	    - PRACH Midamble
	Direct

	  - Transport Channel Identity
	15

	  - RACH TFS
	

	   - CHOICE Transport channel type
	Common transport channels

	    - Dynamic Transport format information
	

	     - RLC size
	Reference clause 6.10 Parameter Set

	      - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	       - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	       - CHOICE Mode
	TDD

	        - Transmission Time Interval
	Not Present

	    - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	Reference clause 6.10 Parameter Set 

	    - Type of channel coding
	Reference clause 6.10 Parameter Set 

	    - Coding Rate
	Reference clause 6.10 Parameter Set 

	    - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	    - CRC size
	Reference clause 6.10 Parameter Set 

	  - RACH TFCS
	Not present

	  - PRACH partitioning
	

	   - Access Service Class
	

	    - ASC Settings
	(ASC#0)

	     - CHOICE mode
	TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	    - ASC Settings
	(ASC#1)

	     - CHOICE mode
	TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	    - ASC Settings
	(ASC#2)

	     - CHOICE mode
	TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	    - ASC Settings
	(ASC#3)

	     - CHOICE mode
	TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	    - ASC Settings
	(ASC#4)

	     - CHOICE mode
	TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	    - ASC Settings
	(ASC#5)

	     - CHOICE mode
	TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	    - ASC Settings
	(ASC#6)

	     - CHOICE mode
	TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	  - Persistence scaling factors
	

	   - Access Service Class
	

	    - Persistence scaling factor
	0.9 (for ASC#2)

	    - Persistence scaling factor
	0.9 (for ASC#3)

	    - Persistence scaling factor
	0.9 (for ASC#4)

	    - Persistence scaling factor
	0.9 (for ASC#5)

	    - Persistence scaling factor
	0.9 (for ASC#6)

	  - AC-to-ASC mapping
	

	   - AC-to-ASC mapping table
	

	    - AC-to-ASC mapping
	6 (AC0-9)

	    - AC-to-ASC mapping
	5 (AC10)

	    - AC-to-ASC mapping
	4 (AC11)

	    - AC-to-ASC mapping
	3 (AC12)

	    - AC-to-ASC mapping
	2 (AC13)

	    - AC-to-ASC mapping
	1 (AC14)

	    - AC-to-ASC mapping
	0 (AC15)

	  - CHOICE mode
	TDD (no data)

	- Secondary CCPCH system information
	

	 - Secondary CCPCH system information
	

	  - Secondary CCPCH info
	

	   - CHOICE mode
	TDD

	    - Offset
	0

	    - Common timeslot info
	

	     - 2nd interleaving mode
	Frame

	     - TFCI coding
	Reference clause 6.10 Parameter Set

	     - Puncturing limit
	Reference clause 6.10 Parameter Set

	     - Repetition period
	Not Present (MD "1")

	     - Repetition length
	Not present

	    - Individual timeslot info
	

	     - Timeslot number
	1

	     - TFCI existence
	Reference clause 6.10 Parameter Set

	     - Midamble Shift and burst type
	

	      - CHOICE Burst Type
	Type 1

	       - Midamble Allocation Mode
	Default midamble

	       - Midamble configuration burst type 1 and 3
	4

	       - Midamble Shift
	Not Present

	    - Code List
	

	     - Channelisation Code
	Reference clause 6.10 Parameter Set

	  - TFCS
	(This IE is repeated for TFC number for PCH and FACH.)

	   - Normal
	

	    - TFCI Field 1 information
	

	     - CHOICE TFCS representation
	Addition

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.

	       - CTFC information
	Reference clause 6.10 Parameter Set

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	   - CHOICE Transport channel type
	Common transport channels

	    - Dynamic Transport format information
	

	     - RLC Size
	Reference clause 6.10 Parameter Set 

	     - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	      - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	      - CHOICE Mode
	TDD

	       - Transmission Time Interval
	Reference clause 6.10 Parameter Set

	     - CHOICE Logical Channel List
	ALL

	    - Semi-static Transport Format information
	

	     - Transmission time interval
	Reference clause 6.10 Parameter Set 

	     - Type of channel coding
	Reference clause 6.10 Parameter Set 

	     - Coding Rate
	Reference clause 6.10 Parameter Set 

	     - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	     - CRC size
	Reference clause 6.10 Parameter Set 

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	   - CHOICE Transport channel type
	Common transport channels

	    - Dynamic Transport format information
	

	     - RLC Size
	Reference clause 6.10 Parameter Set 

	     - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	      - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	      - CHOICE Mode
	TDD

	       - Transmission Time Interval
	Reference clause 6.10 Parameter Set

	     - CHOICE Logical Channel List
	ALL

	    - Semi-static Transport Format information
	

	     - Transmission time interval
	Reference clause 6.10 Parameter Set 

	     - Type of channel coding
	Reference clause 6.10 Parameter Set 

	     - Coding Rate
	Reference clause 6.10 Parameter Set 

	     - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	     - CRC size
	Reference clause 6.10 Parameter Set 

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	Reference clause 6.10 Parameter Set 

	   - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	    - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	    - CHOICE Mode
	TDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	Reference clause 6.10 Parameter Set 

	    - Type of channel coding
	Reference clause 6.10 Parameter Set 

	    - Coding Rate
	Reference clause 6.10 Parameter Set 

	    - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	    - CRC size
	Reference clause 6.10 Parameter Set 

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	 - PICH info
	

	  - CHOICE mode
	TDD

	   - Channelisation code
	16/16

	   - Timeslot number
	0

	   - CHOICE Burst Type
	Type 1

	    - Midamble Shift
	0

	   - Repetition period/length
	64/2

	   - Offset
	0

	   - Paging indicator length
	4

	   - NGAP
	4

	   - NPCH
	2

	- CBS DRX Level 1 information
	Not Present


Contents of System Information Block type 6 in connected mode (FDD)

	- PICH power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH power offset
	5 dB

	- Primary CCPCH info
	Not present

	
	

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.00

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	Configured

	   - RLC size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	Configured

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	1/2

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete reconfiguration

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor

	         - Reference TFC ID
	0

	        - CHOICE Mode
	FDD

	         - Power offset Pp-m
	0 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	11

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - CHOICE Mode
	FDD

	         - Power offset Pp-m
	0 dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	Not present

	    - CHOICE mode
	FDD

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping 
	Not Present

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	4

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system info
	

	 - Secondary CCPCH info
	

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	1

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	(This IE is repeated for TFC number for PCH and FACH.)

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete reconfiguration

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	       - CTFC information
	6

	       - Power offset information
	Not Present

	       - CTFC information
	7

	       - Power offset information
	Not Present

	       - CTFC information
	8

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	240 (PCCH)

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/2

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	
	

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/2

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	  - PICH info
	

	   - Channelisation code
	2

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


Contents of System Information Block type 6 in connected mode (similar to SIB type 5)  (TDD)

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	TDD

	 - PUSCH system information
	Not Present

	 - PDSCH system information
	Not Present

	 - TDD open loop power control
	

	  - Primary CCPCH Tx Power
	30 dbm

	  - Alpha
	(1/8)

	  - PRACH Constant Value
	-10

	  - DPCH Constant Value
	-10

	  - PUSCH Constant Value
	-10

	- Primary CCPCH info
	

	  - CHOICE mode
	TDD

	   - CHOICE SyncCase
	Sync Case 2

	- Timeslot
	0

	   - Cell parameters ID
	Not Present

	   - SCTD indicator
	FALSE

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	TDD

	   - Timeslot number
	14

	   - PRACH Channelisation Code List
	

	    - CHOICE SF
	SF8

	     - Channelisation Code List
	

	      - Channelisation Code
	8/1

	      - Channelisation Code
	8/2

	      - Channelisation Code
	8/3

	      - Channelisation Code
	8/4

	   - PRACH Midamble
	Direct

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	    - RLC size
	Reference clause 6.10 Parameter Set

	     - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	      - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	      - CHOICE Mode
	TDD

	       - Transmission Time Interval
	Not Present

	   - CHOICE Logical Channel List
	ALL

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	Reference clause 6.10 Parameter Set 

	   - Type of channel coding
	Reference clause 6.10 Parameter Set 

	   - Coding Rate
	Reference clause 6.10 Parameter Set 

	   - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	   - CRC size
	Reference clause 6.10 Parameter Set 

	 - RACH TFCS
	Not present

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Settings
	(ASC#0)

	    - CHOICE mode
	TDD

	     - Available Channelisation codes indices
	Not Present (Default all)

	     - CHOICE subchannel size
	Size1

	      - Available Subchannels
	null 

	   - ASC Settings
	(ASC#1)

	    - CHOICE mode
	TDD

	     - Available Channelisation codes indices
	Not Present (Default all)

	     - CHOICE subchannel size
	Size1

	      - Available Subchannels
	null 

	   - ASC Settings
	(ASC#2)

	    - CHOICE mode
	TDD

	     - Available Channelisation codes indices
	Not Present (Default all)

	     - CHOICE subchannel size
	Size1

	      - Available Subchannels
	null 

	   - ASC Settings
	(ASC#3)

	    - CHOICE mode
	TDD

	     - Available Channelisation codes indices
	Not Present (Default all)

	     - CHOICE subchannel size
	Size1

	      - Available Subchannels
	null 

	   - ASC Settings
	(ASC#4)

	    - CHOICE mode
	TDD

	     - Available Channelisation codes indices
	Not Present (Default all)

	     - CHOICE subchannel size
	Size1

	      - Available Subchannels
	null 

	   - ASC Settings
	(ASC#5)

	    - CHOICE mode
	TDD

	     - Available Channelisation codes indices
	Not Present (Default all)

	     - CHOICE subchannel size
	Size1

	      - Available Subchannels
	null 

	   - ASC Settings
	(ASC#6)

	    - CHOICE mode
	TDD

	     - Available Channelisation codes indices
	Not Present (Default all)

	     - CHOICE subchannel size
	Size1

	      - Available Subchannels
	null 

	 - Persistence scaling factors
	

	  - Access Service Class
	

	   - Persistence scaling factor
	0.9 (for ASC#2)

	   - Persistence scaling factor
	0.9 (for ASC#3)

	   - Persistence scaling factor
	0.9 (for ASC#4)

	   - Persistence scaling factor
	0.9 (for ASC#5)

	   - Persistence scaling factor
	0.9 (for ASC#6)

	 - AC-to-ASC mapping
	

	  - AC-to-ASC mapping table
	

	   - AC-to-ASC mapping
	6 (AC0-9)

	   - AC-to-ASC mapping
	5 (AC10)

	   - AC-to-ASC mapping
	4 (AC11)

	   - AC-to-ASC mapping
	3 (AC12)

	   - AC-to-ASC mapping
	2 (AC13)

	   - AC-to-ASC mapping
	1 (AC14)

	   - AC-to-ASC mapping
	0 (AC15)

	 - CHOICE mode
	TDD (no data)

	- Secondary CCPCH system information
	

	 - Secondary CCPCH system information
	

	  - Secondary CCPCH info
	

	   - CHOICE mode
	TDD

	    - Offset
	0

	    - Common timeslot info
	

	     - 2nd interleaving mode
	Not Present (MD "Frame")

	     - TFCI coding
	Reference clause 6.10 Parameter Set

	     - Puncturing limit
	Reference clause 6.10 Parameter Set

	     - Repetition period
	Not Present (MD "1")

	     - Repetition length
	Not present

	    - Individual timeslot info
	

	     - Timeslot number
	1

	     - TFCI existence
	Reference clause 6.10 Parameter Set

	     - Midamble Shift and burst type
	

	      - CHOICE Burst Type
	Type 1

	       - Midamble Allocation Mode
	Default midamble

	       - Midamble configuration burst type 1 and 3
	4

	       - Midamble Shift
	Not Present

	    - Code List
	

	     - Channelisation Code
	Reference clause 6.10 Parameter Set

	  - TFCS
	(This IE is repeated for TFC number for PCH and FACH.)

	   - Normal
	

	    - TFCI Field 1 information
	

	     - CHOICE TFCS representation
	Addition

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.

	       - CTFC information
	Reference clause 6.10 Parameter Set

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	   - CHOICE Transport channel type
	Common transport channels

	    - Dynamic Transport format information
	

	     - RLC Size
	Reference clause 6.10 Parameter Set 

	     - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	      - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	      - CHOICE Mode
	TDD

	       - Transmission Time Interval
	Reference clause 6.10 Parameter Set 

	     - CHOICE Logical Channel List
	ALL

	    - Semi-static Transport Format information
	

	     - Transmission time interval
	Reference clause 6.10 Parameter Set 

	     - Type of channel coding
	Reference clause 6.10 Parameter Set 

	     - Coding Rate
	Reference clause 6.10 Parameter Set 

	     - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	     - CRC size
	Reference clause 6.10 Parameter Set 

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	   - CHOICE Transport channel type
	Common transport channels

	    - Dynamic Transport format information
	

	     - RLC Size
	Reference clause 6.10 Parameter Set 

	     - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	      - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	      - CHOICE Mode
	TDD

	       - Transmission Time Interval
	Reference clause 6.10 Parameter Set

	     - CHOICE Logical Channel List
	ALL

	    - Semi-static Transport Format information
	

	     - Transmission time interval
	Reference clause 6.10 Parameter Set 

	     - Type of channel coding
	Reference clause 6.10 Parameter Set 

	     - Coding Rate
	Reference clause 6.10 Parameter Set 

	     - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	     - CRC size
	Reference clause 6.10 Parameter Set 

	  - Transport Channel Identity
	13 (for FACH)

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	Reference clause 6.10 Parameter Set 

	   - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	    - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	    - CHOICE Mode
	TDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	Reference clause 6.10 Parameter Set 

	    - Type of channel coding
	Reference clause 6.10 Parameter Set 

	    - Coding Rate
	Reference clause 6.10 Parameter Set 

	    - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	    - CRC size
	Reference clause 6.10 Parameter Set 

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	  - CTCH indicator
	FALSE

	 - PICH info
	

	  - CHOICE mode
	TDD

	   - Channelisation code
	16/16

	   - Timeslot number
	0

	   - CHOICE Burst Type
	Type 1

	    - Midamble Shift
	0

	   - Repetition period/length
	64/2

	   - Offset
	0

	   - Paging indicator length
	4

	   - NGAP
	4

	   - NPCH
	2

	- CBS DRX Level 1 information
	Not Present


<End of modified section>

<Start of next modified section>

6.1.1
SCCPCH configuration with Stand-alone SRB for PCCH in the first SCCPCH and Interactive/Background 32 kbps PS RAB + SRBs for CCCH/DCCH/BCCH in the second SCCPCH
Two SCCPCHs are used in this SYSTEM INFORMATION configuration. The first SCCPCH carries the PCH and the second SCCPCH carries the FACH for Interactive/Background 32 kbps PS RAB and the FACH for SRBs on CCCH/ DCCH/ BCCH.

This Reference System Configuration is the same as defined in chapter 6.1, except for the following SIBs.

Contents of System Information Block type 5 (FDD)

	- SIB6 indicator
	TRUE

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	5 dB

	- Primary CCPCH info
	Not present

	
	

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.0

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - RLC size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	½

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete 

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor, reference TFC id = 0

	        - Power offset Pp-m
	-5 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	10

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - Power offset Pp-m
	-5dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	

	  - AC-to-ASC mapping
	6 (AC0-9)

	  - AC-to-ASC mapping
	5 (AC10)

	  - AC-to-ASC mapping
	4 (AC11)

	  - AC-to-ASC mapping
	3 (AC12)

	  - AC-to-ASC mapping
	2 (AC13)

	  - AC-to-ASC mapping
	1 (AC14)

	  - AC-to-ASC mapping
	0 (AC15)

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	4

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	1

	- Secondary CCPCH system information
	(For 2 SCCPCHs)

	 - Secondary CCPCH info
	(SCCPCH for standalone PCH)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	128

	  - Code number
	4

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	FALSE

	  - Fixed or Flexible position
	Fixed

	  - Timing offset
	30

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	240

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	 - PICH info
	

	   - Channelisation code
	2

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	 - Secondary CCPCH info
	(SCCPCH including two FACHs)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	1

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - Number of Transport blocks
	3

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


Contents of System Information Block type 6 in connected mode (FDD)

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	5 dB

	- Primary CCPCH info
	Not present

	
	

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.0

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - RLC size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	½

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor, reference TFC id=0

	        - Power offset Pp-m
	-5 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	10

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - Power offset Pp-m
	-5dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	Not present

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	4

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	1

	- Secondary CCPCH system information
	(For 2 SCCPCHs)

	 - Secondary CCPCH info
	(SCCPCH for standalone PCH)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	128

	  - Code number
	4 

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	FALSE

	  - Fixed or Flexible position
	Fixed

	  - Timing offset
	30

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	240

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	 - PICH info
	

	   - Channelisation code
	2

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	 - Secondary CCPCH info
	(SCCPCH including two FACHs)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	1

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - Number of Transport blocks
	3

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


6.1.2
SCCPCH configuration with Stand-alone SRB for PCCH in the first SCCPCH, RB for CTCH + SRBs for CCCH/BCCH in the second SCCPCH and Interactive/Background 32 kbps PS RAB + SRBs for CCCH/DCCH/BCCH in the third SCCPCH

Three SCCPCHs are used in this SYSTEM INFORMATION configuration. The first SCCPCH carries the PCH. The second SCCPCH carries the FACH for CTCH (Cell Broadcast Service) and the FACH for SRBs on CCCH/ BCCH for idle mode UEs. The third SCCPCH carries the FACH for Interactive/Background 32 kbps PS RAB and the FACH for SRBs on CCCH/ DCCH/ BCCH for connected mode UEs.

This Reference System Configuration is the same as defined in chapter 6.1, except for the following SIBs.

Contents of System Information Block type 5 (FDD)

	- SIB6 indicator
	TRUE

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	5 dB

	- Primary CCPCH info
	Not present

	
	

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.0

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - RLC size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	1/2

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor, reference TFC id=0

	        - Power offset Pp-m
	-5 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	10

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - Power offset Pp-m
	-5dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	

	  - AC-to-ASC mapping
	6 (AC0-9)

	  - AC-to-ASC mapping
	5 (AC10)

	  - AC-to-ASC mapping
	4 (AC11)

	  - AC-to-ASC mapping
	3 (AC12)

	  - AC-to-ASC mapping
	2 (AC13)

	  - AC-to-ASC mapping
	1 (AC14)

	  - AC-to-ASC mapping
	0 (AC15)

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	4

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system information
	(For 2 SCCPCHs)

	 - Secondary CCPCH info
	(SCCPCH for standalone PCH)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	128

	  - Code number
	4

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	FALSE

	  - Fixed or Flexible position
	Fixed

	  - Timing offset
	30

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0 

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	240

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	 - PICH info
	

	   - Channelisation code
	2 

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	 - Secondary CCPCH info
	(SCCPCH including two FACHs)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	128

	  - Code number
	5

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/3

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/3

	    - Rate matching attribute
	220

	    - CRC size
	16bit

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	TRUE

	- CBS DRX Level 1 information
	

	 - Period of CTCH allocation (N)
	2

	 - CBS frame offset (K)
	0


Contents of System Information Block type 6 in connected mode (FDD) 

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	5 dB

	- Primary CCPCH info
	Not present

	
	

	- PRACH system information list
	

	- PRACH system information
	

	- PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.0

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - RLC size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	½

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor reference TFC id=0

	        - Power offset Pp-m
	-5 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	10

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - Power offset Pp-m
	-5dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	Not present

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	4

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system information
	

	 - Secondary CCPCH info
	(SCCPCH including two FACHs)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	1

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	90

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - Number of Transport blocks
	3

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	16 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	17 (for FACH)

	  - CTCH indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


6.1.3
SCCPCH configuration with Stand-alone SRB for PCCH in the first SCCPCH and Interactive/Background 32 kbps PS RAB + SRBs for CCCH/DCCH/BCCH in the second and third SCCPCHs
Three SCCPCHs are used in this SYSTEM INFORMATION configuration. The first SCCPCH carries the PCH and both the second and third SCCPCHs carry the FACH for Interactive/Background 32 kbps PS RAB and the FACH for SRBs on CCCH/ DCCH/ BCCH.

This Reference System Configuration is the same as defined in chapter 6.1, except for the following SIBs. (SIB6 is not used in this configuration.)

Contents of Scheduling Block 1 (FDD)

	- References to other system information blocks
	

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	3

	  - SIB_REP
	128

	  - SIB_POS
	26

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 5

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	1

	  - SIB_REP
	128

	  - SIB_POS
	22

	  - SIB_POS offset info
	Not Present – use default

	 - SIB type SIBs only
	System Information Type 7

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	2

	  - SIB_REP
	128

	  - SIB_POS
	58

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 11

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	2

	  - SIB_REP
	128

	  - SIB_POS
	106

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 12

	 - Scheduling information
	

	  - CHOICE Value tag
	PLMN Value tag

	  - PLMN Value tag
	1

	  - SEG_COUNT
	6

	  - SIB_REP
	128

	  - SIB_POS
	74

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	   - SIB_OFF
	2

	   - SIB_OFF
	8

	   - SIB_OFF
	4

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 16


Contents of System Information Block type 5 (FDD)

	- SIB6 indicator
	FALSE

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	5 dB

	- Primary CCPCH info
	Not present

	
	

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.0

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - RLC size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	½

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor reference TFC id=0

	        - Power offset Pp-m
	-5 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	10

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - Power offset Pp-m
	-5dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not present

	
	

	
	

	
	

	
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	

	  - AC-to-ASC mapping
	6 (AC0-9)

	  - AC-to-ASC mapping
	5 (AC10)

	  - AC-to-ASC mapping
	4 (AC11)

	  - AC-to-ASC mapping
	3 (AC12)

	  - AC-to-ASC mapping
	2 (AC13)

	  - AC-to-ASC mapping
	1 (AC14)

	  - AC-to-ASC mapping
	0 (AC15)

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	4

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system information
	(For 3 SCCPCHs)

	 - Secondary CCPCH info
	(SCCPCH for standalone PCH)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	128

	  - Code number
	6

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	FALSE

	  - Fixed or Flexible position
	Fixed

	  - Timing offset
	30

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	240

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	 - PICH info
	

	   - Channelisation code
	2

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	 - Secondary CCPCH info
	(SCCPCH including two FACHs)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	1

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - Number of Transport blocks
	3

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	 - Secondary CCPCH info
	(SCCPCH including two FACHs)

	
	

	
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	2

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	90

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - Number of Transport blocks
	3

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	16 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	17 (for FACH)

	  - CTCH indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


<End of modified section>
<Start of modified section>
Annex A (informative):
System information definition using ASN.1 description

Reference: clause 6.1. 

MasterInformationBlock

mib-ValueTag 1,

plmn-Type {

    gsm-MAP {

        plmn-Identity {

            mcc {

                MCC 0,

                MCC 0,

                MCC 1

            },

            mnc {

                MNC 1

            }

        }

    }

},

sibSb-ReferenceList {

    SIBSb-ReferenceList {

        sibSb-Type sysInfoTypeSB1 1,

        scheduling {

            scheduling {

                segCount 1,

                sib-Pos {

                    rep16 1

                }

            }

        }

    },

    SIBSb-ReferenceList {

        sibSb-Type sysInfoType1 2,

        scheduling {

            scheduling {

                segCount 1,

                sib-Pos {

                    rep128 5

                }

            }

        }

    },

    SIBSb-ReferenceList {

        sibSb-Type sysInfoType2 2,

        scheduling {

            scheduling {

                segCount 1,

                sib-Pos {

                    rep128 7

                }

            }

        }

    },

    SIBSb-ReferenceList {

        sibSb-Type sysInfoType3 1,

        scheduling {

            scheduling {

                segCount 1,

                sib-Pos {

                    rep64 3

                }

            }

        }

    },

    SIBSb-ReferenceList {

        sibSb-Type sysInfoType4 1,

        scheduling {

            scheduling {

                segCount 1,

                sib-Pos {

                    rep64 19

                }

            }

        }

    }

}

SysInfoTypeSB1 

{

    sib-ReferenceList {

        {

            sib-Type sysInfoType5 : 1,

            scheduling {

                scheduling {

                    segCount 3,

                    sib-Pos rep128 : 13,

                    sib-PosOffsetInfo {

                         so2,

                         so2

                    }

                }

            }

        },

        {

            sib-Type sysInfoType6 : 1,

            scheduling {

                scheduling {

                    segCount 3,

                    sib-Pos rep128 : 21,

                    sib-PosOffsetInfo {

                         so2,

                         so2

                    }

                }

            }

        },

        {

            sib-Type sysInfoType7 : NULL,

            scheduling {

                scheduling {

                    segCount 1,

                    sib-Pos rep128 : 11

                }

            }

        },

        {

            sib-Type sysInfoType11 : 1,

            scheduling {

                scheduling {

                    segCount 2,

                    sib-Pos rep128 : 29,

                    sib-PosOffsetInfo {

                         so2

                    }

                }

            }

        },

        {

            sib-Type sysInfoType12 : 1,

            scheduling {

                scheduling {

                    segCount 2,

                    sib-Pos rep128 : 53,

                    sib-PosOffsetInfo {

                         so2

                    }

                }

            }

        }

    }

}

SysInfoType1

{

    cn-CommonGSM-MAP-NAS-SysInfo '00 80'H,

    cn-DomainSysInfoList {

        {

            cn-DomainIdentity ps-domain,

            cn-Type gsm-MAP : '00 00'H,

            cn-DRX-CycleLengthCoeff 7

        },

        {

            cn-DomainIdentity cs-domain,

            cn-Type gsm-MAP : '1E 01'H,

            cn-DRX-CycleLengthCoeff 7

        }

    },

    ue-ConnTimersAndConstants {

        t-301 ms2000,

        n-301 2,

        t-302 ms4000,

        n-302 3,

        t-304 ms1000,

        n-304 3,

        t-305 m60,

        t-307 s50,

        t-308 ms320,

        t-309 8,

        t-310 ms320,

        n-310 5,

        t-311 ms500,

        t-312 5,

        n-312 s200,

        t-313 10,

        n-313 s20,

        t-314 s20,

        t-315 s30,

        n-315 s200,

        t-316 s50,

        t-317 s1800

    },

    ue-IdleTimersAndConstants {

        t-300 ms400,

        n-300 7,

        t-312 10,

        n-312 s200

    }

}

SysInfoType2

{

    ura-IdentityList {

         '00000000 00000001'B

    }

}

SysInfoType3

{

    sib4indicator TRUE,

    cellIdentity '00000000 00000000 00000000 0001'B,

    cellSelectReselectInfo {

        mappingInfo {

            {

                rat utra-FDD,

                mappingFunctionParameterList {

                    {

                        functionType linear,

                        mapParameter1 1,

                        mapParameter2 1,

                        upperLimit 1

                    }

                }

            }

        },

        cellSelectQualityMeasure cpich-Ec-N0 : {

            q-HYST-2-S 0

        },

        modeSpecificInfo fdd : {

            s-Intrasearch 8,

            s-Intersearch 8,

            s-SearchHCS 5,

            q-QualMin -20,

            q-RxlevMin -58

        },

        q-Hyst-l-S 0,

        t-Reselection-S 0,

        hcs-ServingCellInformation {

            hcs-PRIO 0,

            q-HCS 0,

            t-CR-Max notUsed : NULL

        },

        maxAllowedUL-TX-Power 33

    },

    cellAccessRestriction {

        cellBarred notBarred : NULL,

        cellReservedForOperatorUse notReserved,

        cellReservationExtension notReserved,

        accessClassBarredList {

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred

        }

    }

}

SysInfoType4

{

    cellIdentity '00000000 00000000 00000000 0001'B,

    cellSelectReselectInfo {

        mappingInfo {

            {

                rat utra-FDD,

                mappingFunctionParameterList {

                    {

                        functionType linear,

                        mapParameter1 1,

                        mapParameter2 1,

                        upperLimit 1

                    }

                }

            }

        },

        cellSelectQualityMeasure cpich-Ec-N0 : {

            q-HYST-2-S 0

        },

        modeSpecificInfo fdd : {

            s-Intrasearch 8,

            s-Intersearch 8,

            s-SearchHCS 5,

            q-QualMin -20,

            q-RxlevMin -58

        },

        q-Hyst-l-S 0,

        t-Reselection-S 0,

        hcs-ServingCellInformation {

            hcs-PRIO 0,

            q-HCS 0,

            t-CR-Max notUsed : NULL

        },

        maxAllowedUL-TX-Power 33

    },

    cellAccessRestriction {

        cellBarred notBarred : NULL,

        cellReservedForOperatorUse notReserved,

        cellReservationExtension notReserved,

        accessClassBarredList {

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred,

             notBarred

        }

    }

}

sib5-val SysInfoType5 ::=
{

    sib6indicator TRUE,

    pich-PowerOffset -5,

    modeSpecificInfo fdd : {

        aich-PowerOffset 0

    },




prach-SystemInformationList {

        {

            prach-RACH-Info {

                modeSpecificInfo fdd : {

                    availableSignatures '00000000 11111111'B,

                    availableSF sfpr64,

                    preambleScramblingCodeWordNumber 0,

                    puncturingLimit pl1,

                    availableSubChannelNumbers '11111111 1111'B

                }

            },

            transportChannelIdentity 15,

            rach-TransportFormatSet commonTransChTFS : {

                tti tti20 : {

                    {

                        rlc-Size fdd : {

                            octetModeRLC-SizeInfoType2 sizeType1 : 15

                        },

                        numberOfTbSizeList {

                             one : NULL

                        },

                        logicalChannelList configured : NULL

                    },

                    {

                        rlc-Size fdd : {

                            octetModeRLC-SizeInfoType2 sizeType2 : 3

                        },

                        numberOfTbSizeList {

                             one : NULL

                        },

                        logicalChannelList configured : NULL

                    }

                },

                semistaticTF-Information {

                    channelCodingType convolutional : half,

                    rateMatchingAttribute 150,

                    crc-Size crc16

                }

            },

            rach-TFCS normalTFCI-Signalling : complete : {

                ctfcSize ctfc2Bit : {

                    {

                        ctfc2 0,

                        powerOffsetInformation {

                            gainFactorInformation computedGainFactors : 0,

                            powerOffsetPp-m 0
                        }

                    },

                    {

                        ctfc2 1,

                        powerOffsetInformation {

                            gainFactorInformation signalledGainFactors : {

                                modeSpecificInfo fdd : {

                                    gainFactorBetaC 11
                                },

                                gainFactorBetaD 15,

                                referenceTFC-ID 0

                            },

                            powerOffsetPp-m 0
                        }

                    }

                }

            },

            prach-Partitioning fdd : {

                {






                },

                {

                    accessServiceClass-FDD {

                        availableSignatureStartIndex 0,

                        availableSignatureEndIndex 7,

                        assignedSubChannelNumber '1111'B

                    }

                },

                {






                },

                {

                    accessServiceClass-FDD {

                        availableSignatureStartIndex 0,

                        availableSignatureEndIndex 7,

                        assignedSubChannelNumber '1111'B

                    }

                },

                {






                },

                {

                    accessServiceClass-FDD {

                        availableSignatureStartIndex 0,

                        availableSignatureEndIndex 7,

                        assignedSubChannelNumber '1111'B

                    }

                },

                {






                },

                {

                    accessServiceClass-FDD {

                        availableSignatureStartIndex 0,

                        availableSignatureEndIndex 7,

                        assignedSubChannelNumber '1111'B

                    }

                }

            },

            persistenceScalingFactorList {

                 psf0-9,

                 psf0-9,

                 psf0-9,

                 psf0-9,

                 psf0-9,

                 psf0-9

            },

            ac-To-ASC-MappingTable {

                 6,





 5,
                 4,

                 3,

                 2,

                 1,

                 0

            },

            modeSpecificInfo fdd : {

                primaryCPICH-TX-Power 31,

                constantValue -10,

                prach-PowerOffset {

                    powerRampStep 3,

                    preambleRetransMax 4
                },

                rach-TransmissionParameters {

                    mmax 2,

                    nb01Min 3,

                    nb01Max 10

                },

                aich-Info {

                    channelisationCode256 3,

                    sttd-Indicator FALSE,

                    aich-TransmissionTiming e0

                }

            }

        }

    },

    sCCPCH-SystemInformationList {

        {

            secondaryCCPCH-Info {

                modeSpecificInfo fdd : {

                    dummy1 mayBeUsed,

                    sttd-Indicator FALSE,

                    sf-AndCodeNumber sf64 : 1,

                    pilotSymbolExistence FALSE,

                    tfci-Existence TRUE,

                    positionFixedOrFlexible flexible,

                    timingOffset 0

                }

            },

            tfcs normalTFCI-Signalling : complete : {

                ctfcSize ctfc4Bit : {

                    {

                        ctfc4 0

                    },

                    {

                        ctfc4 1

                    },

                    {

                        ctfc4 2

                    },

                    {

                        ctfc4 3

                    },

                    {

                        ctfc4 4

                    },

                    {

                        ctfc4 5

                    },

                    {

                        ctfc4 6

                    },

                    {

                        ctfc4 7
                    },

                    {

                        ctfc4 8
                    }

                }

            },

            fach-PCH-InformationList {

                {

                    transportFormatSet commonTransChTFS : {

                        tti tti10 : {

                            {

                                rlc-Size fdd : {

                                    octetModeRLC-SizeInfoType2 sizeType1 : 24

                                },

                                numberOfTbSizeList {

                                     zero : NULL,

                                     one : NULL

                                },

                                logicalChannelList allSizes : NULL

                            }

                        },

                        semistaticTF-Information {

                            channelCodingType convolutional : half,

                            rateMatchingAttribute 230,

                            crc-Size crc16

                        }

                    },

                    transportChannelIdentity 12,

                    ctch-Indicator FALSE

                },

                {

                    transportFormatSet commonTransChTFS : {

                        tti tti10 : {

                            {

                                rlc-Size fdd : {

                                    octetModeRLC-SizeInfoType2 sizeType1 : 15

                                },

                                numberOfTbSizeList {

                                     zero : NULL,

                                     one : NULL,

                                     small : 2

                                },

                                logicalChannelList allSizes : NULL

                            }

                        },

                        semistaticTF-Information {

                            channelCodingType convolutional : half,

                            rateMatchingAttribute 220,

                            crc-Size crc16

                        }

                    },

                    transportChannelIdentity 13,

                    ctch-Indicator FALSE

                },

                {

                    transportFormatSet commonTransChTFS : {

                        tti tti10 : {

                            {

                                rlc-Size fdd : {

                                    octetModeRLC-SizeInfoType2 sizeType2 : 3

                                },

                                numberOfTbSizeList {

                                     zero : NULL,

                                     one : NULL

                                },

                                logicalChannelList allSizes : NULL

                            }

                        },

                        semistaticTF-Information {

                            channelCodingType turbo : NULL,

                            rateMatchingAttribute 130,

                            crc-Size crc16

                        }

                    },

                    transportChannelIdentity 14,

                    ctch-Indicator FALSE

                }

            },

            pich-Info fdd : {

                channelisationCode256 2,

                pi-CountPerFrame e18,

                sttd-Indicator FALSE

            }

        }

    }

}

sib6-val SysInfoType6 ::=
{

    pich-PowerOffset -5,

    modeSpecificInfo fdd : {

        aich-PowerOffset 0

    },




    prach-SystemInformationList {

        {

            prach-RACH-Info {

                modeSpecificInfo fdd : {

                    availableSignatures '00000000 11111111'B,

                    availableSF sfpr64,

                    preambleScramblingCodeWordNumber 0,

                    puncturingLimit pl1,

                    availableSubChannelNumbers '11111111 1111'B

                }

            },

            transportChannelIdentity 15,

            rach-TransportFormatSet commonTransChTFS : {

                tti tti20 : {

                    {

                        rlc-Size fdd : {

                            octetModeRLC-SizeInfoType2 sizeType1 : 15

                        },

                        numberOfTbSizeList {

                             one : NULL

                        },

                        logicalChannelList configured : NULL

                    },

                    {

                        rlc-Size fdd : {

                            octetModeRLC-SizeInfoType2 sizeType2 : 3

                        },

                        numberOfTbSizeList {

                             one : NULL

                        },

                        logicalChannelList configured : NULL

                    }

                },

                semistaticTF-Information {

                    channelCodingType convolutional : half,

                    rateMatchingAttribute 150,

                    crc-Size crc16

                }

            },

            rach-TFCS normalTFCI-Signalling : complete : {

                ctfcSize ctfc2Bit : {

                    {

                        ctfc2 0,

                        powerOffsetInformation {

                            gainFactorInformation computedGainFactors : 0,

                            powerOffsetPp-m 0
                        }

                    },

                    {

                        ctfc2 1,

                        powerOffsetInformation {

                            gainFactorInformation signalledGainFactors : {

                                modeSpecificInfo fdd : {

                                    gainFactorBetaC 11
                                },

                                gainFactorBetaD 15,

                                referenceTFC-ID 0

                            },

                            powerOffsetPp-m 0
                        }

                    }

                }

            },

            prach-Partitioning fdd : {

                {






                },

                {

                    accessServiceClass-FDD {

                        availableSignatureStartIndex 0,

                        availableSignatureEndIndex 7,

                        assignedSubChannelNumber '1111'B

                    }

                },

                {






                },

                {

                    accessServiceClass-FDD {

                        availableSignatureStartIndex 0,

                        availableSignatureEndIndex 7,

                        assignedSubChannelNumber '1111'B

                    }

                },

                {






                },

                {

                    accessServiceClass-FDD {

                        availableSignatureStartIndex 0,

                        availableSignatureEndIndex 7,

                        assignedSubChannelNumber '1111'B

                    }

                },

                {






                },

                {

                    accessServiceClass-FDD {

                        availableSignatureStartIndex 0,

                        availableSignatureEndIndex 7,

                        assignedSubChannelNumber '1111'B

                    }

                }

            },

            persistenceScalingFactorList {

                 psf0-9,

                 psf0-9,

                 psf0-9,

                 psf0-9,

                 psf0-9,

                 psf0-9

            },

            modeSpecificInfo fdd : {

                primaryCPICH-TX-Power 31,

                constantValue -10,

                prach-PowerOffset {

                    powerRampStep 3,

                    preambleRetransMax 4
                },

                rach-TransmissionParameters {

                    mmax 2,

                    nb01Min 3,

                    nb01Max 10

                },

                aich-Info {

                    channelisationCode256 3,

                    sttd-Indicator FALSE,

                    aich-TransmissionTiming e0

                }

            }

        }

    },

    sCCPCH-SystemInformationList {

        {

            secondaryCCPCH-Info {

                modeSpecificInfo fdd : {

                    dummy1 mayBeUsed,

                    sttd-Indicator FALSE,

                    sf-AndCodeNumber sf64 : 1,

                    pilotSymbolExistence FALSE,

                    tfci-Existence TRUE,

                    positionFixedOrFlexible flexible,

                    timingOffset 0

                }

            },

            tfcs normalTFCI-Signalling : complete : {

                ctfcSize ctfc4Bit : {

                    {

                        ctfc4 0

                    },

                    {

                        ctfc4 1

                    },

                    {

                        ctfc4 2

                    },

                    {

                        ctfc4 3

                    },

                    {

                        ctfc4 4

                    },

                    {

                        ctfc4 5

                    },

                    {

                        ctfc4 6

                    },

                    {

                        ctfc4 7
                    },

                    {

                        ctfc4 8
                    }

                }

            },

            fach-PCH-InformationList {

                {

                    transportFormatSet commonTransChTFS : {

                        tti tti10 : {

                            {

                                rlc-Size fdd : {

                                    octetModeRLC-SizeInfoType2 sizeType1 : 24

                                },

                                numberOfTbSizeList {

                                     zero : NULL,

                                     one : NULL

                                },

                                logicalChannelList allSizes : NULL

                            }

                        },

                        semistaticTF-Information {

                            channelCodingType convolutional : half,

                            rateMatchingAttribute 230,

                            crc-Size crc16

                        }

                    },

                    transportChannelIdentity 12,

                    ctch-Indicator FALSE

                },

                {

                    transportFormatSet commonTransChTFS : {

                        tti tti10 : {

                            {

                                rlc-Size fdd : {

                                    octetModeRLC-SizeInfoType2 sizeType1 : 15

                                },

                                numberOfTbSizeList {

                                     zero : NULL,

                                     one : NULL,

                                     small : 2

                                },

                                logicalChannelList allSizes : NULL

                            }

                        },

                        semistaticTF-Information {

                            channelCodingType convolutional : half,

                            rateMatchingAttribute 230,
                            crc-Size crc16

                        }

                    },

                    transportChannelIdentity 13,

                    ctch-Indicator FALSE

                },

                {

                    transportFormatSet commonTransChTFS : {

                        tti tti10 : {

                            {

                                rlc-Size fdd : {

                                    octetModeRLC-SizeInfoType2 sizeType2 : 3

                                },

                                numberOfTbSizeList {

                                     zero : NULL,

                                     one : NULL

                                },

                                logicalChannelList allSizes : NULL

                            }

                        },

                        semistaticTF-Information {

                            channelCodingType turbo : NULL,

                            rateMatchingAttribute 130,

                            crc-Size crc16

                        }

                    },

                    transportChannelIdentity 14,

                    ctch-Indicator FALSE

                }

            },

            pich-Info fdd : {

                channelisationCode256 2,

                pi-CountPerFrame e18,

                sttd-Indicator FALSE

            }

        }

    }

}

SysInfoType7

Analyzed Text:

{

    modeSpecificInfo fdd : {

        ul-Interference -100

    },

    prach-Information-SIB5-List {

         2

    },

    prach-Information-SIB6-List {

         2

    }

}

SysInfoType11

{

    sib12indicator TRUE,

    measurementControlSysInfo {

        use-of-HCS hcs-not-used : {

            cellSelectQualityMeasure cpich-RSCP : {

                intraFreqMeasurementSysInfo {

                    intraFreqMeasurementID 1,

                    intraFreqCellInfoSI-List {

                        removedIntraFreqCellList removeAllIntraFreqCells : NULL,

                        newIntraFreqCellList {

                            {

                                intraFreqCellID 0,

                                cellInfo {

                                    cellIndividualOffset 0,

                                    modeSpecificInfo fdd : {

                                        primaryCPICH-Info {

                                            primaryScramblingCode 100

                                        },

                                        readSFN-Indicator TRUE,

                                        tx-DiversityIndicator FALSE

                                    },

                                    cellSelectionReselectionInfo {

                                        q-OffsetS-N 0,

                                        maxAllowedUL-TX-Power 33,

                                        modeSpecificInfo fdd : {

                                            q-QualMin -20,

                                            q-RxlevMin -58

                                        }

                                    }

                                }

                            },

                            {

                                intraFreqCellID 1,

                                cellInfo {

                                    cellIndividualOffset 0,

                                    modeSpecificInfo fdd : {

                                        primaryCPICH-Info {

                                            primaryScramblingCode 150

                                        },

                                        readSFN-Indicator TRUE,

                                        tx-DiversityIndicator FALSE

                                    },

                                    cellSelectionReselectionInfo {

                                        q-OffsetS-N 0,

                                        maxAllowedUL-TX-Power 33,

                                        modeSpecificInfo fdd : {

                                            q-QualMin -20,

                                            q-RxlevMin -58

                                        }

                                    }

                                }

                            },

                            {

                                intraFreqCellID 2,

                                cellInfo {

                                    cellIndividualOffset 0,

                                    modeSpecificInfo fdd : {

                                        primaryCPICH-Info {

                                            primaryScramblingCode 200

                                        },

                                        readSFN-Indicator TRUE,

                                        tx-DiversityIndicator FALSE

                                    },

                                    cellSelectionReselectionInfo {

                                        q-OffsetS-N 0,

                                        maxAllowedUL-TX-Power 33,

                                        modeSpecificInfo fdd : {

                                            q-QualMin -20,

                                            q-RxlevMin -58

                                        }

                                    }

                                }

                            },

                            {

                                intraFreqCellID 3,

                                cellInfo {

                                    cellIndividualOffset 0,

                                    modeSpecificInfo fdd : {

                                        primaryCPICH-Info {

                                            primaryScramblingCode 250

                                        },

                                        readSFN-Indicator TRUE,

                                        tx-DiversityIndicator FALSE

                                    },

                                    cellSelectionReselectionInfo {

                                        q-OffsetS-N 0,

                                        maxAllowedUL-TX-Power 33,

                                        modeSpecificInfo fdd : {

                                            q-QualMin -20,

                                            q-RxlevMin -58

                                        }

                                    }

                                }

                            }

                        }

                    },

                    intraFreqMeasQuantity {

                        filterCoefficient fc0,

                        modeSpecificInfo fdd : {

                            intraFreqMeasQuantity-FDD cpich-RSCP

                        }

                    },

                    intraFreqReportingQuantityForRACH {

                        sfn-SFN-OTD-Type noReport,

                        modeSpecificInfo fdd : {

                            intraFreqRepQuantityRACH-FDD noReport

                        }

                    },

                    maxReportedCellsOnRACH noReport,

                    reportingInfoForCellDCH {

                        intraFreqReportingQuantity {

                            activeSetReportingQuantities {

                                sfn-SFN-OTD-Type noReport,

                                cellIdentity-reportingIndicator TRUE,

                                cellSynchronisationInfoReportingIndicator FALSE,

                                modeSpecificInfo fdd : {

                                    cpich-Ec-N0-reportingIndicator FALSE,

                                    cpich-RSCP-reportingIndicator TRUE,

                                    pathloss-reportingIndicator FALSE

                                }

                            },

                            monitoredSetReportingQuantities {

                                sfn-SFN-OTD-Type noReport,

                                cellIdentity-reportingIndicator TRUE,

                                cellSynchronisationInfoReportingIndicator FALSE,

                                modeSpecificInfo fdd : {

                                    cpich-Ec-N0-reportingIndicator FALSE,

                                    cpich-RSCP-reportingIndicator TRUE,

                                    pathloss-reportingIndicator FALSE

                                }

                            }

                        },

                        measurementReportingMode {

                            measurementReportTransferMode acknowledgedModeRLC,

                            periodicalOrEventTrigger eventTrigger

                        },

                        reportCriteria intraFreqReportingCriteria : {

                            eventCriteriaList {

                                {

                                    event e1a : {

                                        triggeringCondition activeSetAndMonitoredSetCells,

                                        reportingRange 5,

                                        w 1,

                                        reportDeactivationThreshold t3,

                                        reportingAmount ra-Infinity,

                                        reportingInterval ri4

                                    },

                                    hysteresis 0,

                                    timeToTrigger ttt640,

                                    reportingCellStatus withinActiveAndOrMonitoredUsedFreq : e3

                                }

                            }

                        }

                    }

                }

            }

        }

    }

}

SysInfoType12

{

    measurementControlSysInfo {

        use-of-HCS hcs-not-used : {

            cellSelectQualityMeasure cpich-RSCP : {

                intraFreqMeasurementSysInfo {

                    intraFreqMeasurementID 1,

                    intraFreqCellInfoSI-List {

                        removedIntraFreqCellList removeNoIntraFreqCells : NULL,

                        newIntraFreqCellList {

                            {

                                intraFreqCellID 0,

                                cellInfo {

                                    cellIndividualOffset 0,

                                    modeSpecificInfo fdd : {

                                        primaryCPICH-Info {

                                            primaryScramblingCode 100

                                        },

                                        readSFN-Indicator TRUE,

                                        tx-DiversityIndicator FALSE

                                    },

                                    cellSelectionReselectionInfo {

                                        q-OffsetS-N 0,

                                        maxAllowedUL-TX-Power 33,

                                        modeSpecificInfo fdd : {

                                            q-QualMin -20,

                                            q-RxlevMin -58

                                        }

                                    }

                                }

                            },

                            {

                                intraFreqCellID 1,

                                cellInfo {

                                    cellIndividualOffset 0,

                                    modeSpecificInfo fdd : {

                                        primaryCPICH-Info {

                                            primaryScramblingCode 150

                                        },

                                        readSFN-Indicator TRUE,

                                        tx-DiversityIndicator FALSE

                                    },

                                    cellSelectionReselectionInfo {

                                        q-OffsetS-N 0,

                                        maxAllowedUL-TX-Power 33,

                                        modeSpecificInfo fdd : {

                                            q-QualMin -20,

                                            q-RxlevMin -58

                                        }

                                    }

                                }

                            },

                            {

                                intraFreqCellID 2,

                                cellInfo {

                                    cellIndividualOffset 0,

                                    modeSpecificInfo fdd : {

                                        primaryCPICH-Info {

                                            primaryScramblingCode 200

                                        },

                                        readSFN-Indicator TRUE,

                                        tx-DiversityIndicator FALSE

                                    },

                                    cellSelectionReselectionInfo {

                                        q-OffsetS-N 0,

                                        maxAllowedUL-TX-Power 33,

                                        modeSpecificInfo fdd : {

                                            q-QualMin -20,

                                            q-RxlevMin -58

                                        }

                                    }

                                }

                            },

                            {

                                intraFreqCellID 3,

                                cellInfo {

                                    cellIndividualOffset 0,

                                    modeSpecificInfo fdd : {

                                        primaryCPICH-Info {

                                            primaryScramblingCode 250

                                        },

                                        readSFN-Indicator TRUE,

                                        tx-DiversityIndicator FALSE

                                    },

                                    cellSelectionReselectionInfo {

                                        q-OffsetS-N 0,

                                        maxAllowedUL-TX-Power 33,

                                        modeSpecificInfo fdd : {

                                            q-QualMin -20,

                                            q-RxlevMin -58

                                        }

                                    }

                                }

                            }

                        }

                    },

                    intraFreqMeasQuantity {

                        filterCoefficient fc0,

                        modeSpecificInfo fdd : {

                            intraFreqMeasQuantity-FDD cpich-RSCP

                        }

                    },

                    intraFreqReportingQuantityForRACH {

                        sfn-SFN-OTD-Type noReport,

                        modeSpecificInfo fdd : {

                            intraFreqRepQuantityRACH-FDD noReport

                        }

                    },

                    maxReportedCellsOnRACH noReport,

                    reportingInfoForCellDCH {

                        intraFreqReportingQuantity {

                            activeSetReportingQuantities {

                                sfn-SFN-OTD-Type noReport,

                                cellIdentity-reportingIndicator TRUE,

                                cellSynchronisationInfoReportingIndicator FALSE,

                                modeSpecificInfo fdd : {

                                    cpich-Ec-N0-reportingIndicator FALSE,

                                    cpich-RSCP-reportingIndicator TRUE,

                                    pathloss-reportingIndicator FALSE

                                }

                            },

                            monitoredSetReportingQuantities {

                                sfn-SFN-OTD-Type noReport,

                                cellIdentity-reportingIndicator TRUE,

                                cellSynchronisationInfoReportingIndicator FALSE,

                                modeSpecificInfo fdd : {

                                    cpich-Ec-N0-reportingIndicator FALSE,

                                    cpich-RSCP-reportingIndicator TRUE,

                                    pathloss-reportingIndicator FALSE

                                }

                            }

                        },

                        measurementReportingMode {

                            measurementReportTransferMode acknowledgedModeRLC,

                            periodicalOrEventTrigger eventTrigger

                        },

                        reportCriteria intraFreqReportingCriteria : {

                            eventCriteriaList {

                                {

                                    event e1a : {

                                        triggeringCondition activeSetAndMonitoredSetCells,

                                        reportingRange 5,

                                        w 1,

                                        reportDeactivationThreshold t3,

                                        reportingAmount ra-Infinity,

                                        reportingInterval ri4

                                    },

                                    hysteresis 0,

                                    timeToTrigger ttt0,

                                    reportingCellStatus withinActiveAndOrMonitoredUsedFreq : e3

                                }

                            }

                        }

                    }

                }

            }

        }

    }

}
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