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7.3.2.2
Control ASP Type Definition
7.3.2.2.34 CPHY_PRACH_Measurement
	ASN.1 ASP Type Definition

	Type Name
	CPHY_PRACH_Measurement_CNF

	PCO Type
	CSAP

	Comment
	To Confirm PRACH Measurement Req

	Type Definition

	SEQUENCE     {

cellId                     INTEGER(0..15),

routingInfo                RoutingInfo
}


	ASN.1 ASP Type Definition

	Type Name
	CPHY_PRACH_Measurement_REQ

	PCO Type
	CSAP

	Comment
	To request for Start or Stop of PRACH Measurements to be done every PRACH PREAMBLE or MESSAGE received

	Type Definition

	SEQUENCE     {

cellId                     INTEGER(0..15),

routingInfo                RoutingInfo,

ratType                    RatType,

pRACH_MeasurementInd        PRACH_MEasurementInd
}


	ASN.1 Type Definition

	Type Name
	PRACH_MeasurementInd

	Comment
	1. Start : The SS shall start the sending PRACH parameters Measurement report on CPHY PCO, for each PRACH PREAMBLE or MESSAGE received from the UE by primitive CPHY_PRACH_Measurement_Report_IND on CPHY PCO
2. Stop : The SS shall stop sending of PRACH parameters Measurement report on CPHY PCO, for each PRACH PREAMBLE or MESSAGE received from the UE by primitive CPHY_PRACH_Measurement_Report_IND on CPHY PCO. 

	Type Definition

	ENUMERATED {
             start (0),

             stop  (1)
}

	


	ASN.1 ASP Type Definition

	Type Name
	CPHY_PRACH_Measurement_Report_IND

	PCO Type
	CSAP

	Comment
	SS indicates a PRACH parameters measurement report for each PRACH PREAMBLE or MESSAGE received from the UE

	Type Definition

	SEQUENCE     {




cellId                     INTEGER(0..15),




routingInfo                RoutingInfo,




ratType                    RatType,




measurementReport          PRACH_MeasurementReport
}


	ASN.1 Type Definition

	Type Name
	PRACH_MeasurementReport

	Comment
	

	Type Definition

	SEQUENCE {
             usedPRACH_AcessSlot


INTEGER (0..14),

             usedPRACH_Signature


INTEGER (0..15)
OPTIONAL
}

	


7.3.2.2.35  CPHY_AICH_AckModeSet
	ASN.1 ASP Type Definition

	Type Name
	CPHY_AICH_AckModeSet_REQ

	PCO Type
	CSAP

	Comment
	To request for setting of AICH Acknowledge Mode

	Type Definition

	SEQUENCE     {

cellId                     INTEGER(0..15),

routingInfo                RoutingInfo,

ratType                    RatType,

               aICH_Mode                  AICH_Mode
             }


	ASN.1 ASP Type Definition

	Type Name
	CPHY_AICH_AckModeSet_CNF

	PCO Type
	CSAP

	Comment
	To confirm setting of AICH Acknowledge Mode

	Type Definition

	SEQUENCE     {

cellId                     INTEGER(0..15),

routingInfo                RoutingInfo

             }


	ASN.1 Type Definition

	Type Name
	AICH_Mode

	Comment
	Normal operation: The AICH will operate as normal, and will acknowledge or negatively acknowledge on all UE RACH transmission attempts, appropriately.

No Acknowledge: The AICH shall not transmit acknowledge or Negative Acknowledge on all UE RACH transmission attempts.

Negative Acknowledge: The AICH shall transmit Negative Acknowledge on all UE RACH transmission attempts

	Type Definition

	ENUMERATED  {
             Normal (0),
             noAck  (1),
             negACK (2)
}
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