2

3GPP TSG T1Sig  #23                                                                           T1S-020256

Lund, Sweden

May 21th – 23th  2002

	

	Title
	LS regarding TSG-G5 change requests to test cases that are thought to be of interest to T1

	Source
	ETSI MCC

	To
	T1

	Document for
	Information

	Contact
	Lidia Salmeron
lidia.salmeron@etsi.fr


The following CRs were approved by GERAN#9 relating to GERAN test specifications. These CRs may also be of interest to TSG-T1 as there is a possibility that similar changes may be needed to T1 test specifications.

	TDoc
	Title

	GP-020532
	CR 51.010-1-620  Test cases 44.2.1.2.2 Combined GPRS attach / GPRS only attach accepted

	GP-020535
	CR 51.010-1-623  Test cases 44.2.3.3.3 Periodic routing area updating / no cell available / network mode I

	GP-020574
	CR 51.010-1-634  TC 44.2.3.2.3.3.2  + TC 44.2.1.2.2.3.2 - suppression of the test on the Detach Type for the latest Detach Request

	GP-020575
	CR 51.010-1-635  TC 44.2.3.1.5 – modification to allow GPRS detach or GSM detach first

	GP-020628
	CR 51.010-1-662  Correction to section 44.2.2.1.4 - GPRS detach / abnormal cases / GMM common procedure collision (Rel-4)

	GP-020632
	CR 51.010-1-666  Test case 44.2.3.2.7  :  Combined routing area updating / abnormal cases / attempt counter check / procedure timeout

	GP-020728
	CR 51.010-2-054  PICS update for GERAN to UTRAN Handover test cases

	GP-020896
	CR 51.010-1-711 Correction to sections 44.2.3.2.10

	GP-020903
	CR 51.010-1-718 Correction to sections 44.2.1.2.6; 44.2.3.2.1; 44.2.3.2.5;

	GP-021052
	CR 51.010-1-682  rev 1 Clause 40 - Timer tolerance for higher layer test cases

	GP-021053
	CR to TS 51.010-2-047 rev 1 Applicability Table B.1: Addition of test of short message type 0 (34.2.6)

	GP-021055
	CR 51.010-1-655  rev 1 Section 40.2.3 Default contents of Layer 2 messages

	GP-021056
	CR 51.010-1-721 rev 2  Section 40, GPRS default conditions, message contents and macros - addition of missing tables and rationalisation of ARFCN allocation

	GP-021057
	CR 51.010-1-726  rev 1 Section 40, GPRS default conditions, message contents and macros - editorial change: PCS column moved next to GSM700 and GSM850 columns

	GP-021058
	CR to TS 51.010-1-619  rev 1 section 34.2.6: Addition of test of short message type 0

	GP-021060
	CR 51.010-1-661 rev 1 Correction to section 44.2.1.2.2 - Combined GPRS attach / GPRS only attach accepted (Rel-4)

	GP-021061
	CR 51.010-1-699 rev 1 clause 44.2.2.1.9: Additonnal detail at step 8

	GP-021062
	CR 51.010-1-652 rev 2 #Routing area updating / abnormal cases / change of cell during routing area updating procedure

	GP-021063
	CR 51.010-1-653 rev 2  #GPRS attach / abnormal cases / change of cell into new routing area

	GP-021064
	CR 51.010-1-663 rev 1 Correction to section 44.2.3.2.3 - Combined routing area updating / RA only accepted (Rel-4)

	GP-021065
	CR 51.010-1-700 rev 1 clause 44.2.3.3.3; Periodic routing area update / no cell available / network mode I

	GP-021066
	CR to 51.010-1-729 Contradiction in test case 31.8.6.1 to core specification 3GPP TS 04.88

	GP-021182
	CR 51.010-1-654 rev 2 Corrections in section 40 GPRS default conditions, message contents and macros


These CRs are included with this liaison statement.
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