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8.2.3.19
Radio Bearer Release from CELL_DCH to URA_PCH: Success

8.2.3.19.1
Definition

8.2.3.19.2
Conformance requirement

The UE shall transmit a RADIO BEARER RELEASE COMPLETE message before it transits from CELL_DCH to URA_PCH when UE receives a RADIO BEARER RELEASE message. And then, the UE shall release radio access bearers according to the RADIO BEARER RELEASE message. 
Reference

3GPP TS 25.331 clause 8.2.2.

8.2.3.19.3
Test purpose

To confirm that the UE transmits a RADIO BEARER RELEASE COMPLETE before entering URA_PCH state after it received a RADIO BEARER RELEASE message and released its radio bearers. 
8.2.3.19.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108.

Test Procedure

The UE is in CELL_DCH state. The SS transmits a RADIO BEARER RELEASE message. The UE transmits a RADIO BEARER RELEASE COMPLETE message using AM RLC and enters into URA_PCH state. SS calls for generic procedure C.5 to check that UE is in URA_PCH state.
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	RADIO BEARER

RELEASE 
	

	2
	(
	RADIO BEARER

RELEASE COMPLETE
	The UE sends this message before it completes state transition.

	
	
	
	

	
	
	
	

	3
	((
	CALL C.5
	If the test result of C.5 indicates that UE is in URA_PCH state, the test passes, otherwise it fails.


Specific Message Contents

RADIO BEARER RELEASE (Step 1) (FDD)

Use the same message sub-type titled "Packet to CELL_FACH from CELL_DCH in PS" in Annex A with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator
UTRAN DRX cycle length coefficient
	URA_PCH
3

	Downlink information for each radio link
	

	- Primary CPICH info
	

	- Primary scrambling code
	100


RADIO BEARER RELEASE (Step 1) (TDD)

	Information Element
	Value/remark

	RRC State Indicator
UTRAN DRX cycle length coefficient
	CELL_PCH
3

	Downlink information for each radio links
	

	        - Primary CCPCH info
	

	         -Cell parameters ID
	4




	
	

	





	






	
	

	
	


8.2.3.19.5
Test requirement

After step 1 the UE transmits a RADIO BEARER RELEASE COMPLETE message to the UE on uplink DCCH using AM RLC.

