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For a selected use of the configured TGPS, 25.331 assigns to UE a TGPS mask, as TGPS short list. The mask defines which configured TGPS shall be used at the next. For the similar purpose at the SS, the current ASP definition has contained an SS-specific ASN.1 definition, CompressedModeSetup. However, the definition is obsolete and may cause misleading.

It is proposed to replace CompressedModeSetup in the CphyRlModifyReq definition with Dpch-CompressedModeStatusInfo defined in 25.331, so that the same IE is used at the UE and the SS side, in order to change the TGPS short list for the measurement test.

	ASN.1 Type Definition

	Type Name
	CphyRlModifyReq

	Comment
	

	Type Definition

	SEQUENCE
{



activationTime




SS_ActivationTime,



physicalChannelInfo



CHOICE    {



dpch_CompressedModeStatusInfo


Dpch_CompressedModeStatusInfo,




secondaryCCPCHInfo


SecondaryCCPCHInfo,





pRACHInfo 




PRACHInfo,





dPCHInfo




DPCHInfo,




}
}


	

	
	

	
	

	

	






In 25.331:

DPCH-CompressedModeStatusInfo ::=
SEQUENCE {


tgps-Reconfiguration-CFN


TGPS-Reconfiguration-CFN,


tgp-SequenceShortList



SEQUENCE (SIZE (1..maxTGPS)) OF












TGP-SequenceShort

}

TGP-SequenceShort ::=



SEQUENCE {


tgpsi







TGPSI,


tgps-Status






CHOICE {



activate






SEQUENCE {




tgcfn







TGCFN



},



deactivate






NULL


}

}
