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Introduction
This document provides a summary of CRs to support 3.84 Mcps TDD and 1.28 Mcps TDD to be presented in T1/SIG meeting #25. 

This summary will be presented the first day of the Signalling meeting. The companies interested are asked to review in detail offline. If no objections are received the last day of T1 Signalling meeting, this group of CRs will be approved.
Contents
· For TS 34.108

T1S-020588
CR to TS34.108 R99 ; Section 5.1.2 Corrections of TDD test frequencies for signaling TCs Rel 99
Siemens

T1S-020589
CR to TS34.108 R99 ; Section 5.1.2 Corrections of TDD test frequencies for signaling TCs Rel 4
Siemens

· Deleting of tables for TDD test frequencies with references to ITU regions. 

· Inclusion of new tables, based in actual versions of TS34.122 and TS25.102

· For Rel 99 a table is included for TDD.

· For Rel4 two tables are included, one for 3.84 Mcps TDD option and one for 1.28 Mcps TDD option.

· For TS 34.123-1

T1S-020591
CR to TS34.123-1 R5; Section 6.1 Corrections and updates for Idle mode TCs (TDD) in a pure 3GPP environment
Siemens

· 6.1.1.1.4, 6.1.1.2.4, 6.1.1.4, 6.1.1.5, 6.1.1.6.4, 6.1.2.1.4, 6.1.2.2.4, 6.1.2.3.4, 6.1.2.4.4, 6.1.2.5.4, 6.1.2.6.4, 6.1.2.7.4, 6.1.2.8.4, Method of test: values for TDD updated according to TS 25.123,  (clause 9.1) range (-94...-50) and idle mode tolerances (clause 4.2)

· 6.1.1.3  Method of investigation: 

· correction in the step description. In k step, cell 2 is switched off.

· Unnecessary information is deleted

· 6.1.1.6.2
Conformance requirement included

· 6.1.1.6.4
Method of test: 

· Unnecessary information is deleted
· 6.1.1.7.4    Method of test: values included for TDD mode.

· 6.1.2.1.4  Test procedure:
· correction in Step i)
· Qrxlevmin changed to –79 to clarify the value for S negative.
T1S-020592
CR to TS34.123-1 R5; Section 6.2 Corrections and updates for Idle mode TCs (TDD) in a 2G/3G environment
Siemens

· Method of test: values for TDD updated according to TS 25.123,  (clause 9.1) range (-94...-50) and idle mode tolerancies (clause 4.2) in clauses 6.2.1.1, 6.2.1.1.4, 6.2.1.2...6.2.1.9, 6.2.2.3.4
T1S-020594
CR to TS 34.123-1 Rel 5  : Clarification of generic radio bearer test procedure for NB-TDD
Samsung

· The title of chap 18.1.1.1 is renamed to Generic radio beare test procedure for single RB configurations and the content is updated.
· Generic test procedure for testing multi-RB combinations and simultaneous signalling is added as new section 18.1.1.2
T1S-020595
CR to TS 34.123-1 Rel 5  : Addition of conversational/speech RB test cases to Chap 18 for NB-TDD
Samsung

· Conversational / speech / UL : 5.9 DL : 5.9 kbps/ CS RAB + UL : 3.4 DL : 3.4 kbps SRBS for DCCH is added as chap 18.1.2.9
· Conversational / speech / UL : 5.15 DL : 5.15 kbps/ CS RAB + UL : 1.7 DL : 1.7 kbps SRBS for DCCH is added as chap 18.1.2.10
· Conversational / speech / UL : 4.75 DL : 4.75 kbps/ CS RAB + UL : 1.7 DL : 1.7 kbps SRBS for DCCH is added as chap 18.1.2.11 
T1S-020596
CR to TS 34.123-1 Rel 5  : Addition of conversational/unknown RB test cases to chap 18 for NB-TDD 
Samsung

· Conversational / unknown / UL : 28.8 DL : 28.8 kbps/ CS RAB + UL : 3.4 DL : 3.4 kbps SRBS for DCCH is added as chap 18.1.2.12
· Conversational / unknown / UL : 64 DL : 64 kbps/ CS RAB + UL : 3.4 DL : 3.4 kbps SRBS for DCCH is added as chap 18.1.2.13
· Conversational / unknown / UL : 32 DL : 32 kbps/ CS RAB + UL : 3.4 DL : 3.4 kbps SRBS for DCCH is added as chap 18.1.2.14 
T1S-020597
CR to TS 34.123-1 Rel 5: Correction of the exsted RB test cases to chap 18 for NB-TDD 
Samsung

· Content for 18.1.2.1 stand-alone UL : 1.7 DL : 1.7 kbps SRBs for DCCH is updated
· Content for 18.1.2.2 stand-alone UL : 3.4 DL : 3.4 kbps SRBs for DCCH is updated

· Content for 18.1.2.3 stand-alone UL : 13.6 DL : 13.6 kbps SRBs for DCCH is updated
· Editorial Corrections are done in 18.1.2.4
· For TS 34.123-2


T1S-020609
CR to TS 34.123-2 Rel 5: Update of Applicability table according to new TDD TCs 
Samsung

· Inclusion of conditions and comments  for the new 6 TCs included for 1.28 Mcps TDD in TS34.123-1
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