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	Reason for change:
(

	1. Remove an obsolete comment in ASP definition

2. Add 3G->2G HO TTCN ASP definition on SRB2

3. Add several new Channel Id for the new RAB tests

4.. Add a new clause for the configuration of compressed mode in the SS.

5. Update the contents for ciphering and integrity configuration at the SS

	
	

	Summary of change:
(

	1. Update TrCH_LogicalChannelMapping IE in the ASP definition

TrCH_LogicalChannelMapping contains a comment which  is obsolete.

2. Add a TTCN ASP RLC_HandoverReq for sending HandoverFromUTRANCommand in 7.3.3.1
In order to send HandoverFromUTRANCommand specific requirements shall be met.

1> the GSM message directly follows the basic production; the final padding that results when PER encoding the abstract syntax value is removed prior to appending the GSM message.

2> the RRC message excluding the GSM part, does not contain a length determinant; there is no explicit parameter indicating the size of the included GSM message.

3> depending on need, final padding (all “0”s) is added to ensure the final result comprises a full number of octets
The requirements do not allow the use of the automatic ASN.1 compiler. A GSM Handover command as bit string is embedded in HadnoverFromUTRANCommand which is in turn PER encoded. The total bit string is generated manually and is sent in terms of this ASP.

3. New channel id or RAB id are assigned and updated in 8.2.2, 8.2.3 and 8.2.4, in order to create new RAB test cases.

4. A new clause 8.2.7 for compressed mode configuration is created to describe the procedures used for the SS. Basically, the TTCN will use two procedures.
1> The DPCH is firstly configured without compressed mode. The compressed mode will be configured by using CPHY_RL_Modify_REQ’ with ‘CphyRlModifyReq. PhysicalChannelInfo’. The compressed mode patterns can be acitivated at the same time, or later.

2> Activate and deactivate the configured compressed mode patterns by using CPHY_RL_Modify_REQ’ with ‘CphyRlModifyReq. PhysicalChannelInfo.
5. Update Ciphering and integrity configuration procedures at the SS in 8.5.2 and 8.5.3.

The procedures for switch on/off ciphering and integrity is specified based on the pixit paramters px_CipheringOnOff and px_IntegrityOnOff.

6. Update TSO and PIXIT definitions.
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	The 3G->2G HO, compressed mode and switching on/off security will not work correctly.
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	Affects R’99 and the Rel. above UE test cases.
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