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6.1.0b
Default System Information Block Messages
START OF MODIFICATIONS

Contents of System Information Block type 11 (FDD) 

This is the default message content of SIB 11 for cell 1.

See sub-clause 6.1.4 for the difference in message contents of System Information Block type 11 (FDD) for cell 2 to 8.

	- SIB12 indicator
	TRUE

	- FACH measurement occasion info
	Not Present

	- Measurement control system information
	

	 - Use of HCS
	Not used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	Not Present

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.2 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	    - Intra-frequency cell id
	3

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.3 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	    - Intra-frequency cell id
	7

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.7 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	    - Intra-frequency cell id
	8

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.8 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	   - Cell for measurement
	Not Present

	 - Intra-frequency measurement quantity
	

	  - Filter coefficient
	0

	  - Measurement quantity
	CPICH RSCP

	 - Intra-frequency reporting quantity for RACH Reporting
	Not Present

	 - Maximum number of reported cells on RACH
	Not Present

	 - Reporting information for state CELL_DCH
	

	  - Intra-frequency reporting quantity
	

	   - Reporting quantities for active set cells
	

	    - SFN-SFN observed time difference type
	No report

	    - Cell synchronisation information reporting indicator
	FALSE

	    - Cell identity reporting indicator
	TRUE

	    - CHOICE mode
	FDD

	     - CPICH Ec/N0 reporting indicator
	FALSE

	     - CPICH RSCP reporting indicator
	TRUE

	     - Pathloss reporting indicator
	FALSE

	   - Reporting quantities for monitored set cells
	

	    - SFN-SFN observed time difference type
	No report

	    - Cell synchronisation information reporting indicator
	TRUE

	    - Cell identity reporting indicator
	TRUE

	    - CHOICE mode
	FDD

	     - CPICH Ec/N0 reporting indicator
	FALSE

	     - CPICH RSCP reporting indicator
	TRUE

	     - Pathloss reporting indicator
	FALSE

	   - Reporting quantities for detected set cells
	Not Present

	  - Measurement reporting mode
	

	   - Measurement Report Transfer Mode
	Acknowledged mode RLC

	   - Periodic Reporting/Event Trigger Reporting Mode
	Event trigger

	  - CHOICE report criteria
	Intra-frequency measurement reporting criteria

	  - Intra-frequency measurement reporting criteria
	

	   - Parameters required for each event
	3 kinds

	    - Intra-frequency event identity
	1a

	    - Triggering condition 1
	Not Present

	    - Triggering condition 2
	Active set cells and monitored set cells

	    - Reporting Range Constant
	5dB

	    - Cells forbidden to affect Reporting range 
	Not Present

	    - W
	1.0

	    - Hysteresis
	0.0

	    - Threshold Used Frequency
	Not Present

	    - Reporting deactivation threshold
	2

	    - Replacement activation threshold
	Not Present

	    - Time to trigger
	640

	    - Amount of reporting
	4

	    - Reporting interval
	4000

	    - Reporting cell status
	

	     - CHOICE reported cell
	Report cell within active set and/or monitored set cells on used frequency

	     - Maximum number of reported cells
	3

	    - Intra-frequency event identity
	1b

	    - Triggering condition 1
	Active set cells and monitored set cells

	    - Triggering condition 2
	Not Present

	    - Reporting Range Constant
	5dB

	    - Cells forbidden to affect Reporting range 
	Not Present

	    - W
	1.0

	    - Hysteresis
	0.0

	    - Threshold Used Frequency
	Not Present

	    - Reporting deactivation threshold
	Not Present

	    - Replacement activation threshold
	Not Present

	    - Time to trigger
	640

	    - Amount of reporting
	Not Present

	    - Reporting interval
	Not Present

	    - Reporting cell status
	

	     - CHOICE reported cell
	Report cell within active set and/or monitored set cells on used frequency

	     - Maximum number of reported cells
	3

	    - Intra-frequency event identity
	1c

	    - Triggering condition 1
	Not Present

	    - Triggering condition 2
	Not Present

	    - Reporting Range Constant
	Not Present

	    - Cells forbidden to affect Reporting range 
	Not Present

	    - W
	Not Present

	    - Hysteresis
	0.0

	    - Threshold Used Frequency
	Not Present

	    - Reporting deactivation threshold
	Not Present

	    - Replacement activation threshold
	3

	    - Time to trigger
	640

	    - Amount of reporting
	4

	    - Reporting interval
	4000

	    - Reporting cell status
	

	     - CHOICE reported cell
	Report cell within active set and/or monitored set cells on used frequency

	     - Maximum number of reported cells
	3

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cells
	

	     - Inter frequency cell id
	4

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 4

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 4

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	      - CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Refer to clause titled "Default settings for cell No.4 (FDD)” in clause 6.1.4

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	     - Inter frequency cell id
	5

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 5

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 5

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	      - CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Refer to clause titled "Default settings for cell No.5 (FDD)” in clause 6.1.4

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	     - Inter frequency cell id
	6

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	      - CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Refer to clause titled "Default settings for cell No.6 (FDD)” in clause 6.1.4

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present

	- Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	Not Present

	- UE internal measurement system information
	Not Present


Contents of System Information Block type 11  (TDD)

	- SIB 12 Indicator
	TRUE

	- FACH measurement occasion info
	Not Present

	- Measurement control system information
	

	 - Use of HCS
	Not used

	 - Cell_selection_and_reselection_quality_-measure
	(no data)

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity 
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN Indicator
	TRUE

	     - CHOICE mode
	TDD

	      - Primary CCPCH info
	

	       - Cell parameters ID
	Reference clause 6.1 Default settings for cell

	      - Primary CCPCH TX power
	Not Present

	     - Timeslot list
	Not Present

	        - Timeslot number
	Not Present

	         - Burst type
	Not Present

	     - Cell Selection and Re-selection info 
	Not Present

	    - Cell for measurement
	Not Present

	  - Intra-frequency measurement quantity
	

	   - Filter coefficient
	0

	   - CHOICE mode
	TDD

	    - Measurement quantity list
	

	       - Measurement quantity
	P-CCPCH RSCP

	  - Intra-frequency reporting quantity for RACH Reporting
	Not Present

	  - Maximum number of reported cells on RACH
	Not Present

	  - Reporting information for state CELL_DCH
	

	   - Intra-frequency reporting quantity
	

	    - Reporting quantities for active set cells
	

	     - SFN-SFN observed time difference    reporting indicator
	No report

	     - Cell synchronisation information reporting indicator
	TRUE

	     - Cell identity reporting indicator
	TRUE

	     - CHOICE mode
	TDD

	      - Timeslot ISCP reporting indicator
	FALSE

	      - Proposed TSGN reporting required
	FALSE

	      - P-CCPCH RSCP reporting indicator
	TRUE

	      - Pathloss reporting indicator
	FALSE

	    - Reporting quantities for monitored set cells
	

	     - SFN-SFN observed time difference reporting indicator
	No report

	     - Cell synchronisation information reporting indicator
	FALSE

	     - Cell identity reporting indicator
	TRUE

	     - CHOICE mode
	TDD

	      - Timeslot ISCP reporting indicator
	FALSE

	      - Proposal TSGN reporting required
	FALSE

	      - P-CCPCH RSCP reporting indicator
	TRUE

	      - Pathloss reporting indicator
	FALSE

	    - Reporting quantities for detected set cells
	Not Present

	  - Measurement reporting mode
	

	   - Measurement Report Transfer Mode
	Acknowledged mode RLC

	    - Periodical Reporting / Event Trigger Reporting Mode
	Event trigger

	  -CHOICE report criteria
	

	   - Intra-frequency measurement reporting criteria
	

	    - Parameters required for each event
	

	     - Intra-frequency event identity
	1g

	     - Triggering condition1
	Not Present

	     - Triggering condition2
	Not Present

	     - Reporting Range
	Not Present

	     - cells forbidden to affect reporting range 
	Not Present

	     - W(optional in case of 1a,1b)
	Not Present

	    - Hysteresis 
	0.0

	     - Threshold used frequency 
	Not Present

	     - Reporting deactivation threshold
	3

	    - Replacement activation threshold 
	Not Present

	     - Time to trigger
	640

	     - Amount of reporting
	4

	    - Reporting interval
	4000

	     - Reporting cell status
	

	      - CHOICE reported cells
	Report cell within active set and/or monitored cells on used frequency 

	      - Maximum number of reported cells
	3

	 - Inter-frequency measurement system information
	Not Present

	- Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	Not Present

	- UE internal measurement system information
	Not Present


Contents of System Information Block type 12 in connected mode (FDD) 
This is the default message content of SIB 12 for cell 1.
See sub-clause 6.1.4 for the difference in message contents of System Information Block type 12 (FDD) for cell 2 to 8.
	- FACH measurement occasion info
	Not Present

	- Measurement control system information
	

	 - Use of HCS
	Not used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	    - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.2 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	    - Intra-frequency cell id
	3

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.3 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	    - Intra-frequency cell id
	7

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.7 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	    - Intra-frequency cell id
	8

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.8 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	   - Cell for measurement
	Not Present

	 - Intra-frequency measurement quantity
	

	  - Filter coefficient
	0

	  - Measurement quantity
	CPICH RSCP

	 - Intra-frequency reporting quantity for RACH Reporting
	Not Present

	 - Maximum number of reported cells on RACH
	Not Present

	 - Reporting information for state CELL_DCH
	

	  - Intra-frequency reporting quantity
	

	   - Reporting quantities for active set cells
	

	    - SFN-SFN observed time difference type
	No report

	    - Cell synchronisation information reporting indicator
	FALSE

	    - Cell identity reporting indicator
	TRUE

	    - CHOICE mode
	FDD

	     - CPICH Ec/N0 reporting indicator
	FALSE

	     - CPICH RSCP reporting indicator
	TRUE

	     - Pathloss reporting indicator
	FALSE

	   - Reporting quantities for monitored set cells
	

	    - SFN-SFN observed time difference type
	No report

	    - Cell synchronisation information reporting indicator
	TRUE

	    - Cell identity reporting indicator
	TRUE

	    - CHOICE mode
	FDD

	     - CPICH Ec/N0 reporting indicator
	FALSE

	     - CPICH RSCP reporting indicator
	TRUE

	     - Pathloss reporting indicator
	FALSE

	   - Reporting quantities for detected set cells
	Not Present

	  - Measurement reporting mode
	

	   - Measurement Report Transfer Mode
	Acknowledged mode RLC

	   - Periodic Reporting/Event Trigger Reporting Mode
	Event trigger

	  - CHOICE report criteria
	Intra-frequency measurement reporting criteria

	  - Intra-frequency measurement reporting criteria
	

	   - Parameters required for each event
	3 kinds

	    - Intra-frequency event identity
	1a

	    - Triggering condition 1 
	Not Present

	    - Triggering condition 2
	Active set cells and monitored set cells

	    - Reporting Range Constant
	5dB

	    - Cells forbidden to affect reporting range
	Not Present

	    - W
	1.0

	    - Hysteresis
	0.0

	    - Threshold Used Frequency
	Not Present

	    - Reporting deactivation threshold
	2

	    - Replacement activation threshold
	Not Present

	    - Time to trigger
	640

	    - Amount of reporting
	4

	    - Reporting interval
	0

	    - Reporting cell status
	

	     - CHOICE reported cell
	Report cell Within active set and/or monitored set cells on used frequency 

	     - Maximum number of reported cells 
	3

	    - Intra-frequency event identity
	1b

	    - Triggering condition 1
	Active set cells and monitored set cells

	    - Triggering condition 2
	Not Present

	    - Reporting Range Constant
	5dB

	    - Cells forbidden to affect Reporting range 
	Not Present

	    - W
	1.0

	    - Hysteresis
	0.0

	    - Threshold Used Frequency
	Not Present

	    - Reporting deactivation threshold
	Not Present

	    - Replacement activation threshold
	Not Present

	    - Time to trigger
	640

	    - Amount of reporting
	Not Present

	    - Reporting interval
	Not Present

	    - Reporting cell status
	

	     - CHOICE reported cell
	Report cell within active set and/or monitored set cells on used frequency

	     - Maximum number of reported cells
	3

	    - Intra-frequency event identity
	1c

	    - Triggering condition 1
	Not Present

	    - Triggering condition 2
	Not Present

	    - Reporting Range Constant
	Not Present

	    - Cells forbidden to affect Reporting range 
	Not Present

	    - W
	Not Present

	    - Hysteresis
	0.0

	    - Threshold Used Frequency
	Not Present

	    - Reporting deactivation threshold
	Not Present

	    - Replacement activation threshold
	3

	    - Time to trigger
	640

	    - Amount of reporting
	4

	    - Reporting interval
	4000

	    - Reporting cell status
	

	     - CHOICE reported cell
	Report cell within active set and/or monitored set cells on used frequency

	     - Maximum number of reported cells
	3

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cells
	

	     - Inter frequency cell id
	4

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 4

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 4

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	      - CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Refer to clause titled "Default settings for cell No.4 (FDD)” in clause 6.1.4

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	     - Inter frequency cell id
	5

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 5

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 5

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	      - CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Refer to clause titled "Default settings for cell No.5 (FDD)” in clause 6.1.4

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	     - Inter frequency cell id
	6

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	      - CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Refer to clause titled "Default settings for cell No.6 (FDD)” in clause 6.1.4

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present

	- Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	Not Present

	- UE internal measurement system information
	Not Present


Contents of System Information Block type 12 in connected mode (similar to SIB type11)  (TDD)

	- FACH measurement occasion info
	Not Present

	- Measurement control system information
	

	 - Use of HCS
	Not used

	 - Cell_selection_and_reselection_quality_-measure
	(no data)

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity 
	1

	  - Intra-frequency measurement quantity
	

	   - Filter coefficient
	0

	   - CHOICE mode
	TDD

	    - Measurement list
	

	       - Measurement quantity
	P-CCPCH RSCP

	  - Intra-frequency reporting quantity for RACH Reporting
	Not Present

	 - Maximum number of reported cells on RACH
	No report

	  - Reporting information for state CELL_DCH
	

	   - Intra-frequency reporting quantity
	

	    - Reporting quantities for active set cells
	

	    - SFN-SFN observed time difference    reporting indicator
	No report

	    - Cell synchronisation information reporting indicator
	TRUE

	    - Cell identity reporting indicator
	TRUE

	    - CHOICE mode
	TDD

	     - Timeslot ISCP reporting indicator
	FALSE

	     - Proposed TSGN reporting required
	FALSE

	     - P-CCPCH RSCP reporting indicator
	TRUE

	     - Pathloss reporting indicator
	FALSE

	    - Reporting quantities for monitored set cells
	

	     - SFN-SFN observed time difference reporting indicator
	No report

	     - Cell synchronisation information reporting indicator
	FALSE

	     - Cell identity reporting indicator
	TRUE

	     - CHOICE mode
	TDD

	      - Timeslot ISCP reporting indicator
	FALSE

	      - Proposal TSGN reporting required
	FALSE

	      - P-CCPCH RSCP reporting indicator
	TRUE

	      - Pathloss reporting indicator
	FALSE

	     - Reporting quantities for detected set cells
	Not Present

	  - Measurement reporting mode
	

	   - Measurement Report Transfer Mode
	Acknowledged mode RLC

	   - Periodical Reporting / Event Trigger Reporting Mode
	Event trigger

	  -CHOICE report criteria
	

	   - Intra-frequency measurement reporting criteria
	

	    - Parameters required for each event
	

	     - Intra-frequency event identity
	1g

	     - Triggering condition1
	Not Present

	     - Triggering condition2
	Not Present

	     - Reporting Range
	Not Present

	     - cells forbidden to affect reporting range 
	Not Present

	     - W(optional in case of 1a,1b)
	Not Present

	     - Hysteresis 
	0.0

	     - Threshold used frequency 
	Not Present

	     - Reporting deactivation threshold
	3

	     - Replacement activation threshold 
	Not Present

	     - Time to trigger
	640

	     - Amount of reporting
	4

	     - Reporting interval
	4000

	     - Reporting cell status
	

	      - CHOICE reported cells
	Report cell within active set and/or monitored cells on used frequency 

	      - Maximum number of reported cells
	3

	 - Inter-frequency measurement system information
	Not Present

	- Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	Not Present

	- UE internal measurement system information
	Not Present


END OF MODIFICATIONS
6.1.4
Default parameters for 1 to 8 cell environments
START OF MODIFICATIONS

Default settings for cell No.1 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	100


Contents of System Information Block type 11 (FDD)
See sub-clause 6.1.0b for contents of System Information Block type 11 (FDD) for cell 1.

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Contents of System Information Block type 12 in connected mode (FDD)
See sub-clause 6.1.0b for contents of System Information Block type 12 (FDD) for cell 1.
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Default settings for cell No.1 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	0


Cell No.2

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.2 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0010B

	URA identity
	0000 0000 0000 0001B


Default settings for cell No.2 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	150


Contents of System Information Block type 11 (FDD)

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.2 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	Not Present

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Contents of System Information Block type 12 in connected mode (FDD)

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Default settings for cell No.2 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	4


Cell No.3

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.3 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0011B

	URA identity
	0000 0000 0000 0010B


Default settings for cell No.3 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	200


Contents of System Information Block type 11 (FDD)

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	    - Intra-frequency cell id
	3

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.3 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	Not Present

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Contents of System Information Block type 12 in connected mode (FDD)

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Default settings for cell No.3 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	8


Cell No.4

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.4 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0100B

	URA identity
	0000 0000 0000 0010B


Default settings for cell No.4 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	250


Contents of System Information Block type 11 (FDD)

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	4

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.4 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	Not Present

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	    - Intra-frequency cell id
	5

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.5 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	    - Intra-frequency cell id
	6

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.6 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	   - Cell for measurement
	Not Present

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cells
	

	    - Inter-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	    - Inter-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.2 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	    - Inter-frequency cell id
	3

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.3 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	    - Inter-frequency cell id
	7

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.7 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	    - Inter-frequency cell id
	8

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.8 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	   - Cell for measurement
	Not Present


Contents of System Information Block type 12 in connected mode (FDD)

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	   - New intra-frequency cells
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	    - Intra-frequency cell id
	5

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.5 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	    - Intra-frequency cell id
	6

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.6 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	   - Cell for measurement
	Not Present

	- Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cells
	

	    - Inter-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	    - Inter-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.2 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	Not Present

	    - Inter-frequency cell id
	3

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.3 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	    - Inter-frequency cell id
	7

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.7 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	    - Inter-frequency cell id
	8

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.8 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	   - Cell for measurement
	Not Present


Default settings for cell No.4 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	12


Cell No.5

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.5 are identical to those of cell No.4 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0101B

	URA identity
	0000 0000 0000 0011B


Default settings for cell No.5 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	300


Contents of System Information Block type 11 (FDD)

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	    - Intra-frequency cell id
	5

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.5 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	Not Present

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	    - Intra-frequency cell id
	4

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.4 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Contents of System Information Block type 12 in connected mode (FDD)

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	    - Intra-frequency cell id
	4

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.4 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Default settings for cell No.5 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	114


Cell No.6

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.6 are identical to those of cell No.4 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0110B

	URA identity
	0000 0000 0000 0011B


Default settings for cell No.6 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	350


Contents of System Information Block type 11 (FDD)

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	    - Intra-frequency cell id
	6

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.6 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	Not Present

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	    - Intra-frequency cell id
	4

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.4 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Contents of System Information Block type 12 in connected mode (FDD)

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	    - Intra-frequency cell id
	4

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.4 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Default settings for cell No.6 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	119


Cell No.7

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.7 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0111B

	URA identity
	0000 0000 0000 0100B


Default settings for cell No.7 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	400


Contents of System Information Block type 11 (FDD)

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	    - Intra-frequency cell id
	7

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.7 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	Not Present

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Contents of System Information Block type 12 in connected mode (FDD)

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Default settings for cell No.7 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	123


Cell No.8

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.8 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 1000B

	URA identity
	0000 0000 0000 0100B


Default settings for cell No.8 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	450


Contents of System Information Block type 11 (FDD)

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	    - Intra-frequency cell id
	8

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.8 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	Not Present

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	
	


Contents of System Information Block type 12 in connected mode (FDD)

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	Reference to table 6.1.1

	        - Qrxlevmin
	Reference to table 6.1.1

	
	


Default settings for cell No.8 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	127


END OF MODIFICATIONS
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