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9.5.7.2
MM connection / abortion by the network / cause not equal to #6

9.5.7.2.1
Definition

9.5.7.2.2
Conformance requirement

At the receipt of the ABORT message the mobile station shall abort any MM connection establishment or call re-establishment procedure and release all MM connections (if any). If cause value #6 is received the mobile station shall delete any TMSI, LAI and ciphering key sequence number stored in the USIM, set the update status to ROAMING NOT ALLOWED (and store it in the USIM according to TS 24.008 clause 4.1.2.2) and consider the USIM invalid until switch off or the USIM is removed. As a consequence the mobile station enters state MM IDLE, substate NO IMSI after the release of the RR connection.

The mobile station shall then wait for the network to release the RR connection - see TS 24.008 clause 4.5.3.1.
Reference(s)

TS 24.008 clause 4.3.5.

9.5.7.2.3
Test purpose

To check that when multiple MM connections are established, the UE releases all MM connections upon reception of an ABORT message, in the case when the two MM connections are established for a mobile terminating call and a non call related supplementary service operation.
To check that the TMSI is not deleted from UE after reseption of ABORT message with cause another than #6.
9.5.7.2.4
Method of test

Initial Conditions

-
System Simulator:

· 1 cell, default parameters.

· T3212 is set to 6 minutes.

-
User Equipment:

-
the UE is in state U10 of a mobile terminating call.

Related ICS/IXIT Statement(s)

The UE supports a non call related supplementary service operation during an active call Yes/No.

Test procedure

A non call related supplementary service operation is attempted at the UE. Upon reception of the REGISTER message, the SS sends an ABORT message with cause # 17. The SS waits for 5 s. The UE shall not send any layer 3 message. The SS releases the RRC connection. The UE shall perform periodic location updating 6 minutes after the SS releases the RRC connection. TMSI shall be used as Mobile Identity in LOCATION UPDATING REQUEST message. 
Expected Sequence

This procedure is performed if the UE supports non call related supplementary service operation.

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	A non call related supplementary service operation is attempted at the UE.

	2
	
	Void
	

	3
	
	Void
	

	4
	
	
Void
	

	5
	(
	CM SERVICE REQUEST
	The SS verifies that the IE " CM service type" in the received CM SERVICE REQUEST is set to “Supplementary service activation”. 

	6
	(
	CM SERVICE ACCEPT
	

	7
	(
	REGISTER
	

	8
	(
	ABORT
	"reject cause" = #17.

	9
	SS
	Void
	The SS waits for 5 seconds.The UE shall not send any layer 3 message during that time.

	9a
	
	Void
	

	10
	
	Void
	

	11
	SS
	Void
	The UE indicates the signalling connection release. The SS releases the RRC connection.

	12
	
	Void

	

	13
	SS
	
	The SS verifies that the IE "Establishment cause" in the received RRC CONNECTION REQUEST is set to "Registration".This message shall be sent by the UE between 5 minutes 45s and 6 minutes 15s after step 11.

	14
	(
	LOCATION UPDATING REQUEST
	"Location updating type" = periodic updating, "Mobile Identity" = TMSI

	15
	(
	LOCATION UPDATING ACCEPT
	"Mobile identity" = TMSI.

	16
	SS
	
	The SS releases the RRC connection.


Specific message contents

None.

9.5.7.2.5
Test requirement

After step 8 the UE shall release all MM connections. 

After step 12 the UE shall perform periodic location updating with TMSI used as Mobile Identity.
<End of modified section>
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