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MCC task 160 and Motorola
A number of comments on the InterRat ASP were received. Based on these comments, the proposed changes to 34.123-3, V151 are included in this documents.

Summary of major changes

1. Paging message sending ASP is separated to three ASP's

· G_L2_Paging_REQ
when the UE/MS is in idle mode or is in GPRS attached mode but the UE/MS not supporting SPLIT_PG_CYCLE on CCCH and PCCCH is absent

· G_RLC_ControlMsg_REQ
when the UE/MS is in GPRS attached mode and PCCCH is present, the UE/MS supports TS 45.002 clause 6.5.6.(pagingGroup and pagingMode added to this ASP for supporting paging message sending)

· G_L2_PagingGPRS_REQ
when the UE/MS is in GPRS attached mode and PCCCH is absent, the UE/MS supports SPLIT_PG_CYCLE on CCCH. (new ASP)

2. Change the approach to configure multislot connection

- previous approach is: first create several basic physical channels by multiple calling of G_CL1_BasicPhyCh_REQ then call G_CL1_CreateMultiSlotConfig_REQ to associate these basic physical channel together to form a multislot connection


- the approach is changed to: first create one basic physical channel by G_CL1_BasicPhyCh_REQ then call G_CL1_CreateMultiSlotConfig_REQ to allocate several slots to the basic physical channel to form a multislot connection. the G_CL1_CreateMultiSlotConfig_REQ is redefined.

3. add ASP's to create/delete RLC/MAC entity, LLC entity
4. add ASP's to control interaction between SM and SNDCP
6.10
Multi-RAT Handover Test Model

6.10.1
Overview

The test model is shown in figure 1. The SS in the model consists of UTRAN emulation part and GERAN emulation part, GERAN emulation part includes protocol emulation modules for GSM CS services and protocol emulation modules for GPRS service. Protocol stack L1 (GERAN), L2 is for GSM CS service function emulation, protocol stack L1, RLC/MAC, LLC, SNDCP is for GPRS service function emulation. SNDCP emulation model and relevant PCO's can be removed if "traffic channel gets through" is not tested.

L1 (GERAN) provides necessary physical layer functionality for both GSM and GPRS. A control PCO and a set of ASP's are defined for configuring and controlling its protocol behaviour required in the test cases. L1 (GERAN) provides services to L2 and RLC/MAC emulation modules, the interfaces between them are not specified in this test model, it is implementation dependent and shall follow the relevant GSM and GPRS specifications.

L2 emulates necessary GSM L2 protocol functionality used in testing. A data PCO and a set of ASP's are defined for this module and used for transmitting and receiving layer 3 signalling messages and user data. The definition of the PCO and these ASP's are based on the logical channel concept of GSM specification. A control PCO and related ASP's are also defined for L2, they are used to introduce abnormal layer 2 behaviour required by the test purposes.

RLC/MAC is emulation module for GPRS Radio Link Control/Medium Access Control protocol. Two PCO's and related ASP's are defined for the module. Control PCO is used to set TBF and assign physical resources to it, actual physical resources (packet channels) are created by L1 (GERAN) ASP's beforehand. Data PCO is for transmitting and receiving RLC control messages (RLC control block). Before any RLC data or control block, except RLC control block on PCCCH or PRACH, or PBCCH, is sent (or received) a proper TBF shall be configured. In addition RLC/MAC module provides service to LLC emulation module, the interface between them is determined by implementation and shall be compliant with relevant core specification.

LLC performs GPRS Logical Link Control protocol emulation. Its data PCO and ASP's are used for exchange GMM signalling messages between TTCN and the UE under test. The current defined ASP's on control PCO are subset of the primitives defined in core specification, they are used to assign, un-assign TLLI and ciphering parameters, or get status report.

6.10.2
ASP function description

6.10.2.1
Identities

-
Within the SS, a cell is identified by cell identifier (cellId), which is of TTCN type CellId (INTEGER).

-
Within a cell, a basic physical channel is identified by physical channel identifier (physicalChId), which is of TTCN type PhysicalChId (INTEGER), In multislot configuration a basic physical channel is identified by physical channel identifier (physicalChId) and timeslot, which is of TTCN type TN(INTEGER).
-
Within a physical channel, logical channel is identified by logical channel type (g_LogicChType), which is of TTCN type G_LogicChType (INTEGER). When multiple logical channels of same type are carried by (mapped to) the same basic physical channel, they are differentiated by sub-channel number (subChannel), which is of TTCN type SubChannelNumber (INTEGER).

-
At the top boundary of L2 emulation module two service access points (SAP) are available, they are identified by SAPI. SAPI=3 is used for short message service; SAPI=0 is used for L3 signalling messages and user data.

Example:

If G_L2_DATA_REQ ASP has the following parameter setting:

-
cellId = tsc_CellA;

-
sAPI = tsc_SAPI_0;

-
physicalChId = tsc_PhyCh0;

-
g_LogicChType = tsc_SDCCH4; and

-
sunChannel = tsc_SubChannel1;

it sends PDU on the SDCCH4(1) logical channel which is carried by the physical channel tsc_PhyCh0 in cell A.

6.10.2.2
Cell configuration and control

In GSM each base station has a base station identity code BSIC, it consists of network colour code and base station colour code  (NCC + BCC). BSIC is continuously broadcasted on the SCH channel, and it shall be used as the training sequence code for broadcast and common control channels.

In the test model the function of G_CL1_CreateCell_REQ ASP is to create a cell and pass parameter BSIC to it. This ASP establishes the cell identifier which shall be used in the ASP's related to this cell.

This is the first step to configure L1 (GERAN) emulation module of the SS.

6.10.2.3
L1 (GERAN) configuration and control

Configuration and control functions identified for L1 (GERAN) of a cell are:

-
creation of basic physical channels;

-
creation of multislot configuration;

-
release of basic physical channel;

-
modifications of channel mode, ciphering parameters and transmission power level;

-
reporting of L1 header of SACCH channel;

-
pickup a frame in near future, which can carry L3 message.

6.10.2.3.1
Basic physical channel configuration

A basic physical channel uses a combination of frequency and time domain resources, therefore, the definition of a particular basic physical channel consists of a description in the frequency domain and a description in the time domain. In time domain the resource is called Time Slot, there are 8 time slots in one frame, numbered from 0 to 7. In frequency domain a basic physical channel may use only one frequency or may use multiple frequencies in frequency hopping.

Basic physical channel carrying FCCH + SCH + BCCH + CCCH (PCH, AGCH, RACH) or FCCH + SCH + BCCH + CCCH + SDCCH4 logical channels shall be located in time slot 0, and uses single frequency (non-hopping). The basic physical channel carrying additional BCCH, CCCH (PCH, AGCH, RACH) logical channels shall be located in time slot 2, 4, 6 and uses the same single frequency as the frequency used by the physical channel carrying FCCH, SCH.

GSM specification defines 24 permitted combinations of different logical channels, which can be mapped on to a basic physical channel. The combination defines which logical channels are carried by a basic physical channel, and it is also an indication of which modulation (GMSK or 8PSK) is used for the basic physical channel.

Training sequence code (TSC) is another parameter needed by physical channel. Common control and broadcast channel have to use BCC as its TSC.

Dedicated control channel and dedicated traffic channel need more parameters to configure. Parameter "Channel Mode" is needed to specify channel coding (therefore the user data rate). Ciphering related parameters are required to define the ciphering behaviour of the channel.

Common control channels need parameters to configure where in the 51-multiframe paging and access grant blocks are located.

Transmission power level is provided as per physical channel parameter, power level of each physical channel can be controlled independently.

The function of ASP G_CL1_CreateBasicPhyCh_REQ is to create a basic physical channel which has the required property defined by all the parameters mentioned above.

In the process of L1 (GERAN) configuration, calling the ASP is the next step after calling G_CL1_CreateCell_REQ.

6.10.2.3.2
Multislot configuration for circuit or packet switched channels

Multislot configuration for circuit switched connection consists of multiple circuit switched traffic channels, in L1 point of view these traffic channels are independent basic physical channels with the same frequency parameters (ARFCN or MA, MAIO, HSN) and the same training sequence code but located in different time slots, one of the basic physical channels is the main channel of the configuration carrying the main signalling (FACCH, SACCH, IACCH) for the configuration. The main channel shall be bi-directional channel and with channelCombanition TCH/F+FACCH/F+SACCH/M or E-TCH/F+E-IACCH/F+E-FACCH/F+E-SACCH/M. When transmitting user data (not signalling message) stream is divided into substreams, each substream is transmitted independently on a channel in the configuration. At the receiving side all substreams are combined back to user stream.

In the test model, a multislot for circuit switched connection configuration is  created with two ASP calls, first G_L1_CreatedBasicPhyCh_REQ is called to establish the main channel, then  G_L1_CreateMultiSlotConfig_REQ is called to allocate more time slots to the channel established by first ASP call the substream of the multislot configuration is referenced by the physicalChId and timeslot.
Multislot configuration for packet switched connection consists of multiple PDCH’s which can carry PDTCH/U’s or PDTCH/D’s. All these PDCH’s use the same frequency parameters (ARFCN or MA, MAIO, HSN) and the same training sequence code but are located in different time slots.

In the test model, a multislot for packet switched connection configuration is created with two ASP calls, first G_L1_CreatedBasicPhyCh_REQ is called to establish the first PDCH channel, then  G_L1_CreateMultiSlotConfig_REQ is called to allocate more time slots to the channel established by first ASP call. All data ASP on packet data channel use physicalChId and timeslot to address the physical channel.
6.10.2.3.3
Frame in the near future

ASP G_CL1_ComingFN_REQ is defined to request L1 (GERAN) return the reduced frame number (FN modulo 42432) which is far enough in the future from current frame number and is able to carry L3 message on the specified channel. "far enough" means that there is enough time left for TTCN to prepare a L3 message to be sent on that frame.

6.10.2.3.4
L1 header

The layer 1 header of SACCH from UE to network carries information of timing advance and UE uplink transmission power level, verifying L1 header contents is required in some test cases, ASP G_CL1_L1Header_REQ and G_CL1_L1Header_CNF are defined for fulfilling this requirement. When creating a dedicated channel the initial SACCH header is set to the values in powerLevel and timingAdvance fields of DedCH_Info.
6.10.2.4
L2 configuration and control

For normal operation there is no parameter configurable in L2. Some abnormal L2 behaviours are required in test cases. In the test model two ASP's are currently defined to introduce abnormal L2 behaviour.

6.10.2.4.1
Don't respond to some handover access bursts

In non-synchronized handover procedure UE/MS, having received handover command, sends handover access bursts on the target channel repeatedly till it receives PHYSICAL INFORMATION message from network or T3124 times out. Normally network replies PHYSICAL INFORMATION as soon as it receives handover access burst. Some test cases require that the SS ignores several incoming handover access bursts then responses to the one that follows. ASP G_CL2_HoldPhyInfo_REQ is defined for fulfilling this requirement. It is used together with and before a data ASP sending PHYSICAL INFORMATION message. When SS receives the G_CL2_HoldPhyInfo_REQ, it does not transmit the PHYSICAL INFORMATION message until n handover access bursts have been received.

6.10.2.4.1
No UA reply to SABM

GSM L2 protocol is adapted from LAPD (HDLC subset). The multiframe operation mode is established through exchange of supervisory frame SABM and unnumbered frame UA between peer entities, and SABM is always sent by UE/MS, UA is always sent by network. UE/MS will repeatedly transmit SABM till it receives UA or retransmission counter is reached. Some handover test cases require that the SS does not response to the incoming SABM, so handover fails. G_CL2_NoUAforSABM_REQ is used for such purpose, it commands the SS not to send UA response to the UE when SABM is received.

6.10.2.5
System Information sending

There are 17 different SYSTEM INFORMATION messages on BCCH and 4 different SYSTEM INFORMATION messages on SACCH defined for circuit switched services in GSM specification. In a particular test case not all of them are required. SYSTEM INFORMATION messages on BCCH shall be broadcasted periodically by the SS, SYSTEM INFORMATION TYPE 5, 6 and optionally 5bis and 5ter messages shall be sent on SACCH by the SS when nothing else has to be sent on that channel.

G_L2_SYSINFO_REQ is defined to deliver a SYSTEM INFORMATION message and its type SysInfoType to the SS, SS shall store the SYSTEM INFORMATION and transmit it periodically according to the scheduling rules specified in 3GPP TS 45.002 clause 6.3.1.3. SYSTEM INFORMATION message newly delivered shall override the same type SYSTEM IFORMATION message previously stored in the SS.

SYSTEM INFORMATION message type 18, 19, 20 are scheduled by scheduling information in SYSTEM INFORMATION type 9. ASP for scheduling these messages has not been defined yet because these messages are not required in current test cases.

6.10.2.6
Paging

Paging message for a particular UE/MS shall be sent on the right CCCH_GROUP (or PCCCH_GROUP) and PAGING_GROUP which are determined by IMSI of the UE/MS and other parameters. 
In the test model TTCN code is responsible to calculate the value of CCCH_GROUP (or PCCCH_GROUP) and the value of PAGING_GROUP.

TTCN selects the right channel according to the value of CCCH_GROUP (or PCCCH_GROUP), then PAGING REQUEST message and the value of PAGING_GROUP are passed to the SS by using ASP G_L2_Paging_REQ (for UE/MS in idle mode or the UE/MS not supporting  SPLIT_PG_CYCLE on CCCH when it is in GPRS attached mode and PCCCH is absent) or G_RLC_ControlMsg_REQ (for the UE/MS supporting  TS 45.002 clause 6.5.6 when it is in GPRS attached mode and PCCCH is present ). 

The SS shall determine the position where the paging block is located using the value PAGING_GROUP, other CCCH (or PCCCH) parameters configured by G_CL1_CreateBasicPhyCH_REQ, then send the PAGING REQUEST message according the parameter pagingMode in the ASP:

-
send the message on the paging block determined by PAGING_GROUP if pagingMode = "normal paging";

-
send the message on the paging block determined by PAGING_GROUP and the "next but one" position on the PCH or in the third block period on PCCCH where  paging may occur (PPCH) if pagingMode = "extended paging";

-
send the message on all paging blocks if pagingMode ="paging reorganization".
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Figure 1: The model of multi-RAT handover testing

7.3.4
GERAN PCO and ASP definitions

7.3.4.1
PCO Type definitions

7.3.4.1.1
PCO type for data transmission and reception in GERAN

Table 1: Declaration of the G_DSAP PCO Type

	PCO Type Definition

	PCO Type
	G_DSAP

	Role
	LT

	Comment
	DATA transmission and reception


7.3.4.1.2
PCO type for configuration and control in GERAN

Table 2: Declaration of the G_CSAP PCO Type

	PCO Type Definition

	PCO Type
	G_CSAP

	Role
	LT

	Comment
	Transmission and reception of control primitives 


7.3.4.2
PCO definitions

7.3.4.2.1
PCOs for data transmission and reception in GERAN

7.3.4.2.1.1
PCO for data transmission and reception through GERAN L2

Table 3: Declaration of G_L2 PCO 

	PCO Type Definition

	PCO Name
	G_L2

	PCO Type
	G_DSAP

	Role
	LT

	Comment
	Control and observation point of GERAN L3 messages and user data


7.3.4.2.1.2
PCO for data transmission and reception through GPRS RLC

Table 4: Declaration of G_RLC PCO
	PCO Type Definition

	PCO Name
	G_RLC

	PCO Type
	G_DSAP

	Role
	LT

	Comment
	Control and observation point of GPRS GRR signalling messages


7.3.4.2.1.3
PCO for data transmission and reception through GPRS LLC

Table 5: Declaration of LLC PCO
	PCO Type Definition

	PCO Name
	G_LLC

	PCO Type
	G_DSAP

	Role
	LT

	Comment
	Control and observation point of GPRS GMM signalling messages


7.3.4.2.1.4
PCO for data transmission and reception through GPRS SNDCP

Table 6: Declaration of SNDCP PCO
	PCO Type Definition

	PCO Name
	G_SNDCP

	PCO Type
	G_DSAP

	Role
	LT

	Comment
	Control and observation point of GPRS user packet data


7.3.4.2.2
PCOs for control primitives transmission and reception in GERAN

7.3.4.2.2.1
PCO for GERAN L1control primitives transmission and reception

Table 7: Declaration of G_CL1 PCO
	PCO Type Definition

	PCO Name
	G_CL1

	PCO Type
	G_CSAP

	Role
	LT

	Comment
	Control GERAN Physical Layer (L1)


7.3.4.2.2.2
PCO for GERAN L2 control primitives transmission and reception

Table 8: Declaration of G_CL2 PCO
	PCO Type Definition

	PCO Name
	G_CL2

	PCO Type
	G_CSAP

	Role
	LT

	Comment
	Control GERAN L2


7.3.4.2.2.3
PCO for GPRS RLC control primitives transmission and reception

Table 9: Declaration of G_CRLC PCO
	PCO Type Definition

	PCO Name
	G_CRLC

	PCO Type
	G_CSAP

	Role
	LT

	Comment
	Control GPRS RLC/MAC layer


7.3.4.2.2.4
PCO for GPRS LLC control primitives transmission and reception

Table 10: Declaration of G_CLLC PCO
	PCO Type Definition

	PCO Name
	G_CLLC

	PCO Type
	G_CSAP

	Role
	LT

	Comment
	Control GPRS LLC layer


7.3.4.2.2.5
PCO for GPRS SNDCP control primitives transmission and reception

Table 11: Declaration of G_CSNDCP PCO
	PCO Type Definition

	PCO Name
	G_CSNDCP

	PCO Type
	G_CSAP

	Role
	LT

	Comment
	Control GPRS SNDCP layer


7.3.4.3
GERAN ASP Definitions

7.3.4.3.1
ASPs for data transmission and reception in GERAN

7.3.4.3.1.1
ASPs for data transmission and reception through GERAN L2

	ASP Name
	G_L2_DATA_REQ

	PCO Type
	G_DSAP

	Comments
	The ASP is used to send L3 signalling message on the signalling channels or user data on the traffic channels to the UE/MS in acknowledged mode.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	sAPI
	SAPI
	0 or 3

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: TCH/H, FACCH/H, SACCH/TH, SDCCH/8, SACCH/C8, SDCCH/4, and SACCH/C4. For TCH/H, FACCH/H and SACCH/TH value is (0..1); For SDCCH/8 and SACCH/C8 value is (0..7); for SDCCH/4 and SACCH/C4 value is (0..3). 

This field is not applicable and the SS shall ignore it if this field is coded as 15.

	rfn
	RFN
	The reduced frame number of the first frame on which this message is sent.

This field is not applicable and the SS shall ignore it if the field t2 of rfn is coded as '11111'B.

	msg 
	PDU 
	Signalling message or user data to be sent

	Detailed Comments
	Parameter rfn is only used in the test cases that require L3 message to be sent on specified frame number.


	ASP Name
	G_L2_DATA_IND

	PCO Type
	G_DSAP

	Comments
	The ASP is used to receive a L3 signalling message on the signalling channels or user data on the traffic channels from the UE/MS in acknowledged mode.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	sAPI
	SAPI
	0 or 3

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType 
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: TCH/H, FACCH/H, SACCH/TH, SDCCH/8, SACCH/C8, SDCCH/4, and SACCH/C4. For TCH/H, FACCH/H and SACCH/TH value is (0..1); For SDCCH/8 and SACCH/C8 value is (0..7); for SDCCH/4 and SACCH/C4 value is (0..3). 

This field is not applicable and the SS shall ignore it if this field is coded as 15.

	rfn
	RFN
	The reduced frame number of the first frame carrying the message

	msg 
	PDU 
	Signalling message or user data received

	Detailed Comments
	


	ASP Name
	G_L2_L2Estab_IND

	PCO Type
	G_DSAP

	Comments
	The ASP is used to receive an indication of that L2 multiple frame operation on the specified channel has been established.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: FACCH/H, SDCCH/8 and SDCCH/4,

This field  shall be coded as 15 if it is not applicable.

	sAPI
	SAPI
	0,3

	establish_mode
	EstMode
	

	rfn
	RFN
	The reduced frame number of the first frame carries the L2 SABM frame

	msg
	PDU
	this field is present only when the establish_mode is CoRes (collision resolution)

	Detailed Comments
	see 3GPP TS 44.006 clause 7.1.1 and 7.1.3


	ASP Name
	G_L2_UNITDATA_REQ

	PCO Type
	G_DSAP

	Comments
	The ASP is used to send L3 signalling message on the signalling channels or send user data on the traffic channels to the UE/MS in unacknowledged mode.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	sAPI
	SAPI
	0 or 3

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType 
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: TCH/H, FACCH/H, SACCH/TH, SDCCH/8, SACCH/C8, SDCCH/4, and SACCH/C4. For TCH/H, FACCH/H and SACCH/TH value is (0..1); For SDCCH/8 and SACCH/C8 value is (0..7); for SDCCH/4 and SACCH/C4 value is (0..3). 

This field is not applicable and the SS shall ignore it if this field is coded as 15.

	rfn
	RFN
	The reduced frame number of the first frame on which this message is sent.

This field is not applicable and the SS shall ignore it if the field t2 of rfn is coded as '11111'B.

	msg 
	PDU 
	Signalling message or user data to be sent

	Detailed Comments
	Parameter rfn is only used in the test cases that require specific L3 message to be sent on specified frame number.


	ASP Name
	G_L2_UNITDATA_IND

	PCO Type
	G_DSAP

	Comments
	The ASP is used to receive a L3 signalling message on the signalling channels or user data on the traffic channels from the UE/MS in unacknowledged mode.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	sAPI 
	SAPI
	0 or 3

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: TCH/H, FACCH/H, SACCH/TH, SDCCH/8, SACCH/C8, SDCCH/4, and SACCH/C4. For TCH/H, FACCH/H and SACCH/TH value is (0..1); For SDCCH/8 and SACCH/C8 value is (0..7); for SDCCH/4 and SACCH/C4 value is (0..3).

This field is not applicable and the SS shall ignore it if this field is coded as 15.

	rfn
	RFN
	The reduced frame number of the first frame carrying the message

	msg 
	PDU 
	Signalling message or user data received

	Detailed Comments
	


	ASP Name
	G_L2_ACCESS_IND

	PCO Type
	G_DSAP

	Comments
	The ASP is used to receive a random access or handover access burst on the specified channel.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType
	RACH, FACCH, SDCCH/8, SDCCH/4. 

RACH is used for random access burst; others are used for handover access burst 

	subChannel
	SubChannelNumber
	Valid only for logical channel types: FACCH/H, SDCCH/8, SDCCH/4.

This field is not applicable and the SS shall ignore it if this field is coded as 15.

	rfn
	RFN
	The reduced frame number of the first frame carrying the burst

	burst
	PDU 
	Random access burst or handover access burst

	Detailed Comments
	


	ASP Name
	G_L2_Paging_REQ

	PCO Type
	G_DSAP

	Comments
	The ASP is used to send a paging message on the specified paging group of the specified paging channel to the UE/MS, when the UE/MS is in idle mode or the UE/MS not supporting  SPLIT_PG_CYCLE on CCCH is in GPRS attached mode and PCCCH is absent.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	sAPI
	SAPI
	0 

	physicalChId
	PhysicalChId
	Channel identifier of the right CCCH_GROUP 

	g_LogicChType 
	G_LogicChType
	PCH 

	pagingGroup
	PAGING_GROUP
	

	pagingMode
	PagingMode
	0—normal paging;

1—extended paging;

2—paging reorganization.

	msg 
	PDU 
	Paging message

	Detailed Comments
	The SS is required to send valid layer 3 messages continuously on all paging subchannels on CCCH where paging can appear.

For "normal paging" the SS send the paging message in the specified pagingGroup;

For "extended paging" " the SS send the paging message in the specified pagingGroup and in the "next but one" position on the PCH, following the block corresponding to pagingGroup;

For "paging reorganization" the SS send the paging message in all paging subchannels.
The required 51-multiframe occurs when:

pagingGroup div (N div BS_PA_MFRMS) = (FN div 51) mod (BS_PA_MFRMS)
The index to the required paging block in the 51-multiframe determined above:

Paging block index = pagingGroup mod (N div BS_PA_MFRMS) 
N = (9-BS_AG_BLKS_RES) * BS_PA_MFRMS ---- CCCH not combined or

N = (3-BS_AG_BLKS_RES) * BS_PA_MFRMS ---- CCCH + SDCCH combined


	ASP Name
	G_L2_PagingGPRS_REQ

	PCO Type
	G_DSAP

	Comments
	The ASP is used to send a paging message on the specified paging group of the specified paging channel to the UE/MS, when the UE/MS supporting SPLIT_PG_CYCLE on CCCH is in GPRS attached mode and PCCCH absent.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	sAPI
	SAPI
	0 

	physicalChId
	PhysicalChId
	Channel identifier of the right CCCH_GROUP 

	g_LogicChType 
	G_LogicChType
	PCH 

	pagingGroup
	PAGING_GROUP
	

	pagingMode
	PagingMode
	0—normal paging;

1—extended paging;

2—paging reorganization.

	msg 
	PDU 
	Paging message

	Detailed Comments
	The SS is required to send valid layer 3 messages continuously on all paging subchannels on CCCH where paging can appear.

For "normal paging" the SS send the paging message in the specified pagingGroup;

For "extended paging" " the SS send the paging message in the specified pagingGroup and in the "next but one" position on the PCH, following the block corresponding to pagingGroup;

For "paging reorganization" the SS send the paging message in all paging subchannels.
The required 51-multiframe occurs when:

pagingGroup div (M div 64) = (FN div 51) mod 64

The index to the required paging block in the 51-multiframe determined above:

Paging block index = pagingGroup mod (M div 64)
M = (9-BS_AG_BLKS_RES) * 64 ---- CCCH not combined or

M = (3-BS_AG_BLKS_RES) * 64 ---- CCCH + SDCCH combined


Note: this ASP may not be implemented if the MS/UE does not support SPLIT_PG_CYCLE on CCCH
	Type Name
	CellId

	Type Definition
	INTEGER

	Type Encoding
	

	Comments
	


	Type Name
	SAPI

	Type Definition
	INTEGER

	Type Encoding
	

	Comments
	Service access point identifier for GERAN L2 and LLC


	Type Name
	PhysicalChId

	Type Definition
	INTEGER(0..31)

	Type Encoding
	

	Comments
	Physical channel identifier in GERAN


	Type Name
	G_LogicChType

	Type Definition
	INTEGER

	Type Encoding
	

	Comments
	GERAN logical channel type:

0—BCCH;

1—RACH;

2—PCH;

3—AGCH;

4—SDCCH/4;

5—SACCH/C4;

6—SDCCH/8;

7—SACCH/C8;

8—TCH/F;

9—FACCH/F;

10—SACCH/TF;

11—TCH/H;

12—FACCH/H;

13—SACCH/TH;

14—PBCCH;

15—PRACH;

16—PPCH;

17—PAGCH;

18—PDTCH/F;

19—PACCH/F;

20—PTCCH/F;

21—E-TCH/F;

22—E-IACCH/F;

23—E-FACCH/F;

24—SACCH/M;

25—SACCH/MD


	Type Name
	SubChannelNumber

	Type Definition
	INTEGER

	Type Encoding
	

	Comments
	Subchannel number for TCH/H, FACCH/H, SACCH/TH, SDCCH/4, SDCCH/C4, SDCCH/8 and SDCCH/C8.

For TCH/H, FACCH/H and SACCH/TH value is (0..1);

For SDCCH/8 and SACCH/C8 value is (0..7);

For SDCCH/4 and SACCH/C4 value is (0..3).


	Type Name
	PAGING_GROUP

	Type Definition
	INTEGER

	Type Encoding
	

	Comments
	3GPP TS 05.02 or 45.002 clauses 6.5.2 and 6.5.6 


	Type Name
	PagingMode

	Type Definition
	INTEGER

	Type Encoding
	

	Comments
	0 – normal paging; 1 – extended paging; 2 – paging reorganization


	Type Name
	RFN

	Encoding Variation
	

	Comments
	The reduced frame number, its range is 0 -- 42431 (FN modulo 42432) about 195.8 seconds

	Element Name
	Type Definition
	Field Encoding
	Comments

	t1_
	BITSTRING[5]
	 
	(FN div 1326) mod 32

	t2
	BITSTRING[5]
	 
	FN mod 26

	t3
	BITSTRING[6]
	 
	FN mod 51

	Detailed Comments
	see 3GPP TS 04.18 or 44.018 clause 10.5.2.38.

The reduced frame number, FN modulo 42432 can be calculated in the following formula: 51 * ((t3 - t2) mod 26) + t3 + 1326 * t1_.

RFN is used for starting time and TBF starting time.


	ASP Name
	G_L2_SYSINFO_REQ

	PCO Type
	G_DSAP

	Comments
	The ASP is used to send system information messages to the lower layer emulator.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	sAPI
	SAPI
	0 

	physicalChId
	PhysicalChId
	

	g_LogicChType 
	G_LogicChType 
	BCCH or SACCH 

	instanceIndex
	INTEGER
	To indicate the instance of the system information messages.

For SYSTEM INFORMATION Type 2ter, 18, 19, 20 the value is (0..7); for type 14, 15 the value is (0..3); for type 2quater the value is (0..15); for all other type the value is 0.

	sysInfoType
	SysInfoType
	SYSTEM INFORMATION Type 5, 5bis, 5ter, and 6 are sent on SACCH, the other SYSTEM INFORMATION 's are sent on BCCH.

	msg 
	PDU
	This field contains SYSTEM INFORMATION message. See 3GPP TS 44.018 clause 9.1.31 to clause 9.1.43h for SYSTEM INFORMATION message definitions. 

	Detailed Comments
	The lower layer emulator shall store the SYSTEM INFORMATION's, and transmit them periodically according to the rules specified in clause 6.3.1.3 of 3GPP TS 05.02 or 45.002. The msg shall override the same type system information message previous stored in the lower layer emulator.

SYSTEM INFORMATION scheduling assumption: all SI's except SI7, SI8, SI16 and SI17 are  scheduled on BCCH Norm. Consequently, SI13, SI2bis and SI2quater are scheduled in TC=4 on BCCH norm not on BCCH Ext


	Type Name
	SysInfoType

	Type Definition
	INTEGER

	Type Encoding
	

	Comments
	25--SYSTEM INFORMATION TYPE 1

26--SYSTEM INFORMATION TYPE 2

2 -- SYSTEM INFORMATION TYPE 2bis

3 -- SYSTEM INFORMATION TYPE 2ter

7 -- SYSTEM INFORMATION TYPE 2quater

27--SYSTEM INFORMATION TYPE 3

28--SYSTEM INFORMATION TYPE 4

29--SYSTEM INFORMATION TYPE 5

5 -- SYSTEM INFORMATION TYPE 5bis

6 -- SYSTEM INFORMATION TYPE 5ter

30--SYSTEM INFORMATION TYPE 6

31--SYSTEM INFORMATION TYPE 7

24--SYSTEM INFORMATION TYPE 8

4 -- SYSTEM INFORMATION TYPE 9

0 -- SYSTEM INFORMATION TYPE 13

61--SYSTEM INFORMATION TYPE 16

62--SYSTEM INFORMATION TYPE 17

64--SYSTEM INFORMATION TYPE 18

65--SYSTEM INFORMATION TYPE 19

66--SYSTEM INFORMATION TYPE 20




7.3.4.3.1.2
ASPs for data transmission and reception through GERAN RLC

	ASP Name
	G_RLC_PSI_REQ

	PCO Type
	G_DSAP

	Comments
	The ASP is used to send packet system information messages to the lower layer emulator.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	physicalChId
	PhysicalChId
	

	g_LogicChType 
	G_LogicChType 
	PBCCH or PACCH or PCCCH

	timeslot
	TN
	Time slot number of the physical channel

	packetSysInfoCategory
	PSI_Category
	PSI1 or high repetition rate or low repetition rate. 

Type of this field is INTEGER, 0-- PSI1; 1--high repetition category; 2--low repetition category.

	positionInList
	PositionInList
	Position in the high repetition rate list or the low repetition rate list, for PSI1 this field is not applicable and set to 31. 

Type of this field is INTEGER, the order of the position is from 0, 1, ... . 0 indicates  the first position, 1 the second, and so on.

	msg 
	PDU 
	This field contains PACKET SYSTEM INFORMATION message, see 3GPP TS 44.060 or 04.60 clause 11.2.18 to clause 11.2.25 for the message definitions

	Detailed Comments
	On PBCCH, the lower layer emulator shall store the PACKET SYSTEM INFORMATION's, and transmit them periodically according to the rules specified in clause 6.3.2.4 of 3GPP TS 05.02 or 45.002. The msg shall override the same type packet system information message previous stored in the lower layer.

Multiple instances of a PSI shall be put in the same list and in ascending order of the message instance number


	Type Name
	PSI_Category

	Type Definition
	INTEGER

	Type Encoding
	

	Comments
	3GPP TS 05.02 or 45.002 clause 6.3.2.4 


	Type Name
	PositionInList

	Type Definition
	INTEGER

	Type Encoding
	

	Comments
	0 is the first position, 1 is the second, and so on


	ASP Name
	G_RLC_ControlMsg_REQ

	PCO Type
	G_DSAP

	Comments
	The ASP is used to transmit a RLC/MAC control message to the UE/MS on the specified channel.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	physicalChId
	PhysicalChId
	

	g_LogicChType 
	G_LogicChType 
	PCCCH or PACCH or PTCCH

	timeslot
	TN
	Time slot number of the physical channel

	tBF_Direction
	INTEGER
	0—downlink; 1—uplink

	tFI
	TFI
	Temporary flow identity

	payloadType
	PAYLOAD_TYPE
	Payload Type

	rRBP
	RRBP
	Relative reserved block period

	s_P_Bit
	S_P_Bit
	Supplementary/polling bit

	rfn
	RFN
	The reduced frame number of the first frame on which this message is sent.

This field is not applicable and the SS shall ignore it if the field t2 of rfn is coded as '11111'B.

	pagingGroup
	PAGING_GROUP
	for message other than PACKET PAGING REQUEST this field shall be omitted

	pagingMode
	PagingMode
	0 -- normal paging; 1-- exteded paging; 3 -- paging reorganization.

this field is valid only for PACKET PAGING REQUEST control message, for message other than PACKET PAGING REQUEST this field shall be omitted

	msg 
	PDU 
	Down link RLC/MAC control message

	Detailed Comments
	PTCCH is valid for PACKET TIMING ADVANCE/POWER CONTROL message only
When sending PACKET PAGING REQUEST:

The required 52-multiframe occurs when:

pagingGroup div (M div 64) = (FN div 52) mod 64

The index to the required paging block in the 51-multiframe determined above:

Paging block index = pagingGroup mod (M div 64)

M = (12 - BS_PAG_BLKS_RES - BS_PBCCH_BLKS)* 64


	Type Name
	PAYLOAD_TYPE

	Type Definition
	BITSTRING[2]

	Type Encoding
	

	Comments
	3GPP TS 04.60 or 44.060 clause 10.4.7


	Type Name
	RRBP

	Type Definition
	BITSTRING[2]

	Type Encoding
	

	Comments
	3GPP TS 44.060 or 04.60 clause 10.4.5 


	Type Name
	S_P_Bit

	Type Definition
	BITSTRING[1]

	Type Encoding
	

	Comments
	0 – RRBP field is not valid; 1 – RRBP field is valid


	ASP Name
	G_RLC_ControlMsg_IND

	PCO Type
	G_DSAP

	Comments
	The ASP is used to receive an uplink RLC/MAC control block sent by the UE/MS on the specified channel.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	physicalChId
	PhysicalChId
	

	g_LogicChType 
	G_LogicChType 
	PACCH or PDTCH

	timeslot
	TN
	Time slot number of the physical channel

	tBF_Direction
	INTEGER
	0—downlink; 1--uplink

	tFI
	TFI
	Temporary flow identity

	retryBit
	BITSTRING[1]
	For access bursts on PRACH, RACH and PACCH, this field is no meaning

	rfn
	RFN
	The reduced frame number of the frame carrying the message

	msg 
	PDU 
	Uplink RLC/MAC control message

	Detailed Comments
	Logical channel type PDTCH is valid for PACKET ENHANCED MEARSUREMENT REPORT message only.


	ASP Name
	G_RLC_ACCESS_IND

	PCO Type
	G_DSAP

	Comments
	The ASP is used to receive an access burst sent by the UE/MS on the specified channel.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	physicalChId
	PhysicalChId
	

	g_LogicChType 
	G_LogicChType 
	PRACH or PACCH or PTCCH

	timeslot
	TN
	Time slot number of the physical channel

	rfn
	RFN
	The reduced frame number of the frame carrying the burst

	burst 
	PDU 
	8-bit or 11-bit access burst

	Detailed Comments
	PACKET CHANNEL REQUEST, EGPRS PACKET CHANNEL REQUEST and burst format of PACKET CONTROL ACKNOWLEDGEMENT are access bursts.


7.3.4.3.1.3
ASPs for data transmission and reception through GERAN LLC

	ASP Name
	G_LLC_UNITDATA_REQ

	PCO Type
	G_DSAP

	Comments
	The ASP is used to send L3 PDU to the UE/MS in LLC unconfirmed transmission.

	Parameter Name
	Parameter Type
	Comments

	lLMEId
	LLMEId
	

	tLLI
	TLLI
	

	sAPI
	SAPI
	

	protectMode
	BITSTRING[1]
	0 – unprotected; 1 -- protected

	cipherMode 
	BITSTRING[1]
	0 – no encryption; 1 -- encrypted

	msg 
	PDU 
	L3 PDU

	Detailed Comments
	3GPP TS 04.64 or 44.064 clause 8.4.1


	Type Name
	LLMEId

	Type Definition
	INTEGER 

	Type Encoding
	

	Comments
	The identifier of the Logical Link Management Entity in SGSN


	ASP Name
	G_LLC_UNITDATA_IND

	PCO Type
	G_DSAP

	Comments
	The ASP is used to receive a L3 PDU from the UE/MS in LLC unconfirmed transmission.

	Parameter Name
	Parameter Type
	Comments

	lLMEId
	LLMEId
	

	tLLI 
	TLLI
	

	sAPI
	SAPI
	

	msg 
	PDU 
	L3 PDU

	Detailed Comments
	3GPP TS 04.64 or 44.064 clause 8.4.2


7.3.4.3.1.4
ASPs for data transmission and reception through GERAN SNDCP

	ASP Name
	G_SN_DATA_REQ

	PCO Type
	G_DSAP 

	Comments
	The ASP is used to send a valid IP datagram on the specified NSAPI to the UE/MS by acknowledged transmission.

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	

	nSAPI
	NSAPI
	5-15 

	n_PDU_Number
	N_PDU_Number
	

	n_PDU 
	N_PDU 
	Valid IPv4 or IPv6 datagram

	Detailed Comments
	Acknowledged transmission mode


	ASP Name
	G_SN_DATA_IND

	PCO Type
	G_DSAP 

	Comments
	The ASP is used to receive an IP datagram on the specified NASPI from the UE/MS in acknowledged transmission mode.

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	

	nSAPI
	NSAPI
	5-15

	n_PDU 
	N_PDU 
	IPv4 or IPv6 datagram

	Detailed Comments
	Acknowledged transmission mode


	ASP Name
	G_SN_UNIDATA_REQ

	PCO Type
	G_DSAP 

	Comments
	The ASP is used to send a valid IP datagram on the specified NSAPI to the UE/MS by unacknowledged transmission.

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	

	nSAPI
	NSAPI
	5-15 

	n_PDU 
	N_PDU 
	Valid IPv4 or IPv6 datagram

	Detailed Comments
	Unacknowledged transmission mode


	ASP Name
	G_SN_UNITDATA_IND

	PCO Type
	G_DSAP 

	Comments
	The ASP is used to receive an IP datagram on the specified NASPI from the UE/MS in unacknowledged transmission mode.

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	

	nSAPI
	NSAPI
	5-15

	n_PDU 
	N_PDU 
	IPv4 or IPv6 datagram

	Detailed Comments
	Unacknowledged transmission mode


	ASP Name
	G_SN_XID_REQ

	PCO Type
	G_DSAP 

	Comments
	The ASP is used to send the requested XID parameters to the UE/MS.

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	

	xID_Info 
	XID_Info 
	XID parameters requested

	Detailed Comments
	


	ASP Name
	G_SN_XID_IND

	PCO Type
	G_DSAP 

	Comments
	The ASP is used to receive the XID parameters requested by the UE/MS.

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	

	xID_Info 
	XID_Info 
	XID parameters requested by the UE/MS

	Detailed Comments
	


	ASP Name
	G_SN_XID_CNF

	PCO Type
	G_DSAP 

	Comments
	The ASP is used to receive the negotiated XID parameters agreed by the UE/MS.

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	

	xID_Info 
	XID_Info 
	The negotiated XID parameters agreed by the UE/MS

	Detailed Comments
	


	ASP Name
	G_SN_XID_RES

	PCO Type
	G_DSAP 

	Comments
	The ASP sends to the UE/MS the negotiated XID parameters agreed by the SS.

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	

	xID_Info 
	XID_Info 
	The negotiated XID parameters agreed by the SS 

	Detailed Comments
	


7.3.4.3.2
ASPs for control primitive transmission and reception in GERAN

7.3.4.3.2.1
ASPs for configuration and control of GERAN L1

	ASP Name
	G_CL1_CreateCell_REQ

	PCO Type
	G_CSAP

	Comments
	The ASP is used to create a cell in GERAN

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	nCC
	BITSTRING[3]
	PLMN colour code,  3GPP TS 23.003 clause 4.3.2.

	bCC
	BITSTRING[3]
	BS colour code, 3GPP TS 23.003 clause 4.3.2.

	Detailed Comments
	


	ASP Name
	G_CL1_CreateCell_CNF

	PCO Type
	G_CSAP

	Comments
	The ASP is used to get the confirmation of a G_CL1_CreateCell_REQ

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	The cell created

	Detailed Comments
	


	ASP Name
	G_CL1_DeleteCell_REQ

	PCO Type
	G_CSAP

	Comments
	The ASP is used to delete a cell in GERAN

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	The cell to be deleted

	Detailed Comments
	


	ASP Name
	G_CL1_DeleteCell_CNF

	PCO Type
	G_CSAP

	Comments
	The ASP is used to get the confirmation of  a G_CL1_DeleteCell_REQ 

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	The cell deleted

	Detailed Comments
	


	ASP Name
	G_CL1_CreateBasicPhyCh_REQ

	PCO Type
	G_CSAP

	Comments
	The ASP is used to create a basic physical channel in GERAN

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	The cell which the channel to be created belongs to

	physicalChId
	PhysicalChId
	identifier of the physical channel in the SS.

	channelCombination
	ChannelCombination
	Logical channels combined onto the basic physical channel.

	frqInfo
	FrqInfo
	Parameters for Description of the physical channel in frequency domain

	timeslot
	TN
	The timeslot number of the physical channel

	tsc
	TSC
	Training sequence code. For common control and broadcast channels the value of tsc must be equal to BCC (base station colour code)

	channelSpecificInfo
	ChannelSpecificInfo
	Specific parameters related to individual channel 

	txPower
	TX_Power
	The transmission power level in dB(Vemf()

	Detailed Comments
	The value of channelCombination permitted currently:

1
TCH/F + FACCH/F + SACCH/TF

2
TCH/H(0,1) + FACCH/H(0,1) + SACCH/TH(0,1)

3
TCH/H(0,0) + FACCH/H(0,1) + SACCH/TH(0,1) + TCH/H(1,1)

4
FCCH + SCH + BCCH + CCCH

5
FCCH + SCH + BCCH + CCCH + SDCCH/4(0..3) + SACCH/C4(0..3)

6
BCCH + CCCH

7
SDCCH/8(0..7) + SACCH/C8(0.. 7)

8
TCH/F + FACCH/F + SACCH/M

9
TCH/F + SACCH/M

10
TCH/FD + SACCH/MD

11
PBCCH+PCCCH+PDTCH/F+PACCH/F+PTCCH/F

12
PCCCH+PDTCH/F+PACCH/F+PTCCH/F

13
PDTCH/F+PACCH/F+PTCCH/F

18
E-TCH/F + E-IACCH/F + E-FACCH/F + SACCH/TF

19
E-TCH/F + E-IACCH/F + E-FACCH/F + SACCH/M

20
E-TCH/F + E-IACCH/F + SACCH/M

21
E-TCH/FD + E-IACCH/F + SACCH/MD


	ASP Name
	G_CL1_CreateBasicPhyCh_CNF

	PCO Type
	G_CSAP

	Comments
	The ASP is used to get the confirmation of  a G_CL1_CreateBasicPhyCh_REQ 

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	The cell which the created channel belongs to

	physicalChId
	PhysicalChId
	The physical channel created.

	Detailed Comments
	


	Type Name
	FrqInfo

	Encoding Variation
	

	Comments
	Parameters for Description of basic physical channel in frequency domain. 

	Element Name
	Type Definition
	Field Encoding
	Comments

	h
	BITSTRING[1] 
	 
	h=1:hopping channel

h=0: non-hopping channel 

	spr
	BITSTRING [3] 
	 
	'000'B 

	spr1
	BITSTRING [2]
	
	'00'B if h = 0, otherwise OMIT 

	maio
	BITSTRING [6] 
	 
	mobile allocation index offset if h = 1, otherwise OMIT 

	hsn
	BITSTRING [6] 
	 
	hopping sequence number if h = 1, otherwise OMIT  

	arfcn 
	BITSTRING [10] 
	 
	absolute RF channel number if h = 0, otherwise OMIT 

	hoppingFreqList 
	FreqListNoIEI
	 
	hopping frequency list if h = 1, otherwise OMIT.

The definition see 3GPP TS 04.18 or 44.018 clause 10.5.2.13

	Detailed Comments
	 


	Type Name
	ChannelSpecificInfo

	Encoding Variation
	

	Comments
	Parameters for individual channel 

	Element Name
	Type Definition
	Field Encoding
	Comments

	presence
	BITSTRING[4]
	
	4 bits field indicating which fields below are presented in the constraint of this structured type. B3 = 1indicating dedCh_Info presence, B2 = 1 indicating cCCH_Info presence, B1 = 1 indicating pCCCH_Info presence, B0 = 1 indicading pBCCH_Info presence.

	dedCH_Info
	DedCH_Info
	 
	Parameters for dedicated channel.

Valid for combination:1, 2, 3, 5, 7, 8, 9, 10

	cCCH_Info
	CCCH_Info
	 
	Parameters for common control channels: PCH, SCH,…

Valid for combination: 4, 5, 6

	pCCCH_Info
	PCCCH_Info
	 
	Parameters for packet common control channels: PCCCH,  PPCH,…

Valid for combination: 11, 12

	pBCCH_Info
	PBCCH_Info
	
	Parameters for packet broadcast channels: PBCCH

Valid for combination: 11

	Detailed Comments
	


	Type Name
	DedCH_Info

	Encoding Variation
	

	Comments
	Parameters for dedicated channel 

	Element Name
	Type Definition
	Field Encoding
	Comments

	chMod
	ChMode
	 
	Definition see 3GPP TS 04.18 or 44.018 clause 10.5.2.6

	cipherMode
	CipherModeSetting
	 
	Definition see 3GPP TS 04.18 or 44.018 clause 10.5.2.9

	cipherKey
	BITSTRING[64]
	 
	

	powerLevel
	BITSTRING[5]
	
	Initial MS uplink transmission power level

	timingAdvance
	BITSTRING[7]
	
	Initial timing advance

	Detailed Comments
	


	Type Name
	CCCH_Info

	Encoding Variation
	

	Comments
	Parameters for common control channels 

	Element Name
	Type Definition
	Field Encoding
	Comments

	
	
	
	

	bS_PA_MFRMS
	BITSTRING[3]
	
	the number of 51-multiframes between transmissions of paging messages. Definition see 3GPP TS 04.18 or 44.018 clause 10.5.2.11

	bS_AG_BLKS_RES
	BITSTRING[3]
	
	the number of blocks on each common control channel reserved for access grant messages. Definition see 3GPP TS 04.18 or 44.018 clause 10.5.2.11

	
	
	
	



	
	
	
	

	Detailed Comments
	


	Type Name
	PCCCH_Info

	Encoding Variation
	

	Comments
	Parameters for packet common control channels

	Element Name
	Type Definition
	Field Encoding
	Comments

	bS_PBCCH_BLKS
	BITSTRING[2]
	
	3GPP TS 44.060 or 04.60 clause 12.25

	bS_PAG_BLKS_RES
	BITSTRING[4]
	
	3GPP TS 44.060 or 04.60 clause 12.25

	bS_PRACH_BLKS
	BITSTRING[4]
	
	3GPP TS 44.060 or 04.60 clause 12.25

	Detailed Comments
	


	Type Name
	PBCCH_Info

	Encoding Variation
	

	Comments
	Parameters for packet broadcast channel

	Element Name
	Type Definition
	Field Encoding
	Comments

	pSI1_REPEAT_PERIOD
	BITSTRING[4]
	
	The repeat period of packet system information Type 1. See 3GPP TS 44.060 or 04.60 clause 11.2.18

	pSI_COUNT_HR
	BITSTRING[4]
	
	The number of PSI message instances sent with high repetition rate. See 3GPP TS 44.060 or 04.60 clause 11.2.18

	pSI_COUNT_LR
	BITSTRING[6]
	
	The number of PSI message instances sent with low repetition rate. See 3GPP TS 44.060 or 04.60 clause 11.2.18

	
	
	
	

	Detailed Comments
	


	ASP Name
	G_CL1_CreateMultiSlotConfig_REQ

	PCO Type
	G_CSAP

	Comments
	The ASP is used to create a multi-slot configuration in GERAN. This ASP should be preceded with G_CL1_CreateBasicPhyCh_REQ in order to create a basic physical channel with single timeslot.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	The cell which the configuration to be created belongs to

	physicalChId
	PhysicalChId
	Identifier of the  physical channel 

	multiSlotAllocation
	MultiSlotAllocation
	The timeslot allocation of the configuration

	Detailed Comments
	This ASP is to add multi-slot configuration to the physical channel created in G_CL1_CreateBasicPhyCh_REQ ASP. For multi-slot configuration refer 05.02 or 45.002 clause 6.4.2. 


	ASP Name
	G_CL1_CreateMultiSlotConfig_CNF

	PCO Type
	G_CSAP

	Comments
	The ASP is used to get the confirmation of  a G_CL1_CreateMultiSlotConfig_REQ 

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	The cell which the created multi-slot configuration belongs to

	physicalChId
	PhysicalChId
	The main physical channel identifier.

	Detailed Comments
	


	Type Name
	MultiSlotAllocation

	Encoding Variation
	

	Comments
	Used in multi-slot configuration

	Element Name
	Type Definition
	Field Encoding
	Comments

	tN0
	BOOLEAN
	
	TRUE – time slot 0 is allocated; FALSE -- not allocated

	channelCombination0
	ChannelCombination
	
	Channel combination for time slot 0; not applicable if tN0 = FALSE

	tN1
	BOOLEAN
	
	TRUE – time slot 1 is allocated; FALSE -- not allocated

	channelCombination 1
	ChannelCombination
	
	Channel Combination for time slot 1; not applicable if tN1 = FALSE

	tN2
	BOOLEAN
	
	TRUE – time slot 2 is allocated; FALSE -- not allocated

	channelCombination 2
	ChannelCombination
	
	Channel Combination fortime slot 2; not applicable if tN2 = FALSE

	tN3
	BOOLEAN
	
	TRUE – time slot 3 is allocated; FALSE -- not allocated

	channelCombination 3
	ChannelCombination
	
	Channel Combination fortime slot 3; not applicable if tN3 = FALSE

	tN4
	BOOLEAN
	
	TRUE – time slot 4 is allocated; FALSE -- not allocated

	channelCombination 4
	ChannelCombination
	
	Channel Combination fortime slot 4; not applicable if tN4 = FALSE

	tN5
	BOOLEAN
	
	TRUE – time slot 5 is allocated; FALSE -- not allocated

	channelCombination 5
	ChannelCombination
	
	Channel Combination fortime slot 5; not applicable if tN5 = FALSE

	tN6
	BOOLEAN
	
	TRUE – time slot 6 is allocated; FALSE -- not allocated

	channelCombination 6
	ChannelCombination
	
	Channel Combination fortime slot 6; not applicable if tN6 = FALSE

	tN7
	BOOLEAN
	
	TRUE – time slot 7 is allocated; FALSE -- not allocated

	channelCombination 7
	ChannelCombination
	
	Channel Combination fortime slot 7; not applicable if tN7 = FALSE

	Detailed Comments
	For multislot configuration refer 05.02 or 45.002 clause 6.4.2. The timeslot  for which G_CL1_CreateBasicPhyCh_REQ has set the channel combination shall be set to FALSE.


	
	

	
	

	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	


	
	

	
	

	
	

	
	
	

	
	
	

	
	
	

	
	


	
	

	
	

	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	


	ASP Name
	G_CL1_ComingFN_REQ

	PCO Type
	G_CSAP

	Comments
	The ASP is used to request lower layer return the reduced frame number (FN modulo 42432) which is far enough in the future from current frame number and is able to carry L3 message on the specified channel. The requirement of "far enough" is that there is enough time left for TTCN to prepare a L3 message to send before that frame.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: TCH/H, FACCH/H, SACCH/TH, SDCCH/8, SACCH/C8, SDCCH/4, and SACCH/C4. For TCH/H, FACCH/H and SACCH/TH value is (0..1); For SDCCH/8 and SACCH/C8 value is (0..7); for SDCCH/4 and SACCH/C4 value is (0..3). 

This field is not applicable and the SS shall ignore it if this field is coded as 15.

	Detailed Comments
	


	ASP Name
	G_CL1_ComingFN_CNF

	PCO Type
	G_CSAP

	Comments
	The ASP is used to receive the result of G_CL1_ComingFN_REQ.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: TCH/H, FACCH/H, SACCH/TH, SDCCH/8, SACCH/C8, SDCCH/4, and SACCH/C4. For TCH/H, FACCH/H and SACCH/TH value is (0..1); For SDCCH/8 and SACCH/C8 value is (0..7); for SDCCH/4 and SACCH/C4 value is (0..3). 

This field is not applicable and the SS shall ignore it if this field is coded as 15.

	rfn
	RFN
	the reduced frame number (FN modulo 42432) which is about 5 seconds later than current frame number and is able to carry L3 message on the channel specified by "physicalChId"+"G_LogicChType"+"subChannel"

	Detailed Comments
	


	ASP Name
	G_CL1_L1Header_REQ

	PCO Type
	G_CSAP

	Comments
	The ASP is used to request lower layer return the L1 header of SACCH.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType
	SACCH

	subChannel
	SubChannelNumber
	Valid only for logical channel types: SACCH/TH, SACCH/C8, and SACCH/C4 

This field is not applicable and the SS shall ignore it if this field is coded as 15.

	Detailed Comments
	


	ASP Name
	G_CL1_L1Header_CNF

	PCO Type
	G_CSAP

	Comments
	The ASP is used to receive the result of G_CL1_L1Header_REQ.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType
	SACCH

	subChannel
	SubChannelNumber
	Valid only for logical channel types: SACCH/TH, SACCH/C8, and SACCH/C4 

This field is not applicable and the SS shall ignore it if this field is coded as 15.

	l1Header
	L1Header
	Power level and timing advance 

	Detailed Comments
	


	ASP Name
	G_CL1_DeleteChannel_REQ

	PCO Type
	G_CSAP

	Comments
	The ASP is used to delete a basic physical channel or an multi-slot configuration

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	The identifier of the cell which the channel to be deleted belongs to

	physicalChId
	PhysicalChId
	The physical channel or the multi-slot configuration to be deleted.

	Detailed Comments
	


	ASP Name
	G_CL1_DeleteChannel_CNF

	PCO Type
	G_CSAP

	Comments
	The ASP is used to get the confirmation of a G_CL1_DeleteChannel_REQ 

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	The identifier of the cell which the deleted channel belongs to

	physicalChId
	PhysicalChId
	The physical channel or multi-slot configuration deleted.

	Detailed Comments
	


	ASP Name
	G_CL1_ChModeModify_REQ

	PCO Type
	G_CSAP

	Comments
	The ASP is used to modify the channel mode of a dedicated channel 

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	The identifier of the cell 

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType 
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: TCH/H, FACCH/H, SACCH/TH, SDCCH/8, SACCH/C8, SDCCH/4, and SACCH/C4. For TCH/H, FACCH/H and SACCH/TH value is (0..1); For SDCCH/8 and SACCH/C8 value is (0..7); for SDCCH/4 and SACCH/C4 value is (0..3). 

This field is not applicable and the SS shall ignore it if this field is coded as 15.

	chMode
	ChMode
	Definition see 3GPP TS 04.18 or 44.018 clause 10.5.2.1b

	Detailed Comments
	


	ASP Name
	G_CL1_ChModeModify_CNF

	PCO Type
	G_CSAP

	Comments
	The ASP is used to get the confirmation of a G_CL1_ChModeModify_REQ 

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	The identifier of the cell

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType 
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: TCH/H, FACCH/H, SACCH/TH, SDCCH/8, SACCH/C8, SDCCH/4, and SACCH/C4. For TCH/H, FACCH/H and SACCH/TH value is (0..1); For SDCCH/8 and SACCH/C8 value is (0..7); for SDCCH/4 and SACCH/C4 value is (0..3). 

This field is not applicable and the SS shall ignore it if this field is coded as 15.

	Detailed Comments
	


	ASP Name
	G_CL1_SetNewKey_REQ

	PCO Type
	G_CSAP

	Comments
	The ASP is used to set new cipher key for a dedicated channel 

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	The identifier of the cell 

	physicalChId
	PhysicalChId
	The channel which uses the new key

	g_LogicChType 
	G_LogicChType 
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: TCH/H, FACCH/H, SACCH/TH, SDCCH/8, SACCH/C8, SDCCH/4, and SACCH/C4. For TCH/H, FACCH/H and SACCH/TH value is (0..1); For SDCCH/8 and SACCH/C8 value is (0..7); for SDCCH/4 and SACCH/C4 value is (0..3). 

This field is not applicable and the SS shall ignore it if this field is coded as 15.

	cipherKey
	BITSTRING[64]
	

	Detailed Comments
	


	ASP Name
	G_CL1_SetNewKey_CNF

	PCO Type
	G_CSAP

	Comments
	The ASP is used to get the confirmation of a G_CL1_SetNewKey_REQ 

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	The identifier of the cell

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType 
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: TCH/H, FACCH/H, SACCH/TH, SDCCH/8, SACCH/C8, SDCCH/4, and SACCH/C4. For TCH/H, FACCH/H and SACCH/TH value is (0..1); For SDCCH/8 and SACCH/C8 value is (0..7); for SDCCH/4 and SACCH/C4 value is (0..3). 

This field is not applicable and the SS shall ignore it if this field is coded as 15.

	Detailed Comments
	


	ASP Name
	G_CL1_CipherModeModify_REQ

	PCO Type
	G_CSAP

	Comments
	The ASP is used to modify cipher mode of a dedicated channel 

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	The identifier of the cell

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType 
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: TCH/H, FACCH/H, SACCH/TH, SDCCH/8, SACCH/C8, SDCCH/4, and SACCH/C4. For TCH/H, FACCH/H and SACCH/TH value is (0..1); For SDCCH/8 and SACCH/C8 value is (0..7); for SDCCH/4 and SACCH/C4 value is (0..3). 

This field is not applicable and the SS shall ignore it if this field is coded as 15.

	cipherMode
	CipherModeSetting
	The new cipher mode. Definition see 3GPP TS 04.18 or 44.018 clause 10.5.2.9

	Detailed Comments
	


	ASP Name
	G_CL1_CipherModeModify_CNF

	PCO Type
	G_CSAP

	Comments
	The ASP is used to get the confirmation of a G_CL1_CipherModeModify_REQ 

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	The identifier of the cell

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType 
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: TCH/H, FACCH/H, SACCH/TH, SDCCH/8, SACCH/C8, SDCCH/4, and SACCH/C4. For TCH/H, FACCH/H and SACCH/TH value is (0..1); For SDCCH/8 and SACCH/C8 value is (0..7); for SDCCH/4 and SACCH/C4 value is (0..3).

This field is not applicable and the SS shall ignore it if this field is coded as 15. 

	Detailed Comments
	


	ASP Name
	G_CL1_ChangePowerLevel_REQ

	PCO Type
	G_CSAP

	Comments
	The ASP is used to change the transmission power level of a physical channel 

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	The identifier of the cell which the physical channel belongs to

	physicalChId
	PhysicalChId
	Channel using the new transmission power level

	txPower
	TX_Power
	The new transmission power level in dB(Vemf()

	Detailed Comments
	


	ASP Name
	G_CL1_ChangePowerLevel_CNF

	PCO Type
	G_CSAP

	Comments
	The ASP is used to get the confirmation of a G_CL1_ChangePowerLevel_REQ 

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	The identifier of the cell 

	physicalChId
	PhysicalChId
	The physical channel which uses the new transmission power level

	Detailed Comments
	


7.3.4.3.2.2
ASPs for configuration and control of GERAN L2

	ASP Name
	G_CL2_HoldPhyInfo_REQ

	PCO Type
	G_CSAP

	Comments
	The ASP commands the SS to hold the PHYSICAL INFORMATION message, which will be sent on PCO G_L2 following the current ASP. The PHYSICAL INFORMATION message shall be sent to the UE/MS within T3124 from the time when the SS has received n handover access bursts.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: FACCH/H, SDCCH/8 and SDCCH/4,

This field is not applicable and the SS shall ignore it if this field is coded as 15.

	n
	INTEGER
	The number of handover access bursts to be received 

	Detailed Comments
	T3124 is defined in 3GPP TS 04.18 or 44.018 clause 3.4.4.2.2 and clause 11.1.1


	ASP Name
	G_CL2_HoldPhyInfo_CNF

	PCO Type
	G_CSAP

	Comments
	The ASP is used to get a confirmation of the G_CL2_HoldPhyInfo_REQ.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: FACCH/H, SDCCH/8 and SDCCH/4.

This field is not applicable and the SS shall ignore it if this field is coded as 15. 

	Detailed Comments
	


	ASP Name
	G_CL2_NoUAforSABM_REQ

	PCO Type
	G_CSAP

	Comments
	The ASP commands the SS not to send UA response to the UE when it receives SABM from the UE on the specified channel.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: FACCH/H, SDCCH/8 and SDCCH/4,

This field is not applicable and the SS shall ignore it if this field is coded as 15.

	Detailed Comments
	


	ASP Name
	G_CL2_NoUAforSABM_CNF

	PCO Type
	G_CSAP

	Comments
	The ASP is used to get a confirmation of the G_CL2_NoUAforSABM_REQ.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: FACCH/H, SDCCH/8 and SDCCH/4.

This field is not applicable and the SS shall ignore it if this field is coded as 15. 

	Detailed Comments
	


	ASP Name
	G_CL2_ResumeUAforSABM_REQ

	PCO Type
	G_CSAP

	Comments
	The ASP commands the SS  to send UA response to the UE when it receives SABM from the UE on the specified channel. This ASP is used after G_CL2_NoUAforSABM_REQ to resume the normal multiframe operation of L2

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: FACCH/H, SDCCH/8 and SDCCH/4,

This field is not applicable and the SS shall ignore it if this field is coded as 15.

	Detailed Comments
	


	ASP Name
	G_CL2_ResumeUAforSABM_CNF

	PCO Type
	G_CSAP

	Comments
	The ASP is used to get a confirmation of the G_CL2_ResumeUAforSABM_REQ.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: FACCH/H, SDCCH/8 and SDCCH/4.

This field is not applicable and the SS shall ignore it if this field is coded as 15. 

	Detailed Comments
	


	ASP Name
	G_CL2_Release_IND

	PCO Type
	G_DSAP

	Comments
	The ASP is used to receive an indication of the termination of an established multiple frame operation or an indication of an unsuccessful establishment attempt.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	0

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType
	

	subCha
nnel
	SubChannelNumber
	Valid only for logical channel types: TCH/H, FACCH/H, SACCH/TH, SDCCH/8, SACCH/C8, SDCCH/4, and SACCH/C4. For TCH/H, FACCH/H and SACCH/TH value is (0..1); for SDCCH/8 and SACCH/C8 value is (0..7); for SDCCH/4 and SACCH/C4 value is (0..3).

	release_Mode
	INTEGER
	1 = normal release; 2 = local end release

	outstanding_Indicator
	BOOLEAN
	whether or not there are outstanding acknowledgements or unsolved G_L2_DATA_REQ primitives.

	Detailed Comments
	


7.3.4.3.2.3
ASPs for configuration and control of GERAN RLC/MAC

	ASP Name
	G_CRLC_CreateRLC_MAC_REQ

	PCO Type
	G_CSAP 

	Comments
	The ASP is used to create a RLC/MAC entity in GERAN RLC/MAC emulation module.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	The identifier of the cell

	rlcMacEntityId
	RlcMacEntityId
	The identifier of RLC/MAC Entity in a cell.

	Detailed Comments
	The rlcMacEntityId is used for coupling the LLC layer module.


	ASP Name
	G_CRLC_CreateRLC_MAC_CNF

	PCO Type
	G_CSAP 

	Comments
	The ASP is used to confirm the G_CRLC_CreateRLC_MAC_REQ

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	The identifier of the cell

	rlcMacEntityId
	RlcMacEntityId
	

	Detailed Comments
	


	Type Name
	RlcMacEntityId

	Type Definition
	INTEGER

	Type Encoding
	

	Comments
	The identifier of the RLC/MAC Entity in a cell


	ASP Name
	G_CRLC_UL_TBF_Config_REQ

	PCO Type
	G_CSAP

	Comments
	The ASP is used to configure a TBF used for uplink packet data transfer

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	tFI
	TFI
	

	tBF_Mode
	BITSTRING[1]
	0 – GPRS; 1 – EGPRS

	channelCoding
	ChannelCoding
	

	tLLI_BlockChannelCoding
	BITSTRING[1]
	0 – CS-1 or MCS-1(EGPRS); 1 – same as channelCoding

	rLC_Mode
	BITSTRING[1]
	0 – acknowledged mode; 1 – unacknowledged mode

	startingTime
	RFN
	This field is not applicable and the SS shall ignore it if the field t2 of rfn is coded as '11111'B.

	resourceAllocation
	ResourceAllocation
	Fixed, dynamic or single allocation and other parameters.

	Detailed Comments
	For GPRS channel coding can be: CS-1, CS-2, CS-3 and CS-4;

For EGPRS channel coding can be : MCS-1, MCS-2, MCS-3, MCS-4, MCS-5, MCS-6, MCS-7, MCS-8, MCS-9, MCS-5-7 and MCS-6-9.


	ASP Name
	G_CRLC_UL_TBF_Config_CNF

	PCO Type
	G_CSAP

	Comments
	The ASP is used to get the confirmation of a G_CRLC_UL_TBF_Config_REQ

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	tFI
	TFI
	

	Detailed Comments
	


	Type Name
	ChannelCoding

	Type Definition
	INTEGER

	Type Encoding
	

	Comments
	1 – CS-1;

2 – CS-2;

3 – CS-3;

4 – CS-4;

5 – MCS-1;

6 – MCS-2;

7 – MCS-3;

8 – MCS-4;

9 – MCS-5;

10 – MCS-6;

11 – MCS-7;

12 – MCS-8;

13 – MCS-9;

14 – MCS-5-7;

15 – MCS-6-9


	Type Name
	ResourceAllocation

	Encoding Variation
	

	Comments
	Used for up link TBF

	Element Name
	Type Definition
	Field Encoding
	Comments

	dynamicAllocation
	DynamicAllocation
	
	Dynamic allocation or extended dynamic allocation

	fixedAllocation
	FixedAllocation
	
	

	singleBlockAllocation
	SingleBlockAllocation
	
	

	Detailed Comments
	


	Type Name
	DynamicAllocation

	Encoding Variation
	

	Comments
	Used for up link TBF; dynamic allocation or extended dynamic allocation

	Element Name
	Type Definition
	Field Encoding
	Comments

	extendedAllocation
	BITSTRING[1]
	
	0 – dynamic allocation; 1 – extended dynamic allocation

	uSFGranularity
	BITSTRING[1]
	
	0 – one block; 1 – four blocks

	physicalChId
	PhysicalChId
	
	single PDCH or multislot-configured PDCH's

	tN0
	BOOLEAN
	
	TRUE – time slot 0 is allocated; FALSE – not allocated

	uSF_TN0
	BITSTRING[3]
	
	USF value for slot 0

	
	
	
	

	tN1
	BOOLEAN
	
	TRUE – time slot 1 is allocated; FALSE – not allocated

	uSF_TN1
	BITSTRING[3]
	
	USF value for slot 1

	
	
	
	

	tN2
	BOOLEAN
	
	TRUE – time slot 2 is allocated; FALSE – not allocated

	uSF_TN2
	BITSTRING[3]
	
	USF value for slot 2

	
	
	
	

	tN3
	BOOLEAN
	
	TRUE – time slot 3 is allocated; FALSE – not allocated

	uSF_TN3
	BITSTRING[3]
	
	USF value for slot 3

	
	
	
	

	tN4
	BOOLEAN
	
	TRUE – time slot 4 is allocated; FALSE – not allocated

	uSF_TN4
	BITSTRING[3]
	
	USF value for slot 4

	
	
	
	

	tN5
	BOOLEAN
	
	TRUE – time slot 5 is allocated; FALSE – not allocated

	uSF_TN5
	BITSTRING[3]
	
	USF value for slot 5

	
	
	
	

	tN6
	BOOLEAN
	
	TRUE – time slot 6 is allocated; FALSE – not allocated

	uSF_TN6
	BITSTRING[3]
	
	USF value for slot 6

	
	
	
	

	tN7
	BOOLEAN
	
	TRUE – time slot 7 is allocated; FALSE – not allocated

	uSF_TN7
	BITSTRING[3]
	
	USF value for slot 7

	
	
	
	

	Detailed Comments
	The uSF_TNx field is not applicable when tNx = FALSE.


	Type Name
	FixedAllocation

	Encoding Variation
	

	Comments
	Used for up link TBF

	Element Name
	Type Definition
	Field Encoding
	Comments

	downlinkControlSlot
	BITSTRING[3]
	
	Time slot for downlink control messages

	physicalChId
	PhysicalChId
	
	single PDCH or multislot-configured PDCH's

	timeSlotAllocation
	TimeSlotAllocation
	
	

	blocksOrBlockPeriods
	BITSTRING[1]
	
	0 – blocks; 1—block periods

	allocationBitMap
	BITSTRING
	
	See 3GPP TS 44.060 or 04.60 clause 12.4

	Detailed Comments
	


	Type Name
	SingleBlockAllocation

	Encoding Variation
	

	Comments
	Used for up link TBF

	Element Name
	Type Definition
	Field Encoding
	Comments

	physicalChId
	PhysicalChId
	
	The physical channel of the allocated block

	timeslot
	TN
	
	

	Detailed Comments
	Time slot number is implicitly indicated by the physical channel identifier. 


	ASP Name
	G_CRLC_DL_TBF_Config_REQ

	PCO Type
	G_CSAP

	Comments
	The ASP is used to configure a TBF used for down link packet data transfer

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	tFI
	TFI
	

	tBF_Mode
	BITSTRING[1]
	0 – GPRS; 1 – EGPRS

	channelCoding
	ChannelCoding
	

	rLC_Mode
	BITSTRING[1]
	0 – acknowledged mode; 1 – unacknowledged mode

	timeSlotAllocation
	TimeSlotAlloc
	Downlink TBF time slot allocation

	startingTime
	RFN
	This field is not applicable and the SS shall ignore it if the field t2 of rfn is coded as '11111'B.

	Detailed Comments
	For GPRS channel coding can be: CS-1, CS-2, CS-3 and CS-4;

For EGPRS channel coding can be : MCS-1, MCS-2, MCS-3, MCS-4, MCS-5, MCS-6, MCS-7, MCS-8, MCS-9, MCS-5-7 and MCS-6-9.


	ASP Name
	G_CRLC_DL_TBF_Config_CNF

	PCO Type
	G_CSAP

	Comments
	The ASP is used to get the confirmation of a G_CRLC_DL_TBF_Config_REQ

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	tFI
	TFI
	

	Detailed Comments
	


	Type Name
	TimeSlotAlloc

	Encoding Variation
	

	Comments
	Used for downlink and up link TBF

	Element Name
	Type Definition
	Field Encoding
	Comments

	physicalChId
	PhysicalChId
	
	single PDCH or multislot-configured PDCH's

	tN0
	BOOLEAN
	
	Timeslot 0; TRUE— allocated; FALSE— not allocated.

	tN1
	BOOLEAN
	
	Timeslot 1; TRUE — allocated; FALSE— not allocated.

	tN2
	BOOLEAN
	
	Timeslot 2; TRUE— allocated; FALSE— not allocated.

	tN3
	BOOLEAN
	
	Timeslot 3; TRUE— allocated; FALSE— not allocated.

	tN4
	BOOLEAN
	
	Timeslot 4; TRUE— allocated; FALSE— not allocated.

	tN5
	BOOLEAN
	
	Timeslot 5; TRUE— allocated; FALSE— not allocated.

	tN6
	BOOLEAN
	
	Timeslot 6; TRUE— allocated; FALSE— not allocated.

	tN7
	BOOLEAN
	
	Timeslot 7; TRUE— allocated; FALSE— not allocated.

	Detailed Comments
	


Declaration of G_CRLC_TBF_Reconfig_REQ ASP

TBD

	ASP Name
	G_CRLC_TBF_Reconfig_CNF

	PCO Type
	G_CSAP

	Comments
	The ASP is used to get the confirmation of a G_CRLC_TBF_Reconfig_REQ

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	tFI
	TFI
	

	Detailed Comments
	


	ASP Name
	G_CRLC_TBF_Setup_IND

	PCO Type
	G_CSAP

	Comments
	This ASP is used to indicate that the cell has downlink data blocks queued for transmission and a TBF must be created to transmit them. 

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	rLC_Mode
	BITSTRING[1]
	0 – acknowledged mode; 1 – unacknowledged mode

	Detailed Comments
	


7.3.4.3.2.4
ASPs for configuration and control of GERAN LLC

	ASP Name
	G_CLLC_CreateLLE_REQ

	PCO Type
	G_CSAP 

	Comments
	The ASP is used to create an LLE (LLC Entity) in GERAN LLC emulation module.

	Parameter Name
	Parameter Type
	Comments

	lLMEId
	LLMEId
	Logical Layer Management Entity Id

	sAPI
	SAPI
	

	rlcMacEntityId
	RlcMacEntityId
	The identifier of the RLC /MAC entity to couple this lLMEId. 

	Detailed Comments
	The RlcMacEntityId needs to be created prior to this by G_CRLC_CreateRLC_MAC_REQ ASP.


	ASP Name
	G_CLLC_CreateLLE_CNF

	PCO Type
	G_CSAP 

	Comments
	The ASP is used to confirm the G_CLLC_CreateLLE_REQ

	Parameter Name
	Parameter Type
	Comments

	lLMEId
	LLMEId
	 Logical Layer Management Entity Id

	sAPI
	SAPI
	

	rlcMacEntityId
	RlcMacEntityId
	The identifier of the RLC /MAC entity  this lLMEId is coupled.

	Detailed Comments
	


	ASP Name
	G_CLLC_DeleteLLE_REQ

	PCO Type
	G_CSAP 

	Comments
	The ASP is used to delete an LLE (LLC Entity) in GERAN LLC emulation module.

	Parameter Name
	Parameter Type
	Comments

	lLMEId
	LLMEId
	Logical Layer Management Entity Id

	Detailed Comments
	


	ASP Name
	G_CLLC_DeleteLLE_CNF

	PCO Type
	G_CSAP 

	Comments
	The ASP is used to confirm the G_CLLC_DeleteLLE_REQ

	Parameter Name
	Parameter Type
	Comments

	lLMEId
	LLMEId
	 Logical Layer Management Entity Id

	Detailed Comments
	


	ASP Name
	G_CLLC_Assign_REQ

	PCO Type
	G_CSAP 

	Comments
	The ASP is used to assign, change, or unassign the TLLI, the ciphering key (Kc) and the ciphering algorithm of GERAN LLC emulation module.

	Parameter Name
	Parameter Type
	Comments

	lLMEId
	LLMEId
	 Logical Layer Management Entity Id

	oldTLLI
	TLLI
	OCTETSTRING[4]

	newTLLI
	TLLI
	

	cipherKey
	BITSTRING[64]
	

	cipherAlgorithm
	GPRS_CipherAlg
	BITSTRING[3], see 3GPP TS 24.008 clause 10.5.5.3

	Detailed Comments
	


	ASP Name
	G_CLLC_Assign_CNF

	PCO Type
	G_CSAP 

	Comments
	the ASP is used to get confirmation of G_CLLC_Assign_REQ

	Parameter Name
	Parameter Type
	Comments

	lLMEId
	LLMEId
	 Logical Layer Management Entity Id

	Detailed Comments
	


	
	

	
	

	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	


7.3.4.3.2.5
ASPs for configuration and control of GERAN SNDCP

Declaration of G_CSNDCP_Activate_REQ ASP

TBD
	ASP Name
	G_CSNDCP_Activate_CNF

	PCO Type
	G_CSAP 

	Comments
	The ASP is used to get the confirmation of a G_CSNDCP_Activate_REQ 

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	The SNDCP entity identifier 

	nSAPI
	NSAPI
	The Network Service Access Point Identifier

	Detailed Comments
	


	Type Name
	SNDCPId

	Type Definition
	INTEGER

	Type Encoding
	

	Comments
	The identifier of the SNDCP entity in SGSN


	ASP Name
	G_CSNDCP_Activate_REQ

	PCO Type
	G_CSAP 

	Comments
	The ASP is used to activate the SNDC entity 

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	The SNDCP entity identifier

	lLMEId
	LLMEId
	Logical link management entity Id

	nSAPI
	NSAPI
	The Network Service Access Point Identifier

	sAPI
	SAPI
	LLC SAPI

	PCI_Compression
	INTEGER
	0( RFC1144 compress;

1( RFC2507 compression;

32( no compression

	dataCompression
	INTEGER
	0( V.42bis compression;

1(V.44 compression;

32( no compression

	nPDUNumberSync
	INTEGER
	0( Asynchronous

1( Synchronous

	Detailed Comments
	


	ASP Name
	G_CSNDCP_SNSM_Activate_RES

	PCO Type
	G_CSAP 

	Comments
	This ASP is used to inform that the NSAPI is in use and the acknowledge mode peer to peer LLC operation for the requested SAPI is established. 

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	The SNDCP entity identifier 

	tLLI
	TLLI
	Temperory Logical Link Entity

	nSAPI
	NSAPI
	The Network Service Access Point Identifier

	Detailed Comments
	


TBD
	ASP Name
	G_CSNDCP_SNSM_Deactivate_IND

	PCO Type
	G_CSAP 

	Comments
	This ASP is used to inform the SNDCP emulator that an NSAPI has been deactivated and cannot be used anymore. Upon reception of this ASP the SNDCP emulator shall release acknowledged peer-to-peer LLC operation for the associated SAPI.

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	The SNDCP entity identifier 

	tLLI
	TLLI
	Temperory Logical Link Entity

	nSAPI
	NSAPI
	The Network Service Access Point Identifier

	lLCReleaseIndicator
	INTEGER
	Deactivation cause

	Detailed Comments
	


TBD
	ASP Name
	G_CSNDCP_SNSM_Deactivate_RES

	PCO Type
	G_CSAP 

	Comments
	This ASP indicates that the NSAPI is no longer in use and the acknowledged peer to peer LLC operation for the requested SAPI has been released.

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	The SNDCP entity identifier 

	tLLI
	TLLI
	Temperory Logical Link Entity

	nSAPI
	NSAPI
	The Network Service Access Point Identifier

	Detailed Comments
	


TBD
	ASP Name
	G_CSNDCP_SNSM_Status_REQ

	PCO Type
	G_CSAP 

	Comments
	This ASP informs that the SNDCP cannot continue its operation due to errors in the lower layers of the protocol stack.

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	The SNDCP entity identifier 

	tLLI
	TLLI
	Temperory Logical Link Entity

	sAPI
	SAPI
	The Service Access Point Identifier

	cause
	INTEGER
	Error cause

	Detailed Comments
	


TBD
	ASP Name
	G_CSNDCP_SNSM_Modify_IND

	PCO Type
	G_CSAP 

	Comments
	This ASP informs the SNDCP emulator to trigger the change of QoS profile for an NSAPI and indication of the SAPI to be used

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	The SNDCP entity identifier 

	tLLI
	TLLI
	Temperory Logical Link Entity

	nSAPI
	NSAPI
	The Network Service Access Point Identifier

	qos
	OCTETSTRING[4]
	Quality of Service, defined 04.08 or 44.008 clause 10.5.6.5

	sAPI
	SAPI
	

	send_NPDU_Number
	INTEGER
	

	received_NPDU_Number
	INTEGER
	

	Detailed Comments
	


TBD
	ASP Name
	G_CSNDCP_SNSM_Modify_RES

	PCO Type
	G_CSAP 

	Comments
	This ASP indicates that the NSAPI and QoS profile are now in used and the acknowledged peer to peer LLC operations for the appropriate SAPIs are established and/or released

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	The SNDCP entity identifier 

	tLLI
	TLLI
	Temperory Logical Link Entity

	nSAPI
	NSAPI
	The Network Service Access Point Identifier

	Detailed Comments
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