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Introduction
This document provides a summary of CRs to support 3.84 Mcps TDD and 1.28 Mcps TDD to be presented in T1/SIG meeting #27. 

This summary will be presented the first day of the Signalling meeting. The companies interested are asked to review in detail offline. If no objections are received the last day of T1 Signalling meeting, this group of CRs will be approved.

The new test cases are marked with red letters. Basically the next new test cases are included:
· 4 new test cases based on event 1G are included to test intra-frequency transitions 

· 1 new test case for Intra-frequency measurement for events 1H and 1I
· 7 new RAB test cases for interactive or background service
· 7 new RAB test cases for Conversational/speech and interactive or background service
· 2 new RAB test cases for conversational/speech and streaming/unknown service
· 1 new RAB test case for conversational/speech and conversational/unknown service
· 1 new RAB test case for Conversational/unknown
· 3 new RAB test cases for Conversational/unknown and interactive or background service
· 1 RAB test case for interactive or background and streaming/unknown service
· 1 RAB test case for Combinations on SCCPCH
Contents
· For TS 34.108
	T1S030058
	Update of default parameters for 1 to 8 cell environments (TDD), clause 6.1.4, Rel 99
	Siemens AG


· Contents of System Information Block type 11 for cells (TDD) included

· References to clause 6.10 are corrected. Clause 6 is specified instead of clause 6.10 (only one reference 3.84 Mcps option and 1.28 Mcps option).
	T1S030059
	Update of default parameters for 1 to 8 cell environments (TDD), clause 6.1.4, Rel 4
	Siemens AG


· Corresponding Cat A CR

	T1S030060
	Update of Multi-cell environment for default radio conditions (TDD)
	Siemens AG


· Cell 4 is considered in table 6.1.7 (default settings for serving cell and suitable neighbour cell in multi-cell environment) 

· The change is included to show both, intra- and inter-frequency neighbour cells.
	T1S030061
	Update of Multi-cell environment for default radio conditions (TDD)
	Siemens AG


· Corresponding Cat A CR
· For TS 34.123-1

	T1S030062
	Inclusion of new test cases for intrafrequency Measurement Control and Report TDD
	Siemens AG


· According to events defined in TS 25.331, for intra frequency measurements, events 1A to 1F are specified for FDD, and 1G to 1I for TDD.

· 4 new test cases are included to test intrafrequency transitions, and based on event 1G.

· The structure proposed is below:

8.4.1 Measurement Control and Report
8.4.1.1 Measurement Control and Report: Intra-frequency measurement for

transition from idle mode to CELL_DCH state (FDD)

8.4.1.1A Measurement Control and Report: Intra-frequency measurement for

transition from idle mode to CELL_DCH state (TDD)

8.4.1.3 Measurement Control and Report: Intra-frequency measurement for

transition from idle mode to CELL_FACH state (FDD)

8.4.1.3A Measurement Control and Report: Intra-frequency measurement for

transition from idle mode to CELL_FACH state (FDD)

8.4.1.5 Measurement Control and Report: Intra-frequency measurement for transition from CELL_DCH to CELL_FACH state (FDD)

8.4.1.5A Measurement Control and Report: Intra-frequency measurement for transition from CELL_DCH to CELL_FACH state (TDD)

8.4.1.7 Measurement Control and Report: Intra-frequency measurement for transition from CELL_FACH to CELL_DCH state (FDD)

8.4.1.7A Measurement Control and Report: Intra-frequency measurement for transition from CELL_FACH to CELL_DCH state (TDD)

	T1S030063
	Inclusion of test case for events 1H and 1I (TDD)
	Siemens AG


· Inclusion of the new test case: 

8.4.1.44 Measurement Control and Report: Intra-frequency measurement for events 1H and 1I (TDD)
	T1S030068
	Addition of test cases for RBs for Interactive or background service based on 34.108
	Samsung Electronics


· Addition of  7 new RAB test cases for interactive or background service to 18.1.2

Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH.


Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH.


Interactive or background / UL:128 DL:384 kbps / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH.


Interactive or background / UL:384 DL:384 kbps / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH.


Interactive or background / UL:64 DL:2048 kbps / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH.


Interactive or background / UL:128 DL:2048 kbps / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

Interactive or background / UL:384 DL:2048 kbps / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
	T1S030069
	Addition of test cases for RBs for conversational/speech and interactive or background service based on 34.108
	Samsung Electronics


· Addition of  7 new RAB test cases for Conversational/speech and interactive or background service to 18.1.2
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	T1S030070
	Addition of test cases for RBs for conversational/speech and streaming/unknown or conversational/Unknown service based on 34.108
	Samsung Electronics


· Addition of 2 new RAB test cases for conversational/speech and streaming/unknown service to 18.1.2
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:0 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
· Addition of 1 new RAB test case for conversational/speech and conversational/unknown service to 18.1.2
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Conversational / unknown  / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
· Addition of 2 void sections for consistency with FDD and WB-TDD test cases
	T1S030071
	Addition of test cases for RBs for conversational/unknown and Interactive or background service based on 34.108
	Samsung Electronics


· Addition of 1 new RAB test case for Conversational/unknown service to 18.1.2
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

· Addition of 3 new RAB test cases for Conversational/unknown and interactive or background service to 18.1.2
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	T1S030072
	Addition of test case for RBs for Interactive or/background and streaming/unknown service and test case for RB for combinations on S-CCPCH based on 34.108
	Samsung Electronics


· Addition of 1 RAB test case for interactive or background and streaming/unknown service to 18.1.2
Interactive or /background / UL:64 kbps DL:128 kbps / PS RAB + Streaming / unknown / UL:0 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
· New chapter was introduced as 18.1.3 “ Combinations on SCCPCH”
· Addition of 1 RAB test case to 18.1.3
Stand-alone 32 kbps SRB for PCCH
· For TS 34.123-2


	T1S030064
	Inclusion of new test cases for Measurement Control and Report TDD in applicability table
	Siemens AG


· Inclusion of the new 4 test cases for intra-frequency transitions in the applicability table (TDD). Numbering 8.4.1.xA is included.

8.4.1.1 Measurement Control and Report: Intra-frequency measurement for

transition from idle mode to CELL_DCH state (FDD)

8.4.1.1A Measurement Control and Report: Intra-frequency measurement for

transition from idle mode to CELL_DCH state (TDD)

8.4.1.3 Measurement Control and Report: Intra-frequency measurement for

transition from idle mode to CELL_FACH state (FDD)

8.4.1.3A Measurement Control and Report: Intra-frequency measurement for

transition from idle mode to CELL_FACH state (FDD)

8.4.1.5 Measurement Control and Report: Intra-frequency measurement for transition from CELL_DCH to CELL_FACH state (FDD)

8.4.1.5A Measurement Control and Report: Intra-frequency measurement for transition from CELL_DCH to CELL_FACH state (TDD)

8.4.1.7 Measurement Control and Report: Intra-frequency measurement for transition from CELL_FACH to CELL_DCH state (FDD)

8.4.1.7A Measurement Control and Report: Intra-frequency measurement for transition from CELL_FACH to CELL_DCH state (TDD)
	T1S030065
	Inclusion of new test case for events 1H and 1I in applicability table
	Siemens AG


· Inclusion of new test case for events 1H and 1I in applicability table
	T1S030073
	Addition of new TCs to table 1 appicability of tests

	Samsung Electronics


· New TCs are proposed and added  to Multi-layer functional tests in table 1

· New conditional numbers are added.

· Table A.18g is updated
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