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1 Introduction

This document lists 26 package 2 test cases verified using ETSI MCC TTCN V150 release. Essential corrections to the ETSI MCC ATS V150 are listed in clause 3. 

2 Verification Status Summary

The following Package 2 test cases have been verified using our A830 UMTS mobile and a commercially available System Simulator.

	Area
	Clause
	Title

	RRC
	
	

	RRC 8.2.x
	8.2.2.7
	Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Success (Continue and stop)

	RRC 8.2.x
	8.2.2.8
	Radio Bearer Reconfiguration from CELL_DCH to CELL_FACH: Success

	RRC 8.2.x
	8.2.2.9
	Radio Bearer Reconfiguration from CELL_DCH to CELL_FACH: Success (Cell re-selection)

	RRC 8.2.x
	8.2.2.10
	Radio Bearer Reconfiguration: from CELL_FACH to CELL_DCH: Success

	RRC 8.2.x
	8.2.2.11
	Radio Bearer Reconfiguration from CELL_FACH to CELL_DCH: Failure (Unsupported configuration)

	RRC 8.2.x
	8.2.2.17
	Radio Bearer Reconfiguration from CELL_FACH to CELL_FACH: Success

	RRC 8.2.x
	8.2.6.7
	Physical channel reconfiguration for transition from CELL_DCH to CELL_FACH: Success

	RRC 8.2.x
	8.2.6.8
	Physical channel reconfiguration for transition from CELL_DCH to CELL_FACH: Failure (Cell Reselection)

	RRC 8.2.x
	8.2.6.9
	Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Success

	RRC 8.2.x
	8.2.6.19
	Physical Channel Reconfiguration from CELL_DCH to CELL_PCH: Success

	RRC 8.2.x
	8.2.6.20
	Physical Channel Reconfiguration from CELL_DCH to URA_PCH: Success

	RRC 8.3.x
	8.3.1.2
	Cell Update: cell reselection in CELL_PCH

	RRC 8.3.x
	8.3.1.4
	Cell Update: periodical cell update in CELL_PCH

	RRC 8.3.x
	8.3.1.11 
	Cell Update: Success after T302 time-out

	
	
	

	MM
	
	

	MM
	9.1
	TMSI reallocation

	MM
	9.2.1
	Authentication accepted

	MM
	9.2.2
	Authentication rejected by the network

	MM
	9.3.1
	General Identification

	MM
	9.4.1
	Location updating / accepted Handling of IMSI shorter than the maximum length

	MM
	9.4.2.19,4
	Location updating / rejected / IMSI invalid

	MM
	9.4.2.4.1
	Location updating / rejected / roaming not allowed in this location area - procedure 1

	MM
	9.4.2.4.5
	Location updating / rejected / roaming not allowed in this location area - procedure 5

	MM
	9.4.4
	Location updating / release / expiry of T3240

	MM
	9.4.5.2
	Location updating / periodic normal / test 1

	MM
	9.4.5.3
	Location updating / periodic normal / test 2

	MM
	9.5.2
	MM connection / establishment in security mode


3 Corrections to ETSI MCC TTCN V150

3.1 Corrections specific to test case 8.2.2.7

3.1.1 Redundant steps

	Test Case
	Tc_8_2_2_7

	Reason for change
	Removed row 11 ( tcv_CellInfoA.dl_DPCH_2ndScrCode := tsc_DL_DPCH_ScrC_2 ) and row 12 ts_SS_ReconfDL_DPCH. These two steps are redundant because the same value of 2ndScrCode = 2 is used before

	Summary of change
	Removed the steps


3.1.2 As RB3 is stopped, NAS layer signalling cannot be performed

	Test Case
	Tc_8_2_2_7

	Reason for change
	In the post amble ts_C3_CheckCellDCH, NAS signalling on RB3 is performed, which is actually stopped, hence UE will not respond

	Summary of change
	" ts_C3_CheckCellDCH "  replaced by "ts_C3_CheckCellDCH_NoNAS" 


3.2 Corrections specific to test case 8.2.2.8

3.2.1 An element in list being replaced by list

	Test Case
	Tc_8_2_2_8

	Reason for change
	In Row 10, in constraint ‘cds_RB_ReconfigDCH_ToFACH_RB20_RST600’, An element in the List being replaced y whole List, and gives a Run Time error.

	Summary of change
	Replace whole list by List.


3.3 Corrections specific to test case 8.2.2.10

3.3.1 RB_MappingInfo for RB20 missing

	Test Case
	Tc_8_2_2_10

	Reason for change
	RB_Mappinginfo for RB20 is missing in Radio bearer setup message. Otherwise, mobile will send DEACTIVATE PDP CONTEXT REQUEST message

	Summary of change
	Added RB_Mapping info for RB20 in Radio Bearer setup FACH to FACH.


3.4 Corrections specific to test case 8.2.2.17

3.4.1 An element in list being replaced by list

	Test Case
	Tc_8_2_2_17

	Reason for change
	In Row 10, in constraint 'cds_RB_ReconfigDCH_FACH_RB20_RST600', An element in the List being replaced y whole List, and gives a Run Time error.

	Summary of change
	Replace whole list by List.


3.5 Corrections specific to test case 8.2.6.9

3.5.1 Wrong value for IE State Indicator sent

	Test Case
	Tc_8_2_6_9

	Reason for change
	The parameter RRC state-indicator of in physical channel Reconfiguration needs to be changed from cell_DCH to cell_FACH

	Summary of change
	Changed.


3.6 Corrections specific to test case 8.3.1.2

3.6.1 RLC size reconfiguration missing

	Test Case
	Tc_8_3_1_2

	Reason for change
	In constraint "cs_CellUpdateCnfNewDRX_DCCH" a new uRNTI is assigned . As per the test prose it is omit. 

	Summary of change
	 New URNTI is omitted


3.7 Corrections specific to test case 8.3.1.11

3.7.1 Timer tolerances, as advised by 34.108 not implemented

	Test Case
	Tc_8_3_1_11

	Reason for change
	TTCN timer tolerances as advised by 34.108 needs to be applied. Present TTCN, there are no tolerances used for TTCN timers

	Summary of change
	 Added timer tolerances, as per 34.108.


4 Conclusion

ETSI MCC has accepted the above changes and our understanding is that these changes shall be incorporated in the next release.
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