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6.5
Blocking Characteristics

6.5.1
Definition and applicability

The blocking characteristics is a measure of the receiver ability to receive a wanted signal at its assigned channel frequency in the presence of an unwanted interferer on frequencies other than those of the spurious response or the adjacent channels without this unwanted input signal causing a degradation of the performance of the receiver beyond a specified limit.. The blocking performance shall apply at all frequencies except those at which a spurious response occur.

The requirements of this test apply to all UTRA UE

6.5.2
Minimum Requirements

The BER shall not exceed 0,001 for the parameters specified in table 6.5.2a and table 6.5.2b. For table 6.5.2b up to 24 exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1MHz step size for the interference signal.

The normative reference for this requirement is 3G TS 25.102 clause 7.6.1

Table 6.5.2a: In-band blocking

Parameter
Offset 1
Offset 2
Unit
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0
0
dB

Îor
<REFSENS> + 3 dB
<REFSENS> + 3 dB
dBm/3.84 MHz

Iblocking (modulated)
-56
-44
dBm/3.84 MHz

Fuw offset
+10 or -10
+15 or -15
MHz

Table 6.5.2b: Out of band blocking

Parameter
Band 1
Band 2
Band 3
Unit
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0
0
0
dB

Îor 
<REFSENS> + 3 dB
<REFSENS> + 3 dB
<REFSENS> + 3 dB
dBm/3.84 MHz

Iblocking (CW)
-44
-30
-15
dBm

Fuw

For operation in frequency bands as definded in subclause 4.2(a)
1840 <f <1885

1935 <f <1995

2040 <f <2085


1815 <f <1840

2085 <f <2110
1< f <1815

2110< f <12750
MHz

Fuw

For operation in frequency bands as definded in subclause 4.2(b)
1790 < f < 1835

2005 < f < 2050
1765 < f < 1790

2050 < f < 2075
1 < f < 1765

2075 < f < 12750
MHz

Fuw

For operation in frequency bands as definded in subclause 4.2(c)
1850 < f < 1895

1945 < f < 1990
1825 < f < 1850

1990 < f < 2015
1 < f < 1825

2015 < f < 12750
MHz

Note: 
1.
For operation referenced in 4.2(a), from 1885 <f< 1900 MHz, 1920 <f< 1935 MHz, 1995 <f< 2010 MHz and 2025<f< 2040 MHz , the appropriate in-band blocking or adjacent channel selectivity in section 6.5.2. shall be applied.


2.
For operation referenced in 4.2(b), from 1835 < f < 1850 MHz and 1990< f < 2005 MHz, the appropriate in-band blocking or adjacent channel selectivity in section 6.5.2. shall be applied. 


3.
For operation referenced in 4.2(c), from 1895 < f < 1910 MHz and 1930< f < 1945 MHz, the appropriate in-band blocking or adjacent channel selectivity in section 6.5.2. shall be applied.

6.5.3
Test purpose

"The test stresses the ability of the UE receiver to withstand high-level interference from unwanted signals at frequency offsets of 10 MHz or more, without undue degradation of its sensitivity."

6.5.4
Method of test
6.5.4.1
Initial conditions

1)
Connect the SS and the interfering Signal generator to the antenna connector as shown in Figure A.5.

2)
A call is set up according to the Generic call setup procedure 

3)
Enter the UE into loopback test mode and start the loopback test.

6.5.4.2
Procedure

1)
The wanted signal frequency channel is set into the middle of the band.

2)
The interfering Signal Generator is stepped through the frequency range indicated in table 6.5.2.a.  with a step size of 1 MHz.

3)
The interference signal shall be equivalent to a continuously running wideband CDMA signal with one code and chip frequency 3.84 Mchip/s and rolloff 0.22.

4)
Measure the BER of the wanted signal received from the UE at the SS for each step of the interferer.

5)
Repeat the inband blocking for wanted frequency channels low–band and high-band.

6)
The wanted signal frequency channel is set into the middle of the band.

7)
The interfering Signal Generator is stepped through the frequency range indicated in table 6.4.2.b.  with a step size of 1 MHz.

8)
The interference signal is a CW signal.

9)
Measure the BER of the wanted signal received from the UE at the SS for each step of the interferer.

NOTE:
Due to the large amount of time-consuming BER tests it is recommended to speed up a single BER test by reducing the 0.001-BER confidence level [10 000 bits under test or 10 errors] for screening the critical frequencies. Critical frequencies must be identified using standard BER confidence level. [30 000 bits or 30 errors].

6.5.5
Test requirements
The measured BER, derived in step 4 ) and 5), shall not exceed 0,001 (without exception). under test conditions described in table 6.5.5a.
The measured BER, derived in step 9), shall not exceed 0,001 except for up to 24 different frequencies of the interfering signal. under test conditions described in table 6.5.5b.
 These frequencies are further processed in subclause 5.6 Spurious response.
Table 6.5.5a: Test conditions In-band blocking

Parameter
Offset 1
Offset 2
Unit
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0
0
dB

Îor
<REFSENS> + 3 dB
<REFSENS> + 3 dB
dBm/3.84 MHz

Iblocking (modulated)
-56
-44
dBm/3.84 MHz

Table 6.5.5b: Test conditions Out of band blocking

Parameter
Band 1
Band 2
Band 3
Unit
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0
0
0
dB

Îor 
<REFSENS> + 3 dB
<REFSENS> + 3 dB
<REFSENS> + 3 dB
dBm/3.84 MHz

Iblocking (CW)
-44
-30
-15
dBm

NOTE: If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in Annex F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.4




�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the lastest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. Work item acronyms are listed in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).


�PAGE \# "'Page: '#'�'"  �� Enter each the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





PAGE  
3GPP


_1041314053.unknown

