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Reason for change:
(

There is an inconsistency about applicability of “Multiple SMS mobile originated” between the core spec.




Summary of change:
(

1. Un-applying of test cases of “Multiple SMS mobile originated” on PS
 The MO concatenated SMS mechanism is described for CS only, as the following in a core spec of 3GPP TS 24.011 V3.6.0 (2001-03) [3];
If an entity has more than one short message or notification to send, then it is useful to maintain the Radio Resource (RR) connection in between transfers for circuit switched service. 
 Therefore, test cases of “Multiple SMS mobile originated” on PS have been deleted to match that of this core spec to applicability.
Un-applying of sub-clause 16.2.9.1 and 16.2.9.2

NOTE:
In Rel-4, this applicability will be added again.
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Recommended test case applicability
Table 1: Applicability of tests

Clause
Title
Applicability
Comments















** omitted **
*** omitted ***
*** omitted ***
*** omitted ***











SMS








** omitted **
*** omitted ***
*** omitted ***
*** omitted ***






16.2.1
SMS on PS mode / SMS mobile terminated
C26
UE capable of receiving Short Message at any time on PS mode.

16.2.2
SMS on PS mode / SMS mobile originated
C27
UE capable of submitting Short Message at any time on PS mode.

16.2.3
SMS on PS mode / Test of memory full condition and memory available notification
C28
UE capable of sending the correct acknowledgement of memory full condition in PS mode.

16.2.4
SMS on PS mode / Test of the status report capabilities and of SMS-COMMAND
C29
UEs supporting the status report capabilities in PS mode.

16.2.5.1
Short message class 0
C30
UE capable of displaying short messages in PS mode

16.2.5.2
SMS on PS mode / Test of class 1 short messages
C31
UE capable of displaying short messages and storing of received Class 1 Short Messages in PS mode

16.2.5.3
SMS on PS mode / Test of class 2 short messages
C32
UE capable of displaying short messages and storing of received Class 2 Short Messages in the SIM in PS mode.

16.2.5.4
SMS on PS mode / Test of class 3 short messages
[FFS]
[FFS]

16.2.6
SMS on PS mode / Test of short message type 0 (???)
[FFS]
[FFS]

16.2.7
SMS on PS mode / Test of the replace mechanism for SM type 1-7
C37
UEs which support Replace Short Messages and display of received Short Messages in PS mode.

16.2.8
SMS on PS mode / Test of the reply path scheme
C38
UEs which support reply procedures (the class of UEs for which this is mandatory is described in TS 23.040, annex 4) displaying of received Short Messages and submitting Short Messages in PS mode.











16.3
Short message service cell broadcast
R
All UEs.










** omitted **
*** omitted ***
*** omitted ***
*** omitted ***
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