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Additional PICS and applicabilty information for L2/PDCP testing




Summary of change:
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1. According T1S-010307 (PDCP prose), test case 7.3.2.2.4, there are extented applicability requirements to perform this test case. For this reason, a new PDCP PICS parameter “Support of UM RB and AM RB” is included in table A.19, item 4.2. In addition, the applicability condition C214 used for test case 7.3.2.2.4 in table 1 is updated by considering the new PICS parameter.  
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clause 4, table A.19 PDCP Parameters and clause A.4.3.4, table 1 Applicability of tests
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Releases affected: R99 and REL-4

4
Recommended test case applicability

Table 1: Applicability of tests

Clause
Title
Release
Applicability
Comments

LAYER 2

7.3.2.2.4
IP Header Compression and PID assignment /  UE in RLC UM / Compression type used for different entities
R99
C214
UE supporting PS, IP Header Compression protocol IETF RFC 2507 and establishment of more than one PDCP entities supporting two radio bearer RLC AM and RLC UM as defined in this test case

C214
IF A.3/2 AND A.19/1 AND A.19/3 AND A.19/4 THEN R ELSE N/A

A.4.3.4
Layer 2/3 Baseline Implementation Capabilities (access stratum)

Table A.19: PDCP Parameters

Item
PDCP Parameters
Ref.
Release
Comments

1
Support of RFC 2507
25.323, 5.1.2
R99
IP header compression protocol RFC 2507 is supported

2
Support of Lossless SRNS relocation
25.323, 5.4
R99
Lossless SRNS Relocation is supported

3
More than one PDCP entity
25.323, 5.1
R99
Establishment of more than one PDCP entities is supported

4
Support of UM RB and AM RB
34.123-1, 7.3.2.2.4
R99
Support of two radio bearer RLC AM and RLC UM as defined in test case 7.3.2.2.4
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