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4
Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 34.123-1 that contains the test body.

Title

The title column describes the name of the test.

Release

The release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability 

The following notations are used for the applicability column:

R
recommended - the test case is recommended

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Comments 

This column contains a verbal description of the condition included in the applicability column.

Table 1: Applicability of tests

RADIO RESOURCE CONTROL

8.1.1.1
RRC / Paging for Connection in idle mode
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.1.2
RRC / Paging for Connection in connected mode (CELL_PCH)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.1.1.3
RRC / Paging for Connection in connected mode (URA_PCH)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.1.1.4
RRC / Paging for Notification in idle mode
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.1.5
RRC / Paging for Notification in connected mode (CELL_PCH)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.1.1.6
RRC / Paging for Notification in connected mode (URA_PCH)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.1.1.7
RRC / Paging for Connection in connected mode (CELL_DCH)
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.1.8
RRC / Paging for Connection in connected mode (CELL_FACH)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.1.2.1
RRC / RRC Connection Establishment in CELL_DCH state: Success
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.2.2
RRC / RRC Connection Establishment: Success after T300 timeout
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.2.3
RRC / RRC Connection Establishment: Failure (V300 is greater than N300)
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.2.4
RRC / RRC Connection Establishment: Reject ("wait time" is not equal to 0)
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.2.5
RRC / RRC Connection Establishment: Reject ("wait time" is not equal to 0 and V300 is greater than N300)
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.2.6
RRC / RRC Connection Establishment: Reject ("wait time" is set to 0)
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.2.7
RRC / RRC Connection Establishment in CELL_FACH state: Success
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.2.8
Void




8.1.2.9
RRC / RRC Connection Establishment: Success after Physical channel failure and Invalid configuration
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.3.1
RRC / RRC Connection Release in CELL_DCH state: Successful
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.3.2
RRC / RRC Connection Release using on DCCH in CELL_FACH state: Successful
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.3.3
RRC / RRC Connection Release using on CCCH in CELL_FACH state: Failure
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.3.4
RRC / RRC Connection Release in CELL_FACH state: Failure
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.3.5
RRC / RRC Connection Release in CELL_FACH state: Invalid message
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.5.1
RRC / UE Capability in CELL_DCH state: Success
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.5.2
RRC / UE Capability in CELL_DCH state: Success after T304 timeout
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.5.3
RRC / UE Capability in CELL_DCH state: Failure (After N304 re-transmissions)
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.5.4
RRC / UE Capability in CELL_FACH state: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.1.5.5
RRC / UE Capability in CELL_FACH state: Success after T304 timeout
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.1.6.1
Direct Transfer in CELL_DCH state (invalid message reception and no signalling connection exists)
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

8.1.6.2
Direct Transfer in CELL_FACH state (invalid message reception and no signalling connection exists)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.1.7.1
RRC / Security mode control in CELL_DCH state
R99
C07
UEs supporting FDD and supporting UMTS Encryption Algorithm UEA1.




C53
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting UMTS Encryption Algorithm UEA1.

8.1.7.2
RRC / Security mode control in CELL_FACH state
R99
C42
UEs supporting FDD and supporting PS bearer service and supporting UMTS Encryption Algorithm UEA1.




C54
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service and supporting UMTS Encryption Algorithm UEA1.

8.1.8.1
RRC / Counter check in CELL_DCH state
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.1.8.2
RRC / Counter check in CELL_FACH state
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.1.9
RRC / Signalling Connection Release Request
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.
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