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Table 1: Applicability of tests

8.2.1.1
RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success 
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

8.2.1.2
Void




8.2.1.3
RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Failure (Unsupported configuration)
R99

UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

8.2.1.4
RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Failure (Physical channel Failure and successful reversion to old configuration)
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

8.2.1.5
RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Failure (Physical channel Failure and reversion failure)
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

8.2.1.6
RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Failure (Incompatible simultaneous configuration)
R99
C01
UEs supporting FDD.




C02
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option

8.2.1.7
RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Failure (Invalid message reception and invalid configuration)
R99
C01
UEs supporting FDD.




C02
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option

8.2.1.8
RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_FACH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.1.9
RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_FACH: Success (Cell re-selection)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.1.10
RRC / Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.1.11
RRC / Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Failure (Unsupported configuration)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.1.12
RRC / Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Failure (Physical channel Failure and successful reversion to old configuration)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.1.13
RRC / Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Failure (Physical channel Failure and reversion failure)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.1.14
RRC / Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Failure (Incompatible simultaneous reconfiguration)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.1.15
RRC / Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Failure (Invalid message reception and invalid configuration)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.1.16
RRC / Radio Bearer Establishment for transition from CELL_FACH to CELL_FACH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.1.17
RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (Subsequently received )
R99
C01
UEs supporting FDD and supporting PS bearer service.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

8.2.1.18
RRC / Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Success (Subsequently received )
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.1.19
RRC / Radio Bearer Establishment from CELL_DCH to CELL_PCH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.1.20
RRC / Radio Bearer Establishment from CELL_DCH to URA_PCH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.1
RRC / Radio Bearer Reconfiguration (Hard Handover) from CELL_DCH to CELL_DCH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.2
RRC / Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Failure (Unsupported configuration)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.3
RRC / Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Failure (Physical channel failure and reversion to old configuration)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.4
RRC / Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Failure (Physical channel failure and reversion failure)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.5
RRC / Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Failure (Incompatible simultaneous reconfiguration)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.6
RRC / Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Failure (Invalid message reception)
R99
C06
UEs supporting FDD and supporting PS bearer service..




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.7
RRC / Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Failure (Suspension of signalling bearer)
R99
C06
UEs supporting FDD and supporting PS bearer service..




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.8
RRC / Radio Bearer Reconfiguration from CELL_DCH to CELL_FACH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.9
RRC / Radio Bearer Reconfiguration from CELL_DCH to CELL_FACH: Success (Physical channel failure)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.10
RRC / Radio Bearer Reconfiguration from CELL_FACH to CELL_DCH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.11
RRC / Radio Bearer Reconfiguration from CELL_FACH to CELL_DCH: Failure (Unsupported configuration)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.12
RRC / Radio Bearer Reconfiguration from CELL_FACH to CELL_DCH: Failure (Physical channel failure and reversion to old configuration)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.13
RRC / Radio Bearer Reconfiguration from CELL_FACH to CELL_DCH: Failure (Physical channel failure and reversion failure)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.14
RRC / Radio Bearer Reconfiguration from CELL_FACH to CELL_DCH: Failure (Incompatible simultaneous reconfiguration)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.15
RRC / Radio Bearer Reconfiguration from CELL_FACH to CELL_DCH: Failure (Invalid message reception)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.16
RRC / Radio Bearer Reconfiguration from CELL_FACH to CELL_DCH: Failure (Suspension of signalling bearer)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.17
RRC / Radio Bearer Reconfiguration from CELL_FACH to CELL_FACH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.18
RRC / Radio Bearer Reconfiguration from CELL_FACH to CELL_FACH: Success (Physical channel failure)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.19
RRC / Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Success ( Subsequently received )
R99
C01
UEs supporting FDD and supporting PS bearer service.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

8.2.2.20
RRC / Radio Bearer Reconfiguration from CELL_FACH to CELL_DCH: Success ( Subsequently received )
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.21
RRC / Radio Bearer Reconfiguration from CELL_DCH to CELL_PCH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.22
RRC / Radio Bearer Reconfiguration from CELL_DCH to URA_PCH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.23
RRC / Radio Bearer Reconfiguration from CELL_FACH to CELL_PCH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.2.24
RRC / Radio Bearer Reconfiguration from CELL_FACH to URA_PCH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.3.1
RRC / Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

8.2.3.2
RRC / Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Failure (Unsupported configuration)
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

8.2.3.3
RRC / Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Failure (Physical channel failure and reversion to old configuration)
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

8.2.3.4
RRC / Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Failure (Physical channel failure and reversion failure)
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

8.2.3.5
RRC / Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Failure (Incompatible simultaneous reconfiguration)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.3.6
RRC / Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Failure (Invalid message reception)
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

8.2.3.7
RRC / Radio Bearer Release for transition from CELL_DCH to CELL_FACH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.3.8
RRC / Radio Bearer Release for transition from CELL_DCH to CELL_FACH: Success (Physical channel failure)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.3.9
RRC / Radio Bearer Release for transition from CELL_FACH to CELL_DCH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.3.10
RRC / Radio Bearer Release for transition from CELL_FACH to CELL_DCH: Failure (Unsupported configuration)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.3.11
RRC / Radio Bearer Release for transition from CELL_FACH to CELL_DCH: Failure (Physical channel failure and reversion to old configuration)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.3.12
RRC / Radio Bearer Release for transition from CELL_FACH to CELL_DCH: Failure (Physical channel failure and reversion failure)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.3.13
RRC / Radio Bearer Release for transition from CELL_FACH to CELL_DCH: Failure (Incompatible simultaneous reconfiguration)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.3.14
RRC / Radio Bearer Release for transition from CELL_FACH to CELL_DCH: Failure (Invalid message reception)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.3.15
RRC / Radio Bearer Release for transition from CELL_FACH to CELL_FACH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.3.16
RRC / Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success ( Subsequently received )
R99
C01
UEs supporting FDD and supporting PS bearer service.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

8.2.3.17
RRC / Radio Bearer Release for transition from CELL_FACH to CELL_DCH: Success ( Subsequently received )
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.3.18
RRC / Radio Bearer Release from CELL_DCH to CELL_PCH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.3.19
RRC / Radio Bearer Release from CELL_DCH to URA_PCH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.1
RRC / Transport channel reconfiguration from CELL_DCH to CELL_DCH (Hard handover to intra-frequency): Success with no transport channel type switching
R99
C06
UEs supporting FDD and supporting PS bearer service..




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.2
RRC / Transport channel reconfiguration from CELL_DCH to CELL_DCH: Failure (Unsupported configuration)
R99
C06
UEs supporting FDD and supporting PS bearer service..




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.3
RRC / Transport channel reconfiguration from CELL_DCH to CELL_DCH: Failure (Physical channel failure and reversion to old configuration)
R99
C06
UEs supporting FDD and supporting PS bearer service..




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.4
RRC / Transport channel reconfiguration from CELL_DCH to CELL_DCH: Failure (Physical channel failure and reversion failure)
R99
C06
UEs supporting FDD and supporting PS bearer service..




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.5
RRC / Transport channel reconfiguration from CELL_DCH to CELL_DCH: Failure (Incompatible simultaneous reconfiguration)
R99
C06
UEs supporting FDD and supporting PS bearer service..




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.6
RRC / Transport channel reconfiguration from CELL_DCH to CELL_DCH: Failure (Invalid message reception)
R99
C06
UEs supporting FDD and supporting PS bearer service..




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.7
RRC / Transport channel reconfiguration from CELL_DCH to CELL_FACH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.9
RRC / Transport channel reconfiguration from CELL_DCH to CELL_FACH: Success (Physical channel failure and reversion failure)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.10
RRC / Transport channel reconfiguration from CELL_FACH to CELL_DCH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.11
RRC / Transport channel reconfiguration from CELL_FACH to CELL_DCH: Failure (Unsupported configuration)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.12
RRC / Transport channel reconfiguration from CELL_FACH to CELL_DCH: Failure (Physical channel failure and reversion to old channel)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.13
RRC / Transport channel reconfiguration from CELL_FACH to CELL_DCH: Failure (Physical channel failure and reversion failure)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.14
RRC / Transport channel reconfiguration from CELL_FACH to CELL_DCH: Failure (Incompatible simultaneous reconfiguration)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.15
RRC / Transport channel reconfiguration from CELL_FACH to CELL_DCH: Failure (Invalid message reception)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.16
RRC / Transport channel reconfiguration from CELL_FACH to CELL_FACH: Success with no transport channel type switching
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.17
RRC / Transport channel reconfiguration from CELL_FACH to CELL_FACH: Success (Physical channel failure)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.18
RRC / Transport Channel Reconfiguration from CELL_DCH to CELL_DCH: Success ( Subsequently received )
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.19
RRC / Transport Channel Reconfiguration from CELL_FACH to CELL_DCH: Success ( Subsequently received )
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.20
RRC / Transport channel Reconfiguration from CELL_DCH to CELL_PCH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.4.21
RRC / Transport channel from CELL_DCH to URA_PCH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.5.1
RRC / Transport format combination Control in CELL_DCH: restriction
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

8.2.5.2
RRC / Transport format combination Control in CELL_DCH: release a restriction
R99
C01
UEs supporting FDD.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

8.2.5.3
RRC / Transport format combination Control in CELL_DCH: Failure (Incompatible simultaneous reconfiguration)
R99
C06
UEs supporting FDD and supporting PS bearer service..




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.5.4
RRC / Transport format combination Control in CELL_DCH: Failure (Invalid message reception)
R99
C06
UEs supporting FDD and supporting PS bearer service..




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.6.1
RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency): Success
R99
C06
UEs supporting FDD and supporting PS bearer service..




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.6.2
RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency): Failure (Unsupported configuration)
R99
C06
UEs supporting FDD and supporting PS bearer service..




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.6.3
RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency): Failure (Physical channel failure and reversion to old channel)
R99
C06
UEs supporting FDD and supporting PS bearer service..




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.6.4
RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency): Failure (Physical channel failure and reversion failure)
R99
C06
UEs supporting FDD and supporting PS bearer service..




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.6.5
RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency): Failure (Incompatible simultaneous reconfiguration)
R99
C06
UEs supporting FDD and supporting PS bearer service..




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.6.6
RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency): Failure (Invalid message reception)
R99
C06
UEs supporting FDD and supporting PS bearer service..




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.6.7
RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_FACH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.6.8
RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_FACH: Success (Physical channel failure)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.6.9
RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.6.10
RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Failure (Unsupported configuration)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.6.11
RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Failure (Physical channel failure and reversion to old configuration)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.6.12
RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Failure (Physical channel failure and reversion failure)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.6.13
RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Failure (Incompatible simultaneous reconfiguration)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.6.14
RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Failure (Invalid message reception)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.6.15
RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_FACH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.6.16
RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_FACH: Failure (Physical channel failure)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.6.17
RRC / Physical Channel Reconfiguration from CELL_DCH to CELL_DCH ( Hard Handover to another frequency ): Success ( Subsequently received )
R99
C01
UEs supporting FDD and supporting PS bearer service.




C02
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

8.2.6.18
RRC / Physical Channel Reconfiguration from CELL_FACH to CELL_DCH: Success ( Subsequently received )
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.6.19
RRC / Physical channel from CELL_DCH to CELL_PCH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.2.6.20
RRC / Physical channel from CELL_DCH to URA_PCH: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.
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