Page 1



3GPP TSG- T1#15 
Tdoc T1-020326

Lund, Sweden, 21-24 May 2002
3GPP TSG-T1/SIG Meeting #23
Tdoc T1S-020215r2
Lund, Sweden, 21-23 May 2002

	CR-Form-v5.1

	CHANGE REQUEST

	

	(

	34.123
	CR
	CRNum
	(

rev
	-
	(

Current version:
	4.2.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	x
	Radio Access Network
	
	Core Network
	

	

	Title:
(

	Correction of layer 2 setting for TM RBs, segmentation indication

	
	

	Source:
(

	Ericsson

	
	

	Work item code:
(

	TEI-4
	
	Date: (

	2002-05-18

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	REL-4

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	· The corrections to default message included in this CR are proposed to align the test with configurations typically used in real networks
· To correct some radio bearer test cases based on commnets from ETSI MCC.


	
	

	Summary of change:
(

	Segmentation indication

· In several subclauses in TS 34.123, covering several RABs using TM RBs, segmentation indication has been changed from TRUE to FALSE.The RLC SDU sizes are adjusted accordingly. For the conversational 64 kbps RAB for example, the test specified in 14.2.13.2 applies an RLC SDU size of 2560, an RLC PDU size of 640 and hence segmentation set to TRUE. However, it is also possible to apply “no segmentation” in which case the RLC SDU size will be 640, equal to the RLC PDU size. In this case there will be multiple RLC SDUs transferred in one TTI, which is allowed for the “no segmentation” case. No segmentation is considered to be the normal case used in real network configurations. 

· For TM radio bearer, having UL transport formats with more than 1 transport block, the Timer discard without explicit signalling have been configured for 100ms. If  the ‘Timer discard without explicit signalling’ is not configured then a good UE will fail the test if, due to UE test loop function delays, not all SDUs are delivered to the uplink RLC entity within one and the same TTI.

Affected test cases are: 14.2.12, 14.2.13.1, 14.2.13.2, 14.2.14.2, 14.2.16, 14.2.17, 14.2.19, 14.2.21, 14.2.49.1, 14.2.49.2, 14.2.50.1, 14.2.50.2, 14.2.51.1, 14.2.51.2, 14.2.52.1, 14.2.52.2, 14.2.53.1 and 14.2.53.2.

TM radio bearer test case 14.2.14.1 has maximum transport format of one transport block (i.e. 0xTB and 1xTB) and does thus not to be configured for ‘Timer discard without explicit signalling’.


· Correction of test requirement reflecting the changes to number of SDUs sent per TTI. 

· Correction of RLC SDU size and test data size for  test case 14.2.51.2 (sub-test 4)
· Correction of RLC SDU size for test cases 14.2.52.1 and 14.2.52.2 (Sub tests 3 and 8)


	
	

	Consequences if 
(

not approved:
	In case the CR is not approved the test specification will 

· The tests will not reflect configurations typically used in real networks



	
	

	Clauses affected:
(

	14.2.12, 14.2.13, 14.2.14, 14.2.16, 14.2.17, 14.2.18, 14.2.19, 14.2.20, 14.2.21, 14.2.22, 14.2.49, 14.2.50, 14.2.51, 14.2.52, 14.2.53

	
	

	Other specs
(

	
	 Other core specifications
(

	

	affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	Applicable to R99 and REL-4.

According to the decision in T1/SIG#22 the changes to RLC settings in Annex A.1 have been moved to a separate CR.


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

<Start of modified section>

14.2.12
Conversational / unknown / UL:28.8 DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH 

14.2.12.1
Conformance requirement

See 14.2.4.1.

14.2.12.2
Test purpose

To verify radio bearer establishment and correct data transfer for reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.12.
14.2.12.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS:

	Uplink RLC
	

	
TM RLC
	

	

Transmission RLC discard
	

	


CHOICE SDU Discard Mode
	

	



Timer based no explicit
	

	




Timer_discard
	100ms

	

Segmentation indication
	FALSE

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	NOTE: 
‘Timer based discard without explicit signalling’ is configured in uplink to secure that the UE will be able to return data in uplink for the case when the UE test loop function, due to processing delays, will not deliver the SDUs in one and the same TTI, but instead in two subsequent TTIs. 


Uplink TFS:

	
	TFI
	RB5
(28.8 kbps)
	DCCH

	TFS
	TF0, bits
	0x576
	0x148

	
	TF1, bits
	1x576
	1x148

	
	TF2, bits
	2x576
	N/A


Uplink TFCS:

	TFCI
	(RB5, DCCH)

	UL_TFC0
	(TF0, TF0)

	UL_TFC1
	(TF1, TF0)

	UL_TFC2
	(TF2, TF0)

	UL_TFC3
	(TF0, TF1)

	UL_TFC4
	(TF1, TF1)

	UL_TFC5
	(TF2, TF1)


Downlink TFS:

	
	
	RB5
(28.8 kbps)
	DCCH

	TFS
	TF0, bits
	0x576
	0x148

	
	TF1, bits
	1x576
	1x148

	
	TF2, bits
	2x576
	N/A


Downlink TFCS:

	TFCI
	(RB5, DCCH)

	DL_TFC0
	(TF0, TF0)

	DL_TFC1
	(TF1, TF0)

	DL_TFC2
	(TF2, TF0)

	DL_TFC3
	(TF0, TF1)

	DL_TFC4
	(TF1, TF1)

	DL_TFC5
	(TF2, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note)
	Test data size

(bits)

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC3, UL_TFC0, UL_TFC3
	UL_TFC0, UL_TFC1,

UL_TFC3,

UL_TFC4
	RB5: 576
	RB5: 576

	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC3, UL_TFC0, UL_TFC3
	UL_TFC0, UL_TFC2,

UL_TFC3, UL_TFC5,
	RB5: 576
	RB5: 2x576

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See clause 14.1.1 for test procedure. 

14.2.12.4 
Test requirements

See clause 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1: RB5/TF1 (1x576).

-
for sub-test 2: RB5/TF2 (2x576).

3.
At step 15 the UE shall return

- 
for sub-test 1: an RLC SDU on RB5 having the same content as sent by SS. 
- 
for sub-test 2: two RLC SDUs on RB5 having the same content as sent by SS. 

14.2.13
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
14.2.13.1
Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 20 ms TTI

14.2.13.1.1
Conformance requirement

See clause 14.2.4.1.

14.2.13.1.2
Test purpose

To verify radio bearer establishment and correct data transfer for reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.13 for the 20 ms TTI case.
14.2.13.1.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS:

	Uplink RLC
	

	
TM RLC
	

	

Transmission RLC discard
	

	


CHOICE SDU Discard Mode
	

	



Timer based no explicit
	

	




Timer_discard
	100ms

	

Segmentation indication
	FALSE

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


Uplink TFS:

	
	TFI
	RB5
(64 kbps)
	DCCH

	TFS
	TF0, bits
	0x640
	0x148

	
	TF1, bits
	2x640
	1x148


Uplink TFCS:

	TFCI
	(RB5, DCCH)

	UL_TFC0
	(TF0, TF0)

	UL_TFC1
	(TF1, TF0)

	UL_TFC2
	(TF0, TF1)

	UL_TFC3
	(TF1, TF1)


Downlink TFS:

	
	TFI
	RB5
(64 kbps)
	DCCH

	TFS
	TF0, bits
	0x640
	0x148

	
	TF1, bits
	2x640
	1x148


Downlink TFCS:

	TFCI
	(RB5, DCCH)

	DL_TFC0
	(TF0, TF0)

	DL_TFC1
	(TF1, TF0)

	DL_TFC2
	(TF0, TF1)

	DL_TFC3
	(TF1, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note)
	Test data size

(bits)

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC2, UL_TFC0, UL_TFC2
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 640
	RB5: 2x640

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See clause 14.1.1 for test procedure. 

14.2.13.1.4 
Test requirements

See clause 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be 

- 
for sub-test 1: RB5/TF1 (2x640).

3.
At step 15 the UE shall return

- 
for sub-test 1: two RLC SDUs on RB5 having the same content as sent by SS. 

14.2.13.2
Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 40 ms TTI

14.2.13.2.1
Conformance requirement

See clause 14.2.4.1.

14.2.13.2.2
Test purpose

To verify radio bearer establishment and correct data transfer for reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.13 for the 40 ms TTI case.
14.2.13.2.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS:

	Uplink RLC
	

	
TM RLC
	

	

Transmission RLC discard
	

	


CHOICE SDU Discard Mode
	

	



Timer based no explicit
	

	




Timer_discard
	100ms

	

Segmentation indication
	FALSE

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


Uplink TFS:

	
	TFI
	RB5
(64 kbps)
	DCCH

	TFS
	TF0, bits
	0x640
	0x148

	
	TF1, bits
	4x640
	1x148


Uplink TFCS:

	TFCI
	(RB5, DCCH)

	UL_TFC0
	(TF0, TF0)

	UL_TFC1
	(TF1, TF0)

	UL_TFC2
	(TF0, TF1)

	UL_TFC3
	(TF1, TF1)


Downlink TFS:

	
	TFI
	RB5
(64 kbps)
	DCCH

	TFS
	TF0, bits
	0x640
	0x148

	
	TF1, bits
	4x640
	1x148


Downlink TFCS:

	TFCI
	(RB5, DCCH)

	DL_TFC0
	(TF0, TF0)

	DL_TFC1
	(TF1, TF0)

	DL_TFC2
	(TF0, TF1)

	DL_TFC3
	(TF1, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note)
	Test data size

(bits)

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC2, UL_TFC0, UL_TFC2
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 640
	RB5: 4x640

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See 14.1.1 for test procedure. 

14.2.13.2.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be 

- 
for sub-test 1: RB5/TF1 (4x640).

3.
At step 15 the UE shall return

- 
for sub-test 1: four RLC SDUs on RB5 having the same content as sent by SS. 

14.2.14
Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
14.2.14.1
Conversational / unknown / UL:32 DL:32 kbps / CS RAB / 20 ms TTI

14.2.14.1.1
Conformance requirement

See 14.2.4.1.

14.2.14.1.2
Test purpose

To verify radio bearer establishment and correct data transfer for reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.14 for the 20 ms TTI case.
14.2.14.1.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS:

	Uplink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE


Uplink TFS:

	
	TFI
	RB5
(32 kbps)
	DCCH

	TFS
	TF0, bits
	0x640
	0x148

	
	TF1, bits
	1x640
	1x148


Uplink TFCS:

	TFCI
	(RB5, DCCH)

	UL_TFC0
	(TF0, TF0)

	UL_TFC1
	(TF1, TF0)

	UL_TFC2
	(TF0, TF1)

	UL_TFC3
	(TF1, TF1)


Downlink TFS:

	
	TFI
	RB5
(32 kbps)
	DCCH

	TFS
	TF0, bits
	0x640
	0x148

	
	TF1, bits
	1x640
	1x148


Downlink TFCS:

	TFCI
	(RB5, DCCH)

	DL_TFC0
	(TF0, TF0)

	DL_TFC1
	(TF1, TF0)

	DL_TFC2
	(TF0, TF1)

	DL_TFC3
	(TF1, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note)
	Test data size

(bits)

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC2, UL_TFC0, UL_TFC2
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 640
	RB5: 640

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See 14.1.1 for test procedure. 

14.2.14.1.4 
Test requirements

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be 

- 
for sub-test 1: RB5/TF1 (1x640).

3.
At step 15 the UE shall return

- 
for sub-test 1: an RLC SDU on RB5 having the same content as sent by SS. 

14.2.14.2
Conversational / unknown / UL:32 DL:32 kbps / CS RAB / 40 ms TTI

14.2.14.2.1
Conformance requirement

See 14.2.4.1.

14.2.14.2.2
Test purpose

To verify radio bearer establishment and correct data transfer for reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.14 for the 40 ms TTI case.
14.2.14.2.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS:

	Uplink RLC
	

	
TM RLC
	

	

Transmission RLC discard
	

	


CHOICE SDU Discard Mode
	

	



Timer based no explicit
	

	




Timer_discard
	100ms

	

Segmentation indication
	FALSE

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


Uplink TFS:

	
	TFI
	RB5
(32 kbps)
	DCCH

	TFS
	TF0, bits
	0x640
	0x148

	
	TF1, bits
	2x640
	1x148


Uplink TFCS:

	TFCI
	(RB5, DCCH)

	UL_TFC0
	(TF0, TF0)

	UL_TFC1
	(TF1, TF0)

	UL_TFC2
	(TF0, TF1)

	UL_TFC3
	(TF1, TF1)


Downlink TFS:

	
	TFI
	RB5
(32 kbps)
	DCCH

	TFS
	TF0, bits
	0x640
	0x148

	
	TF1, bits
	2x640
	1x148


Downlink TFCS:

	TFCI
	(RB5, DCCH)

	DL_TFC0
	(TF0, TF0)

	DL_TFC1
	(TF1, TF0)

	DL_TFC2
	(TF0, TF1)

	DL_TFC3
	(TF1, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note)
	Test data size

(bits)

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC2, UL_TFC0, UL_TFC2
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 640
	RB5: 2x640

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See 14.1.1 for test procedure. 

14.2.14.2.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be 

- 
for sub-test 1: RB5/TF1 (2x640).

3.
At step 15 the UE shall return

- 
for sub-test 1: two RLC SDUs on RB5 having the same content as sent by SS. 

<End of modified section>

<Start of modified section>

14.2.16
Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
14.2.16.1
Conformance requirement

See 14.2.4.1.

14.2.16.2
Test purpose

To verify radio bearer establishment and correct data transfer for reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.16. 

14.2.16.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS:

	Uplink RLC
	

	
TM RLC
	

	

Transmission RLC discard
	

	


CHOICE SDU Discard Mode
	

	



Timer based no explicit
	

	




Timer_discard
	100ms

	

Segmentation indication
	FALSE

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


Uplink TFS:

	
	TFI
	RB5
(28.8 kbps)
	DCCH

	TFS
	TF0, bits
	0x576
	0x148

	
	TF1, bits
	1x576
	1x148

	
	TF2, bits
	2x576
	N/A


Uplink TFCS:

	TFCI
	(RB5, DCCH)

	UL_TFC0
	(TF0, TF0)

	UL_TFC1
	(TF1, TF0)

	UL_TFC2
	(TF2, TF0)

	UL_TFC3
	(TF0, TF1)

	UL_TFC4
	(TF1, TF1)

	UL_TFC5
	(TF2, TF1)


Downlink TFS:

	
	
	RB5
(28.8 kbps)
	DCCH

	TFS
	TF0, bits
	0x576
	0x148

	
	TF1, bits
	1x576
	1x148

	
	TF2, bits
	2x576
	N/A


Downlink TFCS:

	TFCI
	(RB5, DCCH)

	DL_TFC0
	(TF0, TF0)

	DL_TFC1
	(TF1, TF0)

	DL_TFC2
	(TF2, TF0)

	DL_TFC3
	(TF0, TF1)

	DL_TFC4
	(TF1, TF1)

	DL_TFC5
	(TF2, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note)
	Test data size

(bits)

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC3, UL_TFC0, UL_TFC3
	UL_TFC0, UL_TFC1,

UL_TFC3,

UL_TFC4
	RB5: 576
	RB5: 576

	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC3, UL_TFC0, UL_TFC3
	UL_TFC0, UL_TFC2,

UL_TFC3, UL_TFC5,
	RB5: 576
	RB5: 2x576

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See 14.1.1 for test procedure. 

14.2.16.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1: RB5/TF1 (1x576).

-
for sub-test 2: RB5/TF2 (2x576).

3.
At step 15 the UE shall return

- 
for sub-test 1: an RLC SDU on RB5 having the same content as sent by SS.
- 
for sub-test 2: two RLC SDU on RB5 having the same content as sent by SS.
14.2.17
Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
14.2.17.1
Conformance requirement

See 14.2.4.1.

14.2.17.2
Test purpose

To verify radio bearer establishment and correct data transfer for reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.17. 

14.2.17.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS:

	Uplink RLC
	

	
TM RLC
	

	

Transmission RLC discard
	

	


CHOICE SDU Discard Mode
	

	



Timer based no explicit
	

	




Timer_discard
	100ms

	

Segmentation indication
	FALSE

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


Uplink TFS:

	
	TFI
	RB5
(57.6 kbps)
	DCCH

	TFS
	TF0, bits
	0x576
	0x148

	
	TF1, bits
	1x576
	1x148

	
	TF2, bits
	2x576
	N/A

	
	TF3, bits
	3x576
	N/A

	
	TF4, bits
	4x576
	N/A


Uplink TFCS:

	TFCI
	(RB5, DCCH)

	UL_TFC0
	(TF0, TF0)

	UL_TFC1
	(TF1, TF0)

	UL_TFC2
	(TF2, TF0)

	UL_TFC3
	(TF3, TF0)

	UL_TFC4
	(TF4, TF0)

	UL_TFC5
	(TF0, TF1)

	UL_TFC6
	(TF1, TF1)

	UL_TFC7
	(TF2, TF1)

	UL_TFC8
	(TF3, TF1)

	UL_TFC9
	(TF4, TF1)


Downlink TFS:

	
	TFI
	RB5
(57.6 kbps)
	DCCH

	TFS
	TF0, bits
	0x576
	0x148

	
	TF1, bits
	1x576
	1x148

	
	TF2, bits
	2x576
	N/A

	
	TF3, bits
	3x576
	N/A

	
	TF4, bits
	4x576
	N/A


Downlink TFCS:

	TFCI
	(RB5, DCCH)

	DL_TFC0
	(TF0, TF0)

	DL_TFC1
	(TF1, TF0)

	DL_TFC2
	(TF2, TF0)

	DL_TFC3
	(TF3, TF0)

	DL_TFC4
	(TF4, TF0)

	DL_TFC5
	(TF0, TF1)

	DL_TFC6
	(TF1, TF1)

	DL_TFC7
	(TF2, TF1)

	DL_TFC8
	(TF3, TF1)

	DL_TFC9
	(TF4, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note)
	Test data size

(bits)

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC5, UL_TFC0, UL_TFC5, 
	UL_TFC0, UL_TFC1,

UL_TFC5,

UL_TFC6
	RB5: 576
	RB5: 576

	2
	DL_TFC2
	UL_TFC2
	DL_TFC0, DL_TFC5, UL_TFC0, UL_TFC5
	UL_TFC0, UL_TFC2,

UL_TFC5,

UL_TFC7
	RB5: 576
	RB5: 2x576

	3
	DL_TFC3
	UL_TFC3
	DL_TFC0, DL_TFC5, UL_TFC0, UL_TFC5
	UL_TFC0, UL_TFC3,

UL_TFC5,

UL_TFC8
	RB5: 576
	RB5: 3x576

	4
	DL_TFC4
	UL_TFC4
	DL_TFC0, DL_TFC5, UL_TFC0, UL_TFC5
	UL_TFC0, UL_TFC4,

UL_TFC5,

UL_TFC9
	RB5: 576
	RB5: 4x576

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See 14.1.1 for test procedure. 

14.2.17.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be 

- 
for sub-test 1: RB5/TF1 (1x576).

- 
for sub-test 2: RB5/TF2 (2x576).

- 
for sub-test 3: RB5/TF3 (3x576).

- 
for sub-test 4: RB5/TF4 (4x576).

3.
At step 15 the UE shall return

- 
for sub-test 1: one RLC SDU on RB5 having the same content as sent by SS. 
- 
for sub-test 2: two RLC SDU on RB5 having the same content as sent by SS.
- 
for sub-test 3: three RLC SDU on RB5 having the same content as sent by SS.
- 
for sub-test 4: four RLC SDU on RB5 having the same content as sent by SS. 

14.2.18
Streaming / unknown / UL:0 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
14.2.18.1
Conformance requirement

See 14.2.4.1.

14.2.18.2
Test purpose

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.18.

To be able to test the downlink radio bearer using the UE loopback function for the reference radio bearer UL:0 DL: 64 kbps, the reference radio bearer configuration according to TS 34.108, clause 6.10.2.4.1.15.1 (Streaming/unknown/UL:14.4 kbps) is used in uplink. 

14.2.18.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS:

	Uplink RLC
	

	
TM RLC
	

	

Transmission RLC discard
	

	


CHOICE SDU Discard Mode
	

	



Timer based no explicit
	

	




Timer_discard
	100ms

	

Segmentation indication
	FALSE

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


Uplink TFS:

	
	TFI
	RB5
(14.4 kbps)
	DCCH

	TFS
	TF0, bits
	0x576
	0x148

	
	TF1, bits
	1x576
	1x148


Uplink TFCS:

	TFCI
	(RB5, DCCH)

	UL_TFC0
	(TF0, TF0)

	UL_TFC1
	(TF1, TF0)

	UL_TFC2
	(TF0, TF1)

	UL_TFC3
	(TF1, TF1)


Downlink TFS:

	
	TFI
	RB5
(64 kbps)
	DCCH

	TFS
	TF0, bits
	0x320
	0x148

	
	TF1, bits
	1x320
	1x148

	
	TF2, bits
	2x320
	N/A

	
	TF3, bits
	4x320
	N/A

	
	TF4, bits
	8x320
	N/A


Downlink TFCS:

	TFCI
	(RB5, DCCH)

	DL_TFC0
	(TF0, TF0)

	DL_TFC1
	(TF1, TF0)

	DL_TFC2
	(TF2, TF0)

	DL_TFC3
	(TF3, TF0)

	DL_TFC4
	(TF4, TF0)

	DL_TFC5
	(TF0, TF1)

	DL_TFC6
	(TF1, TF1)

	DL_TFC7
	(TF2, TF1)

	DL_TFC8
	(TF3, TF1)

	DL_TFC9
	(TF4, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note 1)
	Test data size

(bits)

(note 1)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC5, UL_TFC0, UL_TFC2
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 576
	RB5: 320



	2
	DL_TFC2
	UL_TFC1
	DL_TFC0, DL_TFC5, UL_TFC0, UL_TFC2
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 576
	RB5: 2x320


	3
	DL_TFC3
	UL_TFC1
	DL_TFC0, DL_TFC5, UL_TFC0, UL_TFC2
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 576
	RB5: 4x320


	4
	DL_TFC4
	UL_TFC1
	DL_TFC0, DL_TFC5, UL_TFC0, UL_TFC2
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 576
	RB5: 8x320


	NOTE 1:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.






See 14.1.1 for test procedure. 

14.2.18.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE shall return

- 
for sub-test 1: an RLC SDU on RB5 where the first 320 bits have the same content as the RLC SDU sent by the SS. 

- 
for sub-test 2 to 4: one or more RLC SDUs on RB5 where the first 320 bits have the same content as the RLC SDU sent by the SS. 

14.2.19
Streaming / unknown / UL:64 DL:0 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
14.2.19.1
Conformance requirement

See 14.2.4.1.

14.2.19.2
Test purpose

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.19.

To be able to test the uplink radio bearer using the UE loopback function for the reference radio bearer UL:64 DL: 0 kbps, the reference radio bearer configuration according to TS 34.108, clause 6.10.2.4.1.15.2 (Streaming/unknown/DL:14.4 kbps) is used in downlink. 

14.2.19.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS:

	Uplink RLC
	

	
TM RLC
	

	

Segmentation indication
	TRUE

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	TRUE


Uplink TFS:

	
	TFI
	RB5
(64 kbps)
	DCCH

	TFS
	TF0, bits
	0x320
	0x148

	
	TF1, bits
	1x320
	1x148

	
	TF2, bits
	2x320
	N/A

	
	TF3, bits
	4x320
	N/A

	
	TF4, bits
	8x320
	N/A


Uplink TFCS:

	TFCI
	(RB5, DCCH)

	UL_TFC0
	(TF0, TF0)

	UL_TFC1
	(TF1, TF0)

	UL_TFC2
	(TF2, TF0)

	UL_TFC3
	(TF3, TF0)

	UL_TFC4
	(TF4, TF0)

	UL_TFC5
	(TF0, TF1)

	UL_TFC6
	(TF1, TF1)

	UL_TFC7
	(TF2, TF1)

	UL_TFC8
	(TF3, TF1)

	UL_TFC9
	(TF4, TF1)


Downlink TFS:

	
	TFI
	RB5
(14.4 kbps)
	DCCH

	TFS
	TF0, bits
	0x576
	0x148

	
	TF1, bits
	1x576
	1x148


Downlink TFCS:

	TFCI
	(RB5, DCCH)

	DL_TFC0
	(TF0, TF0)

	DL_TFC1
	(TF1, TF0)

	DL_TFC2
	(TF0, TF1)

	DL_TFC3
	(TF1, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note 1)
	Test data size

(bits)

(note 1)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC2, UL_TFC0, UL_TFC5
	UL_TFC0, UL_TFC1,

UL_TFC5,

UL_TFC6
	RB5: 320
	RB5: 576

(note 2)

	2
	DL_TFC1
	UL_TFC2
	DL_TFC0, DL_TFC2, UL_TFC0, UL_TFC5
	UL_TFC0, UL_TFC2,

UL_TFC5,

UL_TFC7
	RB5: 640
	RB5: 576

(note 3)

	3
	DL_TFC1
	UL_TFC3
	DL_TFC0, DL_TFC2, UL_TFC0, UL_TFC5
	UL_TFC0, UL_TFC3,

UL_TFC5,

UL_TFC8
	RB5: 1280
	RB5: 576

(note 4)

	4
	DL_TFC1
	UL_TFC4
	DL_TFC0, DL_TFC2, UL_TFC0, UL_TFC5
	UL_TFC0, UL_TFC4,

UL_TFC5,

UL_TFC9
	RB5: 2560
	RB5: 576

(note 5)

	NOTE 1:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.
NOTE 2:
SS is using a DL RLC SDU with 576 bits as test data (=DL RLC PDU size for DL/TF1). UE will return the first 320 bits of the test data.

NOTE 3:
SS is using a DL RLC SDU size of 576 bits as test data (=DL RLC PDU size for DL/TF1). UE will return an RLC SDU repeating the received DL RLC SDU two times (truncating the last one to fit the UL RLC SDU size of 640 bits). 

NOTE 4:
SS is using a DL RLC SDU size of 576 bits as test data (=DL RLC PDU size for DL/TF1). UE will return an RLC SDU repeating the received DL RLC SDU three times (truncating the last one to fit the UL RLC SDU size of 1280 bits). 

NOTE 5:
SS is using a DL RLC SDU size of 576 bits as test data (=DL RLC PDU size for DL/TF1). UE will return an RLC SDU repeating the received DL RLC SDU five times (truncating the last one to fit the UL RLC SDU size of 2560 bits).


See 14.1.1 for test procedure. 

14.2.19.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be 

- 
for sub-test 1: RB5/TF1 (1x320).

- 
for sub-test 2: RB5/TF2 (2x320).

- 
for sub-test 3: RB5/TF3 (4x320).

- 
for sub-test 4: RB5/TF4 (8x320).

3.
At step 15 the UE shall return

- 
for sub-test 1: an RLC SDU on RB5 having the same content as the first 320 bits of the DL RLC SDU sent by the SS. 

- 
for sub-test 2: an RLC SDU on RB5 for which the first 576 bits are equal to the sent DL RLC SDU bit pattern and the remaining 64 bits are equal to the first 64 bits of the sent DL RLC SDU.

- 
for sub-test 3: an RLC SDU on RB5 for which the first 1152 bits are equal to the sent DL RLC SDU bit pattern repeated twice and the remaining 128 bits are equal to the first 128 bits of the sent DL RLC SDU. 

- 
for sub-test 4: an RLC SDU on RB5 for which the first 2304 bits are equal to the sent DL RLC SDU bit pattern repeated four times and the remaining 256 bits are equal to the first 256 of the sent DL RLC SDU.

14.2.20
Streaming / unknown / UL:0 DL:128 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
14.2.20.1
Conformance requirement

See 14.2.4.1.

14.2.20.2
Test purpose

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.20.

To be able to test the downlink radio bearer using the UE loopback function for the reference radio bearer UL:0 DL: 128 kbps, the reference radio bearer configuration according to TS 34.108, clause 6.10.2.4.1.15.1 (Streaming/unknown/UL:14.4 kbps) is used in uplink. For all sub-tests UL_TFC1 is used. 

14.2.20.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS:

	Uplink RLC
	

	
TM RLC
	

	

Transmission RLC discard
	

	


CHOICE SDU Discard Mode
	

	



Timer based no explicit
	

	




Timer_discard
	100ms

	

Segmentation indication
	FALSE

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


Uplink TFS:

	
	TFI
	RB5
(28.8 kbps)
	DCCH

	TFS
	TF0, bits
	0x576
	0x148

	
	TF1, bits
	1x576
	1x148


Uplink TFCS:

	TFCI
	(RB5, DCCH)

	UL_TFC0
	(TF0, TF0)

	UL_TFC1
	(TF1, TF0)

	UL_TFC2
	(TF0, TF1)

	UL_TFC3
	(TF1, TF1)


Downlink TFS:

	
	TFI
	RB5
(128 kbps)
	DCCH

	TFS
	TF0, bits
	0x320
	0x148

	
	TF1, bits
	1x320
	1x148

	
	TF2, bits
	2x320
	N/A

	
	TF3, bits
	4x320
	N/A

	
	TF4, bits
	8x320
	N/A

	
	TF5, bits
	16x320
	N/A


Downlink TFCS:

	TFCI
	(RB5, DCCH)

	DL_TFC0
	(TF0, TF0)

	DL_TFC1
	(TF1, TF0)

	DL_TFC2
	(TF2, TF0)

	DL_TFC3
	(TF3, TF0)

	DL_TFC4
	(TF4, TF0)

	DL_TFC5
	(TF5, TF0)

	DL_TFC6
	(TF0, TF1)

	DL_TFC7
	(TF1, TF1)

	DL_TFC8
	(TF2, TF1)

	DL_TFC9
	(TF3, TF1)

	DL_TFC10
	(TF4, TF1)

	DL_TFC11
	(TF5, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note 1)
	Test data size

(bits)

(note 1)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC2
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 576
	RB5: 320


	2
	DL_TFC2
	UL_TFC1
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC2
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 576
	RB5: 2x320


	3
	DL_TFC3
	UL_TFC1
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC2
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 576
	RB5: 4x320


	4
	DL_TFC4
	UL_TFC1
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC2
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 576
	RB5: 8x320


	5
	DL_TFC5
	UL_TFC1
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC2
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 576
	RB5: 16x320


	NOTE 1:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.







See 14.1.1 for test procedure. 

14.2.20.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE shall return

- 
for sub-test 1: an RLC SDU on RB5 where the first 320 bits have the same content as the RLC SDU sent by the SS. 

- 
for sub-test 2 to 5: one or more RLC SDUs on RB5 where the first 320 bits have the same content as the RLC SDU sent by the SS. 

14.2.21
Streaming / unknown / UL:128 DL:0 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH
14.2.21.1
Conformance requirement

See 14.2.4.1.

14.2.21.2
Test purpose

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.21.

To be able to test the uplink radio bearer using the UE loopback function for the reference radio bearer UL:64 DL: 0 kbps, the reference radio bearer configuration according to TS 34.108, clause 6.10.2.4.1.15.2 (Streaming/unknown/DL:14.4 kbps) is used in downlink. 

14.2.21.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS:

	Uplink RLC
	

	
TM RLC
	

	

Segmentation indication
	TRUE

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	TRUE


Uplink TFS:

	
	TFI
	RB5
(128 kbps)
	DCCH

	TFS
	TF0, bits
	0x320
	0x148

	
	TF1, bits
	1x320
	1x148

	
	TF2, bits
	2x320
	N/A

	
	TF3, bits
	4x320
	N/A

	
	TF4, bits
	8x320
	N/A

	
	TF5, bits
	16x320
	N/A


Uplink TFCS:

	TFCI
	(RB5, DCCH)

	UL_TFC0
	(TF0, TF0)

	UL_TFC1
	(TF1, TF0)

	UL_TFC2
	(TF2, TF0)

	UL_TFC3
	(TF3, TF0)

	UL_TFC4
	(TF4, TF0)

	UL_TFC5
	(TF4, TF0)

	UL_TFC6
	(TF0, TF1)

	UL_TFC7
	(TF1, TF1)

	UL_TFC8
	(TF2, TF1)

	UL_TFC9
	(TF3, TF1)

	UL_TFC10
	(TF4, TF1)

	UL_TFC11
	(TF5, TF1)


Downlink TFS:

	
	TFI
	RB5
(28.8 kbps)
	DCCH

	TFS
	TF0, bits
	0x576
	0x148

	
	TF1, bits
	1x576
	1x148


Downlink TFCS:

	TFCI
	(RB5, DCCH)

	DL_TFC0
	(TF0, TF0)

	DL_TFC1
	(TF1, TF0)

	DL_TFC2
	(TF0, TF1)

	DL_TFC3
	(TF1, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note 1)
	Test data size

(bits)

(note 1)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC2, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC1,

UL_TFC6,

UL_TFC7
	RB5: 320
	RB5: 576

(note 2)

	2
	DL_TFC1
	UL_TFC2
	DL_TFC0, DL_TFC2, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC2,

UL_TFC6,

UL_TFC8
	RB5: 640
	RB5: 576

(note 3)

	3
	DL_TFC1
	UL_TFC3
	DL_TFC0, DL_TFC2, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC3,

UL_TFC6,

UL_TFC9
	RB5: 1280
	RB5: 576

(note 4)

	4
	DL_TFC1
	UL_TFC4
	DL_TFC0, DL_TFC2, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC4,

UL_TFC6,

UL_TFC10
	RB5: 2560
	RB5: 576

(note 5)

	5
	DL_TFC1
	UL_TFC5
	DL_TFC0, DL_TFC2, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC5,

UL_TFC6,

UL_TFC11
	RB5: 5120
	RB5: 576

(note 6)

	NOTE 1:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.
NOTE 2:
SS is using a DL RLC SDU with 576 bits as test data (=DL RLC PDU size for DL/TF1). UE will return the first 320 bits of the test data.

NOTE 3:
SS is using a DL RLC SDU size of 576 bits as test data (=DL RLC PDU size for DL/TF1). UE will return an RLC SDU repeating the received DL RLC SDU two times (truncating the last one to fit the UL RLC SDU size of 640 bits). 

NOTE 4:
SS is using a DL RLC SDU size of 576 bits as test data (=DL RLC PDU size for DL/TF1). UE will return an RLC SDU repeating the received DL RLC SDU three times (truncating the last one to fit the UL RLC SDU size of 1280 bits). 

NOTE 5:
SS is using a DL RLC SDU size of 576 bits as test data (=DL RLC PDU size for DL/TF1). UE will return an RLC SDU repeating the received DL RLC SDU five times (truncating the last one to fit the UL RLC SDU size of 2560 bits).

NOTE 6:
SS is using a DL RLC SDU size of 576 bits as test data (=DL RLC PDU size for DL/TF1). UE will return an RLC SDU repeating the received DL RLC SDU nine times (truncating the last one to fit the UL RLC SDU size of 5120 bits).


See 14.1.1 for test procedure. 

14.2.21.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be 

- 
for sub-test 1: RB5/TF1 (1x320).

- 
for sub-test 2: RB5/TF2 (2x320).

- 
for sub-test 3: RB5/TF3 (4x320).

- 
for sub-test 4: RB5/TF4 (8x320).

- 
for sub-test 5: RB5/TF5 (16x320).

3.
At step 15 the UE shall return

- 
for sub-test 1: an RLC SDU on RB5 having the same content as the first 320 bits of the DL RLC SDU sent by the SS. 

- 
for sub-test 2: an RLC SDU on RB5  for which the first 576 bits are equal to the sent DL RLC SDU bit pattern and the remaining 64 bits are equal to the first 64 bits of the DL RLC SDU sent by the SS.

- 
for sub-test 3: an RLC SDU on RB5 for which the first 1152 bits are equal to the sent DL RLC SDU bit pattern repeated twice and the remaining 128 bits are equal to the first 128 of the sent DL RLC SDU. 

- 
for sub-test 4: an RLC SDU on RB5 for which the first 2304 bits are equal to the sent DL RLC SDU bit pattern repeated four times and the remaining 256 bits are equal to the first 256 of the sent DL RLC SDU.

- 
for sub-test 5: an RLC SDU on RB5 for which the first 4608  bits are equal to the sent DL RLC SDU bit pattern repeated eight times and the remaining 512 bits are equal to the first 512 of the sent DL RLC SDU.

14.2.22
Streaming / unknown / UL:0 DL:384 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
14.2.22.1
Conformance requirement

See 14.2.4.1.

14.2.22.2
Test purpose

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.22.

To be able to test the downlink radio bearer using the UE loopback function for the reference radio bearer UL:0 DL: 384 kbps, the reference radio bearer configuration according to TS 34.108, clause 6.10.2.4.1.15.1 (Streaming/unknown/UL:14.4 kbps) is used in uplink. 

14.2.22.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS:

	Uplink RLC
	

	
TM RLC
	

	

Transmission RLC discard
	

	


CHOICE SDU Discard Mode
	

	



Timer based no explicit
	

	




Timer_discard
	100ms

	

Segmentation indication
	FALSE

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


Uplink TFS:

	
	TFI
	RB5
(28.8 kbps)
	DCCH

	TFS
	TF0, bits
	0x576
	0x148

	
	TF1, bits
	1x576
	1x148


Uplink TFCS:

	TFCI
	(RB5, DCCH)

	UL_TFC0
	(TF0, TF0)

	UL_TFC1
	(TF1, TF0)

	UL_TFC2
	(TF0, TF1)

	UL_TFC3
	(TF1, TF1)


Downlink TFS:

	
	TFI
	RB5
(384 kbps)
	DCCH

	TFS
	TF0, bits
	0x320
	0x148

	
	TF1, bits
	1x320
	1x148

	
	TF2, bits
	2x320
	N/A

	
	TF3, bits
	4x320
	N/A

	
	TF4, bits
	8x320
	N/A

	
	TF5, bits
	16x320
	N/A

	
	TF6, bits
	32x320
	N/A

	
	TF7, bits
	48x320
	N/A


Downlink TFCS:

	TFCI
	(RB5, DCCH)

	DL_TFC0
	(TF0, TF0)

	DL_TFC1
	(TF1, TF0)

	DL_TFC2
	(TF2, TF0)

	DL_TFC3
	(TF3, TF0)

	DL_TFC4
	(TF4, TF0)

	DL_TFC5
	(TF5, TF0)

	DL_TFC6
	(TF6, TF0)

	DL_TFC7
	(TF7, TF0)

	DL_TFC8
	(TF0, TF1)

	DL_TFC9
	(TF1, TF1)

	DL_TFC10
	(TF2, TF1)

	DL_TFC11
	(TF3, TF1)

	DL_TFC12
	(TF4, TF1)

	DL_TFC13
	(TF5, TF1)

	DL_TFC14
	(TF6, TF1)

	DL_TFC15
	(TF7, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note 1)
	Test data size

(bits)

(note 1)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC8, UL_TFC0, UL_TFC2
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 576
	RB5: 320



	2
	DL_TFC2
	UL_TFC1
	DL_TFC0, DL_TFC8, UL_TFC0, UL_TFC2 
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 576
	RB5: 2x320


	3
	DL_TFC3
	UL_TFC1
	DL_TFC0, DL_TFC8, UL_TFC0, UL_TFC2,
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 576
	RB5: 4x320


	4
	DL_TFC4
	UL_TFC1
	DL_TFC0, DL_TFC8, UL_TFC0, UL_TFC2
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 576
	RB5: 8x320


	5
	DL_TFC5
	UL_TFC1
	DL_TFC0, DL_TFC8, UL_TFC0, UL_TFC2
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 576
	RB5: 16x320


	6
	DL_TFC6
	UL_TFC1
	DL_TFC0, DL_TFC8, UL_TFC0, UL_TFC2
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 576
	RB5: 32x320


	7
	DL_TFC7
	UL_TFC1
	DL_TFC0, DL_TFC8, UL_TFC0, UL_TFC2
	UL_TFC0, UL_TFC1,

UL_TFC2,

UL_TFC3
	RB5: 576
	RB5: 48x320


	NOTE 1:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.









See 14.1.1 for test procedure. 

14.2.22.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE shall return

- 
for sub-test 1: an RLC SDU on RB5 where the first 320 bits have the same content as the RLC SDU sent by the SS. 

- 
for sub-test 2 to 7: one or more RLC SDUs on RB5 where the first 320 bits have the same content as the RLC SDU sent by the SS. 

<End of modified section>

<Start of next modified section>

14.2.49
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Conversational / unknown  / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
14.2.49.1
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 20 ms TTI

14.2.49.1.1
Conformance requirement

See 14.2.4.1.

14.2.49.1.2
Test purpose

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.49 for the 20 ms TTI case.

14.2.49.1.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS for the Conversational / unknown / UL:64 DL:64 kbps / CS RAB (RB8):

	Uplink RLC
	

	
TM RLC
	

	

Transmission RLC discard
	

	


CHOICE SDU Discard Mode
	

	



Timer based no explicit
	

	




Timer_discard
	100ms

	

Segmentation indication
	FALSE

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


Uplink TFS:

	
	TFI
	RB5

(RAB subflow #1)
	RB6

(RAB subflow #2)
	RB7

(RAB subflow #3)
	RB8

(64 kbps)
	DCCH



	TFS
	TF0, bits
	0x81(alt. 1x0)
	0x103
	0x60
	0x640
	0x148

	
	TF1, bits
	1x39
	1x103
	1x60
	2x640
	1x148

	
	TF2, bits
	1x81
	N/A
	N/A
	N/A
	N/A


Uplink TFCS:

	TFCI
	(RB5, RB6, RB7, RB8, DCCH)

	UL_TFC0
	(TF0, TF0, TF0, TF0, TF0)

	UL_TFC1
	(TF1, TF0, TF0, TF0, TF0)

	UL_TFC2
	(TF2, TF1, TF1, TF0, TF0)

	UL_TFC3
	(TF0, TF0, TF0, TF1, TF0)

	UL_TFC4
	(TF1, TF0, TF0, TF1, TF0)

	UL_TFC5
	(TF2, TF1, TF1, TF1, TF0)

	UL_TFC6
	(TF0, TF0, TF0, TF0, TF1)

	UL_TFC7
	(TF1, TF0, TF0, TF0, TF1)

	UL_TFC8
	(TF2, TF1, TF1, TF0, TF1)

	UL_TFC9
	(TF0, TF0, TF0, TF1, TF1)

	UL_TFC10
	(TF1, TF0, TF0, TF1, TF1)

	UL_TFC11
	(TF2, TF1, TF1, TF1, TF1)


Downlink TFS:

	
	
	RB5

(RAB subflow #1)
	RB6

(RAB subflow #2)
	RB7

(RAB subflow #3)
	RB8

(64 kbps)
	DCCH

	TFS
	TF0, bits
	1x0
	0x103
	0x60
	0x640
	0x148

	
	TF1, bits
	1x39
	1x103
	1x60
	2x640
	1x148

	
	TF2, bits
	1x81
	N/A
	N/A
	N/A
	N/A


Downlink TFCS:

	TFCI
	(RB5, RB6, RB7, RB8, DCCH)

	DL_TFC0
	(TF0, TF0, TF0, TF0, TF0)

	DL_TFC1
	(TF1, TF0, TF0, TF0, TF0)

	DL_TFC2
	(TF2, TF1, TF1, TF0, TF0)

	DL_TFC3
	(TF0, TF0, TF0, TF1, TF0)

	DL_TFC4
	(TF1, TF0, TF0, TF1, TF0)

	DL_TFC5
	(TF2, TF1, TF1, TF1, TF0)

	DL_TFC6
	(TF0, TF0, TF0, TF0, TF1)

	DL_TFC7
	(TF1, TF0, TF0, TF0, TF1)

	DL_TFC8
	(TF2, TF1, TF1, TF0, TF1)

	DL_TFC9
	(TF0, TF0, TF0, TF1, TF1)

	DL_TFC10
	(TF1, TF0, TF0, TF1, TF1)

	DL_TFC11
	(TF2, TF1, TF1, TF1, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under 

Test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note)
	Test data size

(bits)

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC1,

UL_TFC6,

UL_TFC7
	RB5: 39

RB6: 103

RB7: 60

RB8: 640
	RB5: 39

RB6: No data

RB7: No data

RB8: No data

	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC2, UL_TFC6,

UL_TFC8
	RB5: 81

RB6: 103

RB7: 60

RB8: 640
	RB5: 81

RB6: 103

RB7: 60

RB8: No data

	3
	DL_TFC3
	UL_TFC3
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC3,

UL_TFC6,

UL_TFC9
	RB5: 39

RB6: 103

RB7: 60

RB8: 640
	RB5: No data

RB6: No data

RB7: No data

RB8: 2x640

	4
	DL_TFC4
	UL_TFC4
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC4,

UL_TFC6,

UL_TFC10
	RB5: 39

RB6: 103

RB7: 60

RB8: 640
	RB5: 39

RB6: No data

RB7: No data

RB8: 2x640

	5
	DL_TFC5 
	UL_TFC5
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC5, UL_TFC6,

UL_TFC11
	RB5: 81

RB6: 103

RB7: 60

RB8: 640
	RB5: 81

RB6: 103

RB7: 60

RB8: 2x640

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See 14.1.1 for test procedure. 

14.2.49.1.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1: RB5/TF1 (1x39).

-
for sub-test 2: RB5/TF2 (1x81); RB6/TF1 (1x103); and RB7/TF1 (1x60).

-
for sub-test 3: RB8/TF1 (2x640)

-
for sub-test 4: RB5/TF1 (1x39) and RB8/TF1 (2x640).

-
for sub-test 5: RB5/TF2 (1x81); RB6/TF1 (1x103); RB7/TF1 (1x60); and RB8/TF1 (2x640).

3.
At step 15 the UE shall return 

- 
for sub-test 1: an RLC SDU on RB5 having the same content as sent by SS; and no data shall be received on RB6, RB7 and RB8.

-
for sub-test 2: an RLC SDU on RB5, RB6 and RB7 having the same content as sent by SS; and no data shall be received on RB8. 

-
for sub-test 3: two RLC SDUs on RB8 having the same content as sent by SS; and no data shall be received on RB5, RB6 and RB7.

-
for sub-test 4: an RLC SDU on RB5 and two RLC SDUs on RB8 having the same content as sent by SS; and no data shall be received on RB6 and RB7.

-
for sub-test 5: an RLC SDU on RB5, RB6 and RB7; and two RLC SDUs on RB8 having the same content as sent by SS.

14.2.49.2
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Conversational / unknown  / UL:64 DL:64 kbps / CS RAB / 40 ms TTI

14.2.49.2.1
Conformance requirement

See 14.2.4.1.

14.2.49.2.2
Test purpose

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.49 for the 40 ms TTI case.

14.2.49.2.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS for the Conversational / unknown / UL:64 DL:64 kbps / CS RAB (RB8):

	Uplink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	

Transmission RLC discard
	

	


CHOICE SDU Discard Mode
	

	



Timer based no explicit
	

	




Timer_discard
	100ms

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


Uplink TFS:

	
	TFI
	RB5

(RAB subflow #1)
	RB6

(RAB subflow #2)
	RB7

(RAB subflow #3)
	RB8

(64 kbps)
	DCCH



	TFS
	TF0, bits
	0x81(alt. 1x0)
	0x103
	0x60
	0x640
	0x148

	
	TF1, bits
	1x39
	1x103
	1x60
	4x640
	1x148

	
	TF2, bits
	1x81
	N/A
	N/A
	N/A
	N/A


Uplink TFCS:

	TFCI
	(RB5, RB6, RB7, RB8, DCCH)

	UL_TFC0
	(TF0, TF0, TF0, TF0, TF0)

	UL_TFC1
	(TF1, TF0, TF0, TF0, TF0)

	UL_TFC2
	(TF2, TF1, TF1, TF0, TF0)

	UL_TFC3
	(TF0, TF0, TF0, TF1, TF0)

	UL_TFC4
	(TF1, TF0, TF0, TF1, TF0)

	UL_TFC5
	(TF2, TF1, TF1, TF1, TF0)

	UL_TFC6
	(TF0, TF0, TF0, TF0, TF1)

	UL_TFC7
	(TF1, TF0, TF0, TF0, TF1)

	UL_TFC8
	(TF2, TF1, TF1, TF0, TF1)

	UL_TFC9
	(TF0, TF0, TF0, TF1, TF1)

	UL_TFC10
	(TF1, TF0, TF0, TF1, TF1)

	UL_TFC11
	(TF2, TF1, TF1, TF1, TF1)


Downlink TFS:

	
	
	RB5

(RAB subflow #1)
	RB6

(RAB subflow #2)
	RB7

(RAB subflow #3)
	RB8

(64 kbps)
	DCCH

	TFS
	TF0, bits
	1x0
	0x103
	0x60
	0x640
	0x148

	
	TF1, bits
	1x39
	1x103
	1x60
	4x640
	1x148

	
	TF2, bits
	1x81
	N/A
	N/A
	N/A
	N/A


Downlink TFCS:

	TFCI
	(RB5, RB6, RB7, RB8, DCCH)

	DL_TFC0
	(TF0, TF0, TF0, TF0, TF0)

	DL_TFC1
	(TF1, TF0, TF0, TF0, TF0)

	DL_TFC2
	(TF2, TF1, TF1, TF0, TF0)

	DL_TFC3
	(TF0, TF0, TF0, TF1, TF0)

	DL_TFC4
	(TF1, TF0, TF0, TF1, TF0)

	DL_TFC5
	(TF2, TF1, TF1, TF1, TF0)

	DL_TFC6
	(TF0, TF0, TF0, TF0, TF1)

	DL_TFC7
	(TF1, TF0, TF0, TF0, TF1)

	DL_TFC8
	(TF2, TF1, TF1, TF0, TF1)

	DL_TFC9
	(TF0, TF0, TF0, TF1, TF1)

	DL_TFC10
	(TF1, TF0, TF0, TF1, TF1)

	DL_TFC11
	(TF2, TF1, TF1, TF1, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under 

Test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note)
	Test data size

(bits)

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC1,

UL_TFC6,

UL_TFC7
	RB5: 39

RB6: 103

RB7: 60

RB8: 640
	RB5: 39

RB6: No data

RB7: No data

RB8: No data

	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC2, UL_TFC6,

UL_TFC8
	RB5: 81

RB6: 103

RB7: 60

RB8: 640
	RB5: 81

RB6: 103

RB7: 60

RB8: No data

	3
	DL_TFC3
	UL_TFC3
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC3,

UL_TFC6,

UL_TFC9
	RB5: 39

RB6: 103

RB7: 60

RB8: 640
	RB5: No data

RB6: No data

RB7: No data

RB8: 4x640

	4
	DL_TFC4
	UL_TFC4
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC4,

UL_TFC6,

UL_TFC10
	RB5: 39

RB6: 103

RB7: 60

RB8: 640
	RB5: 39

RB6: No data

RB7: No data

RB8: 4x640

	5
	DL_TFC5 
	UL_TFC5
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC5, UL_TFC6,

UL_TFC11
	RB5: 81

RB6: 103

RB7: 60

RB8: 640
	RB5: 81

RB6: 103

RB7: 60

RB8: 4x640

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See 14.1.1 for test procedure. 

14.2.49.2.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1: RB5/TF1 (1x39).

-
for sub-test 2: RB5/TF2 (1x81); RB6/TF1 (1x103); and RB7/TF1 (1x60).

-
for sub-test 3: RB8/TF1 (4x640)

-
for sub-test 4: RB5/TF1 (1x39) and RB8/TF1 (2x640).

-
for sub-test 5: RB5/TF2 (1x81); RB6/TF1 (1x103); RB7/TF1 (1x60); and RB8/TF1 (4x640).

3.
At step 15 the UE shall return 

- 
for sub-test 1: an RLC SDU on RB5 having the same content as sent by SS; and no data shall be received on RB6, RB7 and RB8.

-
for sub-test 2: an RLC SDU on RB5, RB6 and RB7 having the same content as sent by SS; and no data shall be received on RB8. 

-
for sub-test 3: four RLC SDUs on RB8 having the same content as sent by SS; and no data shall be received on RB5, RB6 and RB7.

-
for sub-test 4: an RLC SDU on RB5 and four RLC SDUs on RB8 having the same content as sent by SS; and no data shall be received on RB6 and RB7.

-
for sub-test 5: an RLC SDU on RB5, RB6 and RB7; and four RLC SDUs on RB8 having the same content as sent by SS.

14.2.50
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
14.2.50.1
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI

14.2.50.1.1
Conformance requirement

See 14.2.4.1.

14.2.50.1.2
Test purpose

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.50 for the 20 ms TTI case.

14.2.50.1.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS for the Conversational / unknown / UL:64 DL:64 kbps / CS RAB (RB5 and RB6):

	
	RB5

(64 kbps)
	RB6

(64 kbps)

	Uplink RLC
	
	

	
TM RLC
	
	

	

Segmentation indication
	FALSE
	FALSE

	

Transmission RLC discard
	
	

	


CHOICE SDU Discard Mode
	
	

	



Timer based no explicit
	
	

	




Timer_discard
	100ms
	100ms

	Downlink RLC
	
	

	
TM RLC
	
	

	

Segmentation indication
	FALSE
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


Uplink TFS:

	
	TFI
	RB5

(64 kbps)
	RB6

(64 kbps)
	DCCH



	TFS
	TF0, bits
	0x640
	0x640
	0x148

	
	TF1, bits
	2x640
	2x640
	1x148

	
	TF2, bits
	N/A
	N/A
	N/A


Uplink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	UL_TFC0
	(TF0, TF0, TF0)

	UL_TFC1
	(TF1, TF0, TF0)

	UL_TFC2
	(TF0, TF1, TF0)

	UL_TFC3
	(TF1, TF1, TF0)

	UL_TFC4
	(TF0, TF0, TF1)

	UL_TFC5
	(TF1, TF0, TF1)

	UL_TFC6
	(TF0, TF1, TF1)

	UL_TFC7
	(TF1, TF1, TF1)


Downlink TFS:

	
	TFI
	RB5

(64 kbps)
	RB6

(64 kbps)
	DCCH



	TFS
	TF0, bits
	0x640
	0x640
	0x148

	
	TF1, bits
	2x640
	2x640
	1x148

	
	TF2, bits
	N/A
	N/A
	N/A


Downlink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	DL_TFC0
	(TF0, TF0, TF0)

	DL_TFC1
	(TF1, TF0, TF0)

	DL_TFC2
	(TF0, TF1, TF0)

	DL_TFC3
	(TF1, TF1, TF0)

	DL_TFC4
	(TF0, TF0, TF1)

	DL_TFC5
	(TF1, TF0, TF1)

	DL_TFC6
	(TF0, TF1, TF1)

	DL_TFC7
	(TF1, TF1, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under 

Test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note)
	Test data size

(bits)

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC4, UL_TFC0, UL_TFC4
	UL_TFC0, UL_TFC1,

UL_TFC4,

UL_TFC5
	RB5: 640
RB6: 640
	RB5: 2x640
RB6: No data

	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC4, UL_TFC0, UL_TFC4
	UL_TFC0, UL_TFC2, UL_TFC4,

UL_TFC6
	RB5: 640
RB6: 640
	RB5: No data

RB6: 2x640

	3
	DL_TFC3
	UL_TFC3
	DL_TFC0, DL_TFC4, UL_TFC0, UL_TFC4
	UL_TFC0, UL_TFC3,

UL_TFC4,

UL_TFC7
	RB5: 640
RB6: 640
	RB5: 2x640
RB6: 2x640

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See 14.1.1 for test procedure. 

14.2.50.1.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1: RB5/TF1 (2x640).

-
for sub-test 2: RB6/TF1 (2x640).

-
for sub-test 3: RB5/TF1 (2x640); RB6/TF1 (2x640)

3.
At step 15 the UE shall return 

- 
for sub-test 1: two RLC SDUs on RB5 having the same content as sent by SS; and no data shall be received on RB6.

-
for sub-test 2: two RLC SDUs on RB6 having the same content as sent by SS; and no data shall be received on RB5. 

-
for sub-test 3: two RLC SDUs on RB5 and RB6 having the same content as sent by SS.

14.2.50.2
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI

14.2.50.2.1
Conformance requirement

See 14.2.4.1.

14.2.50.2.2
Test purpose

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.50 for the 40 ms TTI case.

14.2.50.2.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS for the Conversational / unknown / UL:64 DL:64 kbps / CS RAB (RB5 and RB6):

	
	RB5

(64 kbps)
	RB6

(64 kbps)

	Uplink RLC
	
	

	
TM RLC
	
	

	

Segmentation indication
	FALSE
	FALSE

	

Transmission RLC discard
	
	

	


CHOICE SDU Discard Mode
	
	

	



Timer based no explicit
	
	

	




Timer_discard
	100ms
	100ms

	Downlink RLC
	
	

	
TM RLC
	
	

	

Segmentation indication
	FALSE
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


Uplink TFS:

	
	TFI
	RB5

(64 kbps)
	RB6

(64 kbps)
	DCCH



	TFS
	TF0, bits
	0x640
	0x640
	0x148

	
	TF1, bits
	4x640
	4x640
	1x148

	
	TF2, bits
	N/A
	N/A
	N/A


Uplink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	UL_TFC0
	(TF0, TF0, TF0)

	UL_TFC1
	(TF1, TF0, TF0)

	UL_TFC2
	(TF0, TF1, TF0)

	UL_TFC3
	(TF1, TF1, TF0)

	UL_TFC4
	(TF0, TF0, TF1)

	UL_TFC5
	(TF1, TF0, TF1)

	UL_TFC6
	(TF0, TF1, TF1)

	UL_TFC7
	(TF1, TF1, TF1)


Downlink TFS:

	
	TFI
	RB5

(64 kbps)
	RB6

(64 kbps)
	DCCH



	TFS
	TF0, bits
	0x640
	0x640
	0x148

	
	TF1, bits
	4x640
	4x640
	1x148

	
	TF2, bits
	N/A
	N/A
	N/A


Downlink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	DL_TFC0
	(TF0, TF0, TF0)

	DL_TFC1
	(TF1, TF0, TF0)

	DL_TFC2
	(TF0, TF1, TF0)

	DL_TFC3
	(TF1, TF1, TF0)

	DL_TFC4
	(TF0, TF0, TF1)

	DL_TFC5
	(TF1, TF0, TF1)

	DL_TFC6
	(TF0, TF1, TF1)

	DL_TFC7
	(TF1, TF1, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under 

Test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note)
	Test data size

(bits)

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC4, UL_TFC0, UL_TFC4
	UL_TFC0, UL_TFC1,

UL_TFC4,

UL_TFC5
	RB5: 640
RB6: 640
	RB5: 4x640
RB6: No data

	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC4, UL_TFC0, UL_TFC4
	UL_TFC0, UL_TFC2, UL_TFC4,

UL_TFC6
	RB5: 640
RB6: 640
	RB5: No data

RB6: 4x640

	3
	DL_TFC3
	UL_TFC3
	DL_TFC0, DL_TFC4, UL_TFC0, UL_TFC4
	UL_TFC0, UL_TFC3,

UL_TFC4,

UL_TFC7
	RB5: 640
RB6: 640
	RB5: 4x640
RB6: 4x640

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See 14.1.1 for test procedure. 

14.2.50.2.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1: RB5/TF1 (4x640).

-
for sub-test 2: RB6/TF1 (4x640).

-
for sub-test 3: RB5/TF1 (4x640); RB6/TF1 (4x640)

3.
At step 15 the UE shall return 

- 
for sub-test 1: four RLC SDUs on RB5 having the same content as sent by SS; and no data shall be received on RB6.

-
for sub-test 2: four RLC SDUs on RB6 having the same content as sent by SS; and no data shall be received on RB5. 

-
for sub-test 3: four RLC SDUs on RB5 and RB6 having the same content as sent by SS.

14.2.51
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
14.2.51.1
Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 20 ms TTI + Interactive or background / UL:64 DL:64 kbps / PS RAB
14.2.51.1.1
Conformance requirement

See 14.2.4.1.

14.2.51.1.2
Test purpose

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.51 for the 20 ms TTI case.

14.2.51.1.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS for the Conversational / unknown / UL:64 DL:64 kbps / CS RAB (RB5):

	
	RB5

(Conv.

64 kbps)

	Uplink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	

Transmission RLC discard
	

	


CHOICE SDU Discard Mode
	

	



Timer based no explicit
	

	




Timer_discard
	100ms

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


Uplink TFS:

	
	TFI
	RB5

(Conv.

64 kbps)
	RB6

(I/B

64 kbps)
	DCCH



	TFS
	TF0, bits
	0x640
	0x336
	0x148

	
	TF1, bits
	2x640
	1x336
	1x148

	
	TF2, bits
	N/A
	2x336
	N/A

	
	TF3, bits
	N/A
	3x336
	N/A

	
	TF4, bits
	N/A
	4x336
	N/A


Uplink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	UL_TFC0
	(TF0, TF0, TF0)

	UL_TFC1
	(TF0, TF1, TF0)

	UL_TFC2
	(TF0, TF2, TF0)

	UL_TFC3
	(TF0, TF3, TF0)

	UL_TFC4
	(TF0, TF4, TF0)

	UL_TFC5
	(TF1, TF0, TF0)

	UL_TFC6
	(TF1, TF1, TF0)

	UL_TFC7
	(TF1, TF2, TF0)

	UL_TFC8
	(TF1, TF3, TF0)

	UL_TFC9
	(TF1, TF4, TF0)

	UL_TFC10
	(TF0, TF0, TF1)

	UL_TFC11
	(TF0, TF1, TF1)

	UL_TFC12
	(TF0, TF2, TF1)

	UL_TFC13
	(TF0, TF3, TF1)

	UL_TFC14
	(TF0, TF4, TF1)

	UL_TFC15
	(TF1, TF0, TF1)

	UL_TFC16
	(TF1, TF1, TF1)

	UL_TFC17
	(TF1, TF2, TF1)

	UL_TFC18
	(TF1, TF3, TF1)

	UL_TFC19
	(TF1, TF4, TF1)


Downlink TFS:

	
	TFI
	RB5

(Conv.

64 kbps)
	RB6

(I/B

64 kbps)
	DCCH



	TFS
	TF0, bits
	0x640
	0x336
	0x148

	
	TF1, bits
	2x640
	1x336
	1x148

	
	TF2, bits
	N/A
	2x336
	N/A

	
	TF3, bits
	N/A
	3x336
	N/A

	
	TF4, bits
	N/A
	4x336
	N/A


Downlink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	DL_TFC0
	(TF0, TF0, TF0)

	DL_TFC1
	(TF0, TF1, TF0)

	DL_TFC2
	(TF0, TF2, TF0)

	DL_TFC3
	(TF0, TF3, TF0)

	DL_TFC4
	(TF0, TF4, TF0)

	DL_TFC5
	(TF1, TF0, TF0)

	DL_TFC6
	(TF1, TF1, TF0)

	DL_TFC7
	(TF1, TF2, TF0)

	DL_TFC8
	(TF1, TF3, TF0)

	DL_TFC9
	(TF1, TF4, TF0)

	DL_TFC10
	(TF0, TF0, TF1)

	DL_TFC11
	(TF0, TF1, TF1)

	DL_TFC12
	(TF0, TF2, TF1)

	DL_TFC13
	(TF0, TF3, TF1)

	DL_TFC14
	(TF0, TF4, TF1)

	DL_TFC15
	(TF1, TF0, TF1)

	DL_TFC16
	(TF1, TF1, TF1)

	DL_TFC17
	(TF1, TF2, TF1)

	DL_TFC18
	(TF1, TF3, TF1)

	DL_TFC19
	(TF1, TF4, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under 

Test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note)
	Test data size

(bits)

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC1,

UL_TFC10,

UL_TFC11
	RB5: 640
RB6: 312
	RB5: No data

RB6: 312

	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC2, UL_TFC10,

UL_TFC12
	RB5: 640
RB6:  632
	RB5: No data

RB6: 632

	3
	DL_TFC3
	UL_TFC3
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC3,

UL_TFC10,

UL_TFC13
	RB5: 640
RB6: 952
	RB5: No data

RB6: 952

	4
	DL_TFC4
	UL_TFC4
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC4,

UL_TFC10,

UL_TFC14
	RB5: 640
RB6: 1272
	RB5: No data

RB6: 1272

	5
	DL_TFC5
	UL_TFC5
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC5,

UL_TFC10,

UL_TFC15
	RB5: 640
RB6: 312
	RB5: 2x640
RB6: No data

	6
	DL_TFC6
	UL_TFC6
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC6,

UL_TFC10,

UL_TFC16
	RB5: 640
RB6: 312
	RB5: 2x640
RB6: 312

	7
	DL_TFC7 
	UL_TFC7
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC7, UL_TFC10,

UL_TFC17
	RB5: 640
RB6:  632
	RB5: 2x640
RB6: 632

	8
	DL_TFC8
	UL_TFC8
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC8,

UL_TFC10,

UL_TFC18
	RB5: 640
RB6: 952
	RB5: 2x640
RB6: 952

	9
	DL_TFC9
	UL_TFC9
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC9,

UL_TFC10,

UL_TFC19
	RB5: 640
RB6: 1272
	RB5: 2x640
RB6: 1272

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See 14.1.1 for test procedure. 

14.2.51.1.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1 and 6: RB6/TF1 (1x336).

-
for sub-test 2 and 7: RB6/TF1 (2x336).

-
for sub-test 3 and 8: RB6/TF1 (3x336).

-
for sub-test 4 and 9: RB6/TF1 (4x336).

-
for sub-test 5, 6, 7, 8 and 9: RB5/TF1 (2x640)

3.
At step 15 the UE shall return 

- 
for sub-test 1, 2, 3, 4: an RLC SDU on RB6 having the same content as sent by SS; and no data shall be received on RB5.

-
for sub-test 5: two RLC SDUs on RB5 having the same content as sent by SS; and no data shall be received on RB6. 

-
for sub-test 6, 7, 8 and 9: two RLC SDUs on RB5 and one RLC SDU on RB6 having the same content as sent by SS.

14.2.51.2
Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 40 ms TTI + Interactive or background / UL:64 DL:64 kbps / PS RAB
14.2.51.2.1
Conformance requirement

See 14.2.4.1.

14.2.51.2.2
Test purpose

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.51 for the 40 ms TTI case.

14.2.51.2.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS for the Conversational / unknown / UL:64 DL:64 kbps / CS RAB (RB5):

	
	RB5

(Conv.

64 kbps)

	Uplink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	

Transmission RLC discard
	

	


CHOICE SDU Discard Mode
	

	



Timer based no explicit
	

	




Timer_discard
	100ms

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


Uplink TFS:

	
	TFI
	RB5

(Conv.

64 kbps)
	RB6

(I/B

64 kbps)
	DCCH



	TFS
	TF0, bits
	0x640
	0x336
	0x148

	
	TF1, bits
	4x640
	1x336
	1x148

	
	TF2, bits
	N/A
	2x336
	N/A

	
	TF3, bits
	N/A
	3x336
	N/A

	
	TF4, bits
	N/A
	4x336
	N/A


Uplink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	UL_TFC0
	(TF0, TF0, TF0)

	UL_TFC1
	(TF0, TF1, TF0)

	UL_TFC2
	(TF0, TF2, TF0)

	UL_TFC3
	(TF0, TF3, TF0)

	UL_TFC4
	(TF0, TF4, TF0)

	UL_TFC5
	(TF1, TF0, TF0)

	UL_TFC6
	(TF1, TF1, TF0)

	UL_TFC7
	(TF1, TF2, TF0)

	UL_TFC8
	(TF1, TF3, TF0)

	UL_TFC9
	(TF1, TF4, TF0)

	UL_TFC10
	(TF0, TF0, TF1)

	UL_TFC11
	(TF0, TF1, TF1)

	UL_TFC12
	(TF0, TF2, TF1)

	UL_TFC13
	(TF0, TF3, TF1)

	UL_TFC14
	(TF0, TF4, TF1)

	UL_TFC15
	(TF1, TF0, TF1)

	UL_TFC16
	(TF1, TF1, TF1)

	UL_TFC17
	(TF1, TF2, TF1)

	UL_TFC18
	(TF1, TF3, TF1)

	UL_TFC19
	(TF1, TF4, TF1)


Downlink TFS:

	
	TFI
	RB5

(Conv.

64 kbps)
	RB6

(I/B

64 kbps)
	DCCH



	TFS
	TF0, bits
	0x640
	0x336
	0x148

	
	TF1, bits
	4x640
	1x336
	1x148

	
	TF2, bits
	N/A
	2x336
	N/A

	
	TF3, bits
	N/A
	3x336
	N/A

	
	TF4, bits
	N/A
	4x336
	N/A


Downlink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	DL_TFC0
	(TF0, TF0, TF0)

	DL_TFC1
	(TF0, TF1, TF0)

	DL_TFC2
	(TF0, TF2, TF0)

	DL_TFC3
	(TF0, TF3, TF0)

	DL_TFC4
	(TF0, TF4, TF0)

	DL_TFC5
	(TF1, TF0, TF0)

	DL_TFC6
	(TF1, TF1, TF0)

	DL_TFC7
	(TF1, TF2, TF0)

	DL_TFC8
	(TF1, TF3, TF0)

	DL_TFC9
	(TF1, TF4, TF0)

	DL_TFC10
	(TF0, TF0, TF1)

	DL_TFC11
	(TF0, TF1, TF1)

	DL_TFC12
	(TF0, TF2, TF1)

	DL_TFC13
	(TF0, TF3, TF1)

	DL_TFC14
	(TF0, TF4, TF1)

	DL_TFC15
	(TF1, TF0, TF1)

	DL_TFC16
	(TF1, TF1, TF1)

	DL_TFC17
	(TF1, TF2, TF1)

	DL_TFC18
	(TF1, TF3, TF1)

	DL_TFC19
	(TF1, TF4, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under 

Test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note)
	Test data size

(bits)

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC1,

UL_TFC10,

UL_TFC11
	RB5: 640
RB6: 312
	RB5: No data

RB6: 312

	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC2, UL_TFC10,

UL_TFC12
	RB5: 640
RB6:  632
	RB5: No data

RB6: 632

	3
	DL_TFC3
	UL_TFC3
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC3,

UL_TFC10,

UL_TFC13
	RB5: 640
RB6: 952
	RB5: No data

RB6: 952

	4
	DL_TFC4
	UL_TFC4
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC4,

UL_TFC10,

UL_TFC14
	RB5: 640
RB6: 1272
	RB5: No data

RB6: 1272

	5
	DL_TFC5
	UL_TFC5
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC5,

UL_TFC10,

UL_TFC15
	RB5: 640
RB6: 312
	RB5: 4x640
RB6: No data

	6
	DL_TFC6
	UL_TFC6
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC6,

UL_TFC10,

UL_TFC16
	RB5: 640
RB6: 312
	RB5: 4x640
RB6: 312

	7
	DL_TFC7 
	UL_TFC7
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC7, UL_TFC10,

UL_TFC17
	RB5: 640
RB6:  632
	RB5: 4x640
RB6: 632

	8
	DL_TFC8
	UL_TFC8
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC8,

UL_TFC10,

UL_TFC18
	RB5: 640
RB6: 952
	RB5: 4x640
RB6: 952

	9
	DL_TFC9
	UL_TFC9
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC9,

UL_TFC10,

UL_TFC19
	RB5: 640
RB6: 1272
	RB5: 4x640
RB6: 1272

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See 14.1.1 for test procedure. 

14.2.51.2.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1 and 6: RB6/TF1 (1x336).

-
for sub-test 2 and 7: RB6/TF1 (2x336).

-
for sub-test 3 and 8: RB6/TF1 (3x336).

-
for sub-test 4 and 9: RB6/TF1 (4x336).

-
for sub-test 5, 6, 7, 8 and 9: RB5/TF1 (4x640)

3.
At step 15 the UE shall return 

- 
for sub-test 1, 2, 3, 4: an RLC SDU on RB6 having the same content as sent by SS; and no data shall be received on RB5.

-
for sub-test 5: two RLC SDUs on RB5 having the same content as sent by SS; and no data shall be received on RB6. 

-
for sub-test 6, 7, 8 and 9: two RLC SDUs on RB5 and one RLC SDU on RB6 having the same content as sent by SS.

14.2.51a
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.51a.

14.2.51b
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:16 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.51b.

14.2.52
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
14.2.52.1
Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 20 ms TTI + Interactive or background / UL:64 DL:128 kbps / PS RAB
14.2.52.1.1
Conformance requirement

See 14.2.4.1.

14.2.52.1.2
Test purpose

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.52 for the 20 ms TTI case.

14.2.52.1.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS for the Conversational / unknown / UL:64 DL:64 kbps / CS RAB (RB5):

	
	RB5

(Conv.

64 kbps)

	Uplink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	

Transmission RLC discard
	

	


CHOICE SDU Discard Mode
	

	



Timer based no explicit
	

	




Timer_discard
	100ms

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


Uplink TFS:

	
	TFI
	RB5

(Conv.

64 kbps)
	RB6

(I/B

64 kbps)
	DCCH



	TFS
	TF0, bits
	0x640
	0x336
	0x148

	
	TF1, bits
	2x640
	1x336
	1x148

	
	TF2, bits
	N/A
	2x336
	N/A

	
	TF3, bits
	N/A
	3x336
	N/A

	
	TF4, bits
	N/A
	4x336
	N/A


Uplink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	UL_TFC0
	(TF0, TF0, TF0)

	UL_TFC1
	(TF0, TF1, TF0)

	UL_TFC2
	(TF0, TF2, TF0)

	UL_TFC3
	(TF0, TF3, TF0)

	UL_TFC4
	(TF0, TF4, TF0)

	UL_TFC5
	(TF1, TF0, TF0)

	UL_TFC6
	(TF1, TF1, TF0)

	UL_TFC7
	(TF1, TF2, TF0)

	UL_TFC8
	(TF1, TF3, TF0)

	UL_TFC9
	(TF1, TF4, TF0)

	UL_TFC10
	(TF0, TF0, TF1)

	UL_TFC11
	(TF0, TF1, TF1)

	UL_TFC12
	(TF0, TF2, TF1)

	UL_TFC13
	(TF0, TF3, TF1)

	UL_TFC14
	(TF0, TF4, TF1)

	UL_TFC15
	(TF1, TF0, TF1)

	UL_TFC16
	(TF1, TF1, TF1)

	UL_TFC17
	(TF1, TF2, TF1)

	UL_TFC18
	(TF1, TF3, TF1)

	UL_TFC19
	(TF1, TF4, TF1)


Downlink TFS:

	
	TFI
	RB5

(Conv.

64 kbps)
	RB6

(I/B

128 kbps)
	DCCH



	TFS
	TF0, bits
	0x640
	0x336
	0x148

	
	TF1, bits
	2x640
	1x336
	1x148

	
	TF2, bits
	N/A
	2x336
	N/A

	
	TF3, bits
	N/A
	4x336
	N/A

	
	TF4, bits
	N/A
	8x336
	N/A


Downlink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	DL_TFC0
	(TF0, TF0, TF0)

	DL_TFC1
	(TF0, TF1, TF0)

	DL_TFC2
	(TF0, TF2, TF0)

	DL_TFC3
	(TF0, TF3, TF0)

	DL_TFC4
	(TF0, TF4, TF0)

	DL_TFC5
	(TF1, TF0, TF0)

	DL_TFC6
	(TF1, TF1, TF0)

	DL_TFC7
	(TF1, TF2, TF0)

	DL_TFC8
	(TF1, TF3, TF0)

	DL_TFC9
	(TF1, TF4, TF0)

	DL_TFC10
	(TF0, TF0, TF1)

	DL_TFC11
	(TF0, TF1, TF1)

	DL_TFC12
	(TF0, TF2, TF1)

	DL_TFC13
	(TF0, TF3, TF1)

	DL_TFC14
	(TF0, TF4, TF1)

	DL_TFC15
	(TF1, TF0, TF1)

	DL_TFC16
	(TF1, TF1, TF1)

	DL_TFC17
	(TF1, TF2, TF1)

	DL_TFC18
	(TF1, TF3, TF1)

	DL_TFC19
	(TF1, TF4, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under 

Test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note)
	Test data size

(bits)

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC1,

UL_TFC10,

UL_TFC11
	RB5: 640
RB6: 312
	RB5: No data

RB6: 312

	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC2, UL_TFC10,

UL_TFC12
	RB5: 640
RB6:  632
	RB5: No data

RB6: 632

	3
	DL_TFC3
	UL_TFC3
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC3,

UL_TFC10,

UL_TFC13
	RB5: 640
RB6: 1912
	RB5: No data

RB6: 1272

	4
	DL_TFC4
	UL_TFC4
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC4,

UL_TFC10,

UL_TFC14
	RB5: 640
RB6: 2552
	RB5: No data

RB6: 2552

	5
	DL_TFC5
	UL_TFC5
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC5,

UL_TFC10,

UL_TFC15
	RB5: 640
RB6: 312
	RB5: 2x640
RB6: No data

	6
	DL_TFC6
	UL_TFC6
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC6,

UL_TFC10,

UL_TFC16
	RB5: 640
RB6: 312
	RB5: 2x640
RB6: 312

	7
	DL_TFC7 
	UL_TFC7
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC7, UL_TFC10,

UL_TFC17
	RB5: 640
RB6:  632
	RB5: 2x640
RB6: 632

	8
	DL_TFC8
	UL_TFC8
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC8,

UL_TFC10,

UL_TFC18
	RB5: 640
RB6: 1912
	RB5: 2x640
RB6: 1272

	9
	DL_TFC9
	UL_TFC9
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC3,

UL_TFC10,

UL_TFC19
	RB5: 640
RB6: 2552
	RB5: 2x640
RB6: 2552

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See 14.1.1 for test procedure. 

14.2.52.1.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1 and 6: RB6/TF1 (1x336).

-
for sub-test 2 and 7: RB6/TF1 (2x336).

-
for sub-test 3 and 8: RB6/TF1 (3x336).

-
for sub-test 4 and 9: RB6/TF1 (4x336).

-
for sub-test 5, 6, 7, 8 and 9: RB5/TF1 (2x640)

3.
At step 15 the UE shall return 

- 
for sub-test 1, 2, 3, 4: an RLC SDU on RB6 having the same content as sent by SS; and no data shall be received on RB5.

-
for sub-test 5: two RLC SDUs on RB5 having the same content as sent by SS; and no data shall be received on RB6. 

-
for sub-test 6, 7, 8 and 9: two RLC SDUs on RB5 and one RLC SDU on RB6 having the same content as sent by SS.

14.2.52.2
Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 40 ms TTI + Interactive or background / UL:64 DL:128 kbps / PS RAB
14.2.52.2.1
Conformance requirement

See 14.2.4.1.

14.2.52.2.2
Test purpose

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.51 for the 40 ms TTI case.

14.2.52.2.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS for the Conversational / unknown / UL:64 DL:64 kbps / CS RAB (RB5):

	
	RB5

(Conv.

64 kbps)

	Uplink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	

Transmission RLC discard
	

	


CHOICE SDU Discard Mode
	

	



Timer based no explicit
	

	




Timer_discard
	100ms

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


Uplink TFS:

	
	TFI
	RB5

(Conv.

64 kbps)
	RB6

(I/B

64 kbps)
	DCCH



	TFS
	TF0, bits
	0x640
	0x336
	0x148

	
	TF1, bits
	4x640
	1x336
	1x148

	
	TF2, bits
	N/A
	2x336
	N/A

	
	TF3, bits
	N/A
	3x336
	N/A

	
	TF4, bits
	N/A
	4x336
	N/A


Uplink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	UL_TFC0
	(TF0, TF0, TF0)

	UL_TFC1
	(TF0, TF1, TF0)

	UL_TFC2
	(TF0, TF2, TF0)

	UL_TFC3
	(TF0, TF3, TF0)

	UL_TFC4
	(TF0, TF4, TF0)

	UL_TFC5
	(TF1, TF0, TF0)

	UL_TFC6
	(TF1, TF1, TF0)

	UL_TFC7
	(TF1, TF2, TF0)

	UL_TFC8
	(TF1, TF3, TF0)

	UL_TFC9
	(TF1, TF4, TF0)

	UL_TFC10
	(TF0, TF0, TF1)

	UL_TFC11
	(TF0, TF1, TF1)

	UL_TFC12
	(TF0, TF2, TF1)

	UL_TFC13
	(TF0, TF3, TF1)

	UL_TFC14
	(TF0, TF4, TF1)

	UL_TFC15
	(TF1, TF0, TF1)

	UL_TFC16
	(TF1, TF1, TF1)

	UL_TFC17
	(TF1, TF2, TF1)

	UL_TFC18
	(TF1, TF3, TF1)

	UL_TFC19
	(TF1, TF4, TF1)


Downlink TFS:

	
	TFI
	RB5

(Conv.

64 kbps)
	RB6

(I/B

128 kbps)
	DCCH



	TFS
	TF0, bits
	0x640
	0x336
	0x148

	
	TF1, bits
	4x640
	1x336
	1x148

	
	TF2, bits
	N/A
	2x336
	N/A

	
	TF3, bits
	N/A
	4x336
	N/A

	
	TF4, bits
	N/A
	8x336
	N/A


Downlink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	DL_TFC0
	(TF0, TF0, TF0)

	DL_TFC1
	(TF0, TF1, TF0)

	DL_TFC2
	(TF0, TF2, TF0)

	DL_TFC3
	(TF0, TF3, TF0)

	DL_TFC4
	(TF0, TF4, TF0)

	DL_TFC5
	(TF1, TF0, TF0)

	DL_TFC6
	(TF1, TF1, TF0)

	DL_TFC7
	(TF1, TF2, TF0)

	DL_TFC8
	(TF1, TF3, TF0)

	DL_TFC9
	(TF1, TF4, TF0)

	DL_TFC10
	(TF0, TF0, TF1)

	DL_TFC11
	(TF0, TF1, TF1)

	DL_TFC12
	(TF0, TF2, TF1)

	DL_TFC13
	(TF0, TF3, TF1)

	DL_TFC14
	(TF0, TF4, TF1)

	DL_TFC15
	(TF1, TF0, TF1)

	DL_TFC16
	(TF1, TF1, TF1)

	DL_TFC17
	(TF1, TF2, TF1)

	DL_TFC18
	(TF1, TF3, TF1)

	DL_TFC19
	(TF1, TF4, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under 

Test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note)
	Test data size

(bits)

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC1,

UL_TFC10,

UL_TFC11
	RB5: 640
RB6: 312
	RB5: No data

RB6: 312

	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC2, UL_TFC10,

UL_TFC12
	RB5: 640
RB6:  632
	RB5: No data

RB6: 632

	3
	DL_TFC3
	UL_TFC3
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC3,

UL_TFC10,

UL_TFC13
	RB5: 640
RB6: 1912
	RB5: No data

RB6: 1272

	4
	DL_TFC4
	UL_TFC4
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC4,

UL_TFC10,

UL_TFC14
	RB5: 640
RB6: 2552
	RB5: No data

RB6: 2552

	5
	DL_TFC5
	UL_TFC5
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC5,

UL_TFC10,

UL_TFC15
	RB5: 640
RB6: 312
	RB5: 4x640
RB6: No data

	6
	DL_TFC6
	UL_TFC6
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC6,

UL_TFC10,

UL_TFC16
	RB5: 640
RB6: 312
	RB5: 4x640
RB6: 312

	7
	DL_TFC7 
	UL_TFC7
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC7, UL_TFC10,

UL_TFC17
	RB5: 640
RB6:  632
	RB5: 4x640
RB6: 632

	8
	DL_TFC8
	UL_TFC8
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC8,

UL_TFC10,

UL_TFC18
	RB5: 640
RB6: 1912
	RB5: 4x640
RB6: 1272

	9
	DL_TFC9
	UL_TFC9
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC9,

UL_TFC10,

UL_TFC19
	RB5: 640
RB6: 2552
	RB5: 4x640
RB6: 2552

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See 14.1.1 for test procedure. 

14.2.52.2.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1 and 6: RB6/TF1 (1x336).

-
for sub-test 2 and 7: RB6/TF1 (2x336).

-
for sub-test 3 and 8: RB6/TF1 (3x336).

-
for sub-test 4 and 9: RB6/TF1 (4x336).

-
for sub-test 5, 6, 7, 8 and 9: RB5/TF1 (4x640)

3.
At step 15 the UE shall return 

- 
for sub-test 1, 2, 3, 4: an RLC SDU on RB6 having the same content as sent by SS; and no data shall be received on RB5.

-
for sub-test 5: four RLC SDUs on RB5 having the same content as sent by SS; and no data shall be received on RB6. 

-
for sub-test 6, 7, 8 and 9: four RLC SDUs on RB5 and one RLC SDU on RB6 having the same content as sent by SS.

14.2.53
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
14.2.53.1
Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 20 ms TTI + Interactive or background / UL:128 DL:128 kbps / PS RAB
14.2.53.1.1
Conformance requirement

See 14.2.4.1.

14.2.53.1.2
Test purpose

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.53 for the 20 ms TTI case.

14.2.53.1.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS for the Conversational / unknown / UL:64 DL:64 kbps / CS RAB (RB5):

	
	RB5

(Conv.

64 kbps)

	Uplink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	

Transmission RLC discard
	

	


CHOICE SDU Discard Mode
	

	



Timer based no explicit
	

	




Timer_discard
	100ms

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


Uplink TFS:

	
	TFI
	RB5

(Conv.

64 kbps)
	RB6

(I/B

128 kbps)
	DCCH



	TFS
	TF0, bits
	0x640
	0x336
	0x148

	
	TF1, bits
	2x640
	1x336
	1x148

	
	TF2, bits
	N/A
	2x336
	N/A

	
	TF3, bits
	N/A
	4x336
	N/A

	
	TF4, bits
	N/A
	8x336
	N/A


Uplink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	UL_TFC0
	(TF0, TF0, TF0)

	UL_TFC1
	(TF0, TF1, TF0)

	UL_TFC2
	(TF0, TF2, TF0)

	UL_TFC3
	(TF0, TF3, TF0)

	UL_TFC4
	(TF0, TF4, TF0)

	UL_TFC5
	(TF1, TF0, TF0)

	UL_TFC6
	(TF1, TF1, TF0)

	UL_TFC7
	(TF1, TF2, TF0)

	UL_TFC8
	(TF1, TF3, TF0)

	UL_TFC9
	(TF1, TF4, TF0)

	UL_TFC10
	(TF0, TF0, TF1)

	UL_TFC11
	(TF0, TF1, TF1)

	UL_TFC12
	(TF0, TF2, TF1)

	UL_TFC13
	(TF0, TF3, TF1)

	UL_TFC14
	(TF0, TF4, TF1)

	UL_TFC15
	(TF1, TF0, TF1)

	UL_TFC16
	(TF1, TF1, TF1)

	UL_TFC17
	(TF1, TF2, TF1)

	UL_TFC18
	(TF1, TF3, TF1)

	UL_TFC19
	(TF1, TF4, TF1)


Downlink TFS:

	
	TFI
	RB5

(Conv.

64 kbps)
	RB6

(I/B

128 kbps)
	DCCH



	TFS
	TF0, bits
	0x640
	0x336
	0x148

	
	TF1, bits
	2x640
	1x336
	1x148

	
	TF2, bits
	N/A
	2x336
	N/A

	
	TF3, bits
	N/A
	4x336
	N/A

	
	TF4, bits
	N/A
	8x336
	N/A


Downlink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	DL_TFC0
	(TF0, TF0, TF0)

	DL_TFC1
	(TF0, TF1, TF0)

	DL_TFC2
	(TF0, TF2, TF0)

	DL_TFC3
	(TF0, TF3, TF0)

	DL_TFC4
	(TF0, TF4, TF0)

	DL_TFC5
	(TF1, TF0, TF0)

	DL_TFC6
	(TF1, TF1, TF0)

	DL_TFC7
	(TF1, TF2, TF0)

	DL_TFC8
	(TF1, TF3, TF0)

	DL_TFC9
	(TF1, TF4, TF0)

	DL_TFC10
	(TF0, TF0, TF1)

	DL_TFC11
	(TF0, TF1, TF1)

	DL_TFC12
	(TF0, TF2, TF1)

	DL_TFC13
	(TF0, TF3, TF1)

	DL_TFC14
	(TF0, TF4, TF1)

	DL_TFC15
	(TF1, TF0, TF1)

	DL_TFC16
	(TF1, TF1, TF1)

	DL_TFC17
	(TF1, TF2, TF1)

	DL_TFC18
	(TF1, TF3, TF1)

	DL_TFC19
	(TF1, TF4, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under 

Test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note)
	Test data size

(bits)

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC1,

UL_TFC10,

UL_TFC11
	RB5: 640

RB6: 312
	RB5: No data

RB6: 312

	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC2, UL_TFC10,

UL_TFC12
	RB5: 640
RB6:  632
	RB5: No data

RB6: 632

	3
	DL_TFC3
	UL_TFC3
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC3,

UL_TFC10,

UL_TFC13
	RB5: 640
RB6: 1272
	RB5: No data

RB6: 1272

	4
	DL_TFC4
	UL_TFC4
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC4,

UL_TFC10,

UL_TFC14
	RB5: 640
RB6: 2552
	RB5: No data

RB6: 2552

	5
	DL_TFC5
	UL_TFC5
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC5,

UL_TFC10,

UL_TFC15
	RB5: 640
RB6: 312
	RB5: 2x640
RB6: No data

	6
	DL_TFC6
	UL_TFC6
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC6,

UL_TFC10,

UL_TFC16
	RB5: 640
RB6: 312
	RB5: 2x640
RB6: 312

	7
	DL_TFC7 
	UL_TFC7
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC7, UL_TFC10,

UL_TFC17
	RB5: 640
RB6:  632
	RB5: 2x640
RB6: 632

	8
	DL_TFC8
	UL_TFC8
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC8,

UL_TFC10,

UL_TFC18
	RB5: 640
RB6: 1272
	RB5: 2x640
RB6: 1272

	9
	DL_TFC9
	UL_TFC9
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC9,

UL_TFC10,

UL_TFC19
	RB5: 640
RB6: 2552
	RB5: 2x640
RB6: 2552

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See 14.1.1 for test procedure. 

14.2.53.1.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1 and 6: RB6/TF1 (1x336).

-
for sub-test 2 and 7: RB6/TF1 (2x336).

-
for sub-test 3 and 8: RB6/TF1 (4x336).

-
for sub-test 4 and 9: RB6/TF1 (8x336).

-
for sub-test 5, 6, 7, 8 and 9: RB5/TF1 (2x640)

3.
At step 15 the UE shall return 

- 
for sub-test 1, 2, 3, 4: an RLC SDU on RB6 having the same content as sent by SS; and no data shall be received on RB5.

-
for sub-test 5: two RLC SDUs on RB5 having the same content as sent by SS; and no data shall be received on RB6. 

-
for sub-test 6, 7, 8 and 9: two RLC SDUs on RB5 and one RLC SDU on RB6 having the same content as sent by SS.

14.2.53.2
Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 40 ms TTI + Interactive or background / UL:128 DL:128 kbps / PS RAB
14.2.53.2.1
Conformance requirement

See 14.2.4.1.

14.2.53.2.2
Test purpose

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.53 for the 40 ms TTI case.

14.2.53.2.3
Method of test

Initial Conditions

The following RLC Info parameter values shall be set by the SS for the Conversational / unknown / UL:64 DL:64 kbps / CS RAB (RB5):

	
	RB5

(Conv.

64 kbps)

	Uplink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	

Transmission RLC discard
	

	


CHOICE SDU Discard Mode
	

	



Timer based no explicit
	

	




Timer_discard
	100ms

	Downlink RLC
	

	
TM RLC
	

	

Segmentation indication
	FALSE

	NOTE: 
Timer based discard without explicit signalling is used in uplink to secure that the UE will be able to return data for the case when the UE test loop function will not deliver all the SDUs in one and the same TTI .


Uplink TFS:

	
	TFI
	RB5

(Conv.

64 kbps)
	RB6

(I/B

128 kbps)
	DCCH



	TFS
	TF0, bits
	0x640
	0x336
	0x148

	
	TF1, bits
	4x640
	1x336
	1x148

	
	TF2, bits
	N/A
	2x336
	N/A

	
	TF3, bits
	N/A
	4x336
	N/A

	
	TF4, bits
	N/A
	8x336
	N/A


Uplink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	UL_TFC0
	(TF0, TF0, TF0)

	UL_TFC1
	(TF0, TF1, TF0)

	UL_TFC2
	(TF0, TF2, TF0)

	UL_TFC3
	(TF0, TF3, TF0)

	UL_TFC4
	(TF0, TF4, TF0)

	UL_TFC5
	(TF1, TF0, TF0)

	UL_TFC6
	(TF1, TF1, TF0)

	UL_TFC7
	(TF1, TF2, TF0)

	UL_TFC8
	(TF1, TF3, TF0)

	UL_TFC9
	(TF1, TF4, TF0)

	UL_TFC10
	(TF0, TF0, TF1)

	UL_TFC11
	(TF0, TF1, TF1)

	UL_TFC12
	(TF0, TF2, TF1)

	UL_TFC13
	(TF0, TF3, TF1)

	UL_TFC14
	(TF0, TF4, TF1)

	UL_TFC15
	(TF1, TF0, TF1)

	UL_TFC16
	(TF1, TF1, TF1)

	UL_TFC17
	(TF1, TF2, TF1)

	UL_TFC18
	(TF1, TF3, TF1)

	UL_TFC19
	(TF1, TF4, TF1)


Downlink TFS:

	
	TFI
	RB5

(Conv.

64 kbps)
	RB6

(I/B

128 kbps)
	DCCH



	TFS
	TF0, bits
	0x640
	0x336
	0x148

	
	TF1, bits
	4x640
	1x336
	1x148

	
	TF2, bits
	N/A
	2x336
	N/A

	
	TF3, bits
	N/A
	4x336
	N/A

	
	TF4, bits
	N/A
	8x336
	N/A


Downlink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	DL_TFC0
	(TF0, TF0, TF0)

	DL_TFC1
	(TF0, TF1, TF0)

	DL_TFC2
	(TF0, TF2, TF0)

	DL_TFC3
	(TF0, TF3, TF0)

	DL_TFC4
	(TF0, TF4, TF0)

	DL_TFC5
	(TF1, TF0, TF0)

	DL_TFC6
	(TF1, TF1, TF0)

	DL_TFC7
	(TF1, TF2, TF0)

	DL_TFC8
	(TF1, TF3, TF0)

	DL_TFC9
	(TF1, TF4, TF0)

	DL_TFC10
	(TF0, TF0, TF1)

	DL_TFC11
	(TF0, TF1, TF1)

	DL_TFC12
	(TF0, TF2, TF1)

	DL_TFC13
	(TF0, TF3, TF1)

	DL_TFC14
	(TF0, TF4, TF1)

	DL_TFC15
	(TF1, TF0, TF1)

	DL_TFC16
	(TF1, TF1, TF1)

	DL_TFC17
	(TF1, TF2, TF1)

	DL_TFC18
	(TF1, TF3, TF1)

	DL_TFC19
	(TF1, TF4, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

Under 

Test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(bits)

(note)
	Test data size

(bits)

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC1,

UL_TFC10,

UL_TFC11
	RB5: 640
RB6: 312
	RB5: No data

RB6: 312

	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC2, UL_TFC10,

UL_TFC12
	RB5: 640
RB6:  632
	RB5: No data

RB6: 632

	3
	DL_TFC3
	UL_TFC3
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC3,

UL_TFC10,

UL_TFC13
	RB5: 640
RB6: 1272
	RB5: No data

RB6: 1272

	4
	DL_TFC4
	UL_TFC4
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC4,

UL_TFC10,

UL_TFC14
	RB5: 640
RB6: 2552
	RB5: No data

RB6: 2552

	5
	DL_TFC5
	UL_TFC5
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC5,

UL_TFC10,

UL_TFC15
	RB5: 640
RB6: 312
	RB5: 4x640
RB6: No data

	6
	DL_TFC6
	UL_TFC6
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC6,

UL_TFC10,

UL_TFC16
	RB5: 640
RB6: 312
	RB5: 4x640
RB6: 312

	7
	DL_TFC7 
	UL_TFC7
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC7, UL_TFC10,

UL_TFC17
	RB5: 640
RB6:  632
	RB5: 4x640
RB6: 632

	8
	DL_TFC8
	UL_TFC8
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC8,

UL_TFC10,

UL_TFC18
	RB5: 4x640
RB6: 1272
	RB5: 4x640
RB6: 1272

	9
	DL_TFC9
	UL_TFC9
	DL_TFC0, DL_TFC10, UL_TFC0, UL_TFC10
	UL_TFC0, UL_TFC9,

UL_TFC10,

UL_TFC19
	RB5: 640
RB6: 2552
	RB5: 4x640
RB6: 2552

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See 14.1.1 for test procedure. 

14.2.53.2.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1 and 6: RB6/TF1 (1x336).

-
for sub-test 2 and 7: RB6/TF1 (2x336).

-
for sub-test 3 and 8: RB6/TF1 (4x336).

-
for sub-test 4 and 9: RB6/TF1 (8x336).

-
for sub-test 5, 6, 7, 8 and 9: RB5/TF1 (4x640)

3.
At step 15 the UE shall return 

- 
for sub-test 1, 2, 3, 4: an RLC SDU on RB6 having the same content as sent by SS; and no data shall be received on RB5.

-
for sub-test 5: four RLC SDUs on RB5 having the same content as sent by SS; and no data shall be received on RB6. 

-
for sub-test 6, 7, 8 and 9: four RLC SDUs on RB5 and one RLC SDU on RB6 having the same content as sent by SS.
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