Page 4
Draft prETS 300 ???: Month YYYY

Release 99

3GPP TS 34.108 V3.8.0 (2002-06)


3GPP TSG- T1 Meeting #16 
T1-020529

Yokohama, Japan, 2nd Aug 2002

3GPP TSG- T1 SIG Meeting #24 
T1S-020528

Yokohama, Japan, 29th – 1st Aug 2002

	CR-Form-v6.1

	CHANGE REQUEST

	

	(

	TS 34.108
	CR
	CR Num
	(

rev
	-
	(

Current version:
	3.8.0
	(


	
	Spec Title: 
	Common Test Environments for User Equipment (UE)
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	X
	Radio Access Network
	
	Core Network
	

	

	Title:
(

	Corrections to clause 6.1 (T1S-020348rev1)

	
	

	Source:
(

	Panasonic

	
	

	Work item code:
(

	TEI
	
	Date: (

	01/7/2002

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	R99

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	1. To align with ASN.1 definition for SIB some parameters.
2. To align with TS25.331V3.b.0

· “SIB type” in MIB is revised to “SIB and SB type”
· IE "Access Class Barred List" is not needed in SIB4.

Changes to T1S-020348:

Corrections to SIB 11 and 12 are removed.

	
	

	Summary of change:
(

	New corrections
1. In SIB 11 and 12 (FDD) Intra-frequency cell id should be numbered from 0 as the current numbering is set from 1. Threfore these numbering are modified.
2. In SIB 11 and 12 (FDD) Intra-frequency IE“Cell for measurement” is removed from IE“New inter-frequency cells”. 

3. In table 6.1.1,6.1.2,6.1.3 and 6.1.4 Qrxlevmin is set to –80 dBm. But according to TS25.331, this should be set as Integer (-115..-25 by step of 2) . Therefore –81 dBm instead of –80 dBm is set.

4. In clause 6.1.0a.3 SIB type is revised to “SIB and SB type” in accordance with TS25.331V3.b.0.

5. In System Information Block Type 4(FDD and TDD) of clause 6.1.0b, IE "Access Class Barred List" is set to “Not present” in SIB4.


	
	

	Consequences if 
(

not approved:
	Ambiguity is remained in test condition.

	
	

	Clauses affected:
(

	Clause6.1

	
	

	Other specs
(

	
	 Other core specifications
(

	

	affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

6
Reference System Configurations

This clause defines a number of Reference System Configurations which can be used for different tests.

6.1
Simulated network environments

The UE will eventually have to operate in either single mode networks (FDD or TDD) and dual mode networks (FDD+TDD).

It is <ffs> whether a reference environment needs to be defined for multi-mode networks (eg: the environment could be created by combining two appropriate reference environments from the single mode cases).

The following tables list the default parameters for 1 to 8 cell environments for testing.

In this clause, decimal values are normally used. However, sometimes a hexadecimal value, indicated by an "H", or a binary value, indicated by a "B" is used.

6.1.0a
Default Master Information Block and Scheduling Block messages

6.1.0a.1
Grouping SIBs for testing

	Mandatory in 34.108
	Used in Idle Mode
	MIB, SB1, (SB2), SIB1, SIB2, SIB3, SIB5, SIB7, SIB11

	
	Used in Connected Mode
	SIB4, SIB6, SIB12

	Mandatory for FDD CPCH
	SIB8, SIB9

	Mandatory for FDD DRAC
	SIB10

	Mandatory for TDD
	SIB14, SIB17

	Mandatory for LCS
	SIB15, SIB15.1, SIB15.2, SIB15.3

	Mandatory for ANSI-41 system
	SIB13, SIB13.1, SIB13.2, SIB13.3, SIB13.4

	Mandatory for InterSys HO
	SIB16

	Mandatory for Cell reselection
	SIB18


6.1.0a.2
SIB configurations

Currently three SIB configurations are used, Configuration 1 is default for both UTRAN/FDD SYSTEM and UTRAN/FDD + GERAN SYSTEM. Configuration 2 is for test cases which need two S_CCPCH or two PRACH. Configuration 3 is for inter-RAT handover test cases.

	Configuration 1
	MIB, SB1, SIB1, SIB2, SIB3, SIB4, SIB5, SIB6, SIB7, SIB11, SIB12, SIB18

	Configuration 2
	MIB, SB1, SIB1, SIB2, SIB3, SIB4, SIB5, SIB7, SIB11, SIB12, SIB18

	Configuration 3
	MIB, SB1, SIB1, SIB2, SIB3, SIB4, SIB5, SIB7, SIB11, SIB16, SIB18


6.1.0a.3
SIB default schedule

	Block

Type
	MIB
	SB1
	SIB1
	SIB2
	SIB3
	SIB4
	SIB5
	SIB6
	SIB7
	SIB11
	SIB12
	SIB18

	SIB_REP
	8
	16
	64
	64
	64
	64
	64
	64
	16
	64
	64
	64

	SEG_
COUNT
	1
	1
	1
	1
	1
	1
	4
	4
	1
	3
	3
	1


	Frame No / SIB_POS
	0
	2
	4
	6
	8
	10
	12
	14

	Block Type
	MIB
	SB1
	SIB7
	SIB6
	MIB
	SIB6
	SIB6
	SIB6

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	16
	18
	20
	22
	24
	26
	28
	30

	Block Type
	MIB
	SB1
	SIB7/SIB3
	SIB1/SIB2
	MIB
	SIB12
	SIB12
	SIB12

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	32
	34
	36
	38
	40
	42
	44
	46

	Block Type
	MIB
	SB1
	SIB7/SIB18
	SIB5
	MIB
	SIB5
	SIB5
	SIB5

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	48
	50
	52
	54
	56
	58
	60
	62

	Block Type
	MIB
	SB1
	SIB7/SIB4
	
	MIB
	SIB11
	SIB11
	SIB11


Contents of Master Information Block PLMN type is the case of GSM-MAP 

	- MIB value tag
	1

	- Supported PLMN types
	

	 - PLMN type
	GSM-MAP

	  - PLMN identity
	

	   - MCC digit
	Set to the same Mobile Country Codes stored in the test USIM card (TS 34.108 clause 8.3.2.2 EF IMSI(IMSI)).

	   - MNC digit
	Set to the same Mobile Network Codesstored in the test USIM card (TS 34.108 clause 8.3.2.2 EF IMSI(IMSI)).

	- ANSI-41 Core Network information
	Not Present

	- References to other system information blocks and scheduling blocks
	

	 - References to other system information blocks
	

	  - Scheduling information
	

	   - CHOICE Value tag
	Cell Value Tag

	    - Cell Value tag
	1

	   - Scheduling
	

	    - SEG_COUNT
	1

	    - SIB_REP
	16

	    - SIB_POS
	2

	    - SIB_POS offset info
	Not Present – use default

	  - SIB and SB type
	Scheduling Block 1

	 - Scheduling information
	

	  - CHOICE Value tag
	PLMN Value tag

	   - PLMN Value tag
	1

	  - SEG_COUNT
	1

	  - SIB_REP
	64

	  - SIB_POS
	22

	  - SIB_POS offset info
	Not Present – use default

	 - SIB and SB type
	System Information Type 1

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	1

	  - SIB_REP
	64

	  - SIB_POS
	22

	  - SIB_POS offset info
	Not Present – use default

	 - SIB and SB type
	System Information Type 2

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	1

	  - SIB_REP
	64

	  - SIB_POS
	20

	  - SIB_POS offset info
	Not Present – use default

	 - SIB and SB type
	System Information Type 3

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	1

	  - SIB_REP
	64

	  - SIB_POS
	52

	  - SIB_POS offset info
	Not Present – use default

	 - SIB and SB type
	System Information Type 4

	- Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	4

	  - SIB_REP
	64

	  - SIB_POS
	38

	  - SIB_POS offset info
	

	   - SIB_OFF
	4

	   - SIB_OFF
	2

	   - SIB_OFF
	2

	 - SIB and SB type
	System Information Type 5


Contents of Scheduling Block 1 (FDD)

	- References to other system information blocks
	

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	4

	  - SIB_REP
	64

	  - SIB_POS
	6

	  - SIB_POS offset info
	

	   - SIB_OFF
	4

	   - SIB_OFF
	2

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 6

	 - Scheduling information
	

	  - CHOICE Value tag
	Not Present

	  - SEG_COUNT
	1

	  - SIB_REP
	16

	  - SIB_POS
	4

	  - SIB_POS offset info
	Not Present 

	 - SIB type SIBs only
	System Information Type 7

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	3

	  - SIB_REP
	64

	  - SIB_POS
	58

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 11

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	3

	  - SIB_REP
	64

	  - SIB_POS
	26

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 12

	 - Scheduling information
	

	  - CHOICE Value tag
	PLMN Value tag

	  - PLMN Value tag
	1

	  - SEG_COUNT
	1

	  - SIB_REP
	64

	  - SIB_POS
	36

	  - SIB_POS offset info
	Not Present

	 - SIB type SIBs only
	System Information Type 18


Contents of Scheduling Block 1 (TDD)

	- References to other system information blocks
	

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	4

	  - SIB_REP
	128

	  - SIB_POS
	3

	  - SIB_POS offset info
	

	   - SIB_OFF
	4

	   - SIB_OFF
	2

	   - SIB_OFF
	2

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 6

	 - Scheduling information
	

	  - CHOICE Value tag
	Not Present

	  - SEG_COUNT
	1

	  - SIB_REP
	16

	  - SIB_POS
	2

	  - SIB_POS offset info
	Not Present

	 - SIB type SIBs only
	System Information Type 7

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	3

	  - SIB_REP
	64

	  - SIB_POS
	29

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 11

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	3

	  - SIB_REP
	64

	  - SIB_POS
	13

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 12

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	1

	  - SIB_REP
	64

	  - SIB_POS
	54

	  - SIB_POS offset info
	Not Present - use default

	 - SIB type SIBs only
	System Information Type 14

	 - Scheduling information
	

	  - CHOICE Value tag
	PLMN Value tag

	  - PLMN Value tag
	1

	  - SEG_COUNT
	1

	  - SIB_REP
	64

	  - SIB_POS
	6

	  - SIB_POS offset info
	Not Present

	 - SIB type SIBs only
	System Information Type 18


6.1.0a.4
SIB special schedules

6.1.0a.4.1
SIB schedule for two S-CCPCH or two PRACH

FFS

6.1.0a.4.2
SIB schedule for Inter-Rat Handover Test

FFS

6.1.0b
Default System Information Block Messages

Contents of System Information Block type 1 (supported PLMN type is GSM-MAP)
	- CN common GSM-MAP NAS system information
	

	 - GSM-MAP NAS system information
	00 80H

	- CN domain system information
	

	 - CN domain identity
	PS

	 - CHOICE CN Type
	GSM-MAP

	  - CN domain specific NAS system information
	

	  - GSM-MAP NAS system information
	00 00H

	 - CN domain specific DRX cycle length coefficient
	7

	  - CN domain identity
	CS

	 - CHOICE CN Type
	GSM-MAP

	  - CN domain specific NAS system information
	

	   - GSM-MAP NAS system information
	1E 01H

	 - CN domain specific DRX cycle length coefficient
	7

	- UE Timers and constants in idle mode
	

	 -T300
	4000 milliseconds 

	 -N300
	7

	 -T312
	10 seconds

	 - N312
	1

	- UE Timers and constants in connected mode
	

	 - T301
	Not Present (2000 milliseconds: default value)

	 - N301
	Not Present (2: default value)

	 - T302
	Not Present (4000 milliseconds: default value)

	 - N302
	Not Present (3: default value)

	 - T304
	Not Present (2000 milliseconds: default value)

	 - N304
	Not Present (2: default value)

	 - T305
	Not Present (30 minutes: default value)

	 - T307
	Not Present (30 seconds: default value)

	 - T308
	Not Present (160 milliseconds: default value)

	 - T309
	Not Present (5 seconds: default value)

	 - T310
	Not Present (160 milliseconds: default value)

	 - N310
	Not Present (4: default value)

	 - T311
	Not Present (2000 milliseconds: default value)

	 - T312
	Not Present (1 seconds: default value)

	 - N312
	Not Present (1: default value)

	 - T313
	Not Present (3 seconds: default value)

	 - N313
	Not Present (20: default value)

	 - T314
	Not Present (12 seconds: default value)

	 - T315
	Not Present (180 seconds: default value)

	 - N315
	Not Present (1: default value)

	 - T316
	Not Present (30 seconds: default value)

	 - T317
	Not Present (180 seconds: default value)


Contents of System Information Block type 2

	- URA identity list
	Only 1 URA identity broadcasted

	 - URA identity
	0000 0000 0000 0001B


Contents of System Information Block type 3 (FDD)

	- SIB4 indicator
	TRUE

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping info
	Not Present

	  - Cell selection_and_reselection_quality_-measure
	CPICH RSCP

	 - CHOICE mode
	FDD

	  - Sintrasearch
	16 dB

	  - Sintersearch
	16 dB

	  - SsearchHCS
	Not Present

	  - RAT List
	This parameter is configurable.

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-32 dB

	   - SHCS,RAT
	Not Present

	   - Slimit,SearchRAT
	0

	  - Qqualmin
	Reference to table 6.1.1

	  - Qrxlevmin
	Reference to table 6.1.1

	  - Qhyst1s
	2 dB

	  - Qhyst2s
	Not Present

	  - Treselections
	0 seconds

	  - HCS Serving cell information
	Not Present

	  - Maximum allowed UL TX power
	Reference to table 6.1.1

	- Cell Access Restriction
	

	  - Cell barred
	Not barred

	  - Intra-frequency cell re-selection indicator
	Not present

	  - Tbarred
	Not present

	  - Cell Reserved for operator use
	Not reserved

	  - Cell Reservation Extension
	Not reserved

	 - Access Class Barred List
	

	  - Access Class Barred0
	Not barred

	  - Access Class Barred1
	Not barred

	  - Access Class Barred2
	Not barred

	  - Access Class Barred3
	Not barred

	  - Access Class Barred4
	Not barred

	  - Access Class Barred5
	Not barred

	  - Access Class Barred6
	Not barred

	  - Access Class Barred7
	Not barred

	  - Access Class Barred8
	Not barred

	  - Access Class Barred9
	Not barred

	  - Access Class Barred10
	Not barred

	  - Access Class Barred11
	Not barred

	  - Access Class Barred12
	Not barred

	  - Access Class Barred13
	Not barred

	  - Access Class Barred14
	Not barred

	  - Access Class Barred15
	Not barred


Contents of System Information Block type 3 (TDD)

	- SIB4 Indicator
	TRUE

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping info
	Not present

	 - Cell selection_and_reselection_quality_-measure
	(no data)

	 - CHOICE mode
	TDD

	  - Sintrasearch
	10 dB

	  - Sintersearch
	10 dB

	  - SsearchHCS
	Not present

	  - RAT List
	This parameter is configurable.

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-32 dB

	   - SHCS,RAT
	Not present

	  - Slimit,ShearchRAT
	Not Present

	  - Qrxlevmin
	-103 dBm

	 - Qhyst1s
	0 dB

	 - Treselections
	0 seconds

	 - HCS Serving cell information
	Not present

	 - Maximum allowed UL TX power
	30dBm

	- Cell Access Restriction
	

	 - Cell barred
	Not barred

	 - Intra-frequency cell re-selection indicator
	Not present

	 - Tbarred
	Not present

	 - Cell Reserved for operator use
	Not reserved

	 - Cell Reservation Extension
	Not reserved

	 - Access Class Barred List
	

	  - Access Class Barred0
	Not barred

	  - Access Class Barred1
	Not barred

	  - Access Class Barred2
	Not barred

	  - Access Class Barred3
	Not barred

	  - Access Class Barred4
	Not barred

	  - Access Class Barred5
	Not barred

	  - Access Class Barred6
	Not barred

	  - Access Class Barred7
	Not barred

	  - Access Class Barred8
	Not barred

	  - Access Class Barred9
	Not barred

	  - Access Class Barred10
	Not barred

	  - Access Class Barred11
	Not barred

	  - Access Class Barred12
	Not barred

	  - Access Class Barred13
	Not barred

	  - Access Class Barred14
	Not barred

	  - Access Class Barred15
	Not barred


Contents of System Information Block type 4 in connected mode (FDD)

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping Info
	Not present

	  - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - CHOICE mode
	FDD

	  - Sintrasearch
	16 dB

	  - Sintersearch
	16 dB

	  - SsearchHCS
	Not present

	  - RAT List
	This parameter is configurable.

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-32 dB

	   - SHCS,RAT
	Not Present

	   - Slimit,SearchRAT
	0

	  - Qqualmin
	Reference to table 6.1.1

	  - Qrxlevmin
	Reference to table 6.1.1

	  - Qhyst1s
	2 dB

	  - Qhyst2s
	Not Present

	  - Treselections
	0 seconds

	  - HCS Serving cell information
	Not Present

	  - Maximum allowed UL TX power
	Reference to table 6.1.1

	- Cell Access Restriction
	

	  - Cell barred
	Not barred

	  - Intra-frequency cell re-selection indicator
	Not present

	  - Tbarred
	Not present

	  - Access Class Barred
	Not barred

	  - Cell Reserved for operator use
	Not reserved

	  - Cell Reservation Extension
	Not reserved

	 - Access Class Barred List
	Not present

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Contents of System Information Block type 4 in connected mode (similar to SIB type3)  (TDD)

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping info
	Not Present

	 - Cell_selection_and_reselection_quality_

measure
	(no data)

	 - CHOICE mode
	TDD

	  - Sintrasearch
	 10 dB

	  - Sintersearch
	 10 dB

	  - SsearchHCS
	Not present

	  - RAT List
	This parameter is configurable.

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-32 dB

	   - SHCS,RAT
	Not present

	  - Slimit,ShearchRAT
	Not Present

	  - Qrxlevmin
	-103 dBm

	 - Qhyst1s
	0 dB

	 - Treselections
	0 seconds

	 - HCS Serving cell information
	Not present

	 - Maximum allowed UL TX power
	30dBm

	- Cell Access Restriction
	

	 - Cell barred
	Not barred

	 - Intra-frequency cell re-selection indicator
	Not present

	 - Tbarred
	Not present

	 - Cell Reserved for operator use
	Not reserved

	 - Cell Reservation Extension
	Not reserved

	 - Access Class Barred List
	Not present

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Contents of System Information Block type 5 (FDD)

	- SIB6 indicator
	TRUE

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	5 dB

	- Primary CCPCH info
	Not present

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.00

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	Configured

	   - RLC size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	Configured

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	1/2

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete reconfiguration

	     - TFCS complete reconfiguration information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor

	         - Reference TFC ID
	0

	        - CHOICE Mode
	FDD

	         - Power offset Pp-m
	0 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	11

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - CHOICE Mode
	FDD

	         - Power offset Pp-m
	0 dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	

	  - AC-to-ASC mapping
	6 (AC0-9)

	  - AC-to-ASC mapping
	5 (AC10)

	  - AC-to-ASC mapping
	4 (AC11)

	  - AC-to-ASC mapping
	3 (AC12)

	  - AC-to-ASC mapping
	2 (AC13)

	  - AC-to-ASC mapping
	1 (AC14)

	  - AC-to-ASC mapping
	0 (AC15)

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	4

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system information
	

	 - Secondary CCPCH info
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	1

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	(This IE is repeated for TFC number for PCH and FACH.)

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete reconfiguration

	     - TFCS complete information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	       - CTFC information
	6

	       - Power offset information
	Not Present

	       - CTFC information
	8

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	240

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/2

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/2

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	 - PICH info
	

	   - Channelisation code
	2

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


Contents of System Information Block type 5  (TDD)

	- SIB6 indicator
	TRUE

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	TDD

	 - PUSCH system information
	Not Present

	 - PDSCH system information
	Not Present

	 - TDD open loop power control
	

	  - Primary CCPCH Tx Power
	30 dbm

	  - Alpha
	(1/8)

	  - PRACH Constant Value
	-10

	  - DPCH Constant Value
	-10

	  - PUSCH Constant Value
	-10

	- Primary CCPCH info
	

	  - CHOICE mode
	TDD

	   - CHOICE SyncCase
	Sync Case 2

	    - Timeslot
	0

	   - Cell parameters ID
	Not Present

	   - SCTD indicator
	FALSE

	- PRACH system information list
	

	 - PRACH system information
	

	  - PRACH info
	

	   - CHOICE mode
	TDD

	    - Timeslot number
	14

	    - PRACH Channelisation Code List
	

	     - CHOICE SF
	SF8

	      - Channelisation Code List
	

	       - Channelisation Code
	8/1

	       - Channelisation Code
	8/2

	       - Channelisation Code
	8/3

	       - Channelisation Code
	8/4

	    - PRACH Midamble
	Direct

	  - Transport Channel Identity
	15

	  - RACH TFS
	

	   - CHOICE Transport channel type
	Common transport channels

	    - Dynamic Transport format information
	

	     - RLC size
	Reference clause 6.10 Parameter Set

	      - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	       - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	       - CHOICE Mode
	TDD

	        - Transmission Time Interval
	Not Present

	    - CHOICE Logical Channel List
	Configured

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	Reference clause 6.10 Parameter Set 

	    - Type of channel coding
	Reference clause 6.10 Parameter Set 

	    - Coding Rate
	Reference clause 6.10 Parameter Set 

	    - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	    - CRC size
	Reference clause 6.10 Parameter Set 

	  - RACH TFCS
	Not present

	  - PRACH partitioning
	

	   - Access Service Class
	

	    - ASC Settings
	(ASC#0)

	     - CHOICE mode
	TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	    - ASC Settings
	(ASC#1)

	     - CHOICE mode
	TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	    - ASC Settings
	(ASC#2)

	     - CHOICE mode
	TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	    - ASC Settings
	(ASC#3)

	     - CHOICE mode
	TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	    - ASC Settings
	(ASC#4)

	     - CHOICE mode
	TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	    - ASC Settings
	(ASC#5)

	     - CHOICE mode
	TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	    - ASC Settings
	(ASC#6)

	     - CHOICE mode
	TDD

	      - Available Channelisation codes indices
	Not Present (Default all)

	      - CHOICE subchannel size
	Size1

	       - Available Subchannels
	null 

	  - Persistence scaling factors
	

	   - Access Service Class
	

	    - Persistence scaling factor
	0.9 (for ASC#2)

	    - Persistence scaling factor
	0.9 (for ASC#3)

	    - Persistence scaling factor
	0.9 (for ASC#4)

	    - Persistence scaling factor
	0.9 (for ASC#5)

	    - Persistence scaling factor
	0.9 (for ASC#6)

	  - AC-to-ASC mapping
	

	   - AC-to-ASC mapping table
	

	    - AC-to-ASC mapping
	6 (AC0-9)

	    - AC-to-ASC mapping
	5 (AC10)

	    - AC-to-ASC mapping
	4 (AC11)

	    - AC-to-ASC mapping
	3 (AC12)

	    - AC-to-ASC mapping
	2 (AC13)

	    - AC-to-ASC mapping
	1 (AC14)

	    - AC-to-ASC mapping
	0 (AC15)

	  - CHOICE mode
	TDD (no data)

	- Secondary CCPCH system information
	

	 - Secondary CCPCH system information
	

	  - Secondary CCPCH info
	

	   - CHOICE mode
	TDD

	    - Offset
	0

	    - Common timeslot info
	

	     - 2nd interleaving mode
	Frame

	     - TFCI coding
	Reference clause 6.10 Parameter Set

	     - Puncturing limit
	Reference clause 6.10 Parameter Set

	     - Repetition period
	Not Present (MD "1")

	     - Repetition length
	Not present

	    - Individual timeslot info
	

	      - Timeslot number
	1

	     - TFCI existence
	Reference clause 6.10 Parameter Set

	     - Midamble Shift and burst type
	

	        - CHOICE Burst Type
	Type 1

	        - Midamble Allocation Mode
	Default midamble

	        - Midamble configuration burst type 1 and 3
	4

	        - Midamble Shift
	Not Present

	    - Code List
	

	     - Channelisation Code
	Reference clause 6.10 Parameter Set

	  - TFCS
	(This IE is repeated for TFC number for PCH and FACH.)

	   -CHOICE TFCI signalling
	

	    - Normal
	

	    - TFCI Field 1 information
	

	     - CHOICE TFCS representation
	Complete reconfiguration

	     - TFCS complete information 
	

	      - CHOICE CTFC Size
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.

	       - CTFC information
	Reference clause 6.10 Parameter Set

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	   - CHOICE Transport channel type
	Common transport channels

	    - Dynamic Transport format information
	

	     - RLC Size
	Reference clause 6.10 Parameter Set 

	     - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	      - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	      - CHOICE Mode
	TDD

	       - Transmission Time Interval
	Reference clause 6.10 Parameter Set

	     - CHOICE Logical Channel List
	ALL

	    - Semi-static Transport Format information
	

	     - Transmission time interval
	Reference clause 6.10 Parameter Set 

	     - Type of channel coding
	Reference clause 6.10 Parameter Set 

	     - Coding Rate
	Reference clause 6.10 Parameter Set 

	     - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	     - CRC size
	Reference clause 6.10 Parameter Set 

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	   - CHOICE Transport channel type
	Common transport channels

	    - Dynamic Transport format information
	

	     - RLC Size
	Reference clause 6.10 Parameter Set 

	     - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	      - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	      - CHOICE Mode
	TDD

	       - Transmission Time Interval
	Reference clause 6.10 Parameter Set

	     - CHOICE Logical Channel List
	ALL

	    - Semi-static Transport Format information
	

	     - Transmission time interval
	Reference clause 6.10 Parameter Set 

	     - Type of channel coding
	Reference clause 6.10 Parameter Set 

	     - Coding Rate
	Reference clause 6.10 Parameter Set 

	     - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	     - CRC size
	Reference clause 6.10 Parameter Set 

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	Reference clause 6.10 Parameter Set 

	   - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	    - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	    - CHOICE Mode
	TDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	Reference clause 6.10 Parameter Set 

	    - Type of channel coding
	Reference clause 6.10 Parameter Set 

	    - Coding Rate
	Reference clause 6.10 Parameter Set 

	    - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	    - CRC size
	Reference clause 6.10 Parameter Set 

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	 - PICH info
	

	  - CHOICE mode
	TDD

	      - Timeslot number
	0

	      - Midamble shift and burst type
	

	       - CHOICE Burst Type
	Type 1

	        - Midamble Shift
	0

	      - Channelisation code
	16/16

	    - Repetition period/length
	64/2

	    - Offset
	0

	    - Paging indicator length
	4

	    - NGAP
	4

	    - NPCH
	2

	- CBS DRX Level 1 information
	Not Present


Contents of System Information Block type 6 in connected mode (FDD)

	- PICH power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH power offset
	5 dB

	- Primary CCPCH info
	Not present

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.00

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	Configured

	   - RLC size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	Configured

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	1/2

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete reconfiguration

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor

	         - Reference TFC ID
	0

	        - CHOICE Mode
	FDD

	         - Power offset Pp-m
	0 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	11

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - CHOICE Mode
	FDD

	         - Power offset Pp-m
	0 dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping 
	Not Present

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	4

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system info
	

	 - Secondary CCPCH info
	

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	1

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	(This IE is repeated for TFC number for PCH and FACH.)

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete reconfiguration

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	       - CTFC information
	6

	       - Power offset information
	Not Present

	       - CTFC information
	8

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	240 (PCCH)

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/2

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/2

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	  - PICH info
	

	   - Channelisation code
	2

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


Contents of System Information Block type 6 in connected mode (similar to SIB type 5)  (TDD)

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	TDD

	 - PUSCH system information
	Not Present

	 - PDSCH system information
	Not Present

	 - TDD open loop power control
	

	  - Primary CCPCH Tx Power
	30 dbm

	  - Alpha
	(1/8)

	  - PRACH Constant Value
	-10

	  - DPCH Constant Value
	-10

	  - PUSCH Constant Value
	-10

	- Primary CCPCH info
	

	  - CHOICE mode
	TDD

	   - CHOICE SyncCase
	Sync Case 2

	- Timeslot
	0

	   - Cell parameters ID
	Not Present

	   - SCTD indicator
	FALSE

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	TDD

	   - Timeslot number
	14

	   - PRACH Channelisation Code List
	

	    - CHOICE SF
	SF8

	     - Channelisation Code List
	

	      - Channelisation Code
	8/1

	      - Channelisation Code
	8/2

	      - Channelisation Code
	8/3

	      - Channelisation Code
	8/4

	   - PRACH Midamble
	Direct

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	    - RLC size
	Reference clause 6.10 Parameter Set

	     - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	      - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	      - CHOICE Mode
	TDD

	       - Transmission Time Interval
	Not Present

	   - CHOICE Logical Channel List
	Configured

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	Reference clause 6.10 Parameter Set 

	   - Type of channel coding
	Reference clause 6.10 Parameter Set 

	   - Coding Rate
	Reference clause 6.10 Parameter Set 

	   - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	   - CRC size
	Reference clause 6.10 Parameter Set 

	 - RACH TFCS
	Not present

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Settings
	(ASC#0)

	    - CHOICE mode
	TDD

	     - Available Channelisation codes indices
	Not Present (Default all)

	     - CHOICE subchannel size
	Size1

	      - Available Subchannels
	null 

	   - ASC Settings
	(ASC#1)

	    - CHOICE mode
	TDD

	     - Available Channelisation codes indices
	Not Present (Default all)

	     - CHOICE subchannel size
	Size1

	      - Available Subchannels
	null 

	   - ASC Settings
	(ASC#2)

	    - CHOICE mode
	TDD

	     - Available Channelisation codes indices
	Not Present (Default all)

	     - CHOICE subchannel size
	Size1

	      - Available Subchannels
	null 

	   - ASC Settings
	(ASC#3)

	    - CHOICE mode
	TDD

	     - Available Channelisation codes indices
	Not Present (Default all)

	     - CHOICE subchannel size
	Size1

	      - Available Subchannels
	null 

	   - ASC Settings
	(ASC#4)

	    - CHOICE mode
	TDD

	     - Available Channelisation codes indices
	Not Present (Default all)

	     - CHOICE subchannel size
	Size1

	      - Available Subchannels
	null 

	   - ASC Settings
	(ASC#5)

	    - CHOICE mode
	TDD

	     - Available Channelisation codes indices
	Not Present (Default all)

	     - CHOICE subchannel size
	Size1

	      - Available Subchannels
	null 

	   - ASC Settings
	(ASC#6)

	    - CHOICE mode
	TDD

	     - Available Channelisation codes indices
	Not Present (Default all)

	     - CHOICE subchannel size
	Size1

	      - Available Subchannels
	null 

	 - Persistence scaling factors
	

	  - Access Service Class
	

	   - Persistence scaling factor
	0.9 (for ASC#2)

	   - Persistence scaling factor
	0.9 (for ASC#3)

	   - Persistence scaling factor
	0.9 (for ASC#4)

	   - Persistence scaling factor
	0.9 (for ASC#5)

	   - Persistence scaling factor
	0.9 (for ASC#6)

	 - AC-to-ASC mapping
	Not Present

	 - CHOICE mode
	TDD (no data)

	- Secondary CCPCH system information
	

	 - Secondary CCPCH system information
	

	  - Secondary CCPCH info
	

	   - CHOICE mode
	TDD

	    - Offset
	0

	    - Common timeslot info
	

	     - 2nd interleaving mode
	Not Present (MD "Frame")

	     - TFCI coding
	Reference clause 6.10 Parameter Set

	     - Puncturing limit
	Reference clause 6.10 Parameter Set

	     - Repetition period
	Not Present (MD "1")

	     - Repetition length
	Not present

	    - Individual timeslot info
	

	     - Timeslot number
	1

	     - TFCI existence
	Reference clause 6.10 Parameter Set

	     - Midamble Shift and burst type
	

	      - CHOICE Burst Type
	Type 1

	       - Midamble Allocation Mode
	Default midamble

	       - Midamble configuration burst type 1 and 3
	4

	       - Midamble Shift
	Not Present

	    - Code List
	

	     - Channelisation Code
	Reference clause 6.10 Parameter Set

	  - TFCS
	(This IE is repeated for TFC number for PCH and FACH.)

	   - Normal
	

	    - TFCI Field 1 information
	

	     - CHOICE TFCS representation
	Complete reconfiguration

	     - TFCS complete reconfiguration information 
	

	      - CHOICE CTFC Size
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.

	       - CTFC information
	Reference clause 6.10 Parameter Set

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	   - CHOICE Transport channel type
	Common transport channels

	    - Dynamic Transport format information
	

	     - RLC Size
	Reference clause 6.10 Parameter Set 

	     - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	      - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	      - CHOICE Mode
	TDD

	       - Transmission Time Interval
	Reference clause 6.10 Parameter Set 

	     - CHOICE Logical Channel List
	ALL

	    - Semi-static Transport Format information
	

	     - Transmission time interval
	Reference clause 6.10 Parameter Set 

	     - Type of channel coding
	Reference clause 6.10 Parameter Set 

	     - Coding Rate
	Reference clause 6.10 Parameter Set 

	     - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	     - CRC size
	Reference clause 6.10 Parameter Set 

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	   - CHOICE Transport channel type
	Common transport channels

	    - Dynamic Transport format information
	

	     - RLC Size
	Reference clause 6.10 Parameter Set 

	     - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	      - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	      - CHOICE Mode
	TDD

	       - Transmission Time Interval
	Reference clause 6.10 Parameter Set

	     - CHOICE Logical Channel List
	ALL

	    - Semi-static Transport Format information
	

	     - Transmission time interval
	Reference clause 6.10 Parameter Set 

	     - Type of channel coding
	Reference clause 6.10 Parameter Set 

	     - Coding Rate
	Reference clause 6.10 Parameter Set 

	     - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	     - CRC size
	Reference clause 6.10 Parameter Set 

	  - Transport Channel Identity
	13 (for FACH)

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	Reference clause 6.10 Parameter Set 

	   - Number of TB and TTI List
	Reference clause 6.10 Parameter Set

	    - Number of Transport blocks
	Reference clause 6.10 Parameter Set

	    - CHOICE Mode
	TDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	Reference clause 6.10 Parameter Set 

	    - Type of channel coding
	Reference clause 6.10 Parameter Set 

	    - Coding Rate
	Reference clause 6.10 Parameter Set 

	    - Rate matching attribute
	Reference clause 6.10 Parameter Set 

	    - CRC size
	Reference clause 6.10 Parameter Set 

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	  - CTCH indicator
	FALSE

	 - PICH info
	

	  - CHOICE mode
	TDD

	    - Timeslot number
	0

	    - Midamble shift and burst type
	

	     - CHOICE Burst Type
	Type 1

	      - Midamble Shift
	0

	    - Channelisation code
	16/16

	    - Repetition period/length
	64/2

	    - Offset
	0

	    - Paging indicator length
	4

	    - NGAP
	4

	    - NPCH
	2

	- CBS DRX Level 1 information
	Not Present


Contents of System Information Block type 7 (FDD)

	CHOICE Mode
	FDD

	 - UL interference
	-100dBm

	- PRACHs listed in system information block type5
	

	 - Dynamic persistence level
	2

	- PRACHs listed in system information block type6
	

	 - Dynamic persistence level
	2

	- Expiration Time Factor
	Not Present – use default value of 1


Contents of System Information Block type 7  (TDD)

	- PRACHs listed in system information block type5
	

	 - Dynamic persistence level
	2 

	- PRACHs listed in system information block type6
	

	 - Dynamic persistence level
	2 

	-Expiration Time Factor
	Not Present – use default value of 1


Contents of System Information Block type 8, 9 (only for FDD)

This information is used for static CPCH in the cell, so this is not present. 

Contents of System Information Block type 10 (only for FDD)

This information is used for DRAC, so this is not present. 

Contents of System Information Block type 13 (used when supported PLMN type is ANSI-41)

	- CN Domain system information list
	

	 - CN Domain system information
	For Packet-Switched domain

	 - CN domain identity
	PS

	 - CHOICE CN Type
	ANSI-41

	  - CN domain specific NAS system information
	

	  - NAS (ANSI-41) system information
	T.B.D

	 - CN domain specific DRX cycle length coefficient
	7

	 - CN Domain system information
	For Circuit-Switched domain

	 - CN domain identity
	CS

	 - CHOICE CN Type
	ANSI-41

	  - CN domain specific NAS system information
	

	  - NAS (ANSI-41) system information
	T.B.D

	 - CN domain specific DRX cycle length coefficient
	7

	- UE timers and constants in idle mode
	

	 - T300
	400 milliseconds

	 - N300
	7

	 - T312
	10 seconds

	 - N312
	200

	- Capability update requirement 
	

	 - UE radio access FDD capability update requirement 
	TRUE

	 - UE radio access TDD capability update requirement
	FALSE

	 - System specific capability update requirement list
	Not Present


Contents of System Information Block type 14 (TDD)

	- Individual Timeslot interference list
	

	 - Individual Timeslot interference
	

	  - Timeslot number
	2

	  - UL Timeslot Interference
	-90 dbm

	 - Individual Timeslot interference
	

	  - Timeslot number
	3

	  - UL Timeslot Interference
	-90 dbm

	 - Individual Timeslot interference
	

	  - Timeslot number
	4

	  - UL Timeslot Interference
	-90 dbm

	 - Individual Timeslot interference
	

	  - Timeslot number
	5

	  - UL Timeslot Interference
	-90 dbm

	 - Individual Timeslot interference
	

	  - Timeslot number
	6

	  - UL Timeslot Interference
	-90 dbm

	 - Individual Timeslot interference
	

	  - Timeslot number
	7

	  - UL Timeslot Interference
	-90 dbm

	 - Individual Timeslot interference
	

	  - Timeslot number
	9

	  - UL Timeslot Interference
	-90 dbm

	 - Individual Timeslot interference
	

	  - Timeslot number
	10

	  - UL Timeslot Interference
	-90 dbm

	 - Individual Timeslot interference
	

	  - Timeslot number
	11

	  - UL Timeslot Interference
	-90 dbm

	 - Individual Timeslot interference
	

	  - Timeslot number
	12

	  - UL Timeslot Interference
	-90 dbm

	 - Individual Timeslot interference
	

	  - Timeslot number
	13

	  - UL Timeslot Interference
	-90 dbm

	 - Individual Timeslot interference
	

	  - Timeslot number
	14

	  - UL Timeslot Interference
	-90 dbm

	- Expiration Time Factor
	Not Present (MD "1")


Contents of System Information Block type 16

	- Predefined RB configuration
	[FFS]

	- Predefined TrCh configuration
	[FFS]

	- Predefined Phy configuration
	[FFS]


Contents of System Information Block type17 (TDD)

This system information block contains fast changing parameters for the configuration of the shared physical channels to be used in connected mode, so this is not present.

Contents of System Information Block type 18

	- Idle mode PLMN identities
	

	 - PLMNs of intra-frequency cells list
	

	  - PLMN identity
	Set to the same value as indicated in MIB

	 - PLMNs of inter-frequency cells list
	Not present

	 - PLMNs of inter-RAT cells list
	Not present

	- Connected mode PLMN identities
	Not present


6.1.1
SCCPCH configuration with Stand-alone SRB for PCCH in the first SCCPCH and Interactive/Background 32 kbps PS RAB + SRBs for CCCH/DCCH/BCCH in the second SCCPCH
Two SCCPCHs are used in this SYSTEM INFORMATION configuration. The first SCCPCH carries the PCH and the second SCCPCH carries the FACH for Interactive/Background 32 kbps PS RAB and the FACH for SRBs on CCCH/ DCCH/ BCCH.

This Reference System Configuration is the same as defined in chapter 6.1, except for the following SIBs.

Contents of System Information Block type 5 (FDD)

	- SIB6 indicator
	TRUE

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	5 dB

	- Primary CCPCH info
	Not present

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.0

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - RLC size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	½

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete 

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor, reference TFC id = 0

	        - Power offset Pp-m
	-5 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	10

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - Power offset Pp-m
	-5dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	

	  - AC-to-ASC mapping
	6 (AC0-9)

	  - AC-to-ASC mapping
	5 (AC10)

	  - AC-to-ASC mapping
	4 (AC11)

	  - AC-to-ASC mapping
	3 (AC12)

	  - AC-to-ASC mapping
	2 (AC13)

	  - AC-to-ASC mapping
	1 (AC14)

	  - AC-to-ASC mapping
	0 (AC15)

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	4

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	1

	- Secondary CCPCH system information
	(For 2 SCCPCHs)

	 - Secondary CCPCH info
	(SCCPCH for standalone PCH)

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	128

	  - Code number
	4

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	FALSE

	  - Fixed or Flexible position
	Fixed

	  - Timing offset
	30

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	240

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	 - PICH info
	

	   - Channelisation code
	2

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	 - Secondary CCPCH info
	(SCCPCH including two FACHs)

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	1

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - Number of Transport blocks
	3

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


Contents of System Information Block type 6 in connected mode (FDD)

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	5 dB

	- Primary CCPCH info
	Not present

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.0

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - RLC size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	½

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor, reference TFC id=0

	        - Power offset Pp-m
	-5 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	10

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - Power offset Pp-m
	-5dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	Not present

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	4

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	1

	- Secondary CCPCH system information
	(For 2 SCCPCHs)

	 - Secondary CCPCH info
	(SCCPCH for standalone PCH)

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	128

	  - Code number
	4 

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	FALSE

	  - Fixed or Flexible position
	Fixed

	  - Timing offset
	30

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	240

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	 - PICH info
	

	   - Channelisation code
	2

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	 - Secondary CCPCH info
	(SCCPCH including two FACHs)

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	1

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - Number of Transport blocks
	3

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


6.1.2
SCCPCH configuration with Stand-alone SRB for PCCH in the first SCCPCH, RB for CTCH + SRBs for CCCH/BCCH in the second SCCPCH and Interactive/Background 32 kbps PS RAB + SRBs for CCCH/DCCH/BCCH in the third SCCPCH

Three SCCPCHs are used in this SYSTEM INFORMATION configuration. The first SCCPCH carries the PCH. The second SCCPCH carries the FACH for CTCH (Cell Broadcast Service) and the FACH for SRBs on CCCH/ BCCH for idle mode UEs. The third SCCPCH carries the FACH for Interactive/Background 32 kbps PS RAB and the FACH for SRBs on CCCH/ DCCH/ BCCH for connected mode UEs.

This Reference System Configuration is the same as defined in chapter 6.1, except for the following SIBs.

Contents of System Information Block type 5 (FDD)

	- SIB6 indicator
	TRUE

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	5 dB

	- Primary CCPCH info
	Not present

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.0

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - RLC size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	1/2

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor, reference TFC id=0

	        - Power offset Pp-m
	-5 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	10

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - Power offset Pp-m
	-5dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	

	  - AC-to-ASC mapping
	6 (AC0-9)

	  - AC-to-ASC mapping
	5 (AC10)

	  - AC-to-ASC mapping
	4 (AC11)

	  - AC-to-ASC mapping
	3 (AC12)

	  - AC-to-ASC mapping
	2 (AC13)

	  - AC-to-ASC mapping
	1 (AC14)

	  - AC-to-ASC mapping
	0 (AC15)

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	4

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system information
	(For 2 SCCPCHs)

	 - Secondary CCPCH info
	(SCCPCH for standalone PCH)

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	128

	  - Code number
	4

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	FALSE

	  - Fixed or Flexible position
	Fixed

	  - Timing offset
	30

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0 

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	240

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	 - PICH info
	

	   - Channelisation code
	2 

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	 - Secondary CCPCH info
	(SCCPCH including two FACHs)

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	128

	  - Code number
	5

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/3

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/3

	    - Rate matching attribute
	220

	    - CRC size
	16bit

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	TRUE

	- CBS DRX Level 1 information
	

	 - Period of CTCH allocation (N)
	2

	 - CBS frame offset (K)
	0


Contents of System Information Block type 6 in connected mode (FDD) 

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	5 dB

	- Primary CCPCH info
	Not Present

	- PRACH system information list
	

	- PRACH system information
	

	- PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.0

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - RLC size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	½

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor reference TFC id=0

	        - Power offset Pp-m
	-5 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	10

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - Power offset Pp-m
	-5dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	Not present

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	4

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system information
	

	 - Secondary CCPCH info
	(SCCPCH including two FACHs)

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	1

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	90

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - Number of Transport blocks
	3

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	16 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	17 (for FACH)

	  - CTCH indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


6.1.3
SCCPCH configuration with Stand-alone SRB for PCCH in the first SCCPCH and Interactive/Background 32 kbps PS RAB + SRBs for CCCH/DCCH/BCCH in the second and third SCCPCHs
Three SCCPCHs are used in this SYSTEM INFORMATION configuration. The first SCCPCH carries the PCH and both the second and third SCCPCHs carry the FACH for Interactive/Background 32 kbps PS RAB and the FACH for SRBs on CCCH/ DCCH/ BCCH.

This Reference System Configuration is the same as defined in chapter 6.1, except for the following SIBs. (SIB6 is not used in this configuration.)

Contents of Scheduling Block 1 (FDD)

	- References to other system information blocks
	

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	3

	  - SIB_REP
	128

	  - SIB_POS
	26

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 5

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	1

	  - SIB_REP
	128

	  - SIB_POS
	22

	  - SIB_POS offset info
	Not Present – use default

	 - SIB type SIBs only
	System Information Type 7

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	2

	  - SIB_REP
	128

	  - SIB_POS
	58

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 11

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	2

	  - SIB_REP
	128

	  - SIB_POS
	106

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 12

	 - Scheduling information
	

	  - CHOICE Value tag
	PLMN Value tag

	  - PLMN Value tag
	1

	  - SEG_COUNT
	6

	  - SIB_REP
	128

	  - SIB_POS
	74

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	   - SIB_OFF
	2

	   - SIB_OFF
	8

	   - SIB_OFF
	4

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 16


Contents of System Information Block type 5 (FDD)

	- SIB6 indicator
	FALSE

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	5 dB

	- Primary CCPCH info
	Not present

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111'B

	   - Available SF
	64

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	1.0

	   - Available Sub Channel number
	‘1111 1111 1111'B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	

	   - RLC size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - RLC size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	20 ms

	   - Type of channel coding
	Convolutional

	   - Coding Rate
	½

	   - Rate matching attribute
	150

	   - CRC size
	16

	 - RACH TFCS
	

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	

	        - CHOICE Gain Factors
	Computed Gain Factor reference TFC id=0

	        - Power offset Pp-m
	-5 dB

	       - CTFC information
	1

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	10

	         - Gain factor ßd
	15

	         - Reference TFC ID
	0

	        - Power offset Pp-m
	-5dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111'B

	   - ASC Setting
	Not Present

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111'B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	

	  - AC-to-ASC mapping
	6 (AC0-9)

	  - AC-to-ASC mapping
	5 (AC10)

	  - AC-to-ASC mapping
	4 (AC11)

	  - AC-to-ASC mapping
	3 (AC12)

	  - AC-to-ASC mapping
	2 (AC13)

	  - AC-to-ASC mapping
	1 (AC14)

	  - AC-to-ASC mapping
	0 (AC15)

	 - Primary CPICH DL TX power
	31

	 - Constant value
	-10

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	4

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	3

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system information
	(For 3 SCCPCHs)

	 - Secondary CCPCH info
	(SCCPCH for standalone PCH)

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	128

	  - Code number
	6

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	FALSE

	  - Fixed or Flexible position
	Fixed

	  - Timing offset
	30

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	2 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	240

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport Channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	 - PICH info
	

	   - Channelisation code
	2

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	 - Secondary CCPCH info
	(SCCPCH including two FACHs)

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	1

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - Number of Transport blocks
	3

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	13 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	 - Secondary CCPCH info
	(SCCPCH including two FACHs)

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	64

	  - Code number
	2

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	90

	 - TFCS
	

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Complete

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	4 bit

	       - CTFC information
	0

	       - Power offset information
	Not Present

	       - CTFC information
	1

	       - Power offset information
	Not Present

	       - CTFC information
	2

	       - Power offset information
	Not Present

	       - CTFC information
	3

	       - Power offset information
	Not Present

	       - CTFC information
	4

	       - Power offset information
	Not Present

	       - CTFC information
	5

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	168

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	    - Number of Transport blocks
	3

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	½

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport Channel Identity
	16 (for FACH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	

	   - RLC Size
	360

	   - Number of TB and TTI List
	

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport Channel Identity
	17 (for FACH)

	  - CTCH indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


6.1.4
Default parameters for 1 to 8 cell environments

Default settings for cell No.1 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	100


Default settings for cell No.1 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	0


Cell No.2

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.2 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0010B

	URA identity
	0000 0000 0000 0001B


Default settings for cell No.2 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	150


Default settings for cell No.2 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	4


Cell No.3

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.3 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0011B

	URA identity
	0000 0000 0000 0010B


Default settings for cell No.3 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	200


Default settings for cell No.3 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	8


Cell No.4

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.4 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0100B

	URA identity
	0000 0000 0000 0010B


Default settings for cell No.4 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	250


Default settings for cell No.4 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	12


Cell No.5

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.5 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0101B

	URA identity
	0000 0000 0000 0011B


Default settings for cell No.5 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	300


Default settings for cell No.5 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	114


Cell No.6

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.6 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0110B

	URA identity
	0000 0000 0000 0011B


Default settings for cell No.6 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	350


Default settings for cell No.6 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	119


Cell No.7

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.7 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0111B

	URA identity
	0000 0000 0000 0100B


Default settings for cell No.7 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	400


Default settings for cell No.7 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	123


Cell No.8

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.8 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 1000B

	URA identity
	0000 0000 0000 0100B


Default settings for cell No.8 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	450


Default settings for cell No.8 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	127


6.1.5
Reference Radio Conditions for signalling test cases only (FDD)
The following transmission parameters shall be used for signalling test cases only unless otherwise stated in the description of the individual test case. 

Table 6.1.3 are the default settings for a non-suitable cell which is configured and always present whereas Table 6.1.4 is for a cell that is switched off. Cells configured according to Table 6.1.3 are for test cases in which it is necessary to make a cell unsuitable, and then subsequently make it suitable. This could be achieved by switching the cell off and then reconfiguration as in Table 6.1.4, but this takes a lot of time to do.
Table 6.1.1: Default settings for a serving cell in a single cell environment

	Parameter
	Unit
	Cell 1

	Cell type
	
	Serving cell

	UTRA RF Channel Number
	
	Channel 1

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-81

	UE_TXPWR_MAX_RACH
	dBm
	21

	CPICH Ec (see notes 1 and 2)
	dBm/3.84 MHz
	-60

	NOTE 1:
The power level is specified in terms of CPICH_Ec instead of CPICH_RSCP as RSCP is a receiver measurement and only CPICH_Ec can be directly controlled by the SS.
NOTE 2:
The cell fulfils TS 25.304, 5.2.3.1.2 and TS 25.133, 8.1.2.2.1.


Table 6.1.2: Default settings for a serving cell and a suitable neighbour cell in a multi-cell enviromemt

	Parameter
	Unit
	Cell 1
	Cell 2

	Cell type
	
	Serving cell
	Suitable neighbour cell

	UTRA RF Channel Number
	
	Channel 1
	Channel 1

	Qqualmin
	dB
	-24
	-24

	Qrxlevmin
	dBm
	-81
	-81

	UE_TXPWR_MAX_RACH
	dBm
	21
	21

	CPICH Ec (see notes 1 and 2)
	dBm/3.84 MHz
	-60
	-70

	NOTE 1:
The power level is specified in terms of CPICH_Ec instead of CPICH_RSCP as RSCP is a receiver measurement and only CPICH_Ec can be directly controlled by the SS.
NOTE 2:
Both cells fulfil TS 25.304, 5.2.3.1.2 and TS 25.133, 8.1.2.2.1.


Table 6.1.3: Default settings for a non-suitable cell

	Parameter
	Unit
	Level

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-81

	UE_TXPWR_MAX_RACH
	dBm
	21

	CPICH_Ec
	dBm/3.84 MHz 
	-90

	NOTE 1:
The power level is specified in terms of CPICH_Ec instead of CPICH_RSCP as RSCP is a receiver measurement and only CPICH_Ec can be directly controlled by the SS
NOTE 2:
The cell is not suitable according to TS 25.304, 5.2.3.1.2


Table 6.1.4: Default settings for a non-suitable “Off” cell

	Parameter
	Unit
	Level

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-81

	UE_TXPWR_MAX_RACH
	dBm
	21

	CPICH_Ec
	dBm/3.84 MHz
	≤ -122

	NOTE 1:
The power level is specified in terms of CPICH_Ec instead of CPICH_RSCP as RSCP is a receiver measurement and only CPICH_Ec can be directly controlled by the SS.
NOTE 2:
The cell is not suitable according to TS 25.304, 5.2.3.1.2.


Table 6.1.5: Default power levels of physical channels relative to CPICH_Ec

	Parameter
	Unit
	Level

Idle mode
	Level

Connected mode

	DPCH_Ec
	dB
	(NOTE)
	-5

	PCCPCH_Ec
	dB
	-2

	SCCPCH_Ec
	dB
	-2

	AICH_Ec
	dB
	-5

	SCH_Ec
	dB
	-2

	PICH_Ec
	dB
	-5

	NOTE:
This shall be less than –122 dBm to ensure the channel is considered as “off”.
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