Page 1



3GPP TSG- T1 Meeting #18 
Tdoc (
T1-030049

San Antonio, US, 10th – 14th February 2003
3GPP TSG- T1 SIG Meeting #26 
Tdoc (
T1S030110

San Antonio, US, 10th – 14th February 2003
	CR-Form-v7

	CHANGE REQUEST

	

	(

	34.108
	CR
	CRNum
	(

rev
	-
	(

Current version:
	3.10.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	CR to 34.108 R99; Corrections to SIB1 to align with default values for LAC and RAC in 51.010-1.

	
	

	Source:
(

	Ericsson

	
	

	Work item code:
(

	
	
	Date: (

	22/01/2003

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	R99

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	Default values for LAC andf RAC in SIB1 are not aligned with default values for LAC and RAC in 51.010-1 (reference 51.010-1 26.1.1 and 40.1.1). Having different default values will cause that the default values will not possible to use for the inter-RAT test cases.

	
	

	Summary of change:
(

	SIB1:

1. For CN common GSM-MAP NAS system information and IE “GSM-MAP NAS system information” changed LAC from “0080H” to “0001H”

2. For CN domain specific GSM-MAP NAS system information and IE “GSM-MAP NAS system information” changed RAC from “00” to “05”, i.e. IE ““GSM-MAP NAS system information”” is changed from “0000H” to “0500H” 
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6.1.0b
Default System Information Block Messages

Contents of System Information Block type 1 (supported PLMN type is GSM-MAP)
	- CN common GSM-MAP NAS system information
	

	 - GSM-MAP NAS system information
	00 01H

	- CN domain system information
	

	 - CN domain identity
	PS

	 - CHOICE CN Type
	GSM-MAP

	  - CN domain specific NAS system information
	

	  - GSM-MAP NAS system information
	05 00H

	 - CN domain specific DRX cycle length coefficient
	7

	  - CN domain identity
	CS

	 - CHOICE CN Type
	GSM-MAP

	  - CN domain specific NAS system information
	

	   - GSM-MAP NAS system information
	1E 01H

	 - CN domain specific DRX cycle length coefficient
	7

	- UE Timers and constants in idle mode
	

	 -T300
	4000 milliseconds 

	 -N300
	7

	 -T312
	10 seconds

	 - N312
	1

	- UE Timers and constants in connected mode
	

	 - T301
	Not Present (2000 milliseconds: default value)

	 - N301
	Not Present (2: default value)

	 - T302
	Not Present (4000 milliseconds: default value)

	 - N302
	Not Present (3: default value)

	 - T304
	Not Present (2000 milliseconds: default value)

	 - N304
	Not Present (2: default value)

	 - T305
	Not Present (30 minutes: default value)

	 - T307
	Not Present (30 seconds: default value)

	 - T308
	Not Present (160 milliseconds: default value)

	 - T309
	Not Present (5 seconds: default value)

	 - T310
	Not Present (160 milliseconds: default value)

	 - N310
	Not Present (4: default value)

	 - T311
	Not Present (2000 milliseconds: default value)

	 - T312
	Not Present (1 seconds: default value)

	 - N312
	Not Present (1: default value)

	 - T313
	Not Present (3 seconds: default value)

	 - N313
	Not Present (20: default value)

	 - T314
	Not Present (12 seconds: default value)

	 - T315
	Not Present (180 seconds: default value)

	 - N315
	Not Present (1: default value)

	 - T316
	Not Present (30 seconds: default value)

	 - T317
	Not Present (180 seconds: default value)
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