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Introduction

This document provides a summary of CRs to support 3.84 Mcps TDD and 1.28 Mcps TDD to be presented in T1 meeting#19. 

This summary will be presented in agenda point 8.6. The companies interested are asked to review in detail offline. If no objections are received the last day of T1 meeting, this group of CRs will be approved.

Updates and corrections are provided for different sections, and the coverage in Signalling specifications of TDD mode is increased as follow:

· 4 new test cases: Measurement Control and Report: Inter-frequency measurement for transitions (TDD) 
· 1 test case:  Update to Broadcast of system information test for TDD mode
· 4 new applicable test cases: Measurement Control and Report: Traffic volume measurement for transitions (TDD)
List of contributions

TS 34.108
	T1-030506
	CR to TS 34.108 Rel 99: Update of SIB 11 and 12, clause 6.1.0b in TS34.108 (TDD)
	Siemens AG

	T1-030507
	CR to TS 34.108 Rel 4:  Update of SIB 11 and 12, clause 6.1.0b in TS34.108 (TDD)
	Siemens AG

	T1-030508
	CR to TS 34.108 Rel 99: Update of  Default parameters for 1 to 8 cell environments, clause 6.1.4 in TS34.108 (TDD) 
	Siemens AG

	T1-030509
	CR to TS 34.108 Rel 4:  Update of  Default parameters for 1 to 8 cell environments, clause 6.1.4 in TS34.108 (TDD) 
	Siemens AG


TS 34.123-1

	T1-030510
	CR to TS 34.121-1 Rel 5: Measurement Control and Report: Inter-frequency measurement for transitions (TDD), 4 new test cases
	Siemens AG

	T1-030511
	CR to TS 34.121-1 Rel 5: Corrections of Measurement Control and Report: Intra-frequency measurement for transitions (TDD)
	Siemens AG

	T1-030512
	CR to TS 34.121-1 Rel 5: Update to Broadcast of system information test for TDD mode, 1 test case 
	Siemens AG

	T1-030513
	CR to TS 34.121-1 Rel 5: Measurement Control and Report: Cell forbidden to affect reporting range (FDD only) 
	Siemens AG

	T1-030514
	CR to TS 34.121-1 Rel 5: Measurement Control and Report: Traffic volume measurement for transitions, TDD update 
	Siemens AG


For TS 34.123-2


	T1-030515
	CR to TS 34.121-2 Rel 5: Update of applicability table according to new inter-frequency test cases in TS 34.123-1 (TDD)
	Siemens AG

	T1-030516
	CR to TS 34.121-2 Rel 5: Update of applicability table for Broadcast of system information test (TDD)
	Siemens AG

	T1-030517
	CR to TS 34.121-2 Rel 5: Update of applicability table: Cell update: Restricted cell reselection to a cell belonging to forbidden LA list (Cell_FACH)
	Siemens AG

	T1-030518
	CR to TS 34.121-2 Rel 5: Update of applicability table for Traffic Volume measurement tests (TDD) 
	Siemens AG


Contents
· For TS 34.108
	T1-030506
	CR to TS 34.108 Rel 99: Update of SIB 11 and 12, clause 6.1.0b in TS34.108 (TDD)
	Siemens AG


System Information Block type 11 

· This is the default message content of SIB 11 for cell 1.

· See sub-clause 6.1.4 for the difference in message contents of System Information Block type 11 (TDD) for cell 2 to 8.

· Inlcusion of  Inter-frequency measurement system information

· Inclusion of Inter-RAT measurement system information for condition A2

· Condition A1 and A2 included fior TDD
System Information Block type 12

· This is the default message content of SIB 12 for cell 1.

· See sub-clause 6.1.4 for the difference in message contents of System Information Block type 12 (TDD) for cell 2 to 8.

· Deletion of  Intra-frequency measurement system information
	T1-030507
	CR to TS 34.108 Rel 4:  Update of SIB 11 and 12, clause 6.1.0b in TS34.108 (TDD)
	Siemens AG


System Information Block type 11 

· This is the default message content of SIB 11 for cell 1.

· See sub-clause 6.1.4 for the difference in message contents of System Information Block type 11 (TDD) for cell 2 to 8.

· Inlcusion of  Inter-frequency measurement system information

· Inclusion of Inter-RAT measurement system information for condition A2

· Condition A1 and A2 included fior TDD
System Information Block type 12

· This is the default message content of SIB 12 for cell 1.

· See sub-clause 6.1.4 for the difference in message contents of System Information Block type 12 (TDD) for cell 2 to 8.

· Deletion of  Intra-frequency measurement system information
	T1-030508
	CR to TS 34.108 Rel 99: Update of  Default parameters for 1 to 8 cell environments, clause 6.1.4 in TS34.108 (TDD) 
	Siemens AG


Default settings for cell No.1 (TDD):

· System Information Block type 11 referred to clause 6.1.0b

For the other cells (TDD):

· Contents of System Information Block type 11 
References updated to clause 6 for Default settings.
	T1-030509
	CR to TS 34.108 Rel 4:  Update of  Default parameters for 1 to 8 cell environments, clause 6.1.4 in TS34.108 (TDD) 
	Siemens AG


Default settings for cell No.1 (TDD):

· System Information Block type 11 referred to clause 6.1.0b

For the other cells (TDD):

· Contents of System Information Block type 11 
References updated to clause 6 for Default settings.

· For TS 34.123-1

	T1-030510
	CR to TS 34.121-1 Rel 5: Measurement Control and Report: Inter-frequency measurement for transitions (TDD), 4 new test cases
	Siemens AG


Inclusion of the following new test cases:

· 8.4.1.2A
Measurement Control and Report: Inter-frequency measurement for transition from idle mode to CELL_DCH state (TDD)

· 8.4.1.4A
Measurement Control and Report: Inter-frequency measurement for transition from idle mode to CELL_FACH state (TDD)

· 8.4.1.6A
Measurement Control and Report: Inter-frequency measurement for transition from CELL_DCH to CELL_FACH state (TDD)

· 8.4.1.8A
Measurement Control and Report: Inter-frequency measurement for transition from CELL_FACH to CELL_DCH state (TDD)
Also the test cases already included for Measurement Control and Report: Inter-frequency measurement for transitions are specified for FDD only.
	T1-030511
	CR to TS 34.121-1 Rel 5: Corrections of Measurement Control and Report: Intra-frequency measurement for transitions (TDD)
	Siemens AG


· Corrections and updates of IEs for System Information Blocks and specific message contents.

· Some editorial corrections and references updated
	T1-030512
	CR to TS 34.121-1 Rel 5: Update to Broadcast of system information test for TDD mode, 1 test case 
	Siemens AG


· Inclusion of Contents of Scheduling Block 1 (TDD 3.84 Mcps option)

· Contents of Scheduling Block 1 for FDD to be used for TDD 1.28 Mcps option too.
	T1-030513
	CR to TS 34.121-1 Rel 5: Measurement Control and Report: Cell forbidden to affect reporting range (FDD only) 
	Siemens AG


· Inclusion of FDD in brackets. This test cases will be applied for FDD only
	T1-030514
	CR to TS 34.121-1 Rel 5: Measurement Control and Report: Traffic volume measurement for transitions, TDD update 
	Siemens AG


The test cases below are updated as follow to be used for testing TDD UEs too:

8.4.1.16 Measurement Control and Report: Traffic volume measurement for transition from idle mode to CELL_FACH state

· System Information Block type 11 (Step 1) (TDD) included

8.4.1.17 Measurement Control and Report: Traffic volume measurement for transition from idle mode to CELL_DCH state

· System Information Block type 11 (Step 1) (TDD)

8.4.1.18 Measurement Control and Report: Traffic volume measurement for transition from CELL_FACH state to CELL_DCH state

· RADIO BEARER RECONFIGURATION, references corrected

· System Information Block type 12 (Step 1) (TDD)

8.4.1.19 Measurement Control and Report: Traffic volume measurement for transition from CELL_DCH to CELL_FACH state

· RADIO BEARER RECONFIGURATION, references corrected
· System Information Block type 12 (Step 33) (TDD)

· For TS 34.123-2


	T1-030515
	CR to TS 34.121-2 Rel 5: Update of applicability table according to new inter-frequency test cases in TS 34.123-1 (TDD)
	Siemens AG


Inclusion of the following new test cases:

· 8.4.1.2A
Measurement Control and Report: Inter-frequency measurement for transition from idle mode to CELL_DCH state (TDD)

· 8.4.1.4A
Measurement Control and Report: Inter-frequency measurement for transition from idle mode to CELL_FACH state (TDD)

· 8.4.1.6A
Measurement Control and Report: Inter-frequency measurement for transition from CELL_DCH to CELL_FACH state (TDD)

· 8.4.1.8A
Measurement Control and Report: Inter-frequency measurement for transition from CELL_FACH to CELL_DCH state (TDD)
Also the test cases already included for Measurement Control and Report: Inter-frequency measurement for transitions are specified for FDD only.
	T1-030516
	CR to TS 34.121-2 Rel 5: Update of applicability table for Broadcast of system information test (TDD)
	Siemens AG


· Condition 02 included for test case 8.1.10.1
· C02 UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	T1-030517
	CR to TS 34.121-2 Rel 5: Update of applicability table: Cell update: Restricted cell reselection to a cell belonging to forbidden LA list (Cell_FACH)
	Siemens AG


· Condition 02 included for test case 8.3.1.22

· C02 UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.
	T1-030518
	CR to TS 34.121-2 Rel 5: Update of applicability table for Traffic Volume measurement tests (TDD) 
	Siemens AG


· Condition 02 included for test case 8.4.1.16 and 8.4.1.17.
· C02 UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

· Condition 52 included for test case 8.4.1.18 and 8.4.1.19.
· C52 UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.
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