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1. Overall Description:

During their colocated meetings (RAN1#32 and RAN2#36), RAN1 and RAN2 have reviewed and approved the following new radio bearer configuration for inclusion into Rel’5 TS 34.108: 

Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB 

+ UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH.

It is RAN1’s understanding that T1 did not produce yet the Rel’5 version of TS 34.108 and that consequently the Rel’ 5 radio bearers are currently included in annex of the Rel’4 version of TS 34.108 (e.g. IMS bearers). Hence the attached CR has been produced for the Rel’4 specification with the annex modified in order to include the new Rel’ 5 radio bearer.

RAN1 would like to draw T1’s attention on the fact that for this new radio bearer, in addition to the uplink TFCS, an uplink TFC subset list is defined which restricts the TFC’s that can be used by the UE on the uplink. The TFC subset identity to be used by the UE is signalled over the downlink SRB#5 (via TFC control RRC signalling in transparent mode). This allows the UTRAN to limit the maximum AMR-WB speech codec rate.

2. Actions:
TSG T1 is kindly requested to consider including the attached AMR-WB radio bearer configuration into TS 34.108.
3. Date of Next RAN1 Meetings:

- RAN1#33
August 25 - 29, 2003,
US

- RAN1#34
October 6 – 10, 2003,
South Korea

