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C.4.2
DL reference measurement channel for BTFD performance requirements

The parameters for DL reference measurement channel for BTFD are specified in table C.4.2.1, table C.4.2.2, table C.4.2.3 and table C.4.2.4. The channel coding for information is shown in figures C.4.1, C.4.2, and C.4.3. For the RLC configuration of AM DCCHs Timer_STATUS_Periodic shall not be set in RRC CONNECTION SETUP message used in test procedure for RF test as defined in TS34.108 clause 7.3. This is to prevent unexpected DCHs from being transmitted through such RLC entities when the timer has expired in order to sure that the required TFC from the minimum set of TFCs can continuously convey a DCH for DTCH during the test.
Table C.4.2.1: DL reference measurement channel physical parameters for BTFD
	Parameter
	Rate 1
	Rate 2
	Rate 3
	Unit

	Information bit rate
	12,2
	7,95
	1,95
	kbps

	DPCH
	30
	ksps

	Slot Format #i
	8
	-

	TFCI
	Off
	-

	Power offsets PO1, PO2 and PO3
	0
	dB

	DTX position
	Fixed
	-


Table C.4.2.2: DL reference measurement channel, transport channel parameters for SRB
	Higher
Layer
	RAB/Signalling RB
	SRB

	RLC
	Logical channel type
	DCCH

	
	RLC mode
	UM/AM

	
	Payload sizes, bit
	88/80

	
	Max data rate, bps
	2200/2000

	
	PDU header, bit
	8/16

	
	TrD PDU header, bit
	N/A

	MAC
	MAC header, bit
	4

	
	MAC multiplexing
	Yes

	Layer 1
	TrCH type
	DCH

	
	Transport Channel Identity
	20

	
	TB sizes, bit
	100

	
	TFS
	TF0, bits
	0*100

	
	
	TF1, bits
	1*100

	
	TTI, ms
	40

	
	Coding type
	Convolution Coding

	
	Coding Rate
	1/3

	
	CRC, bit
	12

	
	Max number of bits/TTI after channel coding
	360

	
	Uplink: Max number of bits/radio frame before rate matching
	90

	
	RM attribute
	256


Table C.4.2.3: DL reference measurement channel using RLC-TM for DTCH, transport channel parameters
	Higher
Layer
	RAB/Signalling RB
	12.2k/10.2k/7.95k/7.4k/6.7k/5.9k/5.15k/4.75k/1.95k

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	TM

	
	Payload sizes, bit
	244, 204, 159, 148, 134, 118, 103, 95, 39

	
	Max data rate, bps
	12200

	
	PDU header, bit
	N/A

	
	TrD PDU header, bit
	0

	MAC
	MAC header, bit
	0

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	DCH

	
	Transport Channel Identity
	1

	
	TB sizes, bit
	244, 204, 159, 148, 134, 118, 103, 95, 39,0

	
	TFS
	TF0 bit
	1x0

	
	
	TF1 bit
	1x244

	
	
	TF2 bit
	1x204

	
	
	TF3 bit
	1x159

	
	
	TF4 bit
	1x148

	
	
	TF5 bit
	1x134

	
	
	TF6 bit
	1x118

	
	
	TF7 bit
	1x103

	
	
	TF8 bit
	1x95

	
	
	TF9 bit
	1x39

	
	TTI, ms
	20

	
	Coding type
	CC

	
	Coding Rate
	1/3

	
	CRC, bit
	12

	
	RM attribute
	256
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