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Introduction
This document provides a summary of CRs to support 3.84 Mcps TDD and 1.28 Mcps TDD to be presented in T1 meeting#20. 

This summary will be presented in agenda point 8.6. The companies interested are asked to review in detail offline. If no objections are received the last day of T1 meeting, this group of CRs will be approved.

Updates and corrections are provided for different sections in TS-34.123, and the coverage in Signalling specifications of TDD mode is increased as follow:

· Corrections and updates for Radio Bearer Establishment for TDD (clause 8.2.1)

· 1 new test case applicable for TDD relating to Radio Bearer Reconfiguration from CELL_DCH to CELL_FACH: Successful channel switching with multiple PS RABs established (clause 8.2.2.35).

· 2 new RAB test cases based on SCCPCH for TDD included.

· 1 new RAB test case based on PRACH for TDD. 
· 4 new applicable test cases: Measurement Control and Report: Traffic volume measurement for transitions (TDD)
TS 34.123-1

	T1-030801
	Corrections and updates on 8.2.1 Radio Bearer Establishment for TDD mode
	Siemens AG

	T1-030802
	Radio Bearer Reconfiguration from CELL_DCH to CELL_FACH: Successful channel switching with multiple PS RABs established updated for TDD mode (clause 8.2.2.35)
	Siemens AG

	T1-030978
	Inclusion of RAB tests for combinations on SCCPCH for TDD 1.28 Mcps option
	Siemens AG

	T1-030979
	Inclusion of RAB test for combination on PRACH for TDD 1.28 Mcps option
	Siemens AG


For TS 34.123-2


	T1-030803
	Update of applicability table to include Radio Bearer Reconfiguration from CELL_DCH to CELL_FACH (8.2.2.35)
	Siemens AG

	T1-030980
	Inclusion of RAB tests for combinations on SCCPCH for TDD 1.28 Mcps option in ICS part.
	Siemens AG

	T1-030981
	Inclusion of RAB test for combination on PRACH for TDD 1.28 Mcps option in ICS part.
	Siemens AG


Contents
· For TS 34.123-1

	T1-030801
	Corrections and updates on 8.2.1 Radio Bearer Establishment for TDD mode
	Siemens AG


· Conformance requirement updated for TDD in different clauses.

· References from Annex A in TS34.123-1 corrected to clause 9 in TS 34.108

· 8.2.1.4 Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Failure (Physical channel Failure and successful reversion to old configuration)

· RADIO BEARER SETUP (Step 1)

· 8.2.1.7 Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Failure (Invalid message reception and Invalid configuration)
· RADIO BEARER SETUP (Step 3) applicable for FDD and TDD

· 8.2.1.14 Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Failure (Incompatible simultaneous reconfiguration
· RADIO BEARER RECONFIGURATION (Step1)

· 8.2.1.18 Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Success (Subsequently received)
· RADIO BEARER SETUP (Step 1)
· Table 8.2.1.23 updated for FDD
	T1-030802
	Radio Bearer Reconfiguration from CELL_DCH to CELL_FACH: Successful channel switching with multiple PS RABs established updated for TDD mode (clause 8.2.2.35)
	Siemens AG


Test case for Radio Bearer Reconfiguration from CELL_DCH to CELL_FACH: Successful channel switching with multiple PS RABs established to be applied for TDD
· RADIO BEARER RECONFIGURATION (Step 6) is specified for FDD and a new table for TDD is included.
· RADIO BEARER RECONFIGURATION (Step 8) is specified for FDD and a new table for TDD is included.
	
	Inclusion of RAB tests for combinations on SCCPCH for TDD 1.28 Mcps option
	Siemens AG


· 18.1.3.2 Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
· 18.1.3.2.1 One SCCPCH: Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
· 18.1.3.2.2 Two SCCPCHs: Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
· 18.1.3.2.3 One SCCPCH/connected mode: Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
· 18.1.3.3 Interactive/Background 32 kbps RAB + SRBs for PCCH +  SRB for CCCH + SRB for DCCH + SRB for BCCH
	
	Inclusion of RAB test for combination on PRACH for TDD 1.28 Mcps option
	Siemens AG


Test case included:

· 18.1.4 Combinations on PRACH

· 18.1.4.1 Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH
· For TS 34.123-2


	T1-030803
	Update of applicability table to include Radio Bearer Reconfiguration from CELL_DCH to CELL_FACH (8.2.2.35)
	Siemens AG


· Inclusion in applicability table of condition for TDD both options

· New test condition included with number C364
	
	Inclusion of RAB tests for combinations on SCCPCH for TDD 1.28 Mcps option in ICS part.
	Siemens AG


· Inclusion in applicability table:

· 18.1.3.2 Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
· 18.1.3.2.1 One SCCPCH: Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
· 18.1.3.2.2 Two SCCPCHs: Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
· 18.1.3.2.3 One SCCPCH/connected mode: Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
· 18.1.3.3 Interactive/Background 32 kbps RAB + SRBs for PCCH +  SRB for CCCH + SRB for DCCH + SRB for BCCH
· New 2 test conditions included with number C361 and C362

· 2 new test cases in Table A.18h for Radio bearer capabilities for combinations on SCCPCH (1.28 Mcps TDD option) included

	
	Inclusion of RAB test for combination on PRACH for TDD 1.28 Mcps option in ICS part.
	Siemens AG


· Inclusion in applicability table.

· 18.1.4.1    Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH
· New test condition included with number C363

· Table A.18i for Radio bearer capabilities for combinations on PRACH (1.28 Mcps TDD option) included
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